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1. Lisp-Machine Data Types 


2 25692 feo fe 2 fs oh 2 ee Ss A aie A Ae aS a AE AR a he Efe FE ee AS a of eo A RE oe ee IE ofa a ES ofa Ea oR 2 Eo fe 2 of 2 ie 2 aR a ae Me aC a 


This file is confidential, Don’t show it to anybody, don’t hand it out to people, 
don’t give it to customers, don’t hardcopy and leave it lying around, don’t talk 
about it on airplanes, don’t use it as sales material, don’t give it as background to 
TSSEs, don’t show it off as an example of our (erodable) technical lead, and don’t 
let our competition, potential competition, or even friends learn all about it. Yes, 
this means you. This notice is to be replaced by the real notice when someone 


defines what the real notice is. 
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- The purpose of this chapter is to categorize and define all the objects that occur 
in I-machine memory, both visible and invisible. The categorization of a storage 
object is done according to its data type as specified by its type code. The 
definitions are presented in order by Lisp-object type. 


The essence of I-machine architecture is its support of the execution of the Lisp 
language at the hardware level. This dictates the salient features of individual 
architectural components. In particular, I-machine data representations reflect the 
fact that, in a Lisp machine, every datum is a Lisp object. Every word in memory 
therefore contains either a Lisp object reference or part of the stored 

_ representation of a Lisp object. (The only exceptions are forwarding pointers and 
special markers. "Invisible". to ordinary Lisp code, these. are used primarily for 
system memory management, including garbage collection.) : 


I-machine architecture is fully type coded: every word in memory has a-data-type 
field. The function of the data-type encoding, to be described in this chapter, is to 
_allow I-machine hardware to discriminate between the types of data it is operating 
on in order to handle each appropriately. More information in how I-machine 
instructions use different types of data is contained in another chapter. See the 
section “Macroinstruction Set." 


The chapter first introduces the I-machine’s-basic storage unit. It then lists the 
different ways that a Lisp object can be stored in memory and describes the 
components of these representations. Note the interrelation between object 
references and stored representations of objects: while a stored representation is 
the target of an object reference, it can also contain object references as part of 
its structure. This relationship reflects the nature of the Lisp language. 


As part of its introduction to stored representations, the chapter discusses those 

' stored objects that are not object references, including those that are invisible. 
This includes forwarding pointers, which are used when list or structure objects 
are moved. These are discussed here, despite the fact that the structures they are 


1 


Symbolics, Inc. - 


used in have not yet been defined. The general overview of data types 
encountered in I-machine memory makes forward references to some structures 
necessary. The reader can make use of the cross references supplied to help 
clarify these sections. 


After the introduction, the body of the chapter describes and defines. the structure 
of each of the Lisp objects that the I-machine architecture accommodates with a 
specifically assigned data type. The concluding section summarizes the data-type 
information. 


1.1 Introduction to Lisp-Machine Objects 


1.1.1. Memory Words 


1.1.1.1 Length and Format 


Words are the basic unit of ste na on the I machine. Every item in memory, 
including object references and object representations, is made up of one or more 
words. Whenever we refer to an address, it is the address of some word. More 
information on addresses is available elsewhere. See the section "Memory Layout 
and Addressing.” 


A word contains 40 bits, which are assigned to the following fields: 





Position Length Fieid Name 

<39:38> 2 bits Cdr Code 

<37:32> 6 bits Data Type 

<31:@> 32 bits Address or Immediate Data 
Sa Spat a ner a rm ee ee 
JCOR] TYPE | ADDRESS/DATA | 
peepee eam heen eee e eee nena eee + 

“ 39 . 37 31 ) 
j ne os 


Lo 


1.1.1.2 Fields 


The data-type field indicates what kind of information is stored in a word. Each 
Lisp object. referenced by its own assigned data type is explained in detail in the 
data-type section. See the section “Data-type Definitions." The functions of data 
types that do not serve as Lisp object references are described in an introductory 
section. See the section "Components of Stored Representations.” 


The address or immediate data field is interpreted according to the data type of* 
the word. This field contains either the address of the stored representation of an 
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used in have not yet been defined. The general overview of data types 
encountered in I-machine memory makes forward references to some structures 
necessary. The reader can make use of the cross references supplied to help 
clarify these sections. 


After the ‘introduction, the body of the chapter describes and defines the structure 
of each of the Lisp objects that the I-machine architecture accommodates with a 
specifically assigned data type. The concluding section summarizes the data-type 
information. 


4.1 Introduction to Lisp-Machine Objects 


1.1.1. Memory Words 
1.1.1.1 Length and Format - 


Words are the basic unit of storage on the I machine. Every item in memory, 

including object references and object representations, is made up of one or more 
words. Whenever we refer to an address, it is the address of some word. More - 
information on addresses is available elsewhere. See the section "Memory Layout 
and Addressing.” 


A word contains 40 bits, which are assigned to the folisieing fields: 


Position Length _ Field Name 
~ <€39:38> 2 bits Cdr Code 
<37:32> 6 bits Data Type 
<31:8> 32 bits Address or Immediate Data 
$u--4------ == panne enn nnn nnn nnn nnn ene + 
~ {CDRI TYPE. | ADDRESS/DATA od 
a rr eee es ------- a -----------e + 
39. 37 31 7) 


’ Words in actual physical memory may be more than 40 bits wide to allow for 
parity or ECC schemes. The architecture does not require the existence of parity 
or ECC nor does it specify any specific ECC algorithm. Such information and its 
implications are part of the documentation of each implementation and of the 
system units that support the implementation. 


1.1.1.2 Fields 


The data-type field indicates what kind of information is sara in a word. Each 
Lisp object referenced by its own assigned data type is explained in detail in the 
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object, or the actual representation of an object. This is explained in the: sections 
covering the individual data. types.. 


The cdr-code field is used for various purposes. For header data types, the: cdr-. 
code field is used as an-extension of the data-type field. For stored 
representations of lists, the contents of this field indicate how the data that 
constitute the list are stored. Other uses of the cdr-code field are for instruction 
sequencing. Use of the cdr code is explained in the sections on 1 lists, headers, and 
compiled functions. 


1.1.2 Classes of Stored. Object Representations 


Figure 1 illustrates the ways in which objects are represented. 


‘The storage structures for Lisp objects are introduced here so that the reader will 


be able to see how the various data types function within them. 


There are three fundamentally different ways that Lisp objects are stored in 
memory. An object can be stored 


/ eas a list, 
* as immediate data, 
* or as a structure. 


A list object is an object built out of one or more conses. Refer to the Reference 
Guide to Symbolics-Lisp for the definition of a.cons. The representation consists 
of a block of memory words strung together by means of the cdr codes. Often the 
block consists of only one or two words, soit is important to avoid the overhead of 
having an extra header word: this is why list representation and structure 
representation are different. The following types of objects have list 
representations: 


conses, 

lists, 

hig ratios, 

double-precision floating-point numbers, 
complex numbers, 

dynamic closures, 

Jexical closures,. and 

generic functions 


Note that there is a difference between the concept of a list as a type of structure 
and the concept of the data type dtp-list. All the above data types use list 
structure, including cdr coding (described later). Only the object references to 


lists and conses use the data type dtp-list. (There is no dtp-cons.) 
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An immediate object does not require any additional memory words for its 
representation. Instead the entire object representation is contained right in the 
object. reference. To be an immediate object, an object type must not be subject to. 
' side-effects, must have a small representation, and must. have a need for very 
efficient allocation of new objects. of that type. The following types of objects:have . 
immediate representations: 


small integers (fixnums), 
single-precision floating-point numbers, 
small ratios, 

characters, 
’ packed instructions, and 

physical addresses 


"A structure object is represented as a block of memory words. The first word 
. contains a header with a special data type code. Usually all words after the first 
contain object references.. ‘The header contains enough information to determine 
the size of the object’s representation in memory. Further, it contains enough 
information about the type of the object so that a legal object reference 
designating this object can be constructed. Structure representation is designed to 
work for large objects. Some attention is also paid to minimizing overhead for 
small objects, but there is always at least one word of overhead. The objects 
represented as structures are: 


symbols, 

instances, 
bignums, 

arrays, and 
compiled functions. 


The stored representation of a list or structure object is contained in some number 
of consecutive words of memory. Each memory word within the structore may 
contain 


an object reference, 

a header, 

a forwarding pointer, or 
a special marker. 


The data-type code identifies the word type. For example, an array is represented 
as a header word, which contains such information as the length of the array, and, 
following the header, memory words that contain the elements of the array. An 
object reference to an array without a leader contains the address of the first 
memory word in the stored representation of the array. 
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1.1.3 Components of Stored Representations 


The components of the stored representations to be found in Lisp machine memory 
are either object references, headers, forwarding (invisible) Beate or special 
markers. 


1.1.3.1 Object References 


Object references are the mechanism by which one refers to an object. The object 
reference is the fundamental form of data in this and any Lisp system. Object 
references are similar in function to the "pointers" of other languages. As noted 
before, an object reference can both point to the representation of a Lisp object 
and be a component part of such a representation. 


There are three types of object references: 


object references by address 
immediate object references, and 
pointers. 


Figure 2 illustrates the three types of object references. 


Object references by address are implemented by a memory word whose address 
field contains the virtual address of the stored representation of the object. Such 
memory words are categorized as pointer data. Examples of this type of object 
reference are symbols, lists, and arrays. 


Immediate object references are implemented by memory words that directly 

contain the entire representation of the object. These are implemented by memory 

words that contain the object in the 32-bit immediate data field. Examples of this 

type of object reference are small integers (fixnums) and single-precision floating- 
point numbers. 


Pointers are implemented in the same way as object references by address. The 
difference between these two types is that pointers contain the virtual addresses of 
locations that do not contain objects: they point instead to locations within objects 
-- for example, to the value cell of a symbol. Pointers are also categorized. as 
pointer data. 


1.1.3.2 Headers 


A header is the first word in the stored representation of structure objects. The 
header marks the boundary between the stored representations of two objects and 
contains information about the object that it heads. This information is either 
immediate data, when the header. type is dtp-header-i, or it is the address of some 
descriptive data, when the header type is dtp-header-p. The header-i format 
contains object-specific immediate data in bits <31:0>. The header-p format 
‘contains the address of an object-specific item in bits <31:0>. Object references 
usually use the address of an object’s header as the address of the object. (The 
only exceptions are the object reference to a compiled function and the object 
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Figure 3. Three types of object references. 
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reference to an array with a leader, in which case the reference points to a 
specified location inside the structure. 


The cdr-code field of a header word is used as.the header-type field: it 
distinguishes what kind of object the structure represents. The four header types 
for each type of header format are shown in Table 1. 

Table 1. Header Types 


_DTP-HEADER-P 


Header. Symbolic Name Object Type 
Type | 
8 %header-type-symbol Symbo} 
1 %header-type-instance Instance 
2 %header-type-leader Array leader 
3 Reserved 


DTP-HEADER-1 


Header Symbolic Name Object Type 
Type 
%header-type-compiled-function 
SO Compiled Function 
1 %header-type-array Array 
2 %header-type-number Number 
3 : Reserved 


It is possible to change the memory location of an object represented by a 
structure. In this case, the object’s header is. moved to a new location and the 
object’s old location is filled with a word of data type dtp-header-forward, an 
invisible pointer that contains the address of the new location of the reference. 
The object references in the locations of the old structure are all replaced with 
pointers of the type dtp-element-forward, which contain the addresses of the new 
.locations of the objects. This arrangement allows all existing references to the 
object to continue to work. Refer to Figure 3. Forwarding pointers are described 
more fully in the next section. See the section "Forwarding (Invisible) Pointers," 


1.1.3.3 Forwarding (Invisible) Pointers 


A forwarding pointer specifies that a reference to the location containing it should 
be redirected to another memory location, just as in. postal forwarding. These are 
also called invisible pointers. They are used for a number of internal bookkeeping 
purposes by the storage management software, including the implementation of 
extendable arrays. 


The data types of the forwarding pointers are: 
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Figure 3. Use of forwarding pointers to move an array. 
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dtp-external-value-cell-pointer 
dtp-one-q-forward 
dtp-header-forward 
dtp-element-forward 


. An external-value-cell pointer is used to link a symbol’s-value cell to a closure or 
instance value cell. It is not invisible to binding and unbinding. See the section 
"Binding Stack.” 


A one-q-forward pointer forwards only the cell that contains it, that is, it indicates 
that the cell is contained at the address specified in the address field of the 
dtp-one-q-forward word and that the cdr-code of the required data is the cdr code 
of the dtp-one-q-forward word. This pointer is used to link a symbol value or 
function cell to a wired cell or a compiled-function’s function cell, as well as for 
many other applications. 


A header-forward pointer is used when a whole structure is forwarded. This word 
marks where the header used to be, and contains the address of where the header 
is now. When an array with a leader is forwarded, dtp-header-forward pointers 
replace both the prefix header and the leader header. The other words of the 
structure are forwarded with dtp-element-forward pointers. The address field of 
an element-forward pointer contains the new address of the word that used to be 
there. The cdr code of the required data is stored with the relocated data -- the 
edr. code of the header-forward pointer is ignored. Every word of the structure 
except the headers contains an element-forward pointer. 


A header-forward pointer is also used in connection with list representation. List 
representation is explained fully in another section. See the section 
"Representation of Lists.” When a one-word cons must be expanded’ to a two-word 
cons by rplacd, a new two-word cons is allocated and the old one-word cons is 
replaced by a header-forward pointer containing the address of the new cons. (The 
edr code of the header-forward pointer is required to be edr-nil for garbage- 
collection purposes. It is ignored by edr and rplacd operations.) The cdr code in 
the location containing the forwarding pointer is ignored. This is one difference 
between a header-forward pointer and a one-q-forward pointer: the cdr eode in the 
location containing a one-q-forward pointer is used rather than ignored. See 
Figure 4. This figure illustrates how a cons whose car contains a reference to a 
fixnum and whose cdr is nil is changed when an rplaed instruction changes its 
edr to another fixnum. 


1.1.3.4 Special Markers 


A special marker indicates that the memory location containing it does not 
currently contain an object reference. An attempt to use the contents of that 
location signals an error. The address field of a special marker is used by error- 
handling software to determine what kind of error should be reported. (The 
hardware does not use the special-marker address field.) 
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_ NIL DTP-FIXNUM 


, DATA , ae 
Hep} DATA | 82-bit immediate data 
DATA . ; 
[ook] DATA | 32-bit immediate data : 


NORMAL DTP-FIXNUM 


Two-word cons 







Address of —_> 
' original cons 


cobeR 


“DATA | ae 
Nit 


\ 


‘ DTP-HEADER-FORWARD 





OFP-LIST oe 
After rplacd 


(increasing 
addresses) 


One-word cons 


DATA Rl ; : 
FFE 32-bit immediate data 


NIL DTP-FIXNUM 










DTP-LIST D 


Before rplacd 


Figure 4. Use of forwarding pointers to expand a cons. 
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The data types of the special.markers are: 


dtp-null 
dtp-monitor-forward ~ 
dtp-gce-forward 


A null special marker is placed in the value cell or function cell of a symbol or in 

the instance-variable value cell in an instance, in those cases when no value has 
been assigned. The address field of the null marker contains the address of the 
name of the variable. This. makes it possible for an error handler to report the 
name of the offending variable when an attempt to use the value of an unbound 
variable is detected. 


A null special marker is also used to initialize a freshly-created virtual memory 
page in case it is accidentally accessed before an object is created in it. The 
address field contains the word’s own address. 


The encoding of the null-special-marker data type is zero. Memory that is 
initialized to all bits zero thus contains all null words, which will cause a trap if 
referenced. 


The monitor special marker is intended for use with a debugging feature that will 
allow modifications of a particular storage location to be intercepted. See the 
section "Exception Handling." 


A marker of type dtp-ge-forward is used by the garbage collector and may only 
appear in oldspace. When an object is evacuated from oldspace, each word of the 
object’s former representation contains a dtp-ge-forward that points to the new 
location of that word. It is categorized here as a special marker, rather than as a 
pointer, since it is visible only to the garbage-collecting system, never to Lisp 
code. 


1.1.4 Operand-Reference Classification 


Immediate data dtp-fixnum, dtp-small-ratio, dtp-single-float, dtp-character, 
dtp-physical-address, dtp-packed-instruction, 
dtp-spare-immediate-1 (22 type codes) 


Pointer data dtp-double-float, dtp-bignum, dtp-big-ratio, dtp-complex, 
dtp-spare-number, dtp-instance, dtp-list-instance, 
dtp-array-instance, dtp-string-instance, dtp-nil, dtp-list, 
dtp-array, dtp-string, dtp-symbol, dtp-locative, 
dtp-lexical-closure, dtp-dynamic-closure, 
dtp-compiled-function, dtp-generic-function, 
dtp-spare-pointer-1, dtp-spare-pointer-2, dtp-spare-pointer-3, 
dtp-spare-pointer-4, dtp-even-pe, dtp-odd-pc, 
dtp-call-compiled-even, dtp-call-compiled-odd, 
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dtp-call-indirect, dtp-call-generic, 


dtp-call-compiled-even-prefetch, 


- dtp-call-compiled-odd-prefetch, dtp- callindirect-prefetch, 


dtp-call-generiec-prefetch (33 type codes) 
dtp-null (1 type code) 


Immediate Headerdtp-header-i (1 type code) 


Pointer Header 
HFWD 
EFWD 

1FWD - 
‘EVCP 
Gc 
Monitor 

Data 

Header 


Immediate 
Pointer 


‘Numeric 


Instance 


dtp-header-p (1 type code) 
dtp-header-forward (1 type code) 
dtp-element-forward (1 type code) 
dtp-one-q-forward (1 type code) 
dtp-external-value-cell-pointer (1 type code) 


. dtp-ge-forward (1 type code) 


dtp-monitor-forward (1 type code) 
The union of immediate data and pointer data (55 type codes) 


The union of immediate header and pointer header (2 type 
codes) 


The union of immediate data and immediate header (23 type 
codes) 


The union of pointer data, null, pointer header, HFWD, EFWD, 
1FWD, EVCP, and monitor (40 type codes) 

dtp-fixnum, dtp-small-ratio, dtp-single-float, dtp-dcuble-float, 
dtp-bignum, dtp-big-ratio, dtp-complex, dtp-spare-number (8 


‘type codes) 


dtp-instance, dtp-list-instance, dtp-array-instance, 
dtp-string-instance 


1.2 Data-Type Descriptions 


This. section defines how each type of object is represented in storage and explains 
how the stored representations make use of type-coded objects. 


1.2.1 Representations of Symbols 


The object reference to a symbol is a word of data type dtp-symbol or dtp-nil. 
The address field of this word contains the address of a header of type 
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dtp-header-p. The header is followed by four words. The header’s header-type 
field equals %header-type-symbol and the address field of the header contains the 
address of the symbol’s name, a string. The five words that constitute. a -symbol 
object, in order, are: 


SYMBOL<NAME-CELL address of the symbol’s name 


3) 
4 SYMBOL-VALUE~CELL the value, or an unbound marker 
2 SYMBOL-FUNCT FON-CELL the. definition, or an unbound marker 
3  SYMBOL-PROPERTY-CELL the property list 
4 SYMBOL-PACKAGE-CELL the home package, or NIL 
See Figure 5. 


The special symbols nil and t sone in fixed memory locations: (vma=pma 
1011000) and (vma=pma 1011005), respectively. See the section "Wired Addresses." 
The fixed address and separate data type for nil speed up operations such as 
predicate functions. 


1.2.2 Representations of Instances and Related Data Types 


The data types described in this section are used by. the flavor system, which deals 
with flavors, instances, instance variables, generic functions, and message passing. 
A flavor describes the behavior of a family of similar instances. An instance is an 
object whose behavior is described by a flavor. An instance variable is a variable 
that has a separate value associated with each instance. A generic function is a 
function whose implementation dispatches on the flavor of its first argument. and 
selects a method that gets called as the body of the generic function. Generic 
functions are described in the section on function data types. See the section 
“Representation of Functions and Closures." In message pass.ag, an instance is 
called as a function; the function’s first argument, known as the message name, is 
a symbol that is dispatched upon to select a method that gets called. 


See the Lisp documentation for more information about flavors, instances, instance 
variables, and messages. 


1.2.2.1. Flavor Instances 


The object reference to an instance is a word of data type dtp-instance whose 
address field points to the instance structure. The stored representation of an 
instance consist of a header with type dtp-header-p, whose header-type field 
equals %header-type-instance. The words following the header of the instance 
are the value cells of the instance variables. They contain either object references 
or an unbound marker. The cdr codes are not used. The address field of the 
header contains the address of the hash-mask field of a flavor-description 
structure. This description structure is called a flavor. 


A flavor contains information shared by all instances of that flavor. The 
aoe: defined fields of a flavor are: 


Symbol Representation 


vdicm ae 


(ee 


. SYMBOL. OTP-HEADER-P 
CODE, TYPE 


OTP-SYMBOL 





Figure 5. Structure of a symbol object. 
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e the array header, part of. the packaging of the structure -(It must be a short- 
prefix array format, but-is not checked.) 


e the named-structure syiabol! part of the packaging of the structure 


e the size of an instance, used by the garbage collector and by the instance 
referencing instructions (%instance-ref and the like) 


e the hash mask, used by the hardware for method lookup 

e the andles Tash table address, used by the hardware for method lookup 
* the name of the flavor, used by the type-of function | 

‘e additional fields known only to the flavor system 


A handler table is a hash table that maps from a generic function or a message to 
the function to be invoked and a parameter to that function. Typically, the 
function is a method and the parameter is a mapping table used. by that method to 
access instance variables. The mapping table is a simple, short-prefix ART-Q 
array. For speed, the format of handler tables is architecturally defined and 
known by hardware. Handler hash tables are packaged inside arrays, but this is 
software dependent, not hardware or architecture dependent. 


A handler table consists of a sequence of three-word elements. The address of the 
‘first word of the first element is in the flavor. Each element consists of: 


the key This is a generic function (dtp-generic-function), a message 
name (dtp-symbol), or nil, which is a default that matches 
.verything (dtp-nil). . 


the method This is a program-counter value (dtp-even-pe or dioasdalives 
addressing the instruction at which the compiled function 
corresponding to the method is to be entered. 


the parameter This is a parameter that. gets passed from the function or 
message to the method as an extra argument. If the parameter 
in the handler table is nil, the genenie's function or message is 
used as the parameter. 


Method entries are normally of type dtp-even-pe or dtp-odd-pe. An interpreted 
method invokes a special entry point to the Lisp interpreter; this is implemented 
by storing the interpreter (a dtp-even-pe or dtp-odd-pe) as the method function 
and storing the actual method as the parameter. 


Each unused three-word slot in the handler hash table, plus a fence slot at the 
end of the table, is filled with nil, a default method function, and nil. The default 
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method function takes care-of rehashing. after a Eerbage collection, default 
handling, and. error signalling. . 


Figure 6:illustrates the structure of an instance object, a flavor, and a handler 
table. Refer to the chapter.on function calling to see how instances, methods, and 
generic functions are applied. See the section "Handler Table.”. 


1.2.2.2 List Instances 


The object reference to a list instance is a word of data type dtp-list-instance 
whose address field points to an instance structure. The instance structure for a 
list instance is the same as that for an ordinary instance. Trap handlers written 
in Lisp enable list-manipulation instructions to operate in a generic manner on 
objects of the list-instance data type. See the section "Flavor Instances." 


‘1.2.2.3 Array Instances 


’ The object reference to an array instance is a word of data type 
dtp-array-instance whose address field points to an instance structure. The 
instance structure for an array instance is the same as. that for an ordinary 
instance. Trap handlers written in Lisp enable array-manipulation instructions to 
operate in a generic manner on-objects of the array-instance data type. See the 
section "Flavor Instances." 


1.2.2.4 String Instances 


The object reference to a string instance is a word of data type 
dtp-string-instance whose address field points to an instance structure. The 
instance structure for a string instance is the same as that for an ordinary 
instance. Trap handlers. written in Lisp enable string-manipulation instructions to 
operate in a generic manner on.objects of the string-instance data type. See the 
section "Flavor Instances.” 


1.2.3 Representation of Characters 


The object reference to a character is an immediate object of data type 
dtp-character, which contains the following fields in its data field: 
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INSTANCE OTP-HEADER-P 


abe [ee 
jor, [pata | 32-bit address 


DTP.INSTANCE, DTP-LIST-INSTANCE, OTP-ARRAY:INSTANCE, or DTP-STRING- INSTANCE 





ARRAY 
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DTP-EVEN-PC or DTP-ODD-PC 
DTP-GENERIC-FUNCTION, DTP-SYMBOL, or DTP-NIL 


con | DATA LL meee 
aes PARAMETER (MAPPING TABLE} 
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METHOD 

CODELTYPE | = 

CODE}: PARAMETER (MAPPING TABLE) 

coR pata | 

|CDR ‘| DATA 






























HDR | DATA 
TyPE | typ 


: ARRAY HEADER FIELDS 


DTP-SYMBOL 





HEADER-| 
DTP-LOCATIVE 


OTP-FIXNUM 


y 
CODE Tee. 1/ / %FLAVOR-TYPENAME 
cor -| DATA’ 
psoas %FLAVOR-HASH-ADDRESS > 
cDR’ | DATA’ 
__ %FLAVOR-HASH-MASK 
cODE| TYPE 
R A 
DE TIPE. | -_%FLAVOR-NAMED-STRUCTURE- SYMBOL 
HOR’ | DATA é 
ae 


HEADER-| 


%FLAVOR-INSTANCE-SIZE | {= 4 in this case} 


Figure 6. The structure of an instance. 
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Position _.. Symbolic Name. Description - 
<31:28> (4 bits)... 2ZCHAR-BITS — .. . Control, Meta; Super, Hyper -bits 
- €27:16> (12 bits). ZZCHAR-STYLE ~ Ltalic, large, bold, ; 
-€15:8> (8 bits) ZZCHAR-CHAR-SET Character set 
<7:@> (8 bits) ZZCHAR-SUBINDEX Index within this character set 
prnpennee ee oe a a a 
HCC} TYPE [BITS| STYLE © |CHAR-SET |SUBINDEX| 
‘pea pe ena ne ee pose $-o------ + 
39 37 31 27° 15 7 g 


Note that the fields in a character object are not used by the hardware; character 
‘format is invisible to it. The fields may change in future software. 


1.2.4 Representations of Numbers 


1.2.4.1 Fixnum Representation 


A fixnum is represented by an immediate object whose data field contains a 82-bit, 
two’s-complement integer. Its data type is.dtp-fixnum. 


1.2.4.2 Bignum Representation 


The object reference to a bignum is a word of data type dtp-bignum, whose 
address field points to.a bignum structure. The header word of the structure 
contains. data type dtp-header-i, with the header-type field equal to 
%header-type-number, and %header-subtype-bignum. (Note that fifteen values 
of the 4-bit header subtype field are available for expansion.) See’ mene 7. The 
following fields in the header word are specific to bignums: 


Position Symbolic Name Description 
<31;28> 42HEADER-~SUBTYPE-FIELD 8 for a bignum ; 
<27> ZABIGNUM-SIGN @ for a positive number, 1 for a 
_ negative number 
<26 :8> Z2ZBI GNUM-LENGTH the number of fixnums that follow 


Note that the hardware does not make use of these header-word fields. Following 
the header is a sequence of fixnums that make up the bignum. The least- 
significant part of the bignum is stored in the first fixnum. The fixnums are 
two’s complement and use all 32 bits for each digit. The bignum sign bit is the — 
value of all the most significant bits not explicitly stored in the bignum. 
Therefore, -1_32. would occupy 2 words: the header with sign 1 and length 1, and 
a fixnum of 0. (The notation -1_32 stands for a two’s complement -1 that has been 
multiplied by 2°32, that is, shifted left 32 places.) 
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Ne ae + 
[NM] HEADER-I | BIGN| 1@8@08eGe0e80G0eRR00G088801 | 

Bice cre Sat eat eee eee nae ‘ 
33 8 
Fer ence nnn nnn sme enn naan + 
|CC|. FIXNUM | see8ebBeR80RRRRGRRRRRRgGbeRRRRRRB | 
orn nn en nn nnn ene + 


39 6 


1_31. would also occupy 2 words: the header with sign 0 and length 1, and a 
fixnum that happens to be -1_81. 7 


spre ne ren meen nen ne eee nna + 
|NM|HEADER~I | BIGN| 8g9888eReeRDGeeR8R0eRRe0E81 | 
pote ee ee eee + 
39 8 

spre et re ee a ee an nna em me em em wm + 
{CE}. FIXNUM | 1e80GBeGebRRRRGRGRbRRRGReaRgERaR | 
pee em en er ee eee eo oe mr ee + 
39 7) 


1.2.4.3 Smail-Ratio Representation 


A small ratio is represented by an immediate object of data type dtp-small-ratio. 
The data field is divided into two subfields as follows: 


Position Description 

<31:16> form a two’s-complement numerator. 6 is an 
illegal value. 

<15:@> is an unsigned denominator. @ and 1 are 


illegal values. 


ponder eee i + 


|CC{SM-RAT| NUMERATOR { . DENOMINATOR | 
tentene nn See pmo een anne eens + 
39 37 31 15 8 


The illegal values are so because of either division by zero, or because the number 
is an integer and should be represented as such. The ratio is reduced to lowest 
terms. Note that the hardware does not make, use of the fields of the small ratio. 
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Figure 7. Structure of an object of type dtp-bignum 
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1.2.4.4 Big-Ratio. Representation 


The object reference to a big ratio is a word of data type dtp- Higsatio, whose : 
address field points to a.cons pair. The car of the cons contains the numerator of 
the ratio, and the cdr contains the denominator. As with small ratios, a numerator 
of 0, or a denominator of 0, 1,.or a negative number, is illegal: The ratio | is 
reduced to lowest terms. See Figure 8. 


3 2A5 Single-Precision Floating-Point Representation 


A single-precision floating-point number is represented as an immediate object of 
data type dtp-single-float whose data field contains a 32-bit IEEE single basic 
floating-point number. The following fields are defined: 


Position Symbolic Name Description 

<31> . 249 INGLE-SIGN '  § for positive numbers, 
1.for negative numbers 

<36:23> %2ZS INGLE-EXPONENT excess-127 exponent 

<22:@>- SAS INGLE~FRACTION positive fraction, with 


hidden 1 on the left 


tooteenece $apeone cen Set + 
|CC}SNG—-FLIS| EXPONENT | FRACTION | 
Fe ee Coe Se a a aes 
39 37 31 22 ) 


1.2.4.6 Double-Precision Floating-Point Representation 


The object reference to a double-precision floating-point number is a word of data 
type dtp-double-float. The address field of the doubie-float word contains the 
address of a cons pair. See Figure 9. The data fields in the words of the cons 
pair hold two fixnums, containing the sign, exponent, and fraction as packed fields. 
The most-significant word is stored first, violating normal byte-order conventions. 
The second fixnum contains the low 32 bits of the fraction. The first fixnum 
contains the following fields: 
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Representation of a Blg-ratio 


Nit . DTP-FIXNUM™ 


CDR | DATA 
CODE DENCMINS TOR 

CDR_} DATA 
Cae jremapbolcd 







NORMAL DTP-FIXNUM 
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DFP-BIG-RATIO 


* The numerator or denominator cauld aiso be a bignum. 


Figure 8. Representation of a big ratio. 
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Position . Symbolic Name Description. 
<31> Z%7DOUBLE-SIGN @ for a positive. number, 

1 for a negative number 
<3: 28> Z%ZDOUBLE-EXPONENT excess-1823. exponent 
<19:8> “%D0UBLE-FRACT ION-HIGH top 2@ bits of fraction 


(excluding the hidden bit) 


a fpnn meme nn deete seesaw eat + 
lec} FXNM IS[| EXPONENT | FRACTION-HIGH | 
ney seer pape winnie posta te eet ee + 


39 37 31 19 i: 
The second fixnum contains one field: 


Position Symbolic Name Description 


<371:8> AeFRACTION-LOW © bottom 32 bits of fraction 
oe pire sce teh tiny ca 2 eee rere + 
{CC] FXNM f[ .- FRACTION-LOW | 
spree ere pee ee et ee eg a te rh 
39 37 | 31 4] 


This conforms to the IEEE standard 64-bit representation. In non-generic code 
double-precision floating-point numbers are often represented as a pair of fixnums. 
Avoiding the normal in-memory object representation saves consing overhead. 


1.2.4.7 Complex-Number Representation 


The object reference to a complex number is a word of data type dtp-complex, 
whose address points to a cons pair. The car of the cons contains the real part of 
the number, and the cdr contains the imaginary part. See Figure 10. 


1.2.4.8 The Spare-Number Type 


An object reference using dtp-spare-number can be employed by software to 
implement additional numeric data types. Functions that require numeric data 
types as arguments will behave properly (usually trapping out to user-defined 
handlers) with dtp-spare-number operands. 


1.2.5 Representations of Lists 


The object reference to a list is a word of data type dtp-list, whose address field 
contains the address of a word that contains the car of a cons. The storage 
representation of a list is usually a linked collection of conses. Refer to the. 
Reference Guide to Symbolics Lisp for a complete description of conses and lists,. In 
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Representation of Double-precision Floating-point Number 


Nit. DTP-FIXNUM 


CoA | DATA 
CODE FRACTION-LOW 


CDR | DATA —— 
SIGN] EXPONENT _| FRACTION-HIGH . 


NORMAL DTP-FIXNUM 






eee pe . 32-bit address - 


DTP-DOUBLE-FLOAT 


Figure 9, Representation of a double-precision floating-point number. 
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Representation of a Complex Number 
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CODE: TYPE 


DTP-COMPLEX 


32-bit address 


Figure 10. Representation of a complex number. 
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compact. form, however, a list can be stored in a eq vente of adjacent ey 
words. See Figure 11. 


The cdr-code tag of a memory. word that constitutes an element ofa list specifies © 
how to get the cdr of its associated cons according to whether the list is stored in 
- normal linked-list form-or in compact form. The cdr-code tag works as follows: 
Code — Symbolic Name Description 


0 edr-next , Increment the address to get a reference to the 
- cdr, itself a cons. This is used for iat lists. 


1 edr-nil The cdr is nil. This is used for pon kinds of 
list. 
2 edr-normal Fetch the next memory word; it contains:a 


reference to the cdr. This is- used for 
normal lists. 


3 (illegal) 


A typical, that is, not compact, two-word cons has edr-normal in the cdr-code tag 
of its first word and edr-nil in that of its second. The car and cdr operations 
- ignore the. cdr. code-in the second word, but it is helpful to the garbage collector. 


In general, a compact list representation consists of a contiguous block of one or 
more memory words. The cdr code of the last word is always cdr-nil. The cdr 
code of the second-to-last word may be edr-normal or cdr-next. The cdr code of 
each of the remaining words is edr-next. Note that when a cons consists of 
exactly two words, the edr-normal form is used in its representation, and the cdr 
code of the second word is always edr-nil. In a two-element: list consisting of two 
words, the edr code of the first word is edr-next. 


Note that a dtp-list pointer can point into the middle of a list representation. 
This happens any time edr-next is used; for instance, if a list of four elements is 
fully cdr-coded -- that is, it is stored in compact form -- its representation consists 
of four words. The contents of each word is an element of the list. The cdr 
codes of the first three words are cdr-next; the cdr code of the last word is 
edr-nil. An object reference to the cddr of this list has data type dtp-list and the 
address of the third word. The garbage collector protects the entire block of 
storage if any word in it is referenced. See Figure 12. 


The rplaed operation interacts with cdr coding. An illustration of this was 
presented in an earlier section. See the section "Forwarding (Invisible) Pointers.” 
rplaed of a cons represented with cdr-normal simply stores into the second word. 
But rplaed of a cons represented with cdr-next or edr-nil must change the 
representation so that the cdr is represented explicitly before it can be changed. 
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Figure 11. Ordinary and compact list structures. 
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Figure 12, An object reference to the eddr of a list. 
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There is one exception; if the cdr is being changed to nil, the edr-nil cdr code is 
used to represent it. Use of rplacd can split an object representation into two 
independent object representations, one of which might then be garbage-collected. 


dtp-header-forward is used to implement list forwarding. If the data-type tag (of 
the car) is dtp-header-forward, the cdr code is ignored (except by the garbage 

_ collector, which expects it to be edr-nil). The address in the forwarding pointer 
points to a pair of words that contain the car and cdr. 


1.2.6 Representations of Arrays and Strings 


The object reference to an array or string is a word with data type dtp-array or 
dtp-string. The representation of arrays described here does not. apply to object 
references with data type dtp-array-instance or dtp-string-instance. 


Whether an array is referred to by dtp-array or dtp-string has no effect on its 
stored representation: the data type of a object reference simply serves to make 
the stringp predicate faster. 


An array is a. structure consisting of.a prefix followed by optional data. (Data does 
not follow the prefix of an-array structure if, for example, the array is displaced.) 
A prefix is defined to be a word whose data type is dtp-header-i and whose header 
type is %header-type-array, followed by zero or more additional words. The prefix 
defines the type and shape of the array. This is similar to the 3600. The detailed 
format of the prefix is different from the 3600, and simpler. The data is a 
sequence of object references or of fixnums containing packed bytes. 


The byte fields in a prefix header’s 32-bit immediate field are: 


- 80 


Symbolics, Inc. 


_» Position Symbolic Name ; Description 


<31:26> 6 ~ARRAY-TYPE-FIELD ~ - Combination of fields below 
<31:3@> 2 . ARRAY-ELEMENT-TYPE . Element type, one of: fixnum, 

: , ' character, boolean, object-reference. 
<29:27> 3. ARRAY-BYTE-PACKING = Byte packing. Base 2 logarithm (@ to 


5) of the number of elements. per word 
6 or 7 in this field is undefined. 
<26> 41 ARRAY-LIST-BIT 1 in ART-Q-LIST arrays, @ otherwise 
<25> 1. ARRAY-NAMED-STRUCTURE-BIT 
; 4 in named-structures, @ otherwise 
<24> — 41 ~ ARRAY-SPARE-1 (spare for software use) 
<23> 4 ARRAY-LONG-PREFIX-BIT 1 if prefix is multiple words 
<22:15> 8. ARRAY-LEADER-LENGTH-FIELD 
Number of elements in the leader 
<14:@> 15 ARRAY- ' Use of these bits depends on the 
prefix type, as described below 
in the defini 


ope w nn peepee ten pape toe n Sr oat 


JAR]HDR~1I [TY {BPBILIS|-{P/L-LEN| | 
papa np tpe metata eat ee cope nnn een t 


39 38. 31 38 27 23.15 i) 


‘Bits <31:27> correspond to the same bits of the control word of an array register. 
Array registers are discussed in the following section. See the section “I-Machine 
Array Registers.". Bits <26:24> are not used by hardware. Bits <31:27,23> enable 
various special pieces of hardware (or microcode dispatches). Bits <22:0> are used 
by hardware under microcode control. Bits <31:26> are sometimes grouped 
together as ARRAY-TYPE-FIELD. 


Some arrays include packed data in their stored representation. For example, 
character strings store each character in a single 8-bit byte. This is more 
efficient than general arrays, which require an entire word for each element. 
Accessing the nth character of a string fetches the n/4th word of the string, 
extracts the mod(n,4)th byte of that word, and constructs an object reference to 
the character whose code is equal to the contents of the byte. Machine 
instructions in compiled functions are stored in a similar packed form. For 
uniformity, the stored representation of an object containing packed data remains 
a sequence of object references. Each word in an array of element-type fixnum, 
boolean, or character is an immediate object reference, data type dtp-fixnum, 
whose thirty-two bits are broken down into packed fields as required, such as four 
8-bit bytes in the case of some character -strings. 
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An array can optionally be preceded by a-leader, a sequence of object references 
-that implements the array-leader feature. If there is a leader, the leader is 
preceded by a header of its own, tagged dtp-header-p and %header-type-leader;, 
the address field of this header contains the address of the array’s main header 

-- that.is, the address of the header of the array prefix.. Note that if an array has 
a leader, the address field of an object reference designating that array contains 
the address of the main header, the one after the leader, not the address of the 
header at the beginning of the array’s mice S before the leader. Refer to the 
diagram, Figure 13. 


- The address of leader element i of an array whose address is a, regardless of 
whether the prefix is long or short, is given by (- ai 1). 


The two array formats (@array-prefix-short and %array-prefix-long) are provided 
_ to optimize speed and space for simple, small arrays, which are the most common. 
Wherever possible fields have been made identical in both formats to simplify the 
implementation. 


Description of the two prefix types: 
%array-prefix-short: 


Position Bits Symbolic Name Description 
<14:8> 15  ARRAY-SHORT-LENGTH-FIELD Length of the array. 


sn ee Soe RE Se Oe ee Os 
[ARTHDR-I1tTY{BPBIL|S!-I@{L-LEN| AR-LENGTH | 
pombe eam St Cetetaia teats ee ats et coats cette 
39 38 31 36 27 23 44 7) 


The prefix is one word. The array is one-dimensional and not displaced, but may 
have a leader. Most common arrays including defstructs, editor lines and most 
arrays with fill-pointers use this type. (You can find out about fill pointers by 
using the Document Examiner, or refer to the Reference Guide to Symbolics Lisp.) 
See Figure 13. 


The address of data element i of a short-prefix array whose address is a and 
whose ARRAY-BYTE-PACKING field is b is given by (+ a (ashi (© b)) 1). When 
b is greater than zero, packed array elements are stored right-to-left within words, 
thus the right shift to right-justify data element i is 

(ash (logand i (1- (ash 1 b))) «© 5 b)). 
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Arrays with Prefix Type %array-prefix-short 
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Aray data 
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Fill pointer j 
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Named-structura 
Arayleader € symbol eldrelamd > Lor 32-bit address 


32-bit. address 


isk 32-bit address 2 


DTP-ARRAY 
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{increasing 
addresses} 
cOR_ | xn | E29 £28 E27 E296 E25 E24 E23 E22 E2i E20 E19 £18 E17 E16 
Array data 











| exnn| E15 £14 E13 £12E11 £10 £9 E8 E7 £6.65 E4 £3 E2 £3 £0 
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2-bit element-type field 


DTP-ARRAY 


Anay 


Generated by: 


Without Leader 


Figure 13. | Short-prefix arrays with and without leaders. 
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Yarray-prefix-long: 








Position. Bits Symbolic Name _ Description 
<14> 1. ARRAY-DISPLACED-BIT @ for normal array, 1 
for displaced array.. 
1313s T2  ARRAY=LONG=SPARE-—-_—---- ‘Spare: peta 
<2:8> 3 ARRAY -LONG-DIMENSIONS-FIELD oe 


Number of dimensions. 


De ee eo 
[ARIHDR-I |TY{BPBIL|S|-[41L-LEN[DISPARE1/DIMS| 
en er eer or ee 


39 38 31 38 27 23 4443 2 fs) 


The long prefix format is used for displaced arrays (including indirect arrays), 
arrays that are too large to fit in the short-prefix format, and multidimensional 
Cineluding zero-dimensional) arrays. The first word of the prefix contains the 
number of dimensions in place of the length of the data. The total eee of the 
prefix is (+ 4 (* d 2)) where d is the number of dimensions. 


The second word of the prefix is the length of the array. For conformally 
displaced arrays, this is the maximum legal linear subscript, not the number of 
elements (which may be smaller). 


The third word of the prefix is the index offset. This word is always present, 
even for non-indirect arrays. Zero should be stored here in nhon-displaced arrays, 
since the this word is always added to the subscript..Always having an index offset 
keeps the format uniform and allows the feature that ee arrays of packed - 

- elements can be non-word-aligned. 


-The fourth word of the prefix is the address of the data, This is a locative to the 
first word after the prefix for normal arrays, except for normal arrays with no 
elements, in which case it is a locative to the array itself to avoid pointing to 
garbage. For displaced arrays, this is a locative or a fixnum. For indirect arrays, 
this is an array. 


The remaining words of the prefix consist of two words for each dimension. The 
first word is the length of that dimension and the second word is the value to 
multiply that subscript by. Note that this is different from the 3600. See 
Figure 14. 


A one-dimensional array with a subscript multiplier not equal to 1 cannot be 
encached in an array register. Currently the software considers such arrays 
illegal and will never create one. 
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warray-prefix-long: 
Position Bits Symbolic Name Description 
<14> “4 ARRAY-DISPLACED-BIT @ for normal array, 1 


for displaced array. 
<13> 4 ARRAY-DISCONTIGUOUS-BIT 8 for normal array, 1 
for conformal array. 
<12:3> 12  ARRAY-LONG-~SPARE Spare. 

<2:8> 3 ARRAY-LONG-DIMENSIONS-FIELD 

, Number of dimensions. 


repo pa been batten ttt nn tent 
JAR|HOR-I{TY|BPBILIS{-|1|L-~LEN|IDISPARE|DIMS | 
Bae ee a CE Se Se So Oe ae 
3938 48693138 27 3823 1413 2 @ 


The long prefix format is used for displaced arrays (including indirect arrays), 
arrays that are too large to fit in the short-prefix format, and multidimensional 
(including zero-dimensional) arrays. The first word of the prefix contains the 
number of dimensions in place of the length of the data. The - total length of the 
prefix i is (+ 4 (* d 2)) where d is the number of dimensions. 


‘The second word of the prefix is the length of the array. For conformally 
displaced arrays, this is the maximum legal linear subscript, not the number of 
elements (which may be smaller). 


The third word of the prefix is the index offset. This word is always present, 
even for non-indirect arrays. Zero should be stored here in non-displaced arrays, 
since the this word is always added to the subscript. Always having an index offset 
keeps the format uniform and allows the feature that displaced arrays of packed 
elements can be non-word-aligned. - . 


The fourth word of the prefix is the address of the data. This is a locative to the 
‘first word after the prefix for normal arrays, except for normal arrays with no 
elements, in which case it is a locative to the array itself to avoid pointing to 
garbage. For displaced arrays, this is a locative or a fixnum. For indirect arrays, 
this is an array. 


The remaining words of the prefix consist of is words for each dimension. The 
first word is the length of that dimension and the second word is the value to 
multiply that subscript by. Note that this is different from the 3600. See 
Figure 14. 


A one-dimensional array with a subscript multiplier not ata is 1 cannot be 
encached in an array register. Currently the software considers such ee 
illegal and will never.create one. 4 
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" Two-Dimensional Array 
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Figure 14. A two-dimensional array. 
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The way you tell a displaced/indirect array from a normal array is by checking the 
array-displaced bit of the array header (assuming the array has its long prefix bit 
set). Indirect arrays can be can detected by the data type tag of the fourth word. 
Figure 15 shows:a simple displaced array, while the figure in Figure 16 shows a 

- one-dimensional array indirected to another two-dimensional array. The following 
code generates two such arrays: t 


(setq a (make-array ’(7 4). :element-type ’ (unsigned-byte 4)) 
b (make-array 4 :displaced-to a 
:dispaced-index-offset 1@. 
:element-type *(unsigned-byte 4))) 


. Software defines the precise algorithm to be-used when. accessing an indirect 
array. 


, a ae ar a a ak 
ace a 


1.2.7 I-Machine Array Registers : 4 





~~ 


An array register is four words on the stack that contain a decoded form of an 
array, permitting faster access because no reference to the prefix is required. I- 
machine array registers are essentially the same as those on the L-machine, with 
the addition of an index-offset feature to allow non-word-aligned array registers 
with reasonable speed (on the L-machine they are very slow). 


The four array-register words on the stack are, in order: 


Array Object reference 
Control ‘word a fixnum containing the following packed fields: 


Position Bits Symbolic Name Description 

<37:38> 2 ZZELEMENT-TYPE One of: fixnum, character, 
boolean, or object-reference 

<29:27> 3 ZZBY TE-PACKING Base 2 logarithm (8 to 5) of 

ws the number of elements per word 

<26:22> 5 22BY TE-OFFSET Offset from word boundary in 
units of array elements 

<21:8> 22 ZZEVENT-COUNT Used for validity checking 


Base address The address of the first element in the array 


Array length The number of elements in the array 


The 2%EVENT-COUNT field is a copy of the internal processor register array- 
event-count. This copy is set when the array register is created, and updated by 
Lisp code whenever an exception is taken because the %%EVENT-COUNT field 
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The way you tell a displaced/indirect array from a normal array is by checking the . 
array-displaced bit of the array header (assuming the array has its long prefix bit 
set). Indirect arrays can be can detected by the data type tag of the fourth word. 
' Figure 15 shows a simple displaced array, while the figure in Figure 16 shows a 
_ one-dimensional array indirected to another two-dimensional array. The following 
code generates two such arrays: 


(setq a (make-array ’(7 4) :element-type ’(unsigned-byte 4)) 
; b (make~array 4 :displaced-to a 
:dispaced-index-offset 10. 
:element-type *(unsigned-byte 4))) 


Software defines the precise algorithm to be used when accessing an indirect 
array. A 


Conformal arrays are detected ty testing ARRAY-DISCONTIGUOUS-BIT. Software 
may be able to do certain optimizations with this knowledge. ARRAY- 
DISCONTIGUOUS-BIT and ARRAY-DISPLACED-BIT are not used by hardware. 


1.2.7 I-Machine Array Registers 


An array register is four words on the stack that contain a decoded form of an 
array, permitting faster access because no reference to the prefix is required. I- 
machine. array registers are essentially the same as those on the L-machine, with 
the addition of an index-offset feature to allow non-word-aligned array registers 
with reasonable speed (on the L-machine they are very slow). _ 


The four array-register words on the stack are, in order: 


Array Object reference . 
Control word a fixnum containing the following packed fields: 
Position Bits Symbolic Name Description 
<31:38> 2 %%ELEMENT-TYPE One of: fixnum, character, 
» 4 A. ‘ boolean, or object-reference 
<29:27> 3 Z2BY TE-PACKING ; Base 2 logarithm (@ to 5) of 
the number of elements per word 
<26:22> 5 Z4BYTE-OFFSET Offset from word boundary in 
a ; units of array elements 
<€21:8> 22 ZZEVENT-COUNT ~ Used for validity checking 


Base address The address of the first element in the array 


Array length = The number of elements in the array 
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Disptaced Array with Prefix 
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Figure 15. A simple displaced array. 
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Figure 16.. A one-dimensional array indirected to a two-dimensional array. 
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does not match the array-event-count register. The array-event-count register is 
incremented. by Lisp code whenever. the size of an array is changed, invalidating 


alll array registers that have been created. The array-event-count ‘register is by 


convention always nonzero, forcing the Lisp code to do an extra increment: if the - 
new contents would be zero. This convention permits the creation of array. _ 
registers that always trap (by giving them a zero event count),. which may be used 
for encaching objects. of type dtp-array-instance and dtp-string-instance that do 
not have encacheable arrays. 


To read an element of an array encached in a array register: 


1. If the event count is not equal to the contents of the internal. processor 

_ register array-register-event-count, take an instruction exception and re- 
decode the array into the array register... This exception need not be handled 
in hardware/firmware since it will not happen often. It is a post trap, which 

is responsible for either backing up the PC or for doing the. read itself. 


2. Compare the subscript against the array length, take an instruction 
exception unless 


(Zunsigned-lessp ‘subscript Tength) 
‘is true. | 
3. Add %I%byte-offset to the subscript. 


4, Read the memory word at 
(+ base-address (ish aibsatinn (- 2Z%byte- see: 


5. Use the low-order bits of the subscript, %%byte-packing, and %%element-type 
to extract the array element from the word read from memory. Take an 
instruction exception if the Cee requires a data type different 
from what was read. 


Much of the above happens in parallel, as it does on the L-machine. The 
comparison against the array length actually happens after the address is sent: to 
memory, but if the subscript is out of bounds the memory read is cancelled and no 
page fault occurs. Large integers (dtp-bignum) are not truncated when stored into 
an art-nb array; rather, an instruction exception is taken which signals an error. 
Setting a character with nonzero high bits into an art-string also causes an 

- instruction exception. 


Table 2 lists the valid array types for each array element type for all iSbonaible 
values of array byte. packing. 
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Table 2. Valid Array Types for Byte-Packing Values 


fixnum character boolean object 
array-byte-packing , 
0 art-fixnum art-fat-string xxx art-q 
1 art-16b 16-bit-string xxx XXX 
2 art-8b art-string XXX XXX 
3 art-4b XXX XXX XXX 
4 art-2b XXX XXX xxx 
5 art-1b xxx  art-boolean xxx 


1.2.8 Representations of Functions and Closures 


1.2.8.1 Representation of Compiled Functions 


The object reference to a compiled function is a word of data type 

. dtp-compiled-function, whose address field points to a word inside a compiled- 
function structure. The compiled-function structure consists of three parts: the 
prefix, the body, and the suffix. The prefix is two words long and has a fixed 
format. The body is a sequence of one or more instructions. The suffix is at 
least one word long and contains debugging information and constant ddta. The 
object reference to a compiled function contains the address of the first |word in 
the body, which is usually the first instruction executed when the function is 
called. The prefix extends to lower addresses. The suffix is at higher addresses 
than the body. The hardware, however, knows nothing about the format of the 
prefix or suffix. 


I-Machine compiled functions differ from those of the 3600 by not having a 
constants/external references table, since references to constants and to external 
value and function cells are stored in-line in the body. In addition, the "args-info" 
of an I-Machine compiled function is not stored explicitly, since it can easily be 


reconstructed from the entry instruction by software. 





The first word in the prefix is a header word that identifies this object as a 
compiled function and specifies its size and the sizes of its parts. The bits in this 
word are: ; 


<39: 38> ZHEADER-TYPE~COMPILED-FUNCT ION 
<37:32> DYP=HEADER-I 

<31:18> Size of the suffix (14 bits) 
<17:8> Total size of the object (8 bits) 


The second word in the prefix is available for use as the function cell that 
contains the current definition of the function. Typically the function cell of the 
symbol that names a function contains a dtp-one-q-forward invisible pointer with 
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the: uddrens of the ‘function. cell of the compiled function, which contains a ° 
dtp-compiled-function reference to the beginning of its own body. This is the 
game as on the 3600.: If the function is redefined, then the function cell will point. ° 
someplace else and execution: will be slower.. If dtp-call-compiled-even/odd is 

-- used, inter-function references bypass.the function cell. -This is. discussed. in: detail 
in the chapter on function calling. See the section "Function Entry." 


The even half of the first word in the body.is the first. instruction of the function, 
known as the entry instruction. This is the point at which execution usually 
begins. The entry instruction occupies both halves of the first word.. The entry 
instruction checks the number of arguments. This is discussed in detail in the 
chapter on function calling. See the section "Function Entry.” 


The first word in the suffix contains an object reference to a list containing © 
‘information not needed while executing the function. This information is used 

. mainly by the debugger (also by the compiler and the interpreter). The car of this 
_ list is the name of the function and the cdr of the list is an a-list containing 

_ information such as names and stack locations of local variables. The cdr cade of 
the first. word in the suffix is edr-nil (encoded as 1), which is the illegal 
instruction sequencing code. This word, with this cdr code, serves as a “fence” 
that prevents instruction fetchahead from running past the end of the body of a 
function. 


If the body contains any full-word function-calling saetoctaun: the suffix contains 
linkage information beginning at its second word. The linkage information is a 
sequence of fixnums joined together by cdr-next codes and terminated by a cdr-nil 
code. There is:a.4-bit byte for each full-word function-calling instruction in the 

- body, which contains the number of arguments to that call (0 to 13), or 14 if the 
number of arguments: is larger than 13, in which case the next two 4-bit bytes 
contain the number of arguments, cr 15 if the compiler does not know the number 
of arguments or does not want the linker to bypass the entry instruction of the 
called function. If the linkage information terminates with cdr-nil before all of 
the full-word function-calling instructions have been accounted for, the missing 4- 
bit bytes are assumed to contain 15. 


Succeeding words of the suffix contain the stored representations of list-type 
constants used by the function (including double-floats, ratios, and complex 
numbers). Putting these constants in the suffix of the function that. uses them 
minimizes paging. Structure-type constants are typically stored immediately after 
- ._ the function that uses them, again to minimize paging. 


See Figure 17 


Another section in this chapter discusses the data types of the instructions. (See 
the section "Instruction Representation.") Refer to the chapter on the instruction 
set for a discussion of instruction sequencing. See the section "Instruction 
Sequencing.” 
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Figure 17. The structure of a compiled function, 
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1.2.8.2. Generic Functions 


An object. reference to’ a ‘generic function has data type dtp-generic-function: The- 
address field points to a list-like structure. whose content is not architecturally 
‘defined; it-is-used internally by the flavor. system. See the section . "Generic . 
Functions and “Message Passing," 


1.2.8.3. Representation of Lexical Closures 


The. object. reference. to a lexical closure is a word of data type dtp-lexical-closure, 
which points to a cons pair. ‘The car of the-cons is the lexical environment, and 
the cdr is the function. 


The lexical environment, in a éypice software implementation, is.a edr-coded ee 
of value cells associated with the'closure. In such an implementation, this. list 
‘must be compact, that is, cdr-coded using cdr-next, since instructions that access 
_ the lexical variables compute addresses of the variables simply as an offset past 
the address of the environment. See Figure 18. : 


When a lexical closure is called as a function, the environment will be made an 
argument to the function. For more information, refer to the chapter on function 
calling. See the section "Starting.a Function Call.” 


1.2.8.4 Representation of Dynamic Closures 


The object reference to a dynamic closure is a word of data type’ 
dtp-dynamic-closure, which points to a list structure. The format of a dynamic _ 
closure is not architecturally defined, but is determined by software. (The 
hardware traps to Lisp to funcall dynamic closures.) 


The list representation allows closures to be. stored in the stack (a la 
with-stack-list); certain special forms such as error-restart exploit this. 


The list is always cdr-coded, but nothing actually depends on this. The first 
element of the list is the function. Succeeding elements are taken in pairs. The 
first element of each pair is a locative pointer to the value cell to be bound when 
the closure is called. The second element of each pair is a locative pointer to. the 
closure value cell to which that cell is to.be linked...See Figure 19. 


1.2.9. Instruction Representation 


The instructions in a compiled function are a sequence of words whose data-type 
field selects among three types of words: 


¢ Packed instructions -- data types with type codes 60-77 are used for words 
that contain two 18-bit instructions. These are the usual stack-machine type 
instructions, similar to those of the 3600. 


¢ Full-word instructions -- data types coded 50 through 57 are used for words 
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Figure 18. The structure of a lexical closure. 
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Figure 19. The structure of a dynamic closure. 
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that contain a single instruction, with an address field. These are used for 
starting function calls. In addition, data type dtp-external-value-cell-pointer 
(type code 4) is used to fetch the contents of the value cell of a special 
variable or the function cell of a function and push it on the stack. This is 
actually an optimization to save space and time (one-half word and one 
cycle); the value cell address could be pushed as a constant locative and then 
a ear instruction could be executed. Besides these, there is one other full- 
word instruction type, the entry instructions, which do not contain addresses, 
but instead Jook like pairs of half-word instructions. These are decoded by 
their opcode field, not by the data-type field. 


e 


Constants -- all other data types encountered among the instructions in a 
compiled function are constants. The word: from the instruction stream is 
pushed on the stack with the cdr code set to edr-mext. The hardware will 
signal an error if the word is a header or an invisible pointer. 


The fields within the various types of instructions are described in the chapter on 
the instruction set. See the section “Macroinstruction Set." 


1.2.10 Program-Counter Representations 


The program counter (pc) is a register in the I machine that contains the virtual 
address of the currently executing instruction. Since most instructions are packed 
two-to-a-word, that address has to include information about which half-word 
instruction is executing. This information is included in the data-type code of the 
pe contents; thus there are two pc data types, dtp-even-pe and dtp-odd-pe. 

Words of these data types are not usually found in the stored representations of 
Lisp objects, but occur within stack frames or inside compiled functions for long 
branches. See the section "Function Calling, Message Passing, Stack Group 
Switching." 


1.2.11 Representation of Locatives 


A locative is a pointer to virtual memory implemented as an object with data type 
dtp-locative and an address field that is the address of the virtual memory word 
to which it points. It is classified as a pointer object reference (See the section 
"Object References."). Locatives may point to locations within objects, such as the 
value cell of a symbol. Other uses include the pointer to the start of data in long 
format arrays and the base address of array registers. 


1.2.12 Representation of Physical Addresses 


The data type dtp-physical-address allows unmapped access to the full (up to 32. 
bits wide) physical address space. Since it is a separate data type it has restricted 
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‘usage. It.cannot, for example, be used’as a program counter, nor can it be used . 
as the argument to car (as dtp-locative can) to get a datum from an arbitrary » 
memory location. : 


dtp-physical-address is eel 


.© By instructions that do not check the type of. their areumont: There are two 
categories of these: . 


° Instructions that reference memory, including %p-ldb, %memory-read, 
%p-store-whole-contents, and their related instructions. | 


° Instructions that do not reference memory, including %pointer-plus, 
%pointer-increment, and %pointer-difference. Note that 
%pointer-difference between a dtp-physical-address and a 
non-dtp-physical-address is not meaningful. 


¢ As the indirect pointer to an array or as the base address of an array 
register. The hardware will never directly see an indirect pointer to an 
array because indirect pointers imply long prefix arrays, which the hardware 
does not directly support. Such arrays.can be encached in array registers 
and it is here that a fast-aref/aset-1 instruction will Sncounter a 
dtp-physical-address. 


In block address registers (BARs). This allows optimized retrieval; copy 
and/or storing of data into I/O devices. BARs may be used in the 
implementation of.copying fixnum arrays. Therefore, the usage of 
dtp-physical-address, as opposed to non-dtp-physical-address types, in 
BARs may-be invisible to the high level application, copy-array-portion or 
 bitblt.. Reading a BAR that was loaded with a Sen eye cen will 
return a dtp-physical-address. 


A dtp-physical-address typically points to “memory” that does not store all forty 
bits of a word and therefore cannot be used for paging. 1/O devices (disk and 

- network controllers), displays (B&W and color), array processors, floating point 
processors, and the like often implement buffer -memory and device registers that 
have this characteristic. They typically ignore the tag field when written and 
return data with a tag of dtp-fixnum or dtp-single-float. A single I/O register 
may be referenced with %p-Idb of a dtp-physical-address. A group of /O 
registers may be implemented as a art-fixnum array that is indirected, with 
dtp-physical-address to the first I/O register. In this case.a reference to one 
register would be with aref. Similarly, buffer memory would be implemented as 
an array, though not necessarily. of type art-fixmum, depending on the semantics 
of the buffer memory. 


‘dtp-physical-address always points to physical memory, not virtual memory, and 
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is therefore an immediate data type. It does not replace the need for the high 
part of virtual. space mapping to a fixed portion of the physical space, known as 
vma=pma virtual pointers. vma=pma is still needed for certain structures such as 
the paging system, which requires the PC to have a vma=pma pointer field. 


1.3 Data-Type Code Assignments 


This section summarizes all of the different data types defined by the architecture. 
The data type of a word is stored in its tag field. 


It is important to note that not all data types are necessarily understood 
completely by a particular implementation. For example, the hardware 
understands that dtp-complex is a number, but it may not be capable of 
performing arithmetic operations on complex numbers. 


The following tables enumerate all sixty-four data types, along with a brief 
description of each. Note that the sixty-four types are grouped into several 
common classes. | 


1.3.1 Headers, Special Markers, and Forwarding Pointers 


Eight data types, as shown in Table 3: . 
Table 3. Headers, Special Markers, and Forwarding Pointers 


Type Symbolic Name Description 
Code 
7) DTP=NULL Unbound variable/function, 


uninitialized storage 


1 OTP-MONETOR-FORWARD This cell being monitored 
2 DTP=HEADER-P , Structure header, with pointer field 
3  DTP-HEADER-~I Structure header, with immediate bits 
4 DTP-~EXTERNAL-VALUE-CELL-POINTER Invisible except for. binding 
5 BTP-ONE-Q-FORWARD Invisible pointer (forwards 1 cell) 
6 DTP-HEADER-F ORWARD Invisible pointer 

(forwards whole structure) 
7 DTP-ELEMENT~FORWARD Invisible pointer in 


element of structure 


1.3.2 Number Data Types 


' Eight types as shown in Table 4: 
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Table 4.. Number Data Types 


Type Symbolic Name Description 
Code a 
18 DTP~FIXNUM - Small. integer 
11 BTP-SMALL-RATIO Ratio with smal] numerator and. 
: denominator 
12 _ DTP-SINGLE-FLOAT Single-precision floating point 
13°. BITP-DOUBLE-FLOAT , Double-precision floating point 
14. > -DTP-BIGNUM — : Big integer 
15 DTP~BIG-RATIO Ratio with big numerator or denominator 
16 DTP-COMPLEX Complex number 
17 DTP-~SPARE-NUMBER A number to the hardware trap 
~ mechanism 


1.3.3 Instance Data Types . 


Four types as shown in Table 5: 
Table 5. | Instance Data Types 


Type Symbolic Name Description 

Code 

28 DTP-INSTANCE Ordinary instance 

21 © DTP-LIST-INSTANCE . Instance that masquerades as a cons 
22 * DTP-ARRAY~INSTANCE Instance that masquerades as an array 
23... DTP-STRING-INSTANCE Instance that masquerades as a string 


. 1.3.4 Primitive Data Types 


Eleven types as shown in Table 6: 
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Table.6. Primitive Data Types 


Type 
Code 
24 
25 
26 
27 
38 

- 31 
32 
33 
34 
35 
36 
37 
42 
41 
42 
43 
44 


Symbolic Name 


DTP-NIL 

DTP-LIST 

DTP-ARRAY 

DTP-STRING 
DTP-SYMBOL 
DTP-LOCATIVE 
DTP~LEXICAL—CLOSURE 
DTP-DYNAMIC-CLOSURE 
DTP-COMPILED~FUNCTION 
DTP-GENERIC-FUNCTION 
DTP-SPARE-POINTER-1 
DTP-SPARE-POINTER-2 
DTP~PHYSICAL-ADORESS 
DTP-SPARE-IMMEDIATE-1 
DTP-SPARE-POINTER-3 
DTP-CHARACTER 
DTP-SPARE-POINTER-4 


Description 


The symbol NIL 


A cons : 

An array. that is not a string 
A string 

A symbal other than NIL 
Locative pointer 

Lexical closure of a function 
Dynamic closure of a function 
Compiled code 

Generic function (see later section) 
Spare pointer 

Spare pointer 

Physical address 

Spare immediate 

Spare pointer 

Common Lisp character object 
Spare pointer 


Note that codes 36, 37, 42, and 44 are spare pointer data types and code 41 is a 
spare immediate data type. Object references with these data types can be used 
perfectly normally, but there are no built-in hardware operations that do anything 


with ther. 


1.3.5 Special Marker for Garbage Collector 


One type as shown in Table 7: 
Table 7. Special Marker for Garbage Collector 


Type 
Code 
45 


Symbolic Name 


DTP~GC-FORWARD 


Description 


Object-moved flag for 


garbage collector 


1.3.6 Data Types for Program Counter Vaiues 


Two types as shown in Table 8: 
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Type 
Code 
46 
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Data:Types for Program Counter Values 


Symbolic Name -. .._ _. Description 

DTP-EVEN-PC "PC at first packed instruction in word, 
. or of full-word instruction 

DTP-ODD-PC PC at second instruction in word 


1.3.7 Full-Word Instruction Data Types 


Eight types-as shown in Table 9: 


‘Table 9. 


Type 

Code 
58 

51, 
52. 
53 


54 


55 


56 
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Full-Word Instruction Data Types 


Symbolic Name Description 
DTP-CALL-COMPILED-EVEN Start call, address is 
: compiled-function 
DTP-CALL-COMPILED-ODD Start call., address is 
compi led-function 
DTP-CALL-INDIRECT Start call, address is ~ 
function cell 
. DTP-~CALL-GENERIC , Start call, address is 


generic-function 
DTP-CALL~COMPILED-EVEN-PREFETCH 

Same as DTP-CALL-COMPILED-EVEN 

cut prefetch is desirable 
DTP-CALL-COMPILED-ODD-PREFETCH 

Same as DTP-CALL-COMPILED-ODD 

but prefetch is desirable 
DTP-CALL~INDIRECT-PREFETCH Same as DTP-CALL-INDIRECT but 

prefetch is desirable 
DTP-CALL-GENERIC-PREFETCH Same as DTP-CALL-GENERIC 

but prefetch is desirable 


1.3.8 Half-Word Instruction Data Types 


Sixteen types as shown in Table 10: 


51 


Symbolics, Inc. _ 


Table 10. Half-Word Instruction Data Types 


Type Symbolic Name ~ Z Description 

Code : 

68-77 DTP-~PACKED-INSTRUCTION Used for instructions in compiled 
code. 


Each word of this type contains two 18-bit instructions, which is why sixteen data 
types are used up. Bits <37-36> contain 3 to select the instruction data type. Bits 
<39-38>, the cdr code, contain sequencing information described in the chapter on 
the instruction set. The instruction in bits <17-0> is executed before the 
instruction in bits <35-18>. See the section “Instruction Sequencing.” 


1.4 Appendix: Comparison of 3600-Family and I-Machine Data 
Representations . 


The I machine and 3600-family machine data representations are similar in the 
following ways: 


1. They both use a two-bit edr-code field. 


2. They both have sixty-four data types and use a six-bit data-type field, except 
as noted below. 


8. They have twenty-two data types in common (that is, data types with the 
same name), seventeen of which are alike in all respects except for the word 
size difference. These similar data types are: 


DTP=NIL DTP-NULL DTP-INSTANCE 
DTP-LIST DTP~MONITOR~FORWARD OTP~GC-FORWARD . 
DTP--SYMBOL DTP-EXTERNAL-VALUE-CELL~POINTER DTP-EVEN-PC 
DTP-LOCATIVE BTP-ONE~Q-FORWARD DTP-ODD-PC 


DTP-LEXICAL-CLOSURE §BTP-HEADER~FORWARD 
DTP-GENERIC-FUNCTION DTP-ELEMENT-FORWARD 
DTP-CHARACTER 


4. Two data types are similar, except that 3600-family machines obtain an extra 


four bits in the immediate data fields at the expense of the data-type field. 
These types are: 
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dente -- uses sixteen data types on 3600- family machines, one . 
on I machine 


dtp-float (3600-family) <> dtp-single-float + uses sixteen 
data types on 3600-family machines, one on I machine. Both the 
8600-family and. the I machine use IEEE floating-point formats. 


5. The two header data types are similar, but they have slighily different 
values and possible fields. These are 


DTP-HEADER-1 
DTP-HEADER-P 


6. The structure of bigmums on-the two machines. is essentially the same, 
though the I machine has an explicit data type for them, while 3600-family 
machines use dtp-extended-number with the bignum subtype. 


The differences between the data representations and types of 3600-family 
computers and I machines are: 


1. The I machine uses a wider memory word (40 bits) than apie 
machines (36 bits). 


2. The I machine always uses the full six bits of the data type field; 3600- 
family machines use four bits of this field to make thirty-two-bit immediates, 


3. The encodings of the data types are completely different: the only type that 
has the same encoding is dtp-null. 


4. The. I machine has the following data types which 3600-family machines do 
not have (not including dtp-single-float and dtp-dynamic-closure, which are 
simply named differently): 


- DTP-SMALL-RATIO DTP-PHYSICAL-ADDRESS 
DTP-DOUBLE-FLOAT DTP-CALL-COMPILED-EVEN 
DTP-BIGNUM DTP-CALL-COMPILED-CDD | 
DTP-~BIG-RATIO DTP-CALL-INDIRECT 
DTP-COMPLEX DTP~CALL-GENERIC 
DTP~SPARE-NUMBER DTP-CALL-COMPILED-EVEN-PREFETCH 
DTP-LIST-INSTANCE DTP-CALL-COMPILED-ODD-PREFETCH - 
DTP~ARRAY-INSTANCE DTP-CALL-INDIRECT-PREFETCH 
DTP-STRING- INSTANCE DTP-CALL-GENERIC-PREFETCH 


DTP-SPARE-POINTER-<1-4> DTP-PACKED-INSTRUCTION 
DTP~SPARE-IMMEDIATE - - 
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5. 3600-family machines have the following data types which I machines do not 
have (not including dtp-float and dtp-closure): 


DTP-BODY-FORWARD (obsolete) 
_ DTP~EXTENDED-NUMBER 
OTP~LOGIC-VARIABLE 
DTP-<16-17,73-77> (spares) 


6. The following kind of objects are structure objects on the 3600-family and 
list objects on the I machine: 


e Rational numbers ("big-ratios" on the I machine. "small-ratios" are 
immediate on the I machine.) 


* Double-precision floating-point numbers 
¢ Complex numbers 


7. Array structures are quite different on the two families of computers. This 
is elaborated on in a later section. 


8. The data words in a fat string have dtp-fixnum on the I machine; they are 
dtp-character on 3600-family machines. 


9. Compiled functions. are quite different on the two families of computers. 
This is elaborated on in a later section. 


1.4.1 Array Differences 
These are the main differences between 3600-family arrays and I-machine arrays: 


* The format of the I-machine prefix header is simpler and contains more 
_explicit information about the array. 


e The optional array leader is stored before (at lower memory locations) the _ 
array’s header on the I machine and after it on 3600-family machines. An I 
machine leader has its own header; a 3600-family leader does not. 


* The I machine has two kinds of array prefix, 3600-family machines six, 
Figure 20 is a detailed comparison of the corresponding array prefix 
structures, their fields, and the maximum values of the fields. 
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i-Machine 
Short-prefix (LNG-PREF=0, LD-LEN=0) 


ELEM | avTe fi fF] [x a x 
: pon om [fT SELL ae | | 
Short-prefix (LNG-PREF=0, LD-LEN not 0) a 
ELEM | BYTE LD- me ARRAY-L ENGTH : Pe 
ery won| Re] NE USL TEL iceen | SSE aed ae, 
Long prot ponent LD-LEN = 0) 


set SUBSCRIPT-MULTIPLIER (MAX = 2427 - 1) 






feb DIMENSION-LENGTH (MAX =2°27- 1) 
Pointer to data 
INDEX-OFFSET (MAX = 2427 - 1) 






Nn LD-LEN 
srane [pws | 


~ DIMENSION-LENGTH = ARRAY-LENGTH -SUBSCRIPT-MULTIPLIER =1 


[CORT xn | ARRAY-LENGTH {MAX = 2427-1) 
L u 
Sees 


Long-prefix (LNG-PREF=1, LD-LEN 0 to 255) 













CDR | xn: | SUBSCRIPT-MULTIPLIER (MAX = 297 - 1) 
}COR_ | exw DIMENSION-LENGTH (MAX = 2°27- 1} 


[eenel too | roitertodaig | 
lel oon eset 


INDEX-OFFSET (MAX = 2427 - 1} 





ARRAY-LENGTH - (MAX = 2427-1) 
voor] wor] [808 BEET aioe seane [ome 


DIMENSION-LENGTH = ARRAY-LENGTH  . -. SUBSCRIPT-MULTIPLIER 1 





Long-preilx (LNG-PREF=1, LD-LEN = 0) 


| COR} xn | SUBSCRIPT-MULTIPLIER (MAX = 2727 - 1) 
| SPR | exne | DIMENSION-LENGTH (MAX «= 2497-4 


m8 
}ODR exw DIMENSION-LENGTH (MAX = 227-1) 

|____ARRAYLENGTH Ke 2279p 
foun EET 


MAX = 255 : 























Long-prefix (LNG-PREF<1, LD-LEN = 0 to 255) 






MAX © 2427 - 1) 
(MAX'= 2497-1) 


BSCRIPT-MULTIPLIER 
DIMENSION-LENGTH 



























ane |EXNM | SUBSCRIPT-MULTIPLIER AX = 2A27 - 1 
| COR DIMENSION-LENGTH (MAX = 2°27 - 1) 
DIMENSION-LENGTH (MAX = 2427-1 
Pointer to data _ 
_iiisel eens aoe 


ARAAY-LENGTH MAX = 2427 - 1) 


ELEM] BYTE te = ee 
eet eT eran 
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3600-Family - 
’- Simple Array (t-dim, no Idr, no ind/disp) 


A ARRAY eat 
» pray] wor] o] close] ree] NC 


DiSP one of {1-BIT, 2-BIT, 4-BIT, 8-BIT, 16-BIT, WORD, FIXNUM, BOOLEAN, ‘CHARACTER, FAT-CHARACTER} 


1+-Dimension Array with Leader chain, idr, no pada 


oon ore S| ERE 


DISP = LEADER 





Simple Indirect Array (1-dlm, no idr, ind/disp) 


Pointer to data 
TYPE mp oeeer: | ioe 
: mp oeeer: | 511 ioe = $31) 


DISP = SHORT-INDIRECT 





Genera! 1-Dimension Array 


lees INDEX-OFFSET (MAX = 2427-1) 
a 
Pi 


inter to data 
DIMS LD-LEN PFX-LNTH 
HOR eet wince | Star 


DISP « LONG 











Simple 2-Dimension Array (2-dim, no Idr, no Ind/disp) 


. LD-LEN | COLUMNS ROWS 
> pray] vor ]s | 0] pise [Tyre Joaainen| Gini 


DISP = SHORT-20 


General Multidsmension Array 









___ SUBSCRIPT-MULTIPLIER (MAX = 2427- 1} 






aE ARRAY.INDEX.OFFSET-FlE 40 MAX ox 2427 » 1 


ARRAY-LONG-LENGTH-FIELD = 2427 - 1 


ete Painter to data 
DIMS LD-LEN PFX-LNTH 
prray| wont|s folose | tree] RNS] wmcatozy | races 


-_DISP = LONG-MULTIOIMENSIONAL 56 
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1.4.2 


Compiled Function Differences 


The major difference between the dats rénrosentations of 3600- family machines 
and I machines is in the structure of compiled functions. 


.. © 8600-family machines have an external reference table, which is stored 
' -- between the compiled function prefix and the body of instructions. I 


° 


machines, which omit this table, store the contents of this table -- constants 
and locatives -- in line with the instructions, using the ecdr-code field of the 


packed instruction to indicate sequencing. 


-8600-family machines explicitly store information about: the number and type 


of arguments supplied or required in a field of the compiled function prefix. 
I machines do not store this information in the prefix: it is supplied in the 
entry instruction. 


-3600-family machines store in the compiled function’s prefix a pointer to 


debugging information and other information required by the compiler or 
interpreter. I machines store this pointer in a suffix that follows the body of 
instructions. They also store linkage information and additional data for the 
function in this suffix. 3600-family machines have no such suffix. 


Format differences: 3600-family machines have.a four-word compiled function 
prefix; I machines have a‘ two-word prefix and an at-least-one-word suffix. 
8600-family machines have seventeen-bit instructions and use the cdr-code 
field for the high-order bit of each of the two instructions packed in a 
dtp-fixnum word. I machines have eighteen-bit instructions and use the © 
low-order four bits of the data-type field for the high-order bits of the odd 
instruction. 
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oes Memory Layout and Addressing 


SORE OOOO RS OOOO OOS OOO OSGI RII OOO KR IO IK 
This file is confidential. Don’t show it to anybody, don’t hand .it out 
to people, don’t give it to customers, don’t hardcopy and leave it lying 
around, don’t talk about it on airplanes, don’t use it as sales 
matertal, don’t. give it as background to TSSEs, don’t show it off as an 
example of our (erodable) technical lead, and don’t Jet our competition, 
potential competition, or even friends learn all about it. Yes, this 

. means you. This notice is to be replaced by the real“notice when 
someone defines what the real notice is. 

SECO OO ICO GOR CGO OSA OOOO COGIC ROR IK IO 


2.1 Address Space 


The architecture provides a single address space which is shared by all processes. 
An address is thirty-two bits wide, and specifies the location of a word. 


The address space is divided into thirty-two zones, each containing 128 megawords. 
The thirty-two. zones are variously assigned to several sections as shown in the 
table below... Note that ephemeral space is a subset of the virtual address space. 
#000000000000..00777777777 

Ephemeral Address Space (zone 0, the low 128 pee eTan, 


#000000000000. 36777777777 
Virtual Address Space (zones U.- 30, the low. 3968 segawonia 


#037000000000..37777777777 
Unmapped Address Space (zone 31, the high 128 angen worse) 


#000000000000..87777777777 
’ Total. Address ene (4 eigawords) 


2.1.1 Virtual Addresses 


The lower 31/32 of the address space is used for virtual addresses. These 
addresses are subject to page mapping and are used for all allocation of normal 
objects. 


A virtual address is divided into two fields for mapping purposes. These are the 
virtual page number and the offset within page fields. 


Virtual space occupies thirty- one zones. An internal processor Beg iste allows.each 
zone to be specified as either old or new space. 
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Address Fields for Virtual Addresses 


Position . Meaning 
<31:27> Zone number (zones 0 through 30) 

" <31:8> Virtual Page Number (VPN -- 512K virtual pages per zone) 
<7:0> Offset within Page (256 words per page) 


The virtual address space is partitioned by software into regions, areas, and 
quanta. These have no direct hardware impact. Note, however, that.the hardware 
hash function for the Page Hash Table (See the section "Page Hash Table.") is 
optimized for a quantum size of 65536 words. 


2.1.2 Ephemeral Addresses 


The lowest zone of the virtual address space is reserved for the storage of 
ephemeral objects. This space is provided to support a garbage collection strategy 
that takes advantage of recently created objects usually having a short lifetime. 


Ephemeral space is divided into thirty-two levels. Data within an ephemeral level 
is the same age. The relative ages of different levels is up to software to decide, 
and would normally change dynamically. Each level is further divided into two 
halves, old and new space, An internal processor register specifies which half is 
old and which is new. 


The thirty-two ephemeral levels are grouped into four groups of eight levels each. 
The ephemeral level groups referenced by a page are maintained in the PHT. 


Address Fields for Ephemeral Addresses 


Position Meaning 

<31:27> 68808 => ephemeral, otherwise non-ephemeral 
<26> which half of the ephemeral level — 
<25:21> ephemeral level number 

<25: 24> ephemeral level group number ; 
<20:8> word address within an ephemeral level 


Static and dynamic data are stored at virtual address 1_27 (2°27) and above. See 
the section "Revision 0 Implementation Memory Features.” 


2.1.3 Unmapped Addresses 


The upper one-thirty-second of the virtual address space is used to directly address 
the low portion of the physical address space. The upper five bits of these 
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addresses are translated from all ones to all zeros. They.are used primarily to 
access page tables and paging software, to avoid recursive translation faults. These 
- addresses are sometimes called the virtual=physical or vma=pma region. 


Note that there is an aliasing situation for some mapped pages. They have two 
addresses, one virtual-and one vma=pma. A virtual data cache would have to be 
careful to maintain coherence when writing via one of these addresses and reading 
via another. A VMA need not translate to a page also accessible by VMA=PMA. 
(VMA=PMA cannot reference the entire physical address space.) 


_ 2.1.4 Wired Addresses 


A portion of the system needs to be wired down, that is, not subject to eviction of 
its pages from main memory. Most obviously, the software that handles page 
faults needs to be wired. 


There are a number of architecturally defined data structures that reside at fixed 
physical locations. A system implementation must provide memory that responds 
to these addresses. These locations are as follows (all addresses relative to the 
beginning of vma=pma space): 


@G8808G88. 680777777 FEP code, data, and stacks (256K) 


ga19eegea. .g01807777 Trap vectors (refer to chapter 5) 

891018808. .801818377 FEP communication area , 

801610408. .801019777 System communication area 

g01811908..001011684- = NIL 

001011010. .961011814 tT 

777468008. .777577777 Boot prom (64k) 
777688800. .777777777 Reserved for Ibus configuration space (64K) 


Init sets the contents of the Program Counter (PC) to VMA=PMA 777400100 (that 
is, 837777400100 or -377700) with data type dtp-even-pe. See the section "Revision 
0 Implementation Memory Features." 


- 2.1.5 Pages 


The virtual address space is demand-paged with 256-word pages, just as on the. 
3600. ; 


2.2 GC Support 


Two internal processor registers designate sections of the address space as. 
oldspace. These registers can be written via the %write-internal-register 
instruction, allowing the designations to ghange during execution. 
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addresses: are translated from all ones to all Zeros, They are’ ‘used primarily to 
access, page tables ‘and paging software, to avoid recursive translation faults. These ; 
addresses are sometimes called the virtual=physical or Pe region. | 


Note that there is an ‘aliasing situation for some mapped’ pages. They. a two 

- addresses, one virtual and one vma=pma. .A virtual data cache would have to be - 
careful to maintain coherence when writing via one of these addresses and reading 
via another. A VMA need ‘not translate to a page also, accessible by VMA=PMA. 
(VMA=PMA cannot reference the entire physical address space.) 


2.1.4 Wired Addresses . / 


A portion of the system needs \p be wired down, that j is, not cubject to eviction of 
its pages from main memory. Most obviously, the software that handles page 


faults needs to be wired. \ 


There are a number of architecturally defined data structures that reside at fixed 
physical locations. .A: system implementation must provide memory that responds 
‘to these addresses. These locations are as follows (all addresses relative to: the 
beginning of vma=pma space): : 


eeseeeeaa. 008777777. ~~» FEP code, data, and stacks (256K) 


881900088. .801987777 Trap vectors (refer to chapter 5) 
001818008. .8681818377 FEP communication area 

681816488. .891818777 ‘System communication area 

061611608. .901811904 NIL 

801011685. .601811011 i eae ay 

777480808. .777577777 Boot prom. (64K) 

777686008. .777777777 Reserved for Ibus conf igurarten Space (64K) 


Init sets the contents of the Program Counter (PC) to 777400100. See the section 
"Revision 0 Implementation Memory Features." 
2.1.5 Pages 


The virtual.address space is demand-paged with 2 256. word pages, just as on the 
3600. 


2.2 GC Support 


Two internal processor registers designate sections of the address space as 
oldspace. . These registers can be written via the %write-i internal-register 
‘instruction, allowing the designations to change during execution. 
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The zone-oldspace register contains a bit map that specifies for each zone of 
dynamic space (virtual space minus ephemeral space) whether the zone is 
newspace or oldspace. A set bit indicates its corresponding zone is oldspace. Bit 
0, specifying zone .0,.is ignored since that zone is ephemeral space. Bit 31 
specifies zone 31, which is vma=pma space. Since vma=pma space cannot be 
condemned, bit 31 must always be 0 (the hardware may or may not ignore it). 

The ephemeral-oldspace register contains a bit map that specifies for each 
ephemeral level which half of the level is newspace and which half is oldspace. A 
set bit indicates the upper half is oldspace. 


- This scheme never incurs false traps during ephemeral garbage collection, and 
incurs no false traps during dynamiic garbage collection in the usual case where 
the software allocates addresses according to a certain convention. A false trap is 
a transport trap for reading a pointer toa zone marked as oldspace in the zone- 
oldspace register in which the pointer is not actually pointing at a region in 
oldspace, so the trap handler must recover using the pht.transport-trap bit. This 
only happens if the software uses. a zone in a mixed way, where part of it is 
oldspace and part is newspace. The first zone of the virtual address space is 
always used for ephemeral space, while each of the remaining zones can be 
dedicated to static space, dynamic new/copyspace, or dynamic oldspace. After a 
garbage collection completes, zones dedicated to dynamic oldspace become free and 

' can be reallocated either to. static or to dynamic space, as desired. 


2.3 Address Translation 


Virtual addresses are mapped before being used to address physical memory. 
Mapping translates the virtual page number field of the virtual address into a 
physical page number. Mapping also checks for various exceptions that may result 
from attempting a memory reference and records information about the reference 
useful to software. 


2.3.1 Page Hash Table 


The VPN of a virtual address is translated using the Page Hash Table, or PHT. 
The PHT is the “backing store" for the hardware map cache: in the event of a 
map cache miss, the VPN of a virtual address is translated by looking up its entry 
in the PHT, checking the access attributes, and loading the map cache with the 
result. Unlike the 3600, the I-machine uses a translation algorithm that is 
implemented entirely in microcode, so map misses are guaranteed not to cause 
faults (pelsring) for resident pages. , 


There are a number of attributes associated with each page. These control access 
to data in the page, and also record various side effects on the page. These 
attributes are stored in the PHT along with the translation information. Some of 
them are also stored in the map cache. 
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Each antes in the PHT consists: of two. words, a "key" and-a -"value” 
(approximately). Both wore data. types are dtp-fixnum.. ~The. format of an “entry 
_is as follows:. 


Word . Position: Field Name Chinmenis 
PHT@ <39> spare 
~ <385 end-collision-chain @ keep soue Hine: 1 stop 
<37:32> data-type — ao dtp-fixnum 
<31:8> vpn -1 for deleted entries 
<?> fault-request If 1, this page cannot be 
: git Si accessed in any way 
<6> pending For. software use only (see 
the notes section) 
<5:4> spare For software use only 
<3:8> age Set to @ when this entry is. 


loaded into the map 
* PHT1 <39:38>. spare 


' €37:32> . data-type dtp-fixnum 
<31:8> ppn. (allows 32-bit physical 
addresses) . . 
<7> modi fied If 1, this page has been 


written and probably 
differs from its 
on-disk representation 


<6> write-protect If 1, this page cannot be 
: written 

<5> cache-inhibit . If 1, locations in this page 
are. not cached 

<4> transport-trap If 1, transport-traps on this 

"page are enabled 

<3:8> ephemeral-reference Ephemeral groups referenced by 

this page 


An invalid PHT entry has -1 in its VPN field; since that indicates a VPN=PPN 
address, it does not usurp any possibly useful page. 


The following attributes. control access to data in the page. If an instruction 
attempts an access not.allowed. by one of these attributes, a fault will be 

- generated. See the section "Translation Algorithm," Note that an implementation 
should be careful not to cause spurious faults: when accessing ahead of instruction 
execution. 


fault-request fault-request, when 1, indicates that any access to this page 
should cause a fault. When 0, accesses are allowed according to 
the write-protect bit. 
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write-protect 


transport-trap 


-write-protect, when 1, indicates that any attempt to write data 


into the page should cause a fault. When 0, data can be written 
into the page. Note: just because a page is write-protected does. 
not.mean it is not modified; there are several mechanisms that 
circumvent this bit. See the modified bit, below. 


.. transport-trap, when.1, enables traps when reading a word from 


this page that is a potentially a pointer to oldspace. This is 
used by the garbage collector. 


Words are potentially pointers to oldspace if their data-type field 
contains a pointer type and their address field satisfies a 
condition based on the address space referenced: See the 
section "Lisp-Machine Data Types." The condition for a 
reference to ephemeral space is that the ephemeral-oldspace 
register indicates the half of the ephemeral level referenced is 
oldspace. The condition for a reference to dynamic space is that 
the zone-oldspace register indicates the zone referenced is 
oldspace. References to physical space never generate transport 
traps. ; 


If the pointer satisfies the above conditions and the transport- 
trap bit is set for the page, then a transport trap is taken. The 
garbage collector is responsible for deciding whether or not the 
pointer truly points to oldspace. 


See the section "Revision 0 Implementation Memory Features." 


The following attributes record various side effects that have occurred to data in 
the page, The hardware maintains these attributes for use by the software. 


age<3:0> 


The age field is set to 0 when an instruction accesses data in 
this page, or an instructiori is executed from this page. 


The paging software interprets this field as either a set of bits, 
all of which are cleared upon reference, or as a counter which is 
reset to zero upon reference.. Either way, the intent is to assist 
a pseudo-LRU page replacement algorithm and perhaps allow 
experimentation with more sophisticated schemes. 


Because the age is in the PHT, instead of in the MMPT, as in 
the 8600, the page replacement algorithm will scan through 
main memory pages in the order they appear in the PHT rather 
than in order of increasing physical addresses. Because of this, 
PHT insertion and deletion may not generally be allowed to 
relocate PHT entries. 
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~The age is stored only in “the PHT. By definition, when @ an ~ 
entry is in the map cache; the age is 0. 


modified . modified is set to 1 whenever data is written into this: ‘page. 
Paging software clears this bit when it. has. saved the page. 


ephomeral-reference<s: 0> 

— The ephemeral-reference field records which. ephemeral level 
groups are referenced by pointers in this page. Each bit in this 
field, when set, indicates that a reference to the corresponding 
ephemeral level group has been stored in this page. A 
discussion of ephemeral levels and groups occurs’in an earlier 
section. See the section “Address Space.” _ 


This information is used by the ephemeral garbage. collector to: 
know whether or not it has to scan this page and rescue objects 
it references, when a portion of ephemeral space is being 
garbage-collected. 


The PHT is a hash table with buckets of four entries of two words each. The 
number of buckets must be a power of two, and is chosen to yield between 38% . . 
and 70% density (PHT. density is pages-of-physical-memory/entries-in-pht), Within 
each bucket, the four entries are simply laid out in order, alternating PHTO. and 
PHT1 words. The inner loop of the lookup algorithm searches all the PHTO words 
in a bucket for a given VPN, using block-mode memory cycles but skipping over 
the PHT1 words. 


The PHT is allocated in vma=pma space at boot time (any time before the first 
map cache miss). There are two processor registers describing the PHT: PHT- 
BASE and PHT-MASK. PHT-BASE is set to the physical address of the first word 
in the PHT, and PHT-MASK is set to (ish (1- pht-number-of-buckets) 3). See the . 
section "Revision 0 Implementation Memory. Features." 


2.3.2 PHT Lookup Algorithm 


The PHT lookup algorithm is a rehash-on-collision hash lookup.. The hash/rehash 
algorithm generates a sequence of buckets to be probed; each bucket is linearly 
scanned, at maximum memory bandwidth, for the desired VPN. The lookup 
terminates ‘successfully when the desired entry is found, or unsuccessfully. after. 
scanning a bucket at the end of a collision chain.. The lookup is guaranteed to 
terminate because the rehash algorithm guarantees that every bucket will be 
probed, and Lisp guarantees that. at least one bucket in the PHT will have end- 
collision-chain=1.. [when there are too many collisions in the PHT to satisfy this 
constraint, the PHT gets rebuilt -- a time-consuming operation that will probably 
never happen]. 


The collision-count mechanism is similar to that in the 3600; the PHT insertion 
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and deletion routines maintain a per-bucket count of the number of entries that 
hashed to a particular bucket, but could not be stored there because.of collisions. 
However, the actual representation of the collision counts (either in a separate 
table or in some of the spare bits in PHTO) is not used by the hardware. Instead, 
the software distills the collision count for each bucket into a single bit, pht.end- 
collision-chain, which is 0 if the collision count is non-zero, otherwise 1. (In 
SYSDEF, this is called @%pht0-end-collision-chain.) pht.end-collision-chain is only 
significant for the last entry of a bucket. 


The hash function used for the initial probe of the PHT is computed by a bit- 
shuffle-and-xor hashbox, the exact description of which is given below. This 
hashbox maps 24-bit virtual page numbers into PHT bucket numbers, which span 
eleven bits.in a minimal (LM main memory) configuration, thirteen bits in a 
typical (4M main memory) configuration, and twenty-three bits in the maximum 
configuration (4096M main memory). However, its output is actually left-shifted 
by three bits to convert it directly into a PHT offset, saving a cycle in the 
microcode. The field pht-mask is similarly left-shifted. 


This hash function was chosen presuming a page size of 2*8 words, a quantum 
size of 2°16 words, a half-ephemeral-level size of 2°21 words, and a zone size of 
2°27 words. All bit numbers are in decimal. 


PHT-OFFSET<0..25> 
HASH< @> = @ 
HASH< 1> = @ 


HASH< 2> = 


HASH< 3> = VMA<i2> D VMA<27> 
HASH< 4> = VMA<T1> D VMA<28> 
HASH< 5> = VMA<1@> D VMA<29> 
HASH< 6> = VMA< 9> D VMA<38> 
HASH< 7> = VMA< 8>-D VMA<3i> 
HASH< 8B> = VMA<13> D VMA<28> 
HASH< 9> = VMA<14> D VMA<22> 
HASH<1@> = VWMA<t5> D YMA<21> 
HASH<11> = VMA<1tG> D VMA<26> 
HASH<12> = VMA<717> D VMA<25> 
HASH<13> = VMA<i8> D VMAc24> 
HASH<14> = VMA<19> D VMA<23> 
HASH<15> = VWMAc12> D VMA<16> 
HASH<16> = VMA<11>.D VMA<17> 
‘HASH<17> = VMA<i@> D VMA<18> 
HASH<18> = VMA< 9> D VMA<19> 
HASH<19> = VMAc 8> D VMAc2@> 
HASH<28> = VMA<13> D VMA<25> 
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HASH<21> = VMA<14> @ VMA<26> 
HASH<22> = VMA<15> © VMA<27> 
HASH<23> = VMA<21> @ .VMA<31> 
HASH<24> = VMAc22> ® VMA<3@> 
HASH<25> = VMA<23> @ VMA<29> 


This hashbox is accessible by Lisp via an internal register. 


The first bucket probed i is computed by the hashbox described above, modulo the 
table size. If that probe fails, a linear pseudo-random number generator, 
initialized to 17*vpn+i and advanced by 17x+1, defines the rehash sequence. A 
Lisp expression of the lookup algorithm is given below: 
33 This is just 17x + 1, mod 2732. 
.(defmacro pht-next (state) 
‘ (sys: %32-bit-plus 
(sys:232-bit-plus 
(sys:Zlogdpb ,state (byte 28. 4. “ 8) 
,state) 
1)) 


(defun pht-lookup (vpn) 
(filet ((search-bucket. (pht-offset) 
(loop repeat 4 : 
initially (setf (Zblock-address). (+ pht-base pht-offset)) 
for entry = (%block-read) ;fetch next pht® word 
do (if (= (idb 2Zpht@-vpn entry) vpn) 
(if (= (ldb 22pht@-fault-request entry) 28) 
3; This is the correct entry, return pht@- and phtt words. 
(return-from -pht-lookup entry (%block~read)) 
3; This is the correct entry, but fault~request is set. 
(take-page-fault-request-trap) ) 
3; VPN doesn’t match, skip over the pht1 word for tis ‘entry, 
(Zbl ock-read) ) 
finally 
3; If at end of collision chain, fail. 
(when (= (idb Z2Zpht8-collision-chain entry) 1) 
(take-page-not-resident-trap))))) 
(search-bucket (logand (pht-hash vpn). pht~mask)}) 
(loop for state first (pht-next vpn) then (pht-next state) 
do (search-bucket (logand (1sh state 3) pht-mask))))) 


See the section "Revision 0 Implementation Memory Features." A new entry is 
inserted into the PHT by hashing/rehashing the VPN into successive bucket 
numbers and searching each bucket for an invalid entry to reuse. The collision 
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bucket for an invalid entry to reuse. The collision count of each full bucket in the 
hash sequence is incremented. When incrementing a bucket’s collision count from 
0 to 1,.pht.end-collision-chain for that bucket must be set to 0. 


An entry is deleted from the PHT by hashing/rehashing the VPN into successive 
bucket numbers and searching each bucket for the entry. The collision-count of 
each bucket in the hash sequence (excepting the one that actually contains the 
entry) is decremented. If a collision count is decremented below 0, you have tried 
to delete a nonexistent entry and have corrupted the table by inappropriately 
decrementing collision counts (the 3600 just crashes in this case)... When 
decrementing a bucket’s collision count from 1 to 0, pht.end-collision-chain for that 
bucket should be set to 1, Deleted entries are marked by setting their VPN field 
to -1. 


2.3.3 Translation Algorithm 


When the attributes of a resident virtual page are changed, either by Lisp doing 

something like aging or replacing the page or by a memory reference causing the 

age, modified, and/or ephemeral-reference attributes to change, the PHT and the 

map cache must be synchronized so they both contain the same information. This 

is a cache/backing-store sort. of problem, and the same sort of solutions apply. We 

'. use a “write-through" strategy, so the map cache and the PHT are always 
consistent, 


When the storage system wants to change the attributes of a resident page, it 
updates the PHT entry for the page, and simply invalidates the map cache entry 
for that page (if one exists).. See the section “Internal eee: The next 
reference to the page will reload the map. 


When a memory reference needs to change the ateabate : of a page that has an 
entry in the map cache (modified and ephemeral-reference are the only fields it 
can change), a microcode trap handler is invoked to update the corresponding 
fields in the PHT, Whether or not the PHT update occurs before or after the 
reference is implementation dependent. 


The translation/access-checking process for a memory read cycle is: 
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if VMA is of type dtp-physical-address 
“access-bits := write-protect=8, 
_ -transport-trap=@, modified=1, 
_. »* ephemeral-reference=17 - ~ 
MD := contents of physical address VMA<31:@> 
else if VMA is in VMA=PMA space : 
access-bits :=. write-protect=0, 
fey 3 transport-trap=0, modified=1, 
ephemeral~reference=17 
if VMA is shadowed by the. stack-cache 
MD-:= contents of stack-cache.address VMA<7:@> 
else 
MD := contents of physical address: VMA<26:@> 
else if VMA has an entry in the map’ cache 
_ PPN, access-bits come from map.cache entry 
if VMA is shadowed by the stack-cache 
MD := contents of stack-cache address VMA<7 : @> 
else . 
MD := contents of physical address PPN|VMA<7:@> 
else if PHT contains an entry for VPN with fault-request=8 
if age98, rewrite PHT@ word clearing age 
load map cache with PPN, access-bits from PHT entry 
retry memory cycle 
else 
take page-not-resident pre-trap 


The translation/access-checking process for a memory write cycle is: 
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-if VMA is of type dtp-physitcal~address 
accesS-bits := write-protect=0, 
transport-trap=6, modified=1, 
- ephemeral -reference=17 
write MD to physical address VMA<31:@> 
else if VMA is in VMA=PMA space 
access-bits := write-protect=6, 
transport-trap=8, modified=1, 
ephemeral-reference=17 
if WMA is shadowed by the stack-cache 
write MD to stack cache address VMA<7:@>. 
write MD to physical address VMA<26:@> 
else if VMA has an entry in the map cache 
' PPN, access-bits come from map cache entry 
if write-protect=1, take page-write-fault pre-trap 
if (or (= modified @) 
(and (pointer—type? MD) 
(ephemeral-address? MD) 
(=.(logand (Ish 1 vma-ephemeral-level-group(MD) ) 
ephemeral-reference) 6))) 
trap to microcode to update the pht . 
if VMA is shadowed by the stack-cache 
write MD to stack cache address VMA<7:@> 
write MB to physical address PPN|VMA<7.:@> 
else if PHT contains an entry for VPN with fault-request=@ 
if write-protect=1, take page-write-fault pre-trap 
unless age=@, modified=1, 
and the appropriate ephemeral—-reference 
‘bit ts set, rewrite PHT entry with the updated values 
load map cache with PPN, updated access-bits 
retry memory cycle 
else . 
take page-not-resident pre-trap 


The fake access-bits for VMA=PMA and dtp-physical-address addresses are chosen 
to prevent PHT update traps (those addresses are not in the PHT, so you could © 
‘not update them if you tried). There are two very important consequences of this: 
vma=pma or dtp-physical-address write cycles do not update the ephemeral- 
reference bits, and vma=pma or dtp-physical-address read cycles do not take 
transport traps. Code that uses such addresses when using ephemeral references 
or references to oldspace must be very careful not to violate the conventions 
imposed by the garbage collector. 


’ Whether or not a-given address is shadowed by the stack cache is determined by 
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examining ‘the virtual address only. Memory operations using oy physical- 
addresses will always bypass the stack cache. 


To work properly in a shared-memory multiprocessor, updating. a PHT. entry : 
. should be implemented by reading the entry, ORing in the changed attributes, and 
writing the entry, using interlocked: bus cycles. See the section "Revision 0 

. Implementation Memory Features." A processor should not presume that its map 
cache entry is up to: date, since other processors may have modified: the PHT entry 
since it was encached. (When software modifies a mapping and adjusts the PHT, 
software must coordinate the change with all processors, which probably involves 
the invalidation of previous. map-cache entries.) 


2.4 Appendix: Comparison of Soe and I-machine Memory 
Layout and Addressing 


* 3600-family and I-machine memory layout and ndieeeate are similar in the 
following ways: 


e Both architectures employ a single address space that is shared by all 
processes. 


The upper portion of either memory space is used for physical address space, 
that is, for unmapped addressing. On the I machine, the upper one-thirty- _ 
second is used; on 3600-family machines, the upper one-sixteenth. On 3600- 
family machines, physical address space size is 16 Mwords; on I machines, it 
is 4 Gwords. 


Both architectures employ the same page size: 256 words. ' 


e 


Both architectures call for a fixed portion of memory that is "wired," that is, 
not subject to being swapped from main memory out to secondary memory. 
The architectures have differing requirements for portions of memory that 
are not subject to address-translation faults. 


Each architecture can designate portions of storage as'containing temporary 
objects, and has hardware support for ROeEIng track of. references to those 
objects. 


Both architectures perform address translation (mapping of virtual addresses 
to physical addresses) by means of tables that describe pages resident in 
main memory. 


The differences between the memory layouts and addressing schemes of 3600- 
family and I machines are: 
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* 


e 


e 


The I-machine virtual address space is sixteen times bigger. 


On the L machine, the hardware can dynamically designate attributes of 
portions of storage at the granularity of hardware quanta (6 Kwords). -On 
the I machine, the attributes. of portions of storage are designated by a much 
more rigid scheme. The primary division of storage in the I-machine, for 
GC purposes, is a zone (128 Mwords), of which there are 32. 


Wired. address spaces are different in the two families. On 3600-family 
machines, wired memory occupies virtual address space from virtual address 
0 to %wired-virtual-address-high (contained in a control register), which is 
mapped to a contiguous set of physical memory addresses starting at %wired- 
physical-address-low (in another control register). On I machines, wired 
pages are stored at a predetermined set of physical addresses, starting at 
address 0. 


Ephemeral spaces are different in the two families. On the I machine, 
ephemeral space is architecturally defined to be a particular address space 
-- zone 0 (addresses 0 to 2°27). On 3600-family machines, the gc tag ram 
allows the ephemerality of each quantum to be specified. 


GC support in general is different in the two families. On a 3600-family 
machine, ephemeral-reference attributes.of a page are stored in a dedicated 
hardware memory. On the J-machine, these attributes are stored in the 
PHT. 


The I machine never has to abort (pclsr) an instruction due to a translation 
for a resident page, while the L machine sometimes. has to do so. 


On a 3600-family, the hardware map cache is backed up by a PHTC (page 
hash table cache), which is referenced by microcode with some hardware 
assist. If both the map and the PHTC miss for a given address translation, 
Lisp is called to attempt the translation via the PHT. The I machine has no 
PHTC, the hardware map cache is backed up directly by the PHT, which is 
referenced by microcode. 


The 3600-family PHT is optimized for density (about 66%): each entry is one 
word, and table size 1s a prime number. The I-machine PHT (about 50% 
dense) is optimized for simplicity and performance: each entry is two words, 
and table size is a power of two. As a result of these differing designs, 
some attributes of resident pages are in the PHT on the I-machine, but in 
the MMPT on the 3600-family. 


The stack on the L machine is mapped to virtual memory on a per-page 
basis. In the I machine, the stack cache size (128 words in the first 
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-implementation) is less than the size of a page (256 words), so there are 
registers that indicate the upper and lower bounds of.the stack cache. - 


(Actually, any cache size less than twice the page size requires such © 
registers.) eg ae 
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3. Macroinstruction Set 


398 ne SE os 2 fs At 2s a oe OB Ee af 2 eo oe 2 ae as 2 A 9 as Oe is ae AS 2 Ee 2s 2 aS 2 is 8 2s ae 3 2 2s fh ae HE a oe 2 2 oe Ze 0 2 a a a aE 


' This file is confidential. Don’t show it to anybody, don’t hand it out to people, 
don’t give it to customers, don’t hardcopy and leave it lying around, don’t talk 
about it on airplanes, don’t use it as sales material, don’t give it as background to 
TSSEs, don’t show it off as an example of our (erodable) technical lead, and don’t 
' let our competition, potential competition, or even friends learn all about it. Yes, 
this-means you. This notice isto be replaced by the.real notice when someone. 


defines what the real notice is. 
2 296A 2 2c 2k He eae fs ah Fe 2 6 2 He 3 fe Ef a 0 AC ak AE AS a a HAE a fs of HE aS A a af 2A Ee ge a A ae 2 A A oe a a 0k 2 ake of oe af DE HE ae ake a ae ese oe 


| 3.1. Introduction 


This chapter defines all the instructions executed by the I machine. The 
instructions are grouped according to their function. The index in the end matter 
‘of this manual lists the instructions alphabetically, and an. appendix lists them by 
opcode and by instruction format. Another appendix contains a list of 3600 
instructions not implemented by the I-machine and, in some cases, descriptions of 
how to obtain their results with I-machine instructions. 


Before presenting the individual instructions, the chapter includes introductory 
sections applicable to all instructions: instruction sequencing, internal registers, 
and explanations of the various fields in the instruction definitions, inchauding 
instruction formats and control stack addressing modes, argument descriptions, 
types of instruction exceptions, types of memory references, top-of-stack register 
effects,-and the edr codes of values returned. 


3.1.1 Instruction Sequencing 


Instructions are normally executed in the order in which they are stored in 
memory. Since full-word instructions cannot cross word boundaries, it would 
occasionally be necessary to insert a no-op instruction in places where a full-word 
instruction or constant followed a half-word instruction that did not fall on an odd 
halfword address: This costs address space, I Cache space, and possibly execution 
time to execute the no-op. 


The cdr code field of each word executed contains sequencing information to 
minimize this waste. The cdr code takes on one of four values, which specify how 
much the PC is incremented after executing an instruction from this word. Note 
that the PC contains a half-word address. 
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Cdr Code PC Increment Comment 
7) -¢1: 0... - - Normal instruction sequencing 
4 illegal Fence; marks end of compiled: function 
2. > 4 On some constants _ 
3 +2 PC even Before some constants, on some. constants 
+3 PC odd . 


When.-a constant follows an odd half-word instruction, the half-word instruction 
pair has cdr code 0 and the constant has cdr code 3. When a constant follows an 
even half-word instruction, the constant follows the odd half-word paired with the 
constant’s predecessor. The half-word instruction pair has cdr code 3 and the © 
constant has cdr code 2. 


For example, straightline sieeunion of the following sequence of instructions: 


Word Address — Cdr Code Instruction(s) Comment 
100 . ) BOA Packed instructions 
184 3 C Constant 
182 3 F oD Packed instructions 
483 2 E - Constant 
104 ) H . G Packed instructions 


proceeds as follows: 


Current PC — Instruetion Executed . Cdr Code PC Increment 
188 even A 3] + 
188 odd B 2) +1 
181 even Cc 3 +2 
162 even D 3 +2 
183 even E 2 -1 
162 odd F 3 +3 
484 even G 6 +1 
184 odd H GB +1 


A cdr-code value of 1 (edr-nil) is used to mark the end of compiled functions. 

This value is placed in the word after the final instruction of the function. See the 
section "Representation of Compiled Functions.” It is an error if the processor — 
attempts to execute this word. The chapter on traps and handlers contains more 
information. See the section "Exception Handling." 


The cdr code sequencing described above only indicates the default next 
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instruction. When an instruction specifically alters the flow of control (for 
- example, branch) the cdr code has no effect. 


3.1.2 Internal Registers 


Table 11 lists I-machine internal registers. Within this table, an asterisk by an 
address entry means that the register may be defined by an implementation, and 
reserved means the register may be architecturally defined in the future. The 

_ information in this table is specific to Revision 0 of the Ivory chip. As the 
architecturally defined information in the table becomes determinate, 

- implementation-specific details will be removed to an appendix. 


The %read-internal-register instruction always returns the object from the 
specified register with its cdr code set to cdr-next. If an internal register has cdr- 
code bits, they can not be read by this instruction. , 


-The rotate-latch register does not have an internal address and can not be read or 
written with %read-internal-register or %write-internal-register. 


3.1 3 Memory Side Effects 


Reading memory may not cause side effects. The architecture permits an 
implementation to start a memory read that it will not use, perhaps because of 
instruction prefetching, perhaps while starting an array reference before an out of | 
bounds check is performed, perhaps because of instruction pipelining (an 
instruction preceding a memory read takes a trap after the memory read 
instruction has started its read), or perhaps for something else. Writing memory 
using a dtp-physical-address is allowed to cause side effects; 
dtp-physical-address is guaranteed not to be cached, and the write is guaranteed _ 
to happen exactly once. Also, both the %coprocessor-read and 
%coprocessor-Write instructions may cause side effects; they are guaranteed to be 
performed exactly once. ; 


3.1.4 Explanation of Instruction Definitions 


3.1.4.1 Instruction Formats 


In the chapter on data representation, words in Lisp-machine memory were 
interpreted either as Lisp object references or as parts of the stored representation 
- of these objects. This chapter reinterprets all memory words as instructions. The 
processor treats a memory word as an instruction whenever it is encountered in 
the body of a compiled function -- or, more specifically, when the program counter 
points to the memory word and the word is fetched as an instruction. 


With the exception of the data types specifically designated as instructions, there 
is no one-to-one correspondence between data types and instruction formats. . 
Instead, the data types are subdivided into classes, and each class forms the basis 
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“Gnstruction:: When an instruction specifically alters the flow of control (for 
example, branch) the cdr code has no effect. 


3.1.2 internal Registers 


Table 11 lists I-machine internal registers. Within this table, an asterisk by an 
address entry means that the register may be defined by an. implementation, and 
reserved means the register may be architecturally defined in the future. The 
information in this table.is specific to Revision 0 of the Ivory chip. As the 
architecturally defined information in the table becomes determinate, 


~implementation-specific details will be removed to an appendix. 


The %read-internal-register instruction always returns the object from the 
_specified: register with its cdr code set to cdr-next. If an internal register has edr- 
code bits, they can not be read. by this instruction. 


- The rotate-latch register does not have an internal address and can not be read or 
- written with 7eread-inteenal-register or %write-internal-register. 











as SS 


3.1.3 Explanation rer ancien Definitions 





3.1.3.1 Instruction Formats 


In the chapter on data. representation, words in Lisp-machine memory were 
interpreted either as Lisp object references or as parts of the stored representation 
of these objects. This chapter reinterprets all memory words as instructions. The 
processor treats a memory word as an instruction whenever it is encountered in 
the body of a compiled function -- or, more specifically, when the program counter 
points to the memory word and the word is fetched as an instruction. 


With the exception of the data types specifically designated as instructions, there 
is no one-to-one correspondence between data types and instruction formats. 
Instead, the data types are subdivided into classes, and each class forms the basis 
of an instruction type. The packed half-word instruction data type uses two 
instruction formats. See the section "Half-Word Instruction Data Types.” 


Table 12 summarizes I-machine instruction formats and lists the data types in 
each class. 


The following paragraphs describe these formats and their interpretations. 
Full-Word Instruction Formats 

Function-Calling Instruction Formats 

A word of data type dtp-call-xxx contains a single instruction. The instruction 


contains a data-type field, which is used as the opcode, and an address field. as 
shown in Figure 21. This kind of instruction starts a function call. 
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Table 11. 


I-Machine Internal Registers 


Address Read 


Ox 
ri 


4x 


286 
486 
686 


287 
487 
' 667 
16x 
11x 
12 
43 
14 
15x 
16 
17 
2b 
21x 
22x 
23 
24% 
25x 
26x 


38x 
31x 
32% 
232x 
432% 
632x 


[Write 


RW 


RW 
RW 


RW 


RW 
RW 
RW 


RW 
RW 


RW 


Data 
Type 


Toc 
joc 
joc 


joc 
joc/pa 
loc/pa 
joc/pa 
loc/pa 
Fix - 
fix 


fix 


fix 


pe 
Fix 
fix 


fix 
fix - 
fix 
fix 


*Implementation Specific 


Register Name 


For use by microcode only 
Frame Pointer - (FP) 

Local Pointer (LP) 

Stack Pointer (SP) 

For. use by microcode only 
Stack Cache Lower Bound 


: BAR@ Contents 


BAR1 Contents 

BAR2 Contents 

BAR3. Contents 

BAR@ Hashed 

BAR1 Hashed 

BAR2 -Kashed 

BAR3 Hashed 

For use. by microcode only 

For use by microcode only 

Continuation 

OP Op 

Control Register 

For use by microcode only 

Ephemeral Dldspace Register 

Zone Oldspace Register 

Implementation Revision 

FP coprocessor present 

For use by microcode only 

Preempt Register 

Icache Control 

Prefetcher Control 

Map Cache Control 

Memory Control 

ECC Log 

ECC Log Address 

Invalidate Matching Map Entry for YMA in BARS 
invalidate Matching Map Entry for YMA in BAR1 
invalidate Matching Map Entry for VMA in BAR2 
Invalidate Matching Map Entry for VMA in BAR3 
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Address Read . Data 
Write Type 


33x 
34 
35x 
36x 
37 
48-47 
. 5@x 
51x 
52x 
252x 
452x 
652x 
53-777 
1888 
1861 
1882 
18083 
7804 
1985 
-1886 
1007 
1018 
1611 
1812 
1813 
1814 
1875 
1816 
1817 
1438 
1831 


*Implementation Specific 


RW 


reserved 


W 
W 
W 
W 


reserved. 
> RW 


RW 
RW 
RW 
RW 
RW 
RW 
RW 
RW 


- RW 


RW 
RW 
RW 
RW 
RW 


RW 


RW 
RW 


fix 
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Table 11, continued © 


‘Register Name 


For use by: microcode onty 


Stack. cache overflow limit 


For use-by microcode only 
For use by microcode only 


For use by microcode only 
For use by microcode only 
For use. by microcode only 
Load Matching Map Word 1-for. VMA in BAR@ 
Load Matching Map Word 1 for VMA in BAR1 
Load Matching Map Word 1 for VMA in BAR2 
Load Matching Map Word 1 for VMA in BAR3 


Top of Stack (TOS) 

Array Event Count 
Binding Stack Pointer - 
Catch Block Pointer 
Control Stack Limit 
Control Stack Extra Limit 
Binding Stack Limit 

PHT Base 

PHT Mask 

Count Map Reloads 

List Cache Area 

List Cache Address. 

List Cache Length 
Structure Cache Area 
Structure Cache Address 
Structure Cache Length 
Maximum Frame Size 
Stack Cache Dump Quantum 
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Table 12. -I-Machine Instruction Formats 


Class of Packed Half-Word. Instructions 


- Instruction Type 


OQperand from stack format 
18-bit immed. operand format 


Data Types Included 


DTP-PACKED-INSTRUCTION 
DTP-PACKED-INSTRUCTION 


Class of Full-Word Instructions (all full-word format) 


Instruction. Type 
Entry instruction 


Function-calling instructions 


Constants 


Data Types Included 


DTP-PACKED-INSTRUCTION 


DT P~CALL-COMPILED-EVEN 
DTP-CALL-COMPILED~ODD 


OTP-CALL-INDIRECT 
DTP-CALL-GENERIC 


_Data-Type Code 


68-77 
68-77 


Data-Type Code 


60-77 


50 
54 
52 
53 


DTP+CALL-COMPILED-EVEN-PREFETCH 54 
DTP-CALL~COMPILED-~QDD-PREFETCH 55 
DTP-CALL~INDIRECT—-PREFETCH 56 


BTP-CALL-GENERIC-PREFETCH 


OTP-F I:XNUM 

DTP-SMALL-RATIO 
DTP-SINGLE-FLOAT 
DTP-DOUBLE-FLDAT 


DTP-BIGNUM 


DTP-BIG-RATIO 
BTP-COMPLEX 
DTP-SPARE-NUMBER 
DTP-INSTANCE 
DTP-LIST-INSTANCE 
DTP-ARRAY=INSTANCE 
OTP-STRING-INSTANCE 
OTP-NIL 

DTIP-LIST 

DTP~ARRAY 
DTP-STRING 
BTP-SYMBOL 
DTP~LOCAT IVE 
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18 
11 
12 
13 
«44 
45 
16 
17 
28 
21 
22 
23 
24 
25 
26 
27 
36 
31 
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- Table 12; continued 


Instruction Type Data Types Included — Data-Type Code 
Constants. : 
—_. DTP-LEXICAL-CLOSURE 32 
DTP-DYNAMIC-CLOSURE 33 
DTP-COMPILED-FUNCT ION 34 
DTP-GENERIC-FUNCTION 35 
DTP-SPARE-POINTER-1 36 
DTP-SPARE-POINTER-2 37 
DTP-PHYSICAL-ADDRESS 4a 
DTP-SPARE-IMMEDIATE-1 A 
DTP-SPARE-POINTER-3 42 
- DTP-CHARACTER 43 
DTP~SPARE-POINTER-4 44 
DTP-EVEN-PC 46 


DTP-ODD-PC 47 
Value Cel] Contents : 
DTP~EXTERNAL~VALUE-CELL-POINTER 4 


Illegal Instructions 


DTP-NULL ) 
DTP—MONI TOR-FORWARD 4 
DTP-HEADER-~P 2 
DTP-HEADER~I 3 
DTP-ONE-Q-FORWARD 5 
DTP-HEADER-FORWARD 6 
DTP-ELENENT~FORWARD 7 
DTP-GC-FORWARD 45 
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Figure 21. 


Bits within 
instruction 


Bits within 
instruction 


J-Machine Instruction Formats 


Full-Word instructions 








Data Types 50-57 (Call instructions) 
[sq s| n| pia nacht 
regcle 4 3t 
N » least-significant digit of data type. 
Entry Instruction : 
=] p|| OPCODE/PTR | No.req’d+opt? ENTRY NST Tere "No. req'd args 
Maybe unused | args biased by +2 |OPCODE biased by +2 
49.3837 35 5 7 % 7 


Packed Hal-Word Instructions 


{Each word below contains two instructions.) 


q OPGODE| oe eated OPCODE BRANCH OFFSET 





393837 35 7 10 9 8 7 
7 0 98 6 
Operands from stack 10-bit immediate branch instruction 


“| FIELD-SIZE | BOTTOM. ~ IMMEDIATE 
| so] 4] ot OPCODE MINUS 4 BITLOC | oPcove __ ARGUMENT _ 





39.3837 35 0 o 
17 fe 9 5 4 Pe 
Fisld extraction instruction Ordinary immsdiate-argument instruction 





Examples of subfields of 10-bit immediate instructions 


I-machine instruction formats. 
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_Entry-Instruction Format _ 


An: entry instruction is a a word of type dtp-packed-instruction that actually 
contains one full-word instruction. Its format, shown in Figure 21, is © 


Bits a, Meat 


<39:38> “Sequencing code = “add 2 to PC" 
<37:36> '  dtp-packed-instruction _ 
<35:28> Opcode of second half word, unused 
<27:26> Addressing mode of second half word, unused 
<25:18> Number of required+optional args, biased by +2 
<17:18> entry. instruction opcode. 1 bit says 
tee whether &rest is accepted. 
<9:8> Immediate addressing mode 
<7:8> Number. of required args, biased by +2 


The. hardware will dispatch. to one of two microcode starting addresses according 
to the value of the &rest-accepted bit. 


Constant Formats 


The processor treats any word whose data type is that of an object reference as ‘a 
constant. The processor pushes the object reference itself onto the control. stack 
and sets its cdr. code to cdr-next for any object that is pushed onto the control 
stack, unless otherwise specified. 


Value Cell Contents 


A word of data type dtp-external-value-cell-pointer contains the address of a 
memory cell. Using a data-read operation, the processor pushes the word 
contained in the addressed cell onto the control stack, following invisible pointers 
if necessary. Typically this pointer addresses a symbol’s value or function cell. 


Hlegal Instruction Formats 


A word of any data type other than those listed above cannot be executed as an 
instruction. The processor will trap out if it encounters such a word. A later 
chapter contains further information on trapping. See the section “Exception 
Handling." 


Packed Half-Word Instruction Formats 
This is the most common instruction format. The word with data type 
dtp-packed-instruction contains two 18-bit anviruetions; which are packed into the 


word as shown: 
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cee ca ee ee ee a eh A a SH 


rr re ee UF ee ed le Tr 


The first instruction executed is called the “even halfword" instruction, and is 
found in bits 0 through 17. The “odd halfword” instruction is executed later, and 
is found in bits 18 through 35. Since the data portion of the word is normally only 
82 bits, 4 bits are “borrowed” from the data type field. (The ones in bit positions 
<36-37> are the upper two binary digits of any dtp-packed-instruction opcode, a 
number between 60 and 77 octal.)- 


Each of the two instructions in this format can be further decomposed. See 
Figure 21. As the figure shows, there are two basic 18-bit formats. 


Format for 10-Bit Immediate Operand 


The 10-bit-immediate-operand format is for those instructions that include an 
immediate operand in. their low-order ten bits. The immediate operand can be 
interpreted as a constant or as an offset -- signed or unsigned, depending on the 
instruction. There are two special subcases of this instruction format: field 
extraction instructions and branch and loop instructions. 


Format for Field Extraction 


The field-extraction format is for instructions used to extract and deposit fields 
from words of different data types. The field is specified in the instruction by the 
bottom 10 bits. Bits 0 through 4 specify the location of the bottom bit of the field, 
-- that is, the rotate count -- and bits 5 through 9 specify (field size - 1). For load- 
byte instructions, Idb, char-idb, and the like, the rotate-count that the instruction 
should specify is Gnod (- 32 bottom-bit-location) 32), and for deposit-byte 
instructions, dpb and the like, the rotate-count should specify the bottem-bit 
location. 


The extraction instructions take a single argument. The deposit instructions take 
two arguments. The first is the new value of the field to deposit into the second 
argument. It is legal, move? not checked, to specify a field with bits outside the 
bottom 32 bits. 


Format for Branch Instructions 


Branch instructions are a subclass of 10-bit-immediate-format instructions. They 
use the immediate argument as a signed half-word offset. 
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Format for Operand From Stack 


‘Packed half-word instructions that address the control stack: use: the operand-from- 
stack format. .They. have a 10-bit field that specifies an address into the stack. . If 
one of these. instructions takes more than one operand, the addressed operand is 
the last operand of the instruction and the other operands are popped off the top 
of the*stack. If the instruction produces a value, then the value is Buen ‘on: top 

of the stack. 


- Control Stack Addressing Modes 


Operand-from-stack instructions reference operands on the control stack relative. to 
one of three pointers to various regions of the current stack frame. The lower 
-ten-bit field of one of these constitutes the operand specifier, whose bits are 
interpreted as follows. Bits.8 and 9. of the instruction are used to select the 
pointer, while bits 0 through 7 are used as an unsigned offset. The processor 
interprets bits 8 and 9 as: 

00 Frame Pointer - The address of the operand is the Frame Pointer plus 

the offset. 


01 Local Pointer - The address of the operand is the Local Pointer plus the 
offset. 


10 Stack Pointer - The address of the operand is the Stack Pointer (prior to 
popping any other operands) plus the offset minus 255, unless the offset is 0. 


For example, if the offset is 255, then the operand is the top of stack.. Note 
that this operand will not be popped. If the offset is 1, then the operand is 
the contents of the word pointed to by (Stack Pointer minus 254). This © 
mode is used for the management of arguments for pop instructions, as 
described in the next paragraphs. 


In the special case when the offset is 0, the operand is popped off the top of 
stack, before any other operands have been popped off (this operand is still 
the last argument of the function, though). This special case is called the 
"sp-pop addressing mode." For example, the following sequence could be 
used to add two numbers, neither of which is to be saved on the stack for 
later use, and to leave the result of the addition on the stack. 


push LP|@ ;push -argi on the stack 

push LP}1 push arg2 on the stack 

add sp-pop  ;pops arg2 then argi off stack, 
jadds, then pushes the result 


Il Immediate - The last operand is not on the stack at all, but is a fixnum 
whose value is. the offset possibly sign-extended to 32 bits, depending on the 
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instruction. This case is called the "immediate addressing mode," not to be 
confused with 10-bit immediate format instructions, which. have no operand 
specifier since they are always immediate. 
In some cases, the stack location address specified is the operand ‘used as an 
object of the instruction in some way. This case is called “address-operand 
addressing mode.” For instructions that employ the address- operas mode, the 
immediate and sp-pop modes are ilegal. 


Note that it is always the last argument of an instruction that is specified by the 
operand specifier of the operand-from-stack format: the others, if there are any, 
are not explicitly specified by the instruction and are always popped off the stack 
in order. 


Refer to the chapter on function calling for a description of roe control stack and 
the -processor’s stack pointers. See the sectien "Control Stack." 


3.1.3.2 Arguments: the Data Types Accepted 


In the instruction definitions in this document, the Arguments field lists the 
arguments that the instruction requires and the valid data types for these 
arguments. The data types listed are those that the instruction accepts without 
taking an error pre-trap. See the section "Operand-Reference Classification." 


Ali numeric instructions, including those listed in the section "Numeric 
Instructions" as well as equal-number, greaterp, lessp, plusp, minusp, zerop, 
and logtest, accept all numeric data types. The only spare data type that numeric 
instructions accept is dtp-spare-number, which will cause an instruction 
exception. 


The Exception field of an instruction definition lists those data types that the 
instruction accepts as valid (that is, that do not cause an. error pre-trap) but that 
are not supported in hardware. 


3.1.3.3 Types of Instruction Exceptions 


' An instruction exception occurs when an instruction needs to perform some 
operation that is not an error, but is not directly supported by the hardware. 
Instruction exceptions are post-traps, called (usually) with whatever arguments the 
instruction takes. The contract of the trap handler is to emulate the behavior of 
the particular instruction. See the section "Exception Handling." 


The instruction definitions document any instruction exceptions that may occur 
during execution of the instruction. The description includes the conditions under 
which an exception will occur, the arguments passed to the exception handler 
(excluding the trap-vector-index and fault-pc supplied with all traps), and the _ 
number of values returned by the exception handler. Exception handlers always 
return values with return-kludge, and TOS is always valid afterwards. 
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3.1.3.4 Types of Memory References 


There is.a‘class of instructions that address main memory (as: opposed to stack 
memory). The operands for these instructions are memory addresses. Different 
instructions make conceptually different kinds of read and write requests to the 
. memory system. The different types of memory cycles for these different types of 
memory requests are summarized here and described later in this section. The 


_- lassification of Lisp data types according to type of operand reference -- data, 


header, header-forward, and so on -- is made in the chapter on data: representation. 
_ See the section “Operand-Reference Classification.” 


Table 18 shows the action taken for each category of data when read from: memory 
in a given type of memory cycle. This table refers only to. memory reads and to 
tmhemory cycles that consist.of a read followed bya write. . (An instruction that 
‘writes memory without reading first is called a "raw write." The table omits 

. these.) Note that the categories overlap. 

Table 13. . Memory Cycles 


Cycle . Code Data Null Header HFWD EFWD 1FWD EVCP GC Mon- Point- 
Type. . . itor er 
data-read 3) -- trap trap -— ind ind ind ind trap mtrp. trnspt’ 
data-write 1. - - trap ind ind) .ind ind trap mtrp - | 
edr-read . 9 - - trap ind ind + - trap - oa 
bind-read 4 - - trap ind tnd ind - trap mtrp trnspt 
bind-r-mon 2 - = trap ind ind ind - trap ind trnspt 
bind-write 5 - - trap tnd ind ind - trap mtrp < 
bind-w-mon 3 - - trap ind ind ind -. trap ind - 
header-rd 6 trap trap -- ind trap trap. trap trap trap trnspt 
struc-offset 7 - - = ‘ind - - - trap. -. = 
scavenge 8 - - - = - - - trap - trnspt 
gc-copy 18 - - - - - - - trap - ~ 
raw-read 11 - - - - - - - . - - - 
Legend: 

Normal action ; 
ind Indirect through forwarding pointer. This also enables transport 

trap if word addresses oldspace, and transport trap takes 

precedence if it occurs. 
trap Error trap. Takes precedence over transport. 


mtirp — Monitor trap (different trap vector entry than error trap). This 
: also enables transport trap if word addresses oldspace, and 
transport trap takes precedence if it occurs. 
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trnspt Enable transport trap if word addresses oldspace. 


Note that the operations described apply only to objects addressed as though they 
were located in main memory,.not those already on the control stack. 


If an error occurs during a memory operation, the processor aborts the instruction 
and invokes a Lisp error handler. The arguments to the error handler are the 
microstate, and the virtual memory address (VMA). From the microstate, the Lisp 
handler will look up the type of error in an error table. See the section "Exception 
Handling." 


Data-Read Operations 


Cycle Code Data Null Header HFWD EFWD 1FWD EVCP GC Mon- Point- 
Type itor er 
data-read - trap trap ind ind tnd ind trap mtrp trnspt 


Most operands are fetched with a data-read operation. This reads the word 
located at the requested memory address. If the word obtained is a forwarding, 

' that is, invisible, pointer (dtp-header-forward, dtp-element-forward, 
dtp-one-q-forward, or dtp-external-value-cell-pointer), then the pointer’s address 
field is used as the new address of the cell. The content of this new address is 
then read and checked to see if it is an invisible pointer. The process is repeated 
until a non-invisible-pointer data type is encountered. The word finally obtained is 
returned as the result of the data-read operation. During this pointer following, 
sequence breaks are allowed so that loops can be aborted. If at any point’ 
dtp-null, a header (dtp-header-p, dtp-header-i), or a special marker (non-invisible 
pointer -- dtp-gc-forward) is encountered, the error causes the instruction 
performing the data read to take an error trap. If a dtp-mon‘tor-forward is 
encountered, the instruction takes a monitor trap. If a data location that is read 
contains an address in oldspace and transport traps are enabled for the page 
containing the word read , a transport trap handler is invoked to evacuate the 
object and then the data-read is resumed. See the section "I-machine Garbage 
Collection.” 


Data-Write Operations 


Cycle Code Data Null Header HFWD EFWD LFWD EVCP GC Mon- Point- 
Type itor . er 
data-write 4 ~ = ‘trap ind ind ind ind trap mtrp - 


When most operands are written to memory, a data-write memory read operation 
is first performed. This checks the requested location to determine whether an 
invisible pointer is present. If so, the address of the pointer is used as the new 
address of the cell. The contents of the new address is read and checked to see if 
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it.is an invisible pointer. If a header or special marker (dtp-ge-forward but not 
dtp-null) is encountered in any location, the error causes the instruction doing the 
data write to take an error trap. If a dtp-monitor-forward is encountered, the 
instruction takes a monitor trap. If the contents of a location is a forwarding 
pointer, a check for oldspace is made before indirection. When the process 
terminates, the contents of the final location, which are being replaced; are not 
transported. The process is repeated until a non-invisible-pointer data type is 

- found, at which point a write normally follows and the data is stored in the last 
location, preserving the cdr code of the.location into which it stores. 


CDR-Read Operations 
Cycle — Code Data Null Header HFWD EFWD 1FWD EVCP GC. Mon- Point- | 
- Type itor’ er 

_ edr-read 9 ~- - trap ind ind - - trap - ~ 


Memory references made only to determine the cdr-code of a location use a cdr- 
read operation. This kind of reference follows pointers of the type 
dtp-header-forward or dtp-element-forward, which forward the entire memory 
word, including the cdr code. (Recall that a dtp-header-forward pointer is used. by 
the system to replace an element when it is necessary to change the cdr-code of a — 
cell in the middle of a cdr-coded list.. See the section "Forwarding (Invisible) 
Pointers.") The cdr-read operation returns the contents of the cdr-code field of the 
finally found ‘word. 


Forwarding pointers (dtp-one-q-forward and dtp-external-value-cell-pointer). that 
forward only the contents (that is, the data-type and pointer fields) of the cell are 
. not followed. Instead, the cdr code of the word containing such a pointer is 
returned. 


Having extracted the relevant cdr code, the instruction doing the cdr read takes 
action according to-the value returned, as explained in the section on lists. See the 
section "Representations of Lists." 


If a header or dtp-ge-forward data type is encountered, the error causes the 
instruction making the reference to take an error trap. 


Bind-Read Operations 


Cycle Code Data Null Header HFWD EFWD 1FWD EVCP GC Mon- Point- 
Type tter er 

bind-read 4 + - trap ind ind ind = =. trap mtrp trnspt 
bind-r-mon 2 - - trap ind ind ind «+ trap ind trnspt 


The binding instructions, unbind-n, %restore-binding-stack, and 
bind-locative-to-value, change the value cell, not the contents of the value cell, of 
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a variable. dtp-external-value-cell-pointer is an invisible pointer ‘that points to 
the value cell in memory. Since binding should create a new value cell, the system 
does not follow dtp-external-value-cell-pointer when doing bindings, In all other 
respects this operation is the same as a data-read memory operation, except that 
encountering dtp-null does not cause a trap. 


A subcategory of this type of operation is the bind-read-no-monitor operation. This 
operation, as opposed to the normal binding read, does not trap out if a 
dtp-monitor-forward. pointer.is encountered. Instead, it just follows the pointer. 


Bind-Write Operations 

Cyele Code Data Null Header HFWD EFWD 1FWD EVCP GC Mon- Point- 
Type itor er 
bind-write 5 - - trap ind ind ind - _ trap mtrp - 
bind-w-mon 3 - - trap ind ind ind <= trap ind - 


A bind-write operation is like a data-write memory operation except that it does 
not follow external-value-cell pointers. See the section "Bind-Read Operations" in . 
NS Users Manual. A subcategory of this type of operation is the bind-write-no- . 
monitor operation. This operation, as opposed to the normal binding write, does 

' not trap out if a dtp-monitor-forward pointer is encountered. Instead, it just 
follows the pointer. 


Header-Read Operations 


Cycle Code Data Null Header HFWD EFWD IFWD EVCP GC Mon- Point- 
Type itor er 
header-rd § trap trap. - ind trap trap trap trap trap trnspt 


Instructions that reference objects represented in memory as structure objects use 
a header-read operation to access the header. This reads the word at the 
requested address. If the word is a header, the header is returned. If the word is 
a header-forward pointer, the address field of this invisible pointer is used as the 
new address of the header. The word at this new address is checked, and the 
process repeated until a header is found. If at any point something other than a 
header or header-forward pointer is found, the error causes, the instruction 
performing the header-read operation to take an error trap. If the data location 
that is read (without a trap) contains an address in oldspace, a transport trap 
handler is invoked to evacuate the object and then the header-read is resumed. 
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Structure-Offset Operations ; 
Cycle .. Code Data Null Header HFWD EFWD iFWD EVCP GC . Mon- Point. 


Type itor: er 
struc-offset- 7) - =.= ind = - -. + trap en 


The. Lisp operation %p-structure-offset uses the struc-offset type of reference to 
return the structure header. This type of reference follows -header-forwarding _ 
pointers as necessary and traps out if.a dtp-ge-forward is encountered. A 
structure-offset reference is enabled only by bits in a %memory-read or block-read 
‘type of instruction. 


Garbage-Collection Operations 


Cycle Code Data Null Header HFWD EFWD 1FWD EVCP GC Mon- Point- 


. Type ttor er. 
scavenge _ 8 - - ee - - - - trap - trnspt 
gc-copy 10 - - ~ - ~ - = trap - a 


Memory references of the types scavenge and gc-copy.are used internally by the 
garbage collector. References of these types trap out when a dtp-ge-forward is 
encountered. Scavenge references perform transports; gc-copy references do not. 
Either type of reference is enabled only by bits in a %memory-read or block-read © 
type of instruction. 


Unchecked Operands 

Cycle Code Data Null Header HFWD-EFWD 1FWD EVCP GC | Mon- Point- 
Type . itor er 
raw-read 410 «= - -- ~ - Mes 2 = = Z 


A raw memory reference has all the indirection (pointer following), trapping, and 
transporting possibilities disabled. During stack encaching and decaching, transfers 
of data between main memory and the stack cache use raw-read and raw-write 
operations. %p-ldb and %p-dpb are among the users of raw references. Note that 
raw-write operations maintain the modified and ephemeral-reference bits in. the 
PHT just as other write operations do. ; 


3.1.3.5 Top-of-Stack Register Effects 


The top-of-stack (TOS) register is a scratchpad location that contains a copy of the 
contents of the top of the control stack. The possible effects of an instruction on 
this register affect the code the compiler is allowed to generate. Sometimes the 
compiler must insert extra movem SP(|0 instructions to restore the correct value to 
the TOS register. The TOS register is valid if its contents are known to be 
identical to the contents of the location indicated by the stack pointer (SP{0); 
otherwise, the TOS is invalid. 
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In. the instruction descriptions that follow, the possible effects that an instruction 
can have on the TOS register are indicated by the following phrases: 


Valid before The register must be valid before the instruction. 

- Valid after The register will be made valid by the instruction. 
Invalid after The register can be made. invalid by the instruction. 
Unchanged | Status after the instruction same as status before, except if an 


sp-pop operand is used or if the instruction modifies its operand 
and the operand happens to be the top word in the stack, in 
which case TOS is invalid after. 


3.1.3.6 Cdr Codes of Values Returned 


Every operation that returns a value -- this includes all true Lisp operations 

-- pushes that value on the stack. Thus, after an instruction has executed, the 
stack no longer contains the instruction’s arguments but instead contains the 
result of the operation. Instructions that do not return a value -- for example, 
rplacd, aset, pop -- pop off all of their arguments. Every instruction that 
produces a value and pushes it on the stack sets the cdr code of the pushed word 
to 0 (edr-next). The only exceptions are as follows: 


® The start-call instructions produce 3 (illegal in lists) in the cdr-code fields of 
the frame header on the stack. . 


« A memory read or block read instruction -- one of %memory-read, 
%memory-read-addresse, %block-n-read, or %block-n-read-shift -- can copy 
the cdr code of the word from memory into the word on the stack. 


¢ The push-apply-args operation can produce 1 (edr-nil) or 2 (edr-normal) in 
. the cdr-code field of words on the stack. 


e The catch-open instruction can produce any value in the cdr-code field of 
certain words in the catch block. 


¢ The catch-close instruction produces 2 or 8 in the cdr code of the PC it 
saves before jumping to an unwind-protect cleanup handler. 


° %p-tag-dpb can be used to store into the stack. 


e %set-tag can be used to produce any cdr code but is usually programmed to 
produce edr-next. 


¢ The instructions increment, decrement, set-to-car, set-to-cdr, 
set-to-cdr-push-ear (car pushed with edr-next), %block-n-read-alu, and 
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sf ¢pointer-increment store into their stack. operands, preserving the cdr code 
that was in the stack location. 


* movem, pop, sei-sp-to-address-save-tos, stack-blt, stack-blt-address, 
return-kludge, %merge-cdr-no-pop, and %set-cdr-code-n store into their 
stack operands and set the cdr code to some value other than that of the 
stack location (that is, these instructions do not. preserve the original. cdr 
code). See the section "Revision 0 Stack-blt." See the section "Revision 0 
Stack-blt-address."| See the section "Revision 0 Return-kludge." 


3.2 The Instructions 


The I-machine implements 210. instructions in 14 categories. There-are: 


10 list-function 

24 predicate 

29 numeric 

10. data-movement 

8 field-extraction 

10 -array-operation 

19 branch-and-loop 

20 block 

12 function-calling 

4 binding 

2 catch 
24 lexical-variable-accessing - 
11 instance-variable-accessing, and 
27 subprimitive : 


instructions. 
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3.2.1 List-Function Operations 


‘ear, cdr, set-to-car, set-to-cdr, set-to-cdr-push-car, rplaca, rplacd, rgetf, 
member, assoc 


The Lisp predicate. instructions eq, eql, and endp are documented elsewhere. The 
Lisp functions cons and ncons are implemented in macrocode. Refer also to the 
following topics: 


car 


%allocate-list-block 
%allocate-structure-block 


Instruction 


Format Operand from stack Value(s) Returned 1 
Argument(s) 1: Opcode 0 


arg dtp-list, dtp-locative, dtp-list-instance, or 
dtp-nil 


Immediate Argument Type Signed 


Description 
If the type of arg is dtp-list, pushes the car of arg on the stack. 


If the type of arg is dtp-locative, pushes the contents of the location arg 
references on the stack. 


If the type of arg is dtp-nil, pushes nil on the stack. 


Exception 
Conditions: Type of arg is dtp-list-instance. 
Arguments: arg 
Values: 1 

Memory Reference Data-read 


Register Effects TOS: Valid after 
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Instruction 


Format Operand from. stack Value(s) Returned 1 


_ Argument(s) 1: : Opcode 1 | 
_arg dtp-list, dtp-locative, . 


dtp-list-instance, or 
‘dtp-nil 


Immediate Argument Type Signed 


Description 
If the type of arg is dtp-list, vague the edr of arg on the stack. 


If the type of arg is dtp-locative, pushes the contents of the location arg 
references on the stack. 


If the type of arg is dtp-nil, pushes nil on the stack. 
Exception 
Conditions: Type of arg is dtp-list-instance. 


Arguments: arg 
Values: 1 


Memory Reference Cdr-read, then data-read if cdr-normal 


Register Effects TOS: Valid after 
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set-to-car ; Instruction 


Format Operand from stack, Values) Returned 0 
address-operand mode (immediate and 
Sp-pop operand modes undefined) 


Argument(s) 1: Opcode 140 
arg, the address operand, dtp-list, 

dtp-locative, dtp-list-instance, 

or dtp-nil a 


Immediate Argument Type Not applicable 
Description 
Replaces arg with the car of arg. Does not change the cdr code of the 
operand. See the instruction car, page 92. 
Exception - 
Conditions: Type of arg is dtp-list-instance. 
Arguments: arg (address of operand as locative) 
Values: 0 
Memory Reference Data-read 


Register Effects TOS: Unchanged 
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set-to-cdr : . Instruction 


Format Operand from stack, = Value(s) Returned 0 
address-operand mode (immediate and 
sp-pop operand modes. undefined) 


Argumeni(s) 1: a Opcode 141 
arg, the address operand, dtp-list, . 
dtp-locative, dtp-list-instance 

or dtp-nil 


Immediate Argument Type Not applicable 
Description - 
Replaces arg with the edr of arg. Does not change the cdr code of the 
operand. See the instruction edr, page 93. 
Exception 
Conditions: Type of arg is dtp-list-instance. 


Arguments: arg (address of operand as locative) 
Values: 0 


Memory Reference Cdr-read, data-read 


Register Effects TOS: Unchanged 
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set-to-cdr-push-car . Instruction 


‘Format Operand from stack, Value(s) Returned 1. 
address-operand mode (immediate and 
Sp-pop operand modes undefined) 


Argument(s) 1: Opcode 142 
arg, the address operand, dtp-list, 
dtp-locative, dtp-list-instance, 

or dtp-nil : 


Immediate Argument Type Not applicable 
Description. 
Computes the éar and the edr of arg. Pushes the car onto the stack with a 
cdr code. of edr-next and stores the cdr back into org leaving the cdr code 
of the operand unchanged. 
Exception 

Conditions: Type of arg is dtp-list-instance. 


Arguments: arg (address operand as locative) 
Values: 1 


Memory Reference Data-read, cdr-read, data-read 


Register Effects TOS: Valid after 
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rplaca . 3 +. Instruction 


Format. Operand from stack . Value(s) Returned 0 


Argument(s) 2: Opcode 200 
argl.dtp-list, dtp-locative or 
 dtp-list-instance; 

arg2 any data type 


Immediate Argument Type. Signed 


Description 
Replaces the ear of argi with arg2. 


rae 7 ; . 
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Exception _ 
Conditions: Type of argi is dtp-list-instance. 
Arguments: argi, arg2 
Values: 0 

Memory Reference Data-write 


Register Effects TOS: Valid before, invalid after 
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rplaed Instruction 


Format Operand from stack Value(s) Returned 0 


Argument(s) 2: Opcode 201 
arg] dtp-list, dtp-locative 

or dtp-list-instance; 

arg2 any data type 


Immediate Argument Type Signed 


Description ; 
Replaces the edr of argI with arg2. WV ess we BNE ee 
Exception. ye tet Ge <_- 
Conditions: Type of argI is dtp-list-instance. | 
Type of argl is dtp-list and the cdr code 
of the referenced cell is not edr-normal. 
See the section "Revision 0 Rplacd.” 


Arguments; argi, arg2 
Values: 0 


Memory Reference Cdr-read, then data-write 


Register Effects TOS: Valid before, invalid after 


3.2.1.1 Interruptible Instructions 


. The next three instructions are interruptible. If a sequence break request arrives 
while one of these instructions is executing, the instruction is aborted .and control 
passes to the sequence break handier.. When the handler returns, the instruction 
is restarted from the beginning. . Similarly, if a page fault or transport trap 
occurs, the instruction is aborted and restarted from the beginning. None of these 
instructions store into their arguments. It is possible when processing an 
extremely. long list for the instruction never to complete because sequence breaks 
occur more often than the time it takes the instruction to complete, or because not 
all of the pages referenced by the instruction will fit in main memory 
simultaneously. This condition is detected by software, by comparing the PC on 
two successive sequence breaks, and causes control to be diverted to a macrocode 
subroutine that performs the equivalent function of the instruction. This will not 
happen often. 
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Instruction — 


Format Operand from. stack Value(s): Returned 2 


Argument(s) 2: _ -Opcode 225 © 
argl any data type; Bs 
arg2 dtp-list, dtp-nil, or dtp-list-instance 


Immediate Argument Type Signed 


Description 

Searches the lst arg2 two. elements. at a time, succeeding if the first 
element of a pair is eql to argi, failing if the end of the list. is reached 
without finding a match. Upon failure, both values returned are nil. Upon 


‘success, the first value returned is the second element of the matching 


pair, and the second value returned is the tail of arg2 whose ear is that 
second element. The second value serves as a success/failure indicator and 


-also.can. be used with rplaca to change the property value. The length of 


the list is supposed to be a multiple of two; if the list is of odd length and 
a match occurs at the end of the list, an instruction exception occurs so 
software can decide whether this is an error. If no match occurs, no 
exception is taken, whether or not the list length is odd. Note that each 
sublist is subject to the type-checking errors and exceptions that the initial 
list is subject to. See the section "Interruptible Instructions," page 98. 


Exception 

Conditions: Type of arg1 is dtp-double-float, dtp-bignum, 
dtp-big-ratio, dtp-complex, or dtp-spare-number 
(eq test not sufficient). 
A match occurs at the end of an odd-length list. 
Any sublist of arg2 is of type dtp-list-instance. 

Arguments: argl, arg2 

.Values: 2 


‘Memory reference data-read, cdr-read 


ei 


Register Effects TOS: Valid before, valid after 
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member — aa Instruction * 
Format Operand from stack Value(s) Returned 1 _ 
Argument(s) 2: . Opcode 226 


argl any data type; 
arg2 dtp-list, dtp-nil, or dtp-list-instance 


Immediate Argument Type Signed 


Description 

Returns nil or a tail of arg2. whose car is eql to argl. This implements 
the el:member function and approximates the zl:memq function. Note that 
each sublist is subject to the type-checking errors and exceptions that the 
initial list is subject to. See the section "Interruptible Instructions," page 
98. 


Exception 
Conditions: Type of arg1 is dtp-double-float, dtp-bignum, 
' dtp-big-ratio, dtp-complex, or dtp-spare-number 
(eq test not sufficient). 
Any sublist of arg2 is of type 
dtp-list-instance. 
Arguments: argl, arg2 
Values: 1 


Memory Reference Cdr-read, data-read 


Register Effects TOS: Valid before, valid after 
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Instruction 


Format Operand from stack , Value(s) Returned 1 


Argument(s) 2: Opcode 227 
argl any data type; ~~ 
arg2 dtp-list, dtp-nil, or dtp-list-instance 


Immediate Argument Type oe 


Description 
Returns nil or an element of arg2 ainae car.is eql to argi1. This 


. implements the ckassoe function and approximates the zl:assq function. 


Note that each sublist is subject to the type-checking errors and exceptions 
that the initial list is subject to. See the section "Interruptible 
Instructions," page 98. 


Exception 

Conditions: Type of arg1 is dtp-double-float, dtp-bignum, 
dtp-big-ratio, dtp-complex, or dtp-spare-number 
(eq test not sufficient). 
Any sublist or element of arg2 is of Pe 
dtp-list-instance. 

Arguments: argl, arg2 

Values: 1 


Memory Reference Cdr-read, data-read 


Register Effects TOS: Valid before, valid after 
BAR-1 modified 
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3.2.2 Predicate Instructions 


Binary predicates: eq, eq-no-pop, eql, eql-no-pop, equal-number, 
equal-number-no-pop, greaterp, greaterp-no-pop, lessp, lessp-no-pop, logtest, 
-logtest-no-pop, type-member-n (four instructions), type-member-n-no-pop (four 

instructions), Unary predicates: endp, plusp, minusp, zerop. 


Refer also to the subprimitive instructions %unsigned-lessp and %ephemeralp. 


eg Instruction 
eq-no-pop 
Format Operand from stack Value(s) Returned 1 (2 for no-pop) 
Argument(s) 2: Opcode 270 (274 for no-pop) 


argl any data type 
arg2 any data type 


Immediate Argument Type Signed 

Description , 
Pushes t on the stack if the operands reference the same Lisp object; 
otherwise, pushes nil on the stack. The no-pop version of this instruction 
leaves the first argument arg] on the stack. (Note that, in the presence of 
forwarding pointers, two references may refer to the same object but not be 
eg or eql.) 

Exception None 

Memory Reference None 


Register Effects TOS: Valid before, valid after 
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Instruction 
eql-no-pop . . , : oF 
Format.Operand from stack. Value(s) Returned 1 (2 for no-pop) 
Argument(s) 2: Opcode 268 (267 for no-pop) 


argl any data type 
arg2 any data type 


Immediate Argument Type Signed 


Description 

Returns t if the two arguments are eq or if they are numbers of the same 
type with the same value; otherwise returns nil. Note that for 
dtp-single-float, +0 and -0 are not eqi. Also, (eql 0 0.0) is false. The no- 
pop version of this instruction leaves the first argument on the stack. eql 
returns nil without trapping any time the data types of the arguments are 
different. (Note that, in the presence of forwarding pointers, two references. 
may refer to the same object. but not be eq or eql.) 


Exception 

Type: Arithmetic dispatch : 

Conditions: Types of argl and arg2 are equal and one of 
dtp-double-float, dtp-bignum, dtp-big-ratio, 
dtp-complex, or dtp-spare-number (but arg1 and 
arg2 are not eq). 

Arguments: argi, arg2 

Values: 1 for normal version 

2 for no-pop version (returns argi to become the 
non-popped argument). 


Memory Reference None 


Register Effects TOS: Valid before, valid after 
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equal-number Instruction 


equal-number-no-pop 


Format Operand from stack Value(s) Returned 1 (2 for no-pop) 


Argument(s) 2: Opcode 260 (264 for no-pop) 
argl any numeric data type 
arg2 any numeric data type 


Immediate Argument Type Signed 


’ . Description 
Tests the two arguments for numerical equality and pushes t or nil on the 
stack according to the result. Note that (equal-number 0 0.0), which is 
also written (= 0 0.0), is true, in contrast to (egl 0.0.0), which is false. The 
no-pop version of this instruction leaves the first argument on the stack, 


Exception. 
Type: Arithmetic dispatch 
Conditions: Types of arg1 and arg2.are numeric, but not both 
dtp-fixnum or dtp-single-float. 
Floating point exceptions. 
Arguments: argl, arg2 
Values: 1 for. normal version 
2 for no-pop version (returns arg1 to become the 
non-popped argument). 


Note that equal-number or equal-number-no-pop will take an 
exception even if the arguments are eq but are not dtp-fixnum or 
dtp-single-fleat. 

Memory Reference ‘None 


Register Effects TOS: Valid before, valid after 
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. greaterp | . Instruction 


greaterp-no-pop 


Format Operand from stack Value(s) Returned 1 (2 for no-pop) 


Argument(s) 2: Opcode 262 (266 for no-pop) 
argl any numeric data type a 
arg2 any numeric data type 


Immediate Argument Type Signed 


Description 

Tests if argl > arg2, and pushes t or nil on the stack according to the 
result. The no-pop version of this instruction leaves the first.argument-on 
the stack. 


Exception 
Type: Arithmetic dispatch 
Conditions: Types of argi and arg2 are numeric, but not both 
dtp-fixnum or dtp-single-float. 
Floating point exceptions. 
Arguments: argl, arg2 
Values: 1 for normal version 
2.for no-pop version (returns argl to become the 
non-popped argument). 


Memory Reference None 


Register Effects TOS: Valid before, valid after 
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lessp Instruction 

lessp-no-pop - geder 
Format Operand from stack Value(s) Returned 1 (2 for no-pop) 
Argument(s) 2 Opcode 261 (265 for no-pop) 


argl any numeric data type 
arg2 any numeric data type 


Immediate Argument Type Signed 


Description 

Tests if arg! <.arg2, and pushes t or nil on the stack according to the 
result. The no-pop version of this instruction leaves the first argument on 
the stack. 


Exception 
Type: Arithmetic dispatch 
Conditions: Types of argi and arg2 are numeric, but not both 
dtp-fixnum or dtp-single-float. 
Floating point exceptions. 
_ Arguments: argl, arg? 
Values: 1 for normal version 
2 for no-pop version (returns arg1 to become the 
non-popped argument). 


Memory Reference None 


Register Effects TOS: Valid before, valid after 
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logtest . Instruction 
_Jogtest-no-pop | | ee . tee 
Format Operand from stack’ Value(s) Returned 1 (2 for no-pop) 
Argument(s) 2: | Opcode 273 (277 for no-pop) 


argl any numeric data type 
arg2 any numeric data type 


Immediate Argument Type Signed 


Description 

Pushes t on the stack if any of the bits designated by 1s inthe first 
argument.are 1s in the second argument; otherwise, pushes nil. The no-pop 
version of this instruction leaves the first argument on the stack. The 
effect. of this instruction is 


(not (zerop (logand arg1 arg2))). 


Exception 

Type: Arithmetic dispatch 

Conditions: Types of arg1 and erg? are numeric, 
_ ‘but not both dtp-fixnum. 

Arguments: argl, arg2 

Values: 1 for normal version 
2 for no-pop version (returns argi to become 
the non-popped argument). 


Memory Reference None 


Register Effects TOS: Valid before, valid after 
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type-member-n [ Instruction 

type-member-n-no-pop I 1st 
-Format 10-bit. immediate . Value(s) Returned 1 (2 for. no-pop) 
Argument(s) 2: Opcode 40-43 (44-47 for no-pop) 


argl any data type 
I dtp-fixnum (the immediate) 


Immediate Argument Type 10-bit mask 


Description 

n is a number between 0 and 15 inclusive. Two bits of n are part of the 
opeode and two bits are taken from the immediate argument. 7 specifies 
which 8-bit field, aligned on a 4-bit boundary, of a 64-bit vector the 
immediate is specifying. The 8 least-significant bits of the. immediate field J 
are then inserted into a background of 64 zero bits. The data type of argl, 
the argument on top of the stack, is then used to create a bit vector of 
zeros, except with a one in the slot for the data type. The two vectors are - 
then ANDed together. If the result is nonzero, then t is returned, otherwise 


nil is returned. The no-pop version of this instruction leaves the argument 
on the stack. 


The fields specified by type-member-n are shown below. 


n=15 = n=13 n=11 n=9 n=7 n=5 n=3 n=14 n=15 
wan \/meeoem \Jee cee \/ eee enn \fanene-\/e-- nee \/nencen \fewnn\/--- 
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63 55 47 39 31 23 15 7 3) 
\fenenn/\nennse jNoseses PSesres Tees rere Pisce: Puta, / 
n=14 n=12 n=16 n=8 n=6 n= n=2  . n=@ 
Exception None’ 


Memory Reference None 


Register Effects TOS: Valid after 
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Instruction 


Format Operand from. stack Value(s) Returned 1 
Arguments) 1: Opcode 2 

arg dtp-list, dtp-list-instance, or 

dtp-nil i 


Immediate Argument Type Signed 


Description 
Pushes t on the stack if arg is nil; otherwise pushes nil. 


Exception. None 
Memory Reference None | 


Register Effects TOS: Valid after 
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~ 


plusp 


Instruction 


Format Operand from stack Value(s) Returned 1 


Argument(s) 1: Opcode 36 
arg any numeric data type 


Immediate Argument Type Signed 


Description 

Pushes t on the stack if the argument is a positive number strictly greater 
than zero; otherwise pushes nil on the stack. This is an optimization of 
arg 0). 


Exception 
Type: Arithmetic dispatch 
Conditions: Type of arg is numeric, but not dtp-fixnum 
or dtp-single-float. 
Floating-point. exceptions. 
Arguments: arg 
Values: 1 


Memory Reference None 


Register Effects TOS: Valid after . 
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minusp — Instruction 
Format Operand from stack Value(s). Returned 1 
Arguments) 1: Opcode 35 


arg any numeric data type 
Immediate Argument Type Signed 


Description 

Pushes t on the stack if the argument is a negative number strictly less 
than.zero; otherwise pushes nil on the stack. This is an optimization of (< 
arg 0). , 


Exception 
Type: Arithmetic dispatch 
Conditions: Type of arg is numeric, but not dtp-fixnum 
or dtp-single-float. 
_ Floating-point exceptions. 
Arguments: arg 
Values: 1 


Memory Reference None 


Register Effects TOS: Valid after 
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zerop 


Instruction 


Format Operand from stack Value(s) Returned 1 


Argument(s) 1: | Opcode 34 
arg any numeric data type 


Immediate Argument Type Signed 


Description 
Pushes t on the stack if the argument is zero; otherwise pushes nil on the 
stack. This is an optimization of (= arg 0). 


Exception 
Type: Arithmetic dispatch 
Conditions: Type of arg is numeric, but not dtp-fixnum 
or dtp-single-fleat. 
Floating-point exceptions. 
Arguments: arg 
Values: 1 


Memory Reference None 


Register Effects TOS: Valid after 
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3.2.3. Numeric Operations 


add, sub, unary-minus, increment, decrement, multiply, quotient, ceiling, floor, 
_ -truneate, round, remainder, rational-quotient, max, min, logand, logior, logxor, 
ash, rot, Ish, %32-bit-plus, %32-bit-difference, %multiply-double, . 
_ %add-bignum-step, %sub-bignum- “step, %divide-bignum- -step, %lshe-bignum-step, 
-%multiply-bignum-step 


Refer also to the following: 


equal-number 

greaterp 

lessp 
 %unsigned-lessp 

plusp 

minusp 

zerop 


If either argument to.a numeric instruction is a non-number, then the instruction 
will take an error pre-trap. Otherwise, if both arguments are hardware supported 
for the instruction, and no exceptions occur, then the instruction will perform the 
specified operation. If the arguments are numeric, but the data types of the 
arguments are not hardware supported or an exception occurs, then the. instruction 
will take an instruction exception and let Lisp code decide whether the arguments, 
although numeric, are illegal for this instruction. 


Note that, if there is no floating-point coprocessor, all the numeric operations will 
take an instruction exception on encountering operands of type dtp-single-float. 
This instruction exception is In.addition to any mentioned in the instruction 
definitions. See the section "Revision 0 Numeric Operations,” page 299. 
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add. - 3 Instruction 


N 


Format Operand from stack ~~ Value(s) Returned 1 


Argument(s) 2: Opeode 300 
argl any numeric data type 
arg2 any numeric data type 


Immediate Argument Type Unsigned 


' Description 
Pushes the sum of the two arguments on the stack. 


See the section "Revision 0 Numeric Operations,” page 299. 


Exceptions 

Type: Arithmetic dispatch 

Conditions: Types of argi and arg? are numeric, but not both 
dtp-fixnum or dtp-single-float. 
argi! and arg2 are both dtp-fixnum, but result overflows. 
Floating point exceptions. 

Arguments: angi, arg2 

Values: 1 


Memory Reference None 


_ Register Effects TOS: Valid before, valid after 
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sub - ; Instruction 


Format Operand from stack Value(s) Returned 1 


Argument(s) 2: Opcode 301 — 
argl any numeric data type 
arg2 any numeric data type 


Immediate Argument Type Unsigned 


Description 
Subtracts. arg2 from argi, and pushes the result on the stack. See the 
section "Revision 0 Numeric Operations," page 299. 


Exceptions 

Type: Arithmetic dispatch 

Conditions: Types of argI and arg? are numeric, but not both 
dtp-fixnum or dtp-single-float. 
argl and arg2 are both dtp-fixnum, but result overflows. 
Floating point exceptions. 

Arguments: argi, arg2 

Values: 1 


Memory Reference None 


Register Effects TOS: Valid before, valid after 
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- unary-minus ~ "4 Instruction 
Format Operand from stack Value(s) Returned 1 
Argument(s) 1: Opcode 114 


arg any numeric data type 


Immediate Argument Type Unsigned 


Description 
Pushes the negation of arg on the stack: if the data type of arg is 

- dtp-fixnum, subtracts arg from zero, and pushes the result, the two’s 
complement of arg, on the stack. If arg is of dtp-single-float, complements 
the sign bit and pushes the result on the stack. See the section “Revision 
0 Numeric Operations," page 299. 


Exceptions 

Type: Arithmetic dispatch 

Conditions: Type of arg is numeric, but not dtp-fixnum 
or dtp-single-float. 
Type of arg is dtp-fixnum, but result overflows. 
Floating point exceptions. , 

Arguments: arg 

Values: 1 


Memory Reference None 


Register Effects TOS: Valid after 
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increment _ a gf Instruction 


Format Operand from stack, Value(s) Returned 0 
- address-operand mode (immediate and a 
sp-pop addressing modes illegal) 


Argument(s) 1: , Opcode 143 
arg, the address operand, any numeric data type 


Immediate Argument Type Not applicable 

Description 

Adds 1 to arg and stores the result back into the operand. 

See the section “Revision 0 Numeric Operations," page 299. 

Exception 

Conditions: Type of erg is numeric, but not dtp-fixnum 

or dtp-single-float. 
Type of arg is dtp-fixnum, but result overflows. 
Floating point exceptions. 


Arguments: arg (address operand as locative) 
Values: 0 


Memory Reference None 


Register Effects TOS: Unchanged 
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decrement . Instruction 


_ Format Operand from stack, _ Value(s) Returned 0 
address-operand mode (immediate and 
sp-pop addressing modes illegal) 


Argumeni(s). 1: : Opcode 144 
arg can be any numeric data type 


Description 
Subtracts 1 from arg and stores the result back into the operand. See the 
section "Revision 0 Numeric Operations,” page 299. 


Exception 
Conditions: Type of arg is numeric, but not dtp-fixnum 
or dtp-single-float. 
Type of arg is dtp-fixmum, but result overflows. 
Floating point exceptions. 
Arguments: arg (address operand as locative) 
Values: 0 


Memory Reference None 


Register Effects TOS: Unchanged 
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multiply : , +... Instruction 
Format Operand from stack .. .Value(s) Returned 1 
Argument(s) 2: Opcode 202 


argl any numeric data type 
arg2 any numeric data type 


Immediate Argument Type Signed 


- Description . 
Computes argl*arg2 and. pushes the result on the stack. See the section 
"Revision 0 Numeric Operations," pagée 299. 


Exceptions 

Type: Arithmetic dispatch 

Conditions: Types of argi and arg2 are numeric, but not — 
both dtp-fixnum or dtp-single-float. 
argi and arg2 are both dtp-fixnum, but result overflows. 
Floating point exceptions. 

Arguments: argil, arg2 

Values: 1 


Memory Reference None . 


Register Effects TOS: Valid before, valid after 
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quotient . : instruction 
Format Operand from stack Value(s) Returned 1 
Argument(s) 2: Opcode 203 


argl any numeric data type 
arg2 any numeric data type; 
if dtp-fixnum, must not be zero 


‘Immediate Argument Type Signed 


Description 

Divides argi by arg2, and pushes the quotient on the stack. If both 
operands are integers, the result is the integer obtained by truncating the 
quotient toward 0; otherwise, the result is a single-precision floating-point 
number. quotient implements the function 2l:/ of two arguments. See the’ 
section "Revision 0 Numeric Operations," page 299. 


Exceptions 
Type: Arithmetic dispatch 
Conditions: Types of argi and erg2 are numeric, but not 
both dtp-fixnum or dtp-single-float. 
argl and arg2 are both dtp-fixnum, but result overflows. 
Floating point exceptions. 
Arguments: argi, arg2 
Values: i ; 
Note: the only possible fixnum-fixnum overflow is -1_81. / -1 = 1_81. 


_ Memory Reference None 


. Register Effects TOS: Valid before, valid after 


3.2.3.1 Division Operations That Return Two Values 


Note that, if only one of the two results is desired, the division instruction can be 
followed by an instruction to discard the unwanted result: to discard the first 
result (quotient), use set-sp-to-address-save-tos SP|-1; to discard the second result 
(remainder), use set-sp-to-address SPj-l. Trap handlers for division operations, on 
encountering these particular instructions, can avoid computing results that are 
going to be discarded. 
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ceiling . ie ae .. Instruction 


~ Format Operand from stack a Value(s) Returned 2 


Argument(s) 2. Opcode 204 
‘argl any numeric data type (an integer) — 
arg2 any numeric data type; — 

if dtp-fixnum, must not be zero 


Immediate bial aia Type Signed 


Description 

_ Divides argl by arg2, pushes the quotient on the stack, then pushes the 
remainder on the stack. If the remainder is. not zero, the resulting 
quotient (NOS) is truncated toward positive infinity, and the remainder 
(TOS) is such that argi = arg2 * NOS + TOS. See the section "Division 
Operations That Return Two Values," page 120. See the. section "Revision 
0 Numeric Operations," page 299. : 


Exceptions 
Type: Arithmetic dispatch 
Conditions: Types of arg and arg2 are numeric, but not 
both dtp-fixnum. — 
argl and arg? are both dtp-fixnum, but result overflows. 
‘Arguments: argl, arg2 
Values: 2 
Note: the only possible fixnum-fixnum overflow is -1_81. / -1 = 1_31. 


- Memory Reference None 


Register Effects TOS: Valid before, valid after 


121 


Symbolies, ine. 


floor 


Instruction 


Format Operand from stack Value(s) Returned 2 


Argument(s) 2: Opcode 205 
argl any numeric data type (an integer) 
arg2 any numeric data type; 

if dtp-fixnum, must not be zero 


Immediate Argument Type Signed 


Description 
Divides argi by arg2, pushes the quotient on the stack, then pushes the 
remainder on the stack. If the remainder is not zero, the resulting 


-quotient (NOS) is truncated toward negative infinity, and the remainder 


(TOS) is such that erg! = arg2 * NOS + TOS. See the section "Division 
Operations That Return Two Values," page 120. See the section “Revision 


0 Numeric Operations," page 299. 


Exceptions 
Type: Arithmetic dispatch 
Conditions: Types of ergi and arg2 are numeric, but not 
both dtp-fixnum, 
argl and arg2 are both dtp-fixnum, but result overflows. 
Arguments: argi, arg? 
Values: 2 
Note: the only possible fixnum-fixnum overflow is -1_31. / -1 = 1_81. 


Memory Reference None 


Register Effects TOS: Valid before, valid after 
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truncate = ee, , ' Instruction 
Format Operand from stack Value(s) Returned 2 
Argument(s) 2° Opcode 206 


argl any numeric data type (an integer) 
‘arg2 any numeric data type; 
if dtp-fixnum, must not be zero 


Immediate Argument Type Signed 


Description 

Divides arg1 by arg2, pushes the quotient on the stack, then. pushes the 
remainder on the stack. If the remainder is not zero, the resulting 
quotient (VOS) is truncated toward zero, and the remainder (TOS) is such 
that argl = arg2 * NOS + TOS. See the section “Division Operations That 
Return Two Values,” page 120. See the section "Revision 0 Numeric 
Operations," page 299. 


Exceptions 
Type: Arithmetic. dispatch 
Conditions: Types of arg and arg? are numeric, bat not 
both dtp-fixnum. 
arg! and arg? are both dtp-fixnum, but result overflows. 
Arguments: argl, arg2 
Values: 2 
Note: the only possible fixnum-fixnum overflow is -1_31. / -1 = 1_81. 


Memory Reference None 


Register Effects TOS: Valid before, valid after 
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round : Instruction 


Format Operand from stack Value(s) Returned 2 


- Argument(s) 2: _ Opcode 207 
argl any numeric data type (an integer) 
arg2 any numeric data type; 
if dtp-fixnum, must not be zero 


Immediate Argument Type Signed 


Description 

Divides arg1 by arg2, pushes the quotient on the stack, then pushes the 
remainder on the stack. If the remainder is not zero, the resulting 
quotient (VOS) is rounded toward the nearest integer, and the remainder 
(TOS) is such that arg = arg2 * NOS + TOS. If the resulting quotient 
(NOS) is exactly halfway between two integers, it is rounded to the one 
that is.even. See the section “Division Operations That Return Two 
Values," page 120. See the section "Revision 0 Numeric Operations," page 
299, 


Exceptions 
Type: Arithmetic dispatch 
Conditions: Types of argZ and arg2 are numeric, but not 
both dtp-fixnum. 
argi and arg2 are both dtp-fixnum, but. meu overflows. 
Arguments: arg, arg2 
Values: 2 
Note: the only possible fiznum-fixnum overflow is -1_81. / -1 = 1_81. 


Memory Reference None 


Register Effects TOS: Valid before, valid after 
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remainder _ 7 : ; ... Instruction 
Format Operand from stack Value(s) Returned 1 . 
Argument(s) 2: Opcode 210 


argl any numeric data type 
arg2 any numeric data. type; 
if dtp-fixnum, must not be zero 


Immediate Argument Type Signed 


' Description 
Divides arg1 by arg2, adjusts the remainder to have the. same sign as the 
dividend, and pushes the remainder on the stack. See the section "Revision 
0 Numeric Operations," page 299. 


Exceptions 
Type: Arithmetic dispatch 
Conditions: Types of arg? and arg? are numeric, but not 
both. dtp-fixnum. 7 
arg! and arg2 are both dtp-fixnum, 
but result overflows. 
Arguments: .argl, arg2 
Values: 1 
Note: the only possible fixnum-fixnum overflow is -1_81. / -1 =.1.81. 
This overflow is only in an intermediate result, some 
implementations may in fact return 0 without trapping. 


Memory Reference None 


Register Effects TOS: Valid before, valid after 
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rational-quotient . Instruction 
Format Operand from stack Value(s). Returned 1 
Argument(s) 2: Opcode 211 


argl any numeric data type 
arg2 any numeric data type; 
if dtp-fixnum, must not be zero 


Immediate Argument Type Signed 


Description 


Divides argi by arg2, and pushes the quotient on the stack. If both 
operands are integers and the remainder is not zero, the instruction traps 
to a routine that returns the ratio (dtp-small-ratio or dtp-big-ratio) of 
argi/arg2 reduced to lowest terms. If the remainder is zero, the result is an 
integer if both arguments are integers, or the result type is 
dtp-single-fioat if either or both arguments are dtp-single-float types. See 
the section "Revision 0 Numeric Operations,” page 299. 


Exceptions 
Type: Arithmetic dispatch 
Conditions: Types of argi and arg2 are numeric, but. not 
both dtp-fixmmum or dtp-single-float. 
argi and arg2 are both dtp-fixnum, but result overflows. 


argi and arg2 are both dtp-fixnum, but remainder is 
non-zero. ; : 
Floating point exceptions. 
Arguments: arg, arg2 
Values: 1 
Note: the only possible fixnum-fixnum overflow is -1_31. / -1 = 1_81. 


Memory Reference None 


Register Effects TOS: Valid before, valid after 
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Instruction 


Format Operand from stack 5 -Value(s) Returned 1 


Argument(s) 2: Opcode 213° 
-argl any numeric. data type 


arg2 any numeric data type 
Immediate Argument Type Signed 


Description 


‘Pushes the greater of the two arguments on the stack. 


If the arguments are a mixture of rationals and floating-point numbers, and 
the largest argument is a rational, then the implementation is free to 
produce either that rational or its floating-point approximation; if the 
largest argument is a floating-point number of a smaller format than the 
largest format of any floating-point argument, then the implementation is 
free to return the argument in its given format or expanded to the larger _ 
format. (Note that all of these cases are implemented by trap-handlers, 
since they all involve data types that cause instruction exceptions.) 


The implementation has a choice of returning the largest argument as is or 
applying the rules of floating-point contagion. If the arguments are equal, 
then either one of them may be returned. 


Exception 
Type: Arithmetic dispatch 
Conditions: Types of argi and arg2 are numeric, but not 
both. dtp-fixnum or dtp-single-float. 
Floating point exceptions. 
Arguments: argl, arg2 
Values: 1 


Memory Reference None 


Register Effects TOS: Valid before, valid after 
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. Instruction 


Format Operand from stack Value(s) Returned 1 


Arguments) 2: Opcode 212 
argl any numeric data type 
arg2 any numeric data type 


Immediate Argument Type Signed 
Description 


Pushes the lesser of the: two arguments on the stack, 


If the arguments are a mixture of rationals and floating-point mumbers, and 
the smallest argument is a rational, then the implementation is free to 
produce either that rational or its floating-point approximation; if the 


. smallest argument is a floating-point number of a smaller format than the 


largest format of any floating-point argument, then the implementation is 
free to return the argument in its given format or expanded to the larger 
format. (Note that all of these cases are implemented by trap-handlers, 
since they all involve data types that cause instruction exceptions.) 


The implementation has a choice of returning the smallest argument as is 
or applying the rules of floating-point contagion. If the arguments are 
equal, then either one of them may be returned. 


Exception 
Type: Arithmetic dispatch 
Conditions: Types of argi and arg2 are numeric, but not 
both dtp-fixnum or dtp-single-float. 
Floating point exceptions. 
Arguments: argi, arg2 
Values: 1 


Memory Reference None 


Regisiter Effects TOS: Valid before, valid after 
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Format Operand from stack’ 


Argument(s) 2: 
argl.any numeric data type 
arg2 any numeric data type 


Immediate Argument Type Signed 


Description 


Symbolics, Inc. 


Instruction 


Value(s) Returned 1 


Opcode 215 - 


Forms the bit-by-bit logical AND of argI and arg2, and. pushes the result on 


the stack. 


Exception 
Type: Arithmetic dispatch 


Conditions: Types of argi and arg2 are numeric, 


but not both dtp-fixnum. 


Arguments: argl, arg? 
Values: 1 


Memory Reference None 


‘Register Effects TOS:. Valid before, valid after 
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logior 


Instruction 


Format Operand from stack Value(s) Returned 1 


Argument(s) 2: _ Opcode 217 
argl any numeric data type 
arg2.any numeric data type 


Immediate Argument Type Signed 


Description 
Forms the. bit-by-bit inclusive OR of argI and erg2, and pushes the result 
on the stack. 


Exception. 
Type: Arithmetic dispatch 
Conditions: Types of arg1 and arg2 are numeric, 
but not both dtp-fixnum. 
Arguments: argi, arg2 
Values: 1 


Memory Reference None 


Register Effects TOS: Valid before, valid after 4 
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logxor ; a , instruction 


Format. Operand from stack iz Value(s) Returned 1 


Argument(s) 2: _ — Opcode 216 
argl any numeric data type 
arg2 any numeric data type © 


Immediate Argument Type Signed 


Description 
Forms the bit-by-bit exclusive OR of arg1 and arg2, and pushes the result. 
on the stack. 


Exception 
Type: Arithmetic dispatch 
Conditions: Types of argi and arg2 are numeric, 
but not both dtp-fixnum. 
Arguments: argl, arg2 
’ Values: 1 


Memory Reference None 


Register Effects TOS: Valid before, valid after 
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ash 


Instriiction 


Format Operand from stack Value(s) Returned 1 


Argument(s) 2: , ; Opcode 232 
argl any numeric data type 
arg2 any numeric data type 


Immediate Argument Type Signed 


Description 

Shifts arg left arg2 places when arg2 is positive, or right jarg2| places 
when arg? is negative, and pushes the result on the stack. Unused positions 
are filled by zeroes from the right or by copies of the sign bit from the 
left. This is Common Lisp ash. 


Exception 

Type: Arithmetic dispatch 

' Conditions: Types of argi and arg2 are numeric, but not 
both dtp-fixnum. 
argl and arg2 are both dtp-fixnum, 
but result overflows. 

Arguments: argi, arg2 

Values: 1 


Memory Reference None 


Register Effects TOS: Valid before, valid after 
DP Op register modified 
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Instruction 


. Format Operand from stack - Value(s) Returned 1 


Argument(s) 2: . Opcode 220 
arg] dtp-fixnum 
arg2 dtp-fixnum 


Immediate Argument Type Signed 


‘Description — 


Rotates arg1 left arg2 bit positions when arg2 is positive, or rotates arg1 

right |arg2| bit. positions when arg2 is negative, then pushes the result on 
the stack. Bits that are shifted out one side are shifted in the other side. 
Exception. None 


Memory Reference None — 


Register Effects TOS: Valid before, valid after 
DP Op register modified 


Instruction 


Format Operand from stack Value(s) Returned 1 

Argument(s) 2: -  Opecode 221 

argl dtp-fixnum 

arg2 dtp-fixnum 

Immediate Argument Type Signed 

Description . 

Shifts argl left arg2 places when arg2 is positive, or shifts arg1 right larg2| 
places when arg2 is negative. Unused positions are filled by zeroes. 


Exception None 


Memory Reference None 


Register Effects TOS: Valid before, valid after 


DP Op register modified 
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%32-bit-plus . Instruction 
- Format Operand from stack Value(s) Returned 1 
Argument(s) 2: Opcode 302 


argi dtp-fixnum 
arg2 dtp-fixnum 


Immediate Argument Type Unsigned 

Description 

Pushes argi + arg2 on the stack, ignoring overflow (addition uses signed 
32-bit arithmetic). 

Exception None 


Memory Reference None 


Register Effects TOS: Valid before, valid after 


%32-bit-difference Instruction 
Format Operand from stack | - . Value(s) Returned 1 
Argument(s) 2: Opcode 303 


arg] dtp-fisnum 
arg2 dtp-fixnum 


Immediate Argument Type Unsigned 


Description. 
Pushes argi - arg2 on the stack, ignoring overflow. 


Exception None 
Memory Reference None 


Register Effects TOS: Valid before, valid after 
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~~ 


Y%multiply-double . a. .- Instruction 
Format Operand.from stack Value(s} Returned 2 
Argument(s) 2: Opcode 222 


argl dtp-fixmum 
arg2 dtp-fixnum 


Immediate Argument Type Signed 

Description ‘ 

Multiplies argi * arg2, and pushes the two-word result on the stack, low- 
order word first. Note that, unlike %multiply-bignum-step, this is.a 
signed multiplication. 

Exception None 


Memory Reference None 


Register Effects TOS: Valid before, valid after 
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%add-bignum-step «3 , , Instruction 
Format Operand from stack Value(s) Returned 2 
Argument(s) 3: . Opcode 304 


argl dtp-fixnum 
arg2 dtp-fimum 

args dtp-fixnum 

Immediate Argument Type Unsigned 

Description 

Adds all three arguments, pushes the result on the stack, then pushes the 
carry (2, 1, or 0) on the stack. 

Exception None 


Memory Reference None 


Register Effects TOS: Valid before, valid after 
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%sub-bignum-step _ : Instruction 
Format Operand from stack .. Value(s) Returned 2 
Argument(s) 3: Opcode 305 


argl dtp-fixnum 
arg2 dtp-fixnum 
arg3 dtp-fxmum 
’ . Immediate Argument Type Unsigned 
Description 
Computes ((argl - arg2) - arg3), pushes this value on the stack, then pushes 
the value 1 on the stack if a "borrow" was necessary or 2 if a double 
borrow was necessary; otherwises pushes a0. 
Exception None 


Memory Reference None 


Register Effects TOS: Valid before, valid after 
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%rultiply-bignum-step Instruction 


Format Operand from stack , ’ ~ Value(s) Returned 2. 
Argument(s) 2: Opcode 306. 


argl dtp-fixnum 
arg2 dtp-fixnum 


Immediate Argument Type Unsigned 
Description 
Pushes the 2-word result of multiplying 32-bit unsigned arg1 by 32-bit 
*. unsigned arg2 on the stack: first the least-significant word, then the most- 
significant word. 
Exception None 


Memory. Reference None 


Register Effects TOS: Valid before, valid after 
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Sdivide-bignum-step e Instruction 
Format Operand from stack Value(s). Returned 2 
Argument(s) 8: Opcode 307 © 


arg! dtp-fixnum 
arg2 dtp-fixnum 
arg3 dtp-fixnum, must not be 0 


Immediate Argument Type Unsigned 


Description 
Performs.an unsigned divide of the 64-bit number (+ argi (ash arg2 32.)) 
by arg3, pushes the quotient on the stack, then pushes the remainder on 
the stack. Only the low 32 bits of the quotient and remainder are pushed 
(implying that arg3 is expected to be greater than or equal to .arg2 using 
an unsigned compare). If arg3 is 0, the instruction takes a divide-by-zero 
error pre-trap. 


Exception None 
Memory Reference None 


Register Effects TOS: Valid before, valid after 
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%\she-bignum-step Instruction 
Format Operand from stack — Value(s) Returned 1 
Argumeni(s) 3: | Opcode 223 


argl dtp-fixnum 

arg? dtp-fisnum 

arg3 dtp-fixnum (Vaiues not between 
0 and 32. inclusive will cause 
undefined results.) 


Immediate Argument Type Signed 

Description 

argl and arg2.are unsigned digits. Has the effect of pushing (db (byte 32. 
82.) (ash (+ arg! (ash arz? 32.)) arg3)) on the stack as a fixnum. 

Exception None 

Memory Reference None 

Register Effects TOS: Valid before, valid after 


DP Op register modified 
Rotate-latch modified 
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3.2.4 Data-Movement Instructions 


push, pop, movem, push-n-nils, push-address, set-sp-to-address, 
set-sp-to-address-save-tos, push-address-sp-relative, stack-blt, stack-blt-address 


push 


' Instruction 


Format Operand from stack Value(s) Returned 1 


Argument(s) 1: Opcode 100 
arg any. data type a4 


Immediate Argument Type Unsigned 


Description 
Pushes arg on stack. 


Exception None 


Memory Reference None 


Register Effects TOS: Valid after 
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_pop 


Instruction 


Format Operand from stack, Value(s) Returned 0 
address-operand mode (immediate and 
sp-pop addressing modes illegal) 


Argument(s) 2: — | i Opcode 340 
argl any data type 
arg2 address-operand 


Immediate Argument Type Not applicable 


Description 

Pops argi off the top of stack and stores it in the stack location addressed 
by arg2. Note that all 40 bits of the top of stack are stored into the 
operand. 


Exception None 


Memory Reference None 


Register Effects TOS: Valid before, valid after 
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movem: _ _ _. Instruction 


Format Operand from stack, Valuefs) Returned. 1 
address-operand mode (immediate. and 
sp-pop addressing modes illegal) 


Argument(s) 2: — Opcode 341 
argl any data type 
arg2 address operand 


Immediate Argument Type Not applicable 


- Description 
‘Writes the contents of arg1, the top of stack, without popping, into the 
stack location addressed by arg2. Note that all 40 bits of the top of stack 
are stored into. the operand. This instruction restores the top of stack. The 
way to fix up the top of stack that is equivalent to executing the 3600 
fixup-tos instruction is.to execute movem SPj0. 
Exception None 

Memory Reference None 


Register Effects TOS: Valid after 
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push-n-nils J £0 Instruction 
‘Format Operand from stack, Value(s) Returned I 
immediate (sp-pop addressing. mode illegal) 


Argument(s) 1: Opcode 101 
I dtp-fixnum 


Immediate Argument Type Unsigned 
Description 
Pushes f nils on the stack. J is the immediate argument, which must be 
greater than 1. (Pushing one nil can be done with plusp 0.) 
Exception None . 
Memory Reference None 
Register Effects TOS: Valid after 

push-address Instruction 
Format Operand from stack, Value(s) Returned 1 
address-operand mode (immediate and 


sp-pop addressing modes illegal) 


Argument(s) 1: Opcode 150 
arg address operand 


Immediate Argument Type Not applicable 


Description 
‘Pushes a Jocative that points to arg onto. the top of the stack. 


Exception None 
Memory Reference None 


Register Effects TOS: Valid after 
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set-sp-to-address — , a, Instruction | 


Format Operand from stack, Value(s) Returned 0 
address-operand mode (immediate and ae 
sp-pop addressing modes illegal) 


Argument(s) 1: _ Opcode 151 
arg is address operand 


Immediate Argument Type Not applicable - 
Description an 7 
Sets the stack pointer to the address of arg. This can be used to pop a 
- constant number of values with set-sp-to-address SP-n. 
Exception None 
Memory Reference None 
Register Effects TOS: Valid after 
set-sp-to-address-save-tos Instruction 
Format Operand from stack, Value(s) Returned 0 
address-operand mode (immediate and 


sp-pop addressing modes illegal) 


Argument(s) 1: ' Opcode 152 
_ arg is address operand 


Immediate Argument Type Not applicable 


Description 


Sets the stack pointer to the address of arg. All forty bits of the new top of 
stack are set to the value that was previously on the top of stack. 


Exception None 
Memory Reference. None 


Register Effects TOS: Valid after 


145 — 


Symbolies, ine. 


push-address-sp-relative Instruction 
Format Operand from stack Value(s) Returned 1 
Argument(s) 1: Opcode 102 


arg dtp-fisnum 

Immediate Argument Type Unsigned 

Description. 

Computes (stack-pointer minus arg minus 1) and pushes it on the stack 
with data type dtp-locative. If sp-pop addressing mode is used, the value 
of the stack-pointer used in calculating the result is the original value of 
the stack-pointer before the pop. -_ 
Exception None 


Memory Reference None 


Register Effects TOS: Valid after 
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-stack-blt me 7 oe - Pinata as | Instruction 
Format Operand from stack - Value(s) Returned 0 _ 
Argument(s) 2: Opcode 224 


argl dtp-locative pointing to a — 
location in the current stack frame; 
arg2 dtp-locative pointing to a 
location in the current stack frame 


Immediate Argument Type Signed 

Description 

With the value of arg? being TO and the value of arg2 being FROM, moves 
all forty bits of the contents of successive locations starting at FROM into 
successive locations starting at TO until the top of the stack:is moved, and 
then changes the stack-pointer to point to the last location written. The 
last word moved is the stack location just below arg1.. This instruction is 
not interruptible. Note that this instruction only works if it moves at least 
one word. Results are undefined if arg1 is greater than arg? (unsigned). 
See the section “Revision 0 Stack-blt," page 300. 


Exception None 
Memory Reference None 


Register Effects TOS: Valid before, valid after 
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* 


stack-blt-address Instruction ~ 


Format Operand from stack,. Value(s) Returned 0 
address-operand mode (immediate and 
sp-pop addressing modes illegal) 


Argument(s) 2: Opcode 352 
argl dtp-locative, pointing to a 

location im the current stack frame 

arg2 is an address operand 


' Immediate Argument Type Not applicable 


Description 
With the value of argl being TO and arg? being FROM-ADDR,. moves all 
forty bits of the contents of successive locations starting at the address in 
the location pointed to by FROM-ADDR into successive locations starting at 
TO until the top of the stack is moved, and then changes the stack-pointer 
to point at the Jast location written. Note that stack-blt-address is the 
same as. stack-blt except that arg2 of stack-blt-address is the address of 
the operand, whereas arg2 for stack-bHt is the contents of the operand. 
This instruction is not interruptible. Note that this instruction only works 
if it moves at least one word. Results are undefined if arg is less than or 

. equal to the address of arg2. FROM-ADDR is less than or equal to SP after 
the arguments have been removed. See the section "Revision 0 Stack-bit- — 
address," page 300. 


The instruction sequence 


push argi 
stack-blt-address arg2 


is equivalent to the instruction sequence 


push argi 
push-address arge 
stack-bit sp-pop 


Where arg? is a stack-frame address such as, for example, FP{2. 
Exception None 
Memory Reference None 


Register Effects TOS: Valid before, valid after 
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3.2.5 Field-Extraction Instructions 


Idb, dpb, char-ldb, char-dpb, %p-ldb, %p-dpb, %p-tag-ldb, %p-tag-dpb 


The following instructions are used to extract and deposit fields from different 
data types. The extraction instructions take one argument from the stack. The 
deposit instructions take two arguments from the stack, the first is the new value 
of the field to deposit into the second argument. Both kinds of instructions take an 
immediate argument as well. It is illegal, though not checked, to specify a field 
with bits outside the bottom 32 bits. See the section "Format for Field 
Extraction,” page 82. . 


Idb BB FS : Instruction 
Format Field-Extraction _ Value(s) Returned 1 
Argument(s) 2: . Opcode 170 


argl any numeric data type 
BB and FS 10-bit immediate 


Description 
Extracts the field specified by BB and FS from argi, then pushes the result 
on the stack. See the section "Format for Field Extraction," page 82. 


Exception 
Conditions: Type of argI is numeric, but not dtp-fixnum 
Arguments: argl 
Values: 1 
Note: The trap handler is responsible for manually 
extracting the byte specifier from the trapped instruction. 


Memory Reference None 


Register Effects TOS: Valid after 
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dpb BB FS . - Instruction 
Format Field-Extraction Value(s) Returned 1 
Argument(s) 3: Opcode 370 


argl any numeric data type 
arg2 any numeric data type 
BB and FS 10-bit immediate 


~ . Description 
Deposits the value argi into the field in arg2 specified by BB and FS, then 
pushes the result on the stack. 


See the section "Format for Field Extraction," page 82. 


' Exception 
Conditions: Types of argi and arg? are numeric, but not 
both dtp-fixnum. 
Arguments: argi, arg2 
Values: 1 
Note: The trap handler is responsible for manually 
extracting the byte specifier from the trapped instruction. 


Memory Reference None 


Register Effects TOS: Valid before, valid after 


150 


Symbolics, Inc. 


char-ldb BB FS . : i Instruction 
Format Field-Extraction Value(s) Returned 1 
Argument(s) 2: Opcode 171 


argl dtp-character 
BB and FS ‘10-bit. immediate 


Description 

Extracts the field specified by BB and FS from argi1, then pushes the 
result, a dtp-fixnum object, on the stack. See the section "Format for 
Field Extraction," page 82. 

Exceptions None 


Memory Reference None 


Register Effects TOS: Valid after 


char-dpb BB FS mo, Instruction 
Format Field-Extraction Value(s) Returned 1 


Argument(s) 3: Opcode 371 
argl dtp-fixnum 

. arg2 dtp-character 

- BB and FS 10-bit immediate 


Description 

Deposits the value argi into field in arg? specified by BB and FS, then 
pushes the result, a dtp-character object, on the stack. See the section 
"Format for Field Extraction,” page 82. 

Exceptions None 


Memory Reference None 


Register Effects TOS: Valid before, valid after 
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%p-ldb BB FS Instruction 
Format Field-Extraction Value(s) Returned 1 
Argumeni(s) 2: = Opcode 172 


arg] any data type 
BB and FS 10-bit immediate 


Description 
Extracts the field specified by BB and FS from the bottom 32 bits of the 
word at the address contained in argI, then pushes the extracted field on 
the stack.. The data type of the result is dtp-fixmum. See the section 
"Format for Field Extraction,” page 82. 

Exceptions None 


Memory Reference Raw-read 


Register Effects TOS: Valid after 


%p-dpb BBFS | Instruction 
Format Field-Extraction Value(s) Returned 0 
Argument(s) 3: - Opcode 372 


arg] dtp-fixnum 
- arg2 any Lisp data type 
BB and FS 10-bit immediate 
Description 
Deposits the value argl into the field in the contents of the location 
addressed by arg2 specified by BB and FS. See the section "Format for 
Field Extraction,” page 82. 
Exceptions None 
Memory Reference Raw-read followed by raw-write 


Register Effects TOS: Valid before, invalid after 
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%p-tag-Idb BB FS - Instruction — 
‘Format Field-Extraction .. Value(s) Returned 1 
Argument(s) 2:  Opcode 178 


argl any Lisp data type 
BB and FS 10-bit immediate 


Description 

Extracts the field specified by BB and FS from the top 8 bits of the word 
at the address contained in arg1 and pushes it on the stack. The data type 
of the result is dtp-fixmum. See the-section “Format for Field Extraction," 
page 82, - 
Exceptions None 


Memory Reference Raw-read 


Register Effects TOS: Valid after 


%p-tag-dpb BB FS Instruction 
Format Field-Extraction Value(s) Returned 0 
Argument(s) 3: Opcade 373 


_ argl dtp-fixmnum 
-arg2 any Lisp data type 
BB and FS 10-bit immediate 


Description 

Deposits the value argl into the field specified by BB and FS in the top 8 
bits of the word at the address contained in arg2. It is illegal, though not 
checked, to specify a field with bits outside the top 8 bits. See the section 
"Format for Field Extraction," page 82. 

Exceptions None 


Memory Reference Raw-read followed by raw-write 


Register Effects TOS: Valid before, invalid after 
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3.2.6 Array Operations 

aref-1, aset-1, aloc-1, setup-ld-array, setup-force-Id-array, fast-aref-1, fast-aset-1, 
array-leader, store-array-leader, aloc-leader ; 

See the section "I-Machine Array Registers,” page 36. 

3.2.6.1 Instructions for Accessing One-Dimensional Arrays 


Each of the next three instructions accesses a one-dimensional array. 


aref-1 Instruction 


Format Operand from stack Value(s) Returned 1 


Argument(s) 2: Opcode 312 
argl dtp-array, dtp-array-instance, 

dtp-string, or dtp-string-instance 

arg2 dtp-fixnum 


immediate Argument Type Unsigned 


Description 
Pushes the element of arg! specified by arg2 on the stack. 


Checks the array argi to insure it is a one-dimensional array, and also 
checks to insure that the index arg? is a fixnum and falls within the 
bounds of the array. 


Exception 
Conditions: Type of argi is dtp-array-instance or 
dtp-string-instance. 
arg] is an array with array-long-prefix = 1. 
Arguments: argl, arg2 
Values: 1 


Memory Reference Header-read, data-read 


Register Effects TOS: Valid before, valid after 
DP Op register modified 
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aset-1 7 : a ue ee ~ Instruction 


Format Operand from stack - Value(s) Returned 0 


Argument(s) 3: Opcode 310 
argl any Lisp data type (See description). 
arg2 dtp-array, dtp-array-instance, 
dtp-string, or ctpsbing-lstanes 
arg3 dtp-fixmnum 


Immediate Argument Type Unsigned 


Deseription 
Stores argl1 into the élemént of array ae: specified by index arg3./ 





via / 
ees ae 


Checks the array to insure it is a one-dimensional array, and also checks to 
insure that the index is a fixnum and falls within the bounds of the array. 


When the array-element-type is .dtp-fixnum or dtp-character, takes an 
error trap unless the data type of arg] matches the array element type. 
When the array element-type is dtp-character and the array byte-packing 
is 8-bit bytes, the instruction takes an error trap if bits <31:8> of arg] are 
nonzero. Similarly, the instruction takes an error trap if bits <31:16> are 
nonzero in the case of 16-bit characters. It does not check that fixnums are 
within range when storing into a fixnum array. See the section "Revision 
- 0 Aset-1," page 298. 


Exception 
Conditions: Type of arg? is dtp-array-instance or 
dtp-string-instance. 
arg2 ig an array with array-long-prefix = 1, 
Arguments: argl, arg2, arg3 
Values: 0 


Memory Reference Header-read, data-write 


Register Effects TOS: Valid before, invalid after 
DP Op register modified 
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aloc-1 - . Instruction 


Format Operand from stack ~ . . Value(s) Returned 1 


Argument(s) 2: Opcode 313 
arg] dtp-array, dtp-array-instance, 

dtp-string, or dtp-string-instance 

(array must contain full-word Lisp references); 

arg2 dtp-fixnum 


Immediate Argument Type Unsigned 


Description 
Pushes a locative to the element of arg1 addressed by arg2 on the stack. 


Checks the array argi to insure it is a one-dimensional array containing 
object references (that is, checks that the array-element-type field of the © 
array header is object reference), and also checks to insure that the index 
arg2 is a fixnum and falis within the bounds of the array. 


Exception 
Conditions:. Type of argl is dtp-array-instance or 
dtp-string-instance. 
argi is an array with array-long-prefix = 1. 
Arguments: argi, arg2 
Values: i 


Memory Reference Header-reai 


Register Effects TOS: Valid before, valid after 


3.2.6.2 Instructions for Creating Array Registers 


Each of the next two instructions creates an array register describing a one- 
dimensional array. 
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‘4 - setup-ld-array iy ot | 3 - Instruction 
Format Operand from stack . . Value(s) Returned 4 
Argument(s) 1: Opcode 3 


arg dtp-array, dtp-array-instance, 
dtp-string, or dtp-string-instance 


Immediate Argument Type Signed 


Description 

Creates an array register describing array arg. The array register will be 
four words pushed on top of the stack.-arg must be a one-dimensional 
array. See the section "I-Machine Array Registers," page 36. 


Exception we 
Conditions: Type of arg is dtp-array-instance or 
dtp-string-instance. 
arg is an array with array-long-prefix = 1. 
Arguments: arg 
Values: 4 (array register) 


Memory Reference Header-read 


Register Effects TOS: Valid after 
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setup-force-ld-array 7 Instruction 
Format Operand from stack Value(s) Returned 4 
Argument(s) 1: Opcode 4 


- arg dtp-array, dtp-array-instance, 
dtp-string, or dtp-string-instance 


Immediate Argument Type Signed 


Description 

Creates an array register describing a unidimensional array. arg can be any 
array. The array register will be four words pushed on top of the stack. See 
the section "I-Machine Array Registers," page 36. 


Causes multidimensional arrays to be accessed as if they were 
unidimensional arrays, with the order of elements depending on row-major 
or cohumn-major ordering. 


Exception 
Conditions: Type of arg is dtp-array-instance or 
dtp-string-instance. 
arg is an array with array-long-prefix = 1. 
Arguments: arg 
Values: 4 (array register) 


Memory Reference Header-read 


Register Effects TOS: Valid after 


3.2.6.3 Instructions for Fast Access of Arrays 


The next two instructions access single dimensional arrays stored in array register 
variables. 
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fast-aref-1 ae - Instruction 


Format Operand from stack, - Value(s) Returned 1 
address-operand mode. (immediate and 
- gp-pop addressing modes illegal) 


: Argument(s) 2: , Opcode 350 
arg dtp-fixnum 
arg2 the address operand (address of control word of array register) 


Immediate Argument Type Not. applicable 


Description 
Pushes on the stack the element of arg2 specified by index argl. 


Checks to insure that the index is a fixnum and falls within the bounds. of 
the array; if the check fails,-the instruction takes an error trap. 


This instruction. takes an instruction exception if the current event. count 
does not equal the array-register event count. See the section "I-Machine 
Array Registers,” page 36. : 


Exception 
Conditions: Array register is obsolete (current 
. array-register-event-count does not equa! that 
encached in the array register). 


Arguments: argl, arg2 (address operand as. loeative) 
Values: 1 


Memory Reference Data-read 


Register Effects TOS: Valid before, valid after 
DP Op register modified 
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fast-aset-l ' Instruction 


Format Operand from stack, Values) Returned 0 
address-operand mode (immediate and 
sp-pop addressing modes illegal) 


Argument(s) 3: Opcode 351 
. argl any Lisp data type (See description.) 
arg2 dtp-fixnum 
arg3 the address operand (address of control word of array register) 


Immediate Argument Type Not applicable A 


Description 
_ Stores arg1 into the element of arg3 indexed by arg2. 


oe 


ao 2 ; pra ae 
pe ea 
Checks to insure that the index is a fixnum and falls within the bounds of 
the array. When the array-element-type is dtp-fixnum or dtp-character, 

checks the data type of the argument. Does not check that a fixnum is in 
range when the array-element-type is dtp-fixnmum and the array-byte- 
packing field is nonzero. When the array element-type is dtp-character and 
the array byte-packing is 8-bit bytes, the instruction takes an error trap if 
bits <31:8> of the character are nonzero. Similarly, the instruction takes 
an error trap if bits <81:16> are nonzero in the case of 16-bit characters. 
See the section "Revision 0 Fast-aset-1," page 299. 


This instruction takes an instruction exception if the current event count 
does not equal the array-register event count. See the section "I-Machine 
Array Registers," page 36. 


Exception 
Conditions: Array register is obsolete (current 
array-register-event-count does not equal that 
encached in the array register). 
Arguments: argl, arg2, arg3 (address operand as locative) 
Values: 0 


Memory Reference Data-write 


Register Effects TOS: Valid before, invalid after 
DP Op register modified 
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3.2.6.4. Instructions for Accessing Array Leaders 


Each of the next three instructions accesses the array leader of any type of array. 


. array-leader — : Instruction 
Format Operand from stack Value(s) Returned 1 
Argumeni(s) 2: . | Opcode 316 


argl dtp-array, dtp-array-instance, 
dtp-string, or dtp-string-instance 
arg2 dtp-fixnum (See description.)- 


Immediate Argument Type Unsigned 


Description 
Pushes on the stack the leader element of argi that is specified by arg2. 


Checks the array arg1 to insure it has a leader, and checks the index arg2 
to insure it is a fixnum and falls within the-bounds of the array leader; if | 
the checks fail, the instruction takes an error trap. 


Exception 
Post Trap 
Conditions: Type of argi is dtp-array-instance or 
dtp-string-instance. 
Arguments: argl, arg2 
' Values: 1 


Memory Reference Header-read, data-read 


Register Effects TOS: Valid before, valid after 
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store-array-leader Instruction 


Format Operand from stack Value(s) Returned 0 
Argument(s) 3: Opcode 314 


argi any Lisp data: type 

arg2 dtp-array, dtp-array-instance, 
dtp-string, or dtp-string-instance 
arg3 dtp-fixnum (See description.) 


Immediate Argument Type Unsigned 


Description 
Stores argi into the eure eeceges by arg3 of the leader of arge. 
Returns no values. YO: 


Ho 
(an = 
HS irmgh WA edhr corre 


Checks the array arg2 to insure it has a leader, and checks the index arg? 
to insure it is a fixnum and falls within the bounds of the array leader; if 
the tests fail, the instruction takes an error trap. 


Exception 
Conditions: Type of arg2 is dtp-array-instance or 
dtp-string-instance. 
Arguments: argl, arg2, oer. 
Values: 0 


Memory Reference Header-read, data-write 


Register Effects TOS: Valid before, invalid after 
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aloc-leader Instruction 
Format Operand from stack ~ Value(s) Returned 1. 
Argument(s) 2: Opcode 317 


arg! dtp-array, dtp-array-instance, 
dtp-string, or dtp-string-instance 
arg2 dtp-fixnum (See description.) 


. Immediate si als Type. Unsigned 


Description 

Pushes on the stack a locative to the leader element of arg1 indexed be 
arg2, Checks the array argi to insure it has a leader, and checks the index 
arg2 to insure it is a fixnum and falls within the bounds of the array 
leader; if the checks fail, the instruction takes an error trap. 


Exception 
Conditions: Type of argl is dtp- array-instance or 
dtp-string-instance. 
Arguments: argi, arg2 
Values: 1 
Memory Reference Header-read 


Register Effects TOS: Valid before, valid after 
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3.2.6.5 Branch and Loop Instructions 


branch, -branch-true{-else}{-and}{-no-pop}{-extra-pop}, 
Branch-false{-else}{-and}{-no-pop }{-extra-pop}, loop- decrement-tos, 
loop-increment-tos-less-than 


The branch and loop instructions contain a 10-bit. signed offset, This offset is in 
halfwords from the address of the branch or loop instruction, When a conditional 
branch instruction with an offset of zero.is executed and the branch would be 
taken, the instruction takes an error trap instead. See the section "Revision 0 
Branch and Loop Instructions," page 299. This does not apply to the unconditional 
branch or loop instructions with an offset of zero. If the branch distance is too 
large to be expressed as a 10-bit signed number, then the compiler must generate 
the code to compute the target pe and follow this with a %jump instruction. 


branch. I Instruction 


Format 10-bit immediate Value(s) Returned 0 
Argumeni(s) 1: Opcode 174 


I is dtp-fixnum 

immediate Argument Type Not applicable 

Description 

Continues execution at the location offset I halfwords from the current 
program counter (PC). Note that instruction tracing may ignore this 
instruction. 

Exception None 

Memory Reference None 


Register Effects TOS: Unchanged 


branch-true{-else}{-and}{-no-pop }H-extra-pop} I Instruction 


branch-false{- else}{-and }{-no-popH- -extra-pop} I 





Format 10-bit immediate Value(s) Returned 0 
Argument(s) 2: . Opcodes 60-77 (see below) 
argl any data type 

I is dtp-fixnum 
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Immediate Argument Type Not applicable 


Description. ; 
-branch-false. branches if the top of stack is nil. branech-true branches if 
the top of stack is not nil, A branch instruction always pops the argument: 
off the top of stack whether or not the branch is taken unless otherwise 
specified by one of the no-pop conditions. 


If the branch is taken, and -and-no-pop is specified, the stack is not 
popped. If -else-no-pop is specie: and the branch is not taken, the stack . 
is not popped. 


If extra-pop is specified then the stack is popped o one time in addition to | 
any pop performed.as specified by the rest of the instruction. For 
clarification, see the list below. 


If the branch is taken, execution continues at the location offset I 
-halfwords from the current program counter (PC). The instruction takes 
an error trap if the branch condition is met but the offset is zero. 


The sixteen combinations of options for the conditional branch instructions 
are listed here..Note that there are some combinations thet the compiler 
never generates. . 


Instruction Opcode . Description 

branch-true 60 Always pop once, whether or not branch 
taken. : 

branch-false 70 Always pop once, ‘whether or not branch 
taken. 

branch-true-no-pop -64 Do not pop, whether or not branch taken. 


branch-false-no-pop -—s. 74.-—«dDo _not pop, whether or not branch taken. 


branch-true-else-no-pop 
_ 66 No pop if no branch, pop once if branch. 


branch-false-else-no-pop 
76 No pop if no. branch, pop once if branch. 


branch-true-and-no-pop 
65 No pop if branch taken, pop if no branch. 
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branch-false-and-no-pop 
75 .No.pop if branch taken, pop if no branch. 


branch-true-and-extra-pop : 
62 Pop twice if branch, pop once if no branch. 


branch-false-and-extra-pop = 
72. Pop twice if branch, pop once if no branch. 


branch-true-else-extra-pop _ 
61 Pop once if branch, pop twice if no branch. 


branch-false-else-extra-pop 
71 Pop once if branch, pop twice if no branch. 


branch-true-extra-pop 
63 Always pop twice, whether or not branch 
taken. 


branch-faise-extra-pop 
73 Always pop twice, whether or not branch 
taken. 
Not generated: 
branch-true-and-no-pop-else-no-pop-extra-pop 
67 Same as branch-true 
branch-false-and-no-pop-else-no-pop-extra-pop 
77. Same as branch-false 
Exception None 


Memory Reference None 


Register Effects TOS: Valid before, valid after 
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loop-decrement-tos J ; cy a - Instruction 
Format 10-bit immediate ane Value(s) Returned 1 
Argument(s) 2: — Opcode. 175 
argl any numeric data type 
I dtp-fixnum 


Immediate Argument Type Not applicable 


Description 

Decrements argl, the top of stack. If the result is greater than zero, then 
branches to the location offset from the current program counter (PC) by I 
halfwords. Changes the cdr code of TOS to edr-next. Does not pop the 
stack, whether or not the branch is taken. 


Exception 
Conditions: Type of arg1 is not dtp-fixnum. 
Decrementing arg1 overflows (should turn into an 
error). : 
See the section “Revision 0 Loop-decrement-tos," page 299. 
Arguments: argl . 
Values: 1 (decremented value;.may return to a different PC) 
Note: when an instruction exception is taken, the continuation is the 
PC of the top of the loop, not the successor to the loop instruction. 
The exception handler may have to alter the contents of the 
Continuation register. The net effect of taking and returning from 
an exception is such that the stack is not popped. 


Memory Reference None 


Register Effects TOS: Valid after 
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loop-increment-tos-less-than I Instruction — 


Format 10-bit immediate Value(s) Returned. 2 
Argument(s) 3: . .Opcode 375 


argl any numeric data type 
arg2 any numeric data type 
I dtp-fixnum 


immediate Argument Type Not applicable: 


Description 
If arg2, the top of stack, is less than argi, the next on stack, then branches 
by the number of halfwords from the current program counter (PC) 
specified by J. In any case, increments the top of stack. Changes the cdr 
code of TOS to cdr-next. Does not pop the stack, whether or not the 
branch is taken. 


Exception 
Conditions: Type of argi or arg2 is other than dtp-fixnum 
or dtp-single-float. 
- argi and arg? are both dtp-fixnum, but result 
overflows. 
See the section "Revision 0 Loop-increment-tos-less-than," 
page 299. 
Floating point exceptions. 
Arguments: argl, arg2 
. Values: 2 (bound, incremented value).and may return to different pc. 


Note: when an instruction exception is taken, the continuation is the 
PC of the top of the loop, not the successor to the loop instruction. 
The exception handler may have to alter the contents of the 
Continuation register. The net effect of taking and returning from 
an exception is such that the stack is not popped. 

Memory Reference None 


Register Effects TOS: Valid before, valid after 
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3.2.7 Block Instructions 


%block-n-read (four instructions), %block-n-read-shift (four instructions), 
%block-n-read-alu (four instructions), %block-n-read-test (our r instructions), 
%block-n-write (four instructions). 


A block instruction uses part. of its opcode to select the desired Block Address 
Register (BAR). A BAR is an internal register that must be loaded by. means of a 
%write-internal-register instruction before any of the block instructions are 
executed. For the instructions that use the 10-bit immediate format, the argument 
is the following mask of bits: ” 


cycle-type <9:6> (4 bits) Select one of the asive memory-cycle types. See the 
section "Types of Memory References." 


fixnum-only <5>. (1 bit) If set, the instruction will take an error trap if the 
; ; memory data type is not dtp-fixnum. 


set-cdr-next <4> (1 bit) For %block-n-read-:and %block-n-read-shift: if set, the 
edr code of the result is 0; otherwise, the cdr code of the result 
is the cdr code of memory. 


last-word <3> (1 bit) If set, do not prefetch words after this one. 


no-increment <2> (1 bit) If set, do not increment the Block Address Register 
(BAR) after executing this instruction. 


If an invisible pointer is fetched from memory, and the memory-cycle type specifies 
that the invisible pointer should be followed, the BAR is always changed to point 
to the new location.’ If the BAR is incremented, that happens afterwards. 


The %block-n-read-shift instruction uses the rotate-latch register and the byte-r 
and byte-s fields of the DP Op register. DP Op is an internal register that must 
be loaded by means of a %write-internal-register instruction before the 
%block-n-read-shift, @block-n-read-alu, or %block-n-read-test instruction is 
executed, 
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%block-n-read I : Instruction. 


Format 10-bit immediate Value(s) Returned 1 
. Argument(s} 1: ee Opcodes 120-123 


I 10-bit immediate 


Immediate Argument Type Not applicable 

Description 

In accordance with the setting of the bits in the immediate control mask, 
reads the word addressed by the contents of the Block Address Register 
(BAR) specified by 7, and pushes it on the stack. n is a number between 0 
and 8 inclusive that is part of the opcode. The specified BAR is 
incremented according to the bit in the mask as a side effect. 

Exception None 

Memory Reference Cycle-type specified by instruction 


Register Effects TOS: Valid after 
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%block-n-read-shift I ‘. Instruction 
Format 10-bit immediate Value(s) Returned 1 
Argument(s) 1: . Opcodes 124-127 


I 10-bit immediate 
Immediate Argument Type Not applicable 


Description 

Reads the word addressed by the contents of the Block Address Register 
(BAR) specified by n and rotates it left by the amount specified in the byte- 
r field of the DP Op register. The top (byte-s + 1) bits come from this 
rotated word, and the bottom bits come from the rotate-latch register, and 
this value is pushed onto the stack. The rotate-latch register is then loaded 
from rotated memory word. The effect of this operation is to perform a dpb 
(deposit-byte) of the word from memory into the rotate-latch register. n is 
a number between 0 and 3 inclusive that is part of the opcode. The 
specified BAR is incremented according to the bit in the immediate-operand 
mask as a side effect. See the section “Revision 0 %Block-n-read-shift," 

page 298. 


Exception None 
Memory Reference Cycle-type specified 


Register Effects TOS: Valid after 
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%block-n-read-alu Instruction 


Format Operand from stack, Vatlue(s) Returned. 0 
address-operand mode (immediate and 
sp-pop addressing modes illegal) 


Argument(s) 1: Opcodes 160-163 
arg is any numeric data type 


Immediate Argument Type Not applicable 


Description. 

Performs the ALU operation specified in the alu-op field of the DP Op 
register using arg and the word addressed by the contents of the Block 
Address Register (BAR) specified by mn as operands. n is a number between 
0 and 3 inclusive that is part of the opcode. Writes the result of the ALU 
operation back into the addressed operand, arg. The cdr code of the 
operand is set to the cdr code from memory. The specified BAR is 
incremented as.a side effect. 


The values used for the block instruction mask bits are 


CYCLE TYPE ~-- data read 

FIXNUM-ONLY -- the usual generic-arithmetic. post traps apply 
SET-CDR-NEXT -~ not applicable 

LAST-WORD -- false 

NO-INCREMENT -- false 


Exception 
Conditions: Traps according to the generic-arithmetic traps associated 
with the specified ALU operation. 
Arguments: arg (address operand as locative) 
Values: 0 Gncrements the BAR) : 
Note: The operation to be performed is indicated by the DP Op register. 
The trap handler must save this away before it can get clobbered 
by other processes, interrupt handlers, or complex instructions. 
See the section "Revision 0 %Block-n-read-alu," page 298. 


Memory Reference Data-read 


Register Effects TOS: Unchanged 


L172 


Symbolics, Inc. 


%block-n-read-test J - 7 _ . Instruction 
Format 10-bit immediate Value(s) Returned 1. 
Argument(s) 2: Opcodes 130-133 


arg(s) can be any Lisp data type, 
except for when a test that 
requires dtp-fixnum is selected 


Immediate Argument Type Not applicable 


Descsinion 

Performs the test selected by the contents of the condition field and alu-op 
fields of the DP Op register. See the section “Revision 0 %Block-n-read- 
test," page 299. Some of the tests that could be performed are: 


ephemeralp(memory (BAR)) 
oldspacep(memory (BAR)) 
eq(memory(BAR), top-of-stack) 
logtest(memory(BAR), top-of-stack) 


where memory(BAR) specifies the object reference addressed by the nth 
- BAR. (x is a number between 0 and 3 inclusive that is part of the. opcode.) 
Does ‘not pop arguments off the stack. 


If the test succeeds, transfers control to the program counter next on the 
stack. If the test fails, increments the BAR contents. Execution then 
proceeds with the: next instruction. 


This instruction is typically used for searching tables and bitmaps, and by 
the garbage collector. Note that the logtest option produces meaningful 
results only for dtp-fixnum operands; in particular, it does not work for 
dtp-bignum operands. (Actually, the logtest test ignores the data type of 
its operand.) Typically, the programmer would set the fixnum-only bit in 
the 10-bit immediate field when using this test. See the section "Block 
Instructions," page 169. The oldspacep test is true exactly when a. transport 
trap would occur if the cycle type allowed it. For this to be useful, the 
cycle type selected for %block-n-read-test oldspacep test must disallow 
transport traps. See the section "Revision 0 %Block-n-read-test,” page 299. 


Exception None 
Memory Reference Cycle-type specified. 
Register Effects TOS: Valid before for 2-operand tests, valid after 
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%block-n-write Instruction 
Format Operand from stack Value(s) Returned 0 
Argument(s) 1: Opcodes 30-33. 


arg can be any Lisp data type 

Immediate Argument Type Signed 

Description : 

Writes arg into the word addressed by the contents of the Block Address 
Register (BAR) specified by n..n is a number between 0 and 3 inclusive 
that is part of the opcode. All 40 bits, including cdr code, of this word are 
written into memory. The specified BAR is incremented as a side effect. If 
arg is immediate, the tag bits will specify dtp-fixmum and cdr-next. 
Exception None 

Memory Reference Raw-write 


Register Effects TOS: Unchanged 


L174 


Symbolics, inc. 


- 3.2.8 Function-Calling Instructions 


dtp-call-compiled-even, dtp-call-compiled-odd, dtp-call-indirect, dtp-call-generic, 
and the -prefetch versions of these last four, start-call, finish-call-n, ~ 
finish-call-apply-n, finish-call-tos, finish-call-apply-tos, entry-rest-accepted, 
entry-rest-not-accepted, locate-locals, return-single, return-multiple, 
return-kludge, take-values . 


3.2.8.1 Function-Calling Data Types 


Each of the following data types when executed as an instruction starts a function 
call. Only very brief descriptions of these instructions are presented in this © 
chapter. Complete information is contained in a separate chapter. See. the section 
“Function Calling, Message Passing, Stack-Group Switching,” page 241. 


_ dtp-call-compiled-even Instruetion 
dtp-call-compiled-even-prefetch Instruction 
Format Full-word instruction Value(s) Returned Not applicable 


Argument(s) 1; 
- Included in the instruction is addr, 
the address of the first 
instruction. to be executed 
in the target: function.. 


Immediate Argument Type Not applicable 

Description 

Starts a function call that will commence execution at the even instruction 
of the word addressed by addr. The prefetch version of this instruction 
indicates that the hardware should initiate an instruction-prefetch 
operation. See the section "Starting a Function Call," page 249. 


Exception None 
Memory Reference None 


Register Effects TOS; Valid after 


175 


Symbolics, Ine. 


dtp-call-compiled-odd Instruction 
dtp-call-compiled-odd-prefetch Instruction 
Format Full-word instruction Value(s) Returned Not applicable 


Argument(s) 1: 

Included in the instruction is addr, 
the address of the first 

instruction to be executed 

in the target function 


Immediate Argument Type Not applicable 

Description 

Starts a function call that will commence execution at the odd instruction 
of the word addressed by addr. The prefetch version of this instruction 
indicates that the hardware should initiate an instruction-prefetch 
operation. See the section "Starting a Function Call," page 249. 
Exception. None 


Memory Reference None 


Register Effects TOS: Valid after 
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dtp-call-indirect . ‘ae Instruction 
dtp-call-indirect-prefetch oo, - Instruction - 
Format Full-word instruction Value(s). Returned Not applicable 


Argumeni(s) 1 

Included in the instruction is addr, the address of a word, whose 
contents can be of any data type. The contents of the word is the 
function to call. 


Immediate Argument Type Not. applicable 

Description 

Starts a call of the function addressed by addr or by a forwarding pointer 
addressed by addr. Use of the prefetch version suggests to the hardware 
that an instruction-prefetch operation is desirable. See the section 
“Starting a Function Call," page 249. 

Exception None 

Memory Reference Data-read 


ne Register Effects TOS: Valid after 
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dtp-call-generic Instruction 
dtp-call-generic-prefetch Instruction 
Format Full-word instruction Value(s) Returned Not applicable 


Argument(s) 1: 
Included in the function is addr,.the address of a generic function 


_ Immediate Argument Type Not applicable 


Description — 
Starts a call of the generic function addressed by addr. Use of the 

_ prefetch version suggests to the hardware that an instruction-prefetch 
operation is desirable. See the section "Calling a Generic Function," page 
277, 


Exception None 
Memory Reference None 


Register Effects TOS: Valid after 


3.2.8.2 Instructions for Starting and Finishing Calls 


The following instructions are used to implement function calling, Only brief 
descriptions of these are presented here. See the section “Function Calling, 
Message Passing, Stack-Group Switching,” page 241. 


start-call Instruction 
Format Operand from stack Value(s) Returned Not applicable 
Argument(s) 1: Opeode 10 


arg is any data type 

Immediate Argument Type Signed 

Description 

Starts a function call of the function specified by avg. See the section 
"Starting a Function Call,” page 249. 


Exception None 
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Memory Reference Data-read (sometimes) 


: Register Effects TOS: Valid after 
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finish-call-n JI ; : Instruction 


finish-call-n-apply I ~ 


Format 10-bit immediate Value(s) Returned. Not applicable 
Argument(s) 1: Opcode 134 (135 for apply) 
I dtp-fixnum 


Immediate Argument Type. Unsigned 


Description 
Finishes a function-calling sequence: builds the new stack frame, checks for 
control stack overflow, and enters the called function at the appropriate 
starting instruction. The low-order eight bits of the immediate argument J 
specify a mumber that is equal to one more than the number of arguments 
explicitly supplied with the call, including the apply argument but not 
including the extra argument if any. For example, if one argument is 
supplied with finish-call-n, then [<7:0> = 2. 


The two high-order bits of J are the value-disposition, which specifies what 
should be done with the result of the called function. The possible values 
of value-disposition are: _ 

e Effect 

e Value 

* Return 

¢ Multiple 


The function-calling chapter explains the meaning of this field. See the 
section "Finishing the Call,” page 253. 


finish-call-n-apply is the same as finish-call-n, except that its use 
indicates that the top word of the stack is a list of arguments. 


Exception None 
Memory Reference None 


Register Effects TOS: Unchanged 
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_ finish-call-tos 7. , : Instruction 


. finish-call-tos-apply ie 


Format 10-bit immediate _ Value(s) Returned Not applicable 


Argument(s) 2: Opcode 186 (137 for apply) 
I dtp-fixnum 
arg dtp-fixnum 


Immediate Argument Type Unsigned 


Description 

Finishes a function-calling sequence: builds the new stack frame, checks for 
control stack overflow, and enters the called function at the appropriate 
starting instruction. arg, which is popped off the top of stack, specifies the 
number of arguments explicitly supplied with the call,including the apply 
argument in the case of finish-call-tos-apply. Note that arg differs from 
the immediate argument count in finish-call-n by not including the bias of 
+1, 


The two high-order bits of the immediate argument J are the 
value-disposition, which specifies what should be done with the result of the 
called function, The possible values of value-disposition are: 

e Effect 

-¢ Value 

e Return 

¢ Multiple 
The function-calling chapter explains the meaning of this field. The low- | 


order eight bits of I are ignored by this instruction. See the section 
“Finishing the Call," page 253. 


finish-call-tos-apply is the same as finish-call-tos, except that its. use 
indicates that the top word of the stack is a list of arguments. 


Exception None 
Memory Reference None 
Register Effects. TOS: Unchanged 
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entry-rest-accepted. , Instruction 


entry-rest-not-accepted 


Format Entry instruction Vailue(s) Returned Not applicable 


Argument(s) 2: Opcode 176 (177 for not-accepted) 
argl 8-bit immediate 
arg2 8-bit immediate 


Immediate Argument Type Unsigned 


Description 

Performs an argument match-up process that either takes an error trap, if 

the wrong number of arguments has been supplied, or adjusts the control 

stack and branches to the appropriate instruction of the aces vector or to 
' the instruction after the entry vector. 


argl is two greater than the number of arguments that the function 
requires, and arg2 is two greater than the number of required arguments 

plus the number of optional arguments that the function will accept. See 
the section "Entry-Instruction Format," page 81. 


The difference between entry-rest-accepted and entry-rest-not-accepted is 
in how the argument matchup and stack-adjustment process are controlled 
as explained in the chapter on function calling. See the section "Function | 
Entry," page 257. See the section "Revision 0 Entry-rest-accepted," page 
299. - 


Exception See the section "Trapping Out of Entry and Restarting,” page 
266. 


Memory Reference See the section "Pull-apply-args," page 261. 


Register Effects TOS: Invalid after 
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locate-locals ; Instruction 
Format Operand from stack ; | Value(s) Returned ‘Not applicable 
Argument(s) 0 Opcode 50 


Immediate Argument Type Not applicable 


Description 

Pushes (control-register.arg_size - 2) onto the stack, as a fixnum. This is 
the number of spread arguments that were supplied (this is less than the 
number of spread arguments now in the stack if some &optional 
arguments were defaulted); sets LP to (new-SP - 1) so that LPO is now the 
&rest argument and LP|l is the argument count; and sets control- 
register.arg_size to (LP - FP). Note that (new-SP - 1) here refers to the SP 
after the incrementation caused by this instruction pushing its result. 
‘Thus the value of LP after the instruction is equal to the value.in the SP 
before the instruction. See the section "Pull-apply-args," page 261. 


Exception None 
Memory Reference None 


. Register Effects TOS: Valid after 
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return-single I . Instruction 
Format 10-bit immediate Value(s) Returned Not applicable 
Argument(s) 1: Opéode 115 


I (should be 1000(octal), 
1040(octal), or 1041(octal), 
- put not checked) 


Immediate Argument Type Unsigned 


Description 

Specifies the value to be returned on the top of stack according to the 
immediate operand: 1000(octal), the current top of stack; 1040(octal), nil; 
104i(octal), t. When the value disposition is "for value" or “for multiple," 
-the cdr code of the top of stack is set to cdr-next. See the section 
"Revision 0 Return-single," page 299. Removes the returning function’s 
frames from the control and binding stacks; unthreads catch blocks and 
executes unwind-protects; restores the state of the caller; and resumes 
execution of the caller with the returned values on the stack in the form 
specified by the caller. May do a check-preempt-request operation. See the 
section “Function Returning," page 266. 


Exception None 

Memory Reference None 

Register Effects TOS: Valid before if TOS is the source of the 

operand. Status afterwards is determined by value disposition and seen 


as status. after finish-call in the caHer. If the value disposition 
is for-effect, then the TOS register is invalid, otherwise, it is valid. 
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return-multiple — Instruction 


Format Operand from stack, | Value(s) Returned Not applicable _ 
immediate or sp-pop addressing modes only 


Argument(s) 1: , Opcode 104 
arg is dtp-fixnum, non-negative 


Immediate Argument Type Unsigned 


Description 

Returns, in accordance with the value disposition specified by the contents 
of the Control register, the number of values specified by arg in a multiple 
group, which includes as the top entry the number of values returned, on 
top of the stack. Removes the returning function’s frames from the control 
and binding stacks, unthreads catch blocks, restores the state of the caller, 
and resumes execution of the caller with the returned values on the stack 
in the form specified by the caller. May perform a check-preempt-request 
operation. See the section "Function Returning,” page 266. 


Exception None 
Memory Reference None 


Register Effects TOS: Status afterwards is determined by value 
disposition and seen as status after finish-call in caller 
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return-kludge Instruction 
Format Operand from stack, Value(s) Returned Not applicable 
immediate or sp-pop addressing modes only 


Argument(s) 1: Opcode 105 
arg dtp-fixnum, non-negative 


Immediate Argument Type Unsigned 


Description 


Returns the number of values specified by arg on top of the stack, ignoring 
the value-disposition, Removes the returning function’s frames from the 
control and binding stacks, unthreads catch blocks, restores the state of the 
caller, and resumes execution of the caller. May perform a check-preempt- 
request operation. Used for certain internal stack-manipulating subroutines 
and for all trap handlers. See the section "Function Returning,” page 266. 


Exception None 
Memory Reference None 


Register Effects TOS: Valid after 
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take-values I. Instruction 
-: Format Operand from. stack, Value(s) Returned arg 
immediate addressing mode only 
Argument(s) 1: '  Opcode 106 
I 


Immediate Argument Type Unsigned 

'. Description 
Pops a‘multiple group of values off the top of stack, using the first value- 
as the number of additional words to pop. Pushes the number of words 
specified by arg.back on the stack, discarding extras if too many values are 
‘in the multiple group, or pushing enough nils to equal the number. desired 
if too few values are in the multiple group. 


Exception None 
Memory Reference None 


Register Effects TOS: .Valid after 
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3.2.9 Binding Instructions 


bind-locative-to-value, bind-locative, unbind-n, Yrestore-binding-stack 


Instructions that perform binding operations check for stack overflow using the 
contents of the Binding-Stack-Limit register as the limit. See the section "Binding 
Stack," page 244. Those that perform unbinding operations check for stack | 
underflow. See the section "Revision 0 Binding Instructions,” page 298. These 
take an error trap if an unbinding instruction tries to undo a binding and control- 
register.cleanup-binding = 0. There is no fence-post error in the case ofa - | 
%restore-binding-stack that is a no-op because the two pointers are eauel; the 
instruction never traps in this case. 





bind-locative-to-value Instruction 
Format Operand from stack Value(s). Returned 0 
Argument(s) 2: Opeode 236 


argl dtp-locative 
arg2 any data type 


Immediate Argument Type Signed 





Description 


Pushes argI onto the binding stack, along with the contents of the cell it_- ? 


points to, then stores arg? into the location. pointed to by arg1./ Copies the 
Control register binding-cleanup bit into bit 38 ef arg on the binding stack 
and sets this Control register bit to 1. Does not follow external-value-ccil 
pointers as invisible pointers when reading and writing the cell. Takes an 
error trap if the binding-stack pointer would be greater than the contents 
of the Binding-Stack-Limit register. See the section "Binding Stack," page 
244. | 


Exception None 


Memory Reference Bind-read, followed by two raw-writes, followed 
by bind-write 


Register Effects TOS: Valid before, invalid after 
BAR-1 is modified 
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bind-locative _ = _ _ . Instruction 
“ Format Operand from stack — Value(s) Returned 0 
| _Argumeni(s) 1: F Opcode 5 


arg dtp-locative 
Immediate Argument Type Signed 


Description 
Pushes arg onto the binding stack, along with the contents of the cell it. 

- points to. Copies the Control register binding-cleanup bit: inte bit 38 of arg 
on the binding stack and sets this Control register bit to 1. Does not follow 
external-value-cell pointers as invisible pointers when reading the cell. 
Takes an error trap if the binding-stack pointer would be greater than the 
contents of the Binding-Stack-Limit register. See the section "Binding 
Stack," page 244. 


Exception. None 
Memory Reference Bind-read, followed by two raw-writes 


Register Effects TOS: Invalid after 
BAR-1 is modified 
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unbind-n : “Instruction 


Format Operand from stack Value(s) Returned. 0 
(only sp-pop operands and the 


immediate constant 1 are legal) 


Argument(s) 1: -  Opeade 107 
arg dtp-fixnum 


Immediate Argument Type Unsigned 


Description 

Unbinds. the top arg variables on the binding stack. It unbinds a variable: 
by popping the variable’s old value and the locative to that variable off the 
binding stack and storing the old value back into the location pointed to by 
the locative) Copies bit 38 of each locative word on the binding stack into 


the Control register binding-cleanup bit as it pops the locative. After all 


the unbindings have been accomplished, does a check-preempt-request 


\ operation. See the section "Binding Stack," page 244. See the section 


"Revision 0 Unbind-n," page 300. 


Exception None 
Memory Reference Two bind-reads, followed by bind-write 


Register Effects TOS: Unchanged 
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%restore-binding-stack ; «Instruction 
Format Operand from stack ' Value(s) Returned 0 
Argument(s) 1: a Opcode 6 


arg dtp-locative 
Immediate Argument Type Signed 


Description 

Unbinds: special variables until the binding-stack pointer equals arg, that is, 
‘until all variables up to the one pointed to by arg have been unbound. It 

unbinds a.variable by popping the variable’s old value and the locative to - 
that variable off the binding stack and storing the old value back into the sais V7t-~ 
location pointed to by the locative; Copies bit 38 of each locative word on 3. oo, 
the binding stack into the Control register binding-cleanup bit as-it pops. fe 
the locative. After all the unbindings have been accomplished, does a ine 
_check-preempt-request operation. It is legal for arg to equal the binding- 

stack pointer at the beginning of the instruction; in this case, the 

instruction does nothing. See the section "Binding Stack," page 244, 
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Exception None 
Memory Reference Two bind-reads, followed by bind-write 


Register Effects TOS: Valid after 
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3.2.10 Catch Instructions 
catch-open, catch-close 
Catch Blocks 


A catch block is a sequence of words in the control stack that describes an active 
catch or unwind-protect operation. All catch blocks in any given stack are linked 
together, each biock containing the address of the next. outer block. They are 
linked in decreasing order of addresses. An internal register (scratchpad location) 
named catch-block-pointer contains the address of the innermost catch block, as a 
dtp-locative word, or contains nil if there are no active catch blocks. The address 
of a catch block is the address of its catch-block-pe word. 


The format of a catch block for the catch operation is: 


Word Name | Bit 39 Bit 38 Contents 
catch-block-tag I] invalid flag any object reference 
catch-block-pc 2) g catch exit address 
catch-bi ock-binding-stack-pointer 

8 8 binding stack level 
catch-block-previous extra-arg cleanup-catch previous catch block 
catch-b1 ock-continuation value-dispasition continuation 


The format of a catch block for the unwind-protect operation is: 


Word Name Bit 39 Bit 38 Contents 


catch-block~pc 7) Q - cleanup handler 
catch-b1 ock-binding-stack-pointer 

6 4 binding stack level 
catch-b1] ock-previous extra-arg cleanup-catch previous catch block 


The catch-block-tag word refers to an object that identifies the particular catch 
operation, that is, the first argument of cateh-open or catch-close. The catch- 
block-invalid-flag bit in this word is initialized to 0, and is set to 1 by the throw 
function when it is no longer valid to throw to this catch block; this addresses a 
problem with aborting out of the middle of a throw and throwing again. This 
word is not used by the unwind-protect operation and is only known about by the 
throw function, not by hardware. 


The catch-block-pe word has data type dtp-even-pc or dtp-odd-pe. For a catch 
operation, it contains the address to which throw function should transfer control. 
For an unwind-protect operation, it contains the address of the first instruction of 
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the cleanup handler. The edr code of this word is set to zero (cdr-next) and not 
used. For a catch operation with a value disposition of Return, the catch-block-pe- 
word contains nil. 


The catch-block-binding-stack-pointer word contains the value of the binding-stack- 
pointer hardware register at the time the catch or unwind-protect operation 
started. An operation that: undoes the catch or unwind-protect will undo special- 
variable bindings until the binding-stack-pointer again has this value. The cdr- 

code field of this word uses bit 38 to distinguish between catch and unwind- 
protect; bit 39 is set to zero and not used. 


The catch-block-previous word contains.a dtp-locative pointer to the catch-block-pe 
word of the previous catch block, or else contains nil. The cdr-code field of this 
word saves two bits of the Control. register that need to be restored. 


‘The catch-block-continuation word saves the Continuation hardware ‘register so that 
a throw function can restore it. The cdr-code field of this word saves the value 
disposition of a-catch; this tells the throw function where to put. the values 
thrown. This word is not used by the unwind-protect operation. 


The compilation of the catch special form is approximately as 
follows: 


Code to push the catch tag on the stack. 
Push a constant PC, the address of the first instruction 
after the catch. 
A catch-open instruction. 
The body of the catch. 
A catch-close instruction. 
- Code to move the values of the body to where they are wanted; 
this usually includes removing the 5 words of the catch block 
from the stack. 


The compilation of the unwind-protect special form is approximately as follows: 


Push a constant PC, the address of the cleanup handler. 

A catch-open instruction. 

The body of the unwind-protect. 

A eatch-close instruction. 

Code to move the values of the body to where they are wanted; 
this usually includes removing the 3 words of the catch block 
from the stack. 
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Somewhere later in the compiled function: 


The body of the cleanup handler. 
A %jump instruction. 


Catch blocks are created in the stack by executing the catch-open/unwind-protect 
instruction, and they are removed from the stack by executing the catch-close 
instruction. 


An unwind-protect cleanup handler terminates with a. %jump instruction. This 
instruction checks that the data type of the top word on the stack is dtp-even-pe 
or dtp-odd-pe, jumps to that address, and pops the stack. In addition, if bit 39 of 
the top word on the stack is 1, it stores bit 38 of that word into control- 
register.cleanup-in-progress, If bit 39 is 0, it leaves the control register alone. 
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catch-open NV ee . At 6 Instruction © 
Format 10-bit immediate : —_ Value(s) Returned 2 or 3 
Argument(s) 1: ~ . Opeede 876 
N_ dtp-fixnum * 
Description 


This instruction has two versions, catch and unwind-protect, which are 
specified by bit 0 of the immediate. argument, n. Bit’ 0 is for catch, bit 1 for 
unwind-protect. Bits 6 and 7 of n contain the value disposition. Bits 1-5 
and 8-9 must be 0. This instruction, when bit 0 is 1 (unwind-protect), must 
be preceded by instructions that push the catch-block-pc on the stack. When 
bit 0 is 0 (catch), preceding instructions must push the catch-block-tag and 
the catch-block-pe as well. See the section "Catch Blocks," page 192. The 
catch version operates as. follows: 


1, Push the binding-stack-pointer, with 0 in the cdr code. 


- 2, Push the catch-block-pointer, with control-register.extra-arg and 
control-register.cleanup-catch bits in the cdr code. 


3..Push the Continuation register, with bits 6 and 7 of the catch-open 
instruction in the cdr code. 


4. Set catch-block-pointer to the value stack-pointer had at the beginning 
of the instruction, and set control-register.cleanup-catch to 1. 


The unwind-protect version operates as follows: 
1. Push the binding-stack-pointer, with 1 in the cdr code. 


2. Push the catch-block-pointer, with control-register.extra-arg and 
- eontrol-register.cleanup-catch bits in the cdr code. 


3. Set catch-block-pointer to the value stack-pointer had at the beginning 
of the instruction, and set control-register.cleanup-catch to 1. 


Exception None 
Memory Reference None 


Register Effects TOS: Valid after 
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eatch-close . Instruction. 
Format Operand from stack Value(s) Returned 0. | 
Argument(s} 0 _ Opcode 51. 
Description . . 


The compiler emits this instruction at the end of a catch or unwind-protect 
operation.. It is used internally to the throw function and is called as a 
subroutine by the return instructions when they find the 
control-register.cleanup-catch bit set. Instruction operation is: 


1. Set the virtual memory address to the contents of the catch-block- 
pointer register and fetch three words: catch-block-pe, catch-block- 
binding-stack-pointer, and catch-block-previous. These words will 
‘always come from the stack cache, but the instruction may not need 
to rely on that. 


2. If catch-block-binding-stack-pointer does not equal binding-stack- 
pointer, undo some bindings. This can be done by calling the 
Yerestore-binding-stack-level instruction as a subroutine. The 
instruction can be aborted (for example, by a page fault) and retried. 


3. Restore the catch-block-pointer register, control-register.cleanup-catch 
bit, and control-register.extra-argument bit that were saved in the 
catch-block-previous word. 


4. Check the unwind-protect flag which is bit 38 of the catch-block- 
binding-stack-pointer word. If this bit is 0, the instruction is done. 
Note that stack-pointer is not changed. If this bit is 1, push the next 
PC (or the current PC if catch-close was called as a subroutine by 
return) onto the stack, with the current value of control- 
register.cleanup-in-progress in bit 38 and 1 in bit 39; then jump to 
the address that was saved in the catch-block-pe word and turn on 
the control-register.cleanup-in-progress bit. 
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‘When the next instruction after catch-close is reached, the value of SP is 
the same as it was before catch-close. The catch block is still in the 
stack, but is no longer linked into the catch-block pointer. list.. See the 
section "Catch Blocks," page 192, 
icsepeisn Noxe 


Memory Reference None 


Register. Effects TOS: Unchanged 
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3.2.11 Lexical Variable Accessors - 
push-lexical-var-n. (eight. instructions), pop-lexical-var-n (eight instructions), 
movem-lexical-var-n (eight instructions). 


The three instructions described in this section allow the first eight lexical 
variables in a lexical environment to be accessed. 


push-lexical-var-n Instruction — 
Format Operand from stack Value(s) Returned 1 
Argument(s) 1: Opcodes 20-27 
arg dtp-list 


or dtp-locative 

Immediate Argument Type Signed 

Description 

Pushes on the stack the lexical variable of environment arg indexed by n. 
arg must be a cdr-coded lexical environment, but this is not checked. n is a 
number between 0. and 7 that is stored in the bottom three bits of the 
opcode. 


Exception None 
Memory Reference Data-read 


Register Effects TOS: Valid after 
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pop-lexical-var-n | ae: _. Instruction 
Format Operand from stack | ~ - | Value(s) Returned 0 
Argument(s) 2: _ Opcodes 240-247 


_argi any data type 
arg2 dtp-list 
or dtp-locative 


Immediate Argument Type Signed 

Description 

Pops argl off the stack and stores the result into the lexical variable of 
environment arg2 indexed by n. arg2 must be a cdr-coded lexical 
environment, but this is not checked. n-is a number between 0 and 7 that 
is stored in the bottom three bits of the opcode. Note that only’38 bits are 
stored: the cdr-code bits of memory are unchanged. 

Exception None 


Memory Reference Data-write 


Register Effects TOS: Valid before, invalid after 
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movem-lexical-var-n. - | Instruction 
Format Operand from stack Value(s) Returned 1 — 
Argument(s) 2: Opcodes 250-257 ~ 


argl any data type 
arg2 dtp-list 
or dtp-locative 


Immediate Argument Type Signed 

Description 

Stores argi, without popping, into the lexical variable of environment arg? 
indexed by n. arg2 must be a cdr-coded lexical environment, but this is not 
checked.n is a number between 0 and 7 that is stored in the bottom three 
bits of the opcode. Note that only 38 bits are stored: the cdr-code bits of 
memory are unchanged. 


Exception None 
Memory Reference Data-write 


Register Effects TOS: Valid before, valid after 
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3.2.12 instance Varlable Accessors 


push-instance-variable, pop-instance-variable, movem-instance-variable, 
push-address-instance-variable, push-instance-variable-ordered, 
pop-instance-variable-ordered, movem-instance-variable-ordered, 
push-address-instance-variable-ordered, %instance-ref, %instance-set, 
Zinstance-loc 


3.2.12.1 Mapped Accesses to Self 


The next four instructions are called within methods or defun-in-flavors. Each: of 


_ these instructions is an access to self, mapped. 


With the instance in FP|3 and the mapping table in FP|2, the instruction uses the 
immediate argument, J, as the index into the mapping table to get the offset to an 
instance variable. The type of the value in the mapping table must be 
dtp-fixnum; reference to a deleted variable results in nil being found in the 
mapping table, which causes an error trap. . 


These instructions check that the argument J is within the bounds of the mapping 
table. If it is not, an error trap occurs. The bounds check is performed by 
fetching the array header of the mapping table, assuming it is a short-prefix 
array, and comparing J against the array-short-length field. These instructions do 
check that. the data type of the mapping table (FP|2) is dtp-array, but do not 
check to make sure that the mapping table is a short-prefix array, though this is 
required for correct operation. 


Each of these instructions checks the offset to insure that it is a fixnum, but does 
not check whether it is within bounds. Note that this check is of the element of 
the mapping table, not of the index into the mapping table. This type of 
instruction does not check to make sure that the mapping table is a short-prefix 
array, though this is required for correct operation. That is, the instruction checks 
that the data type of the mapping table (FP|2) is dtp-array and then proceeds 
with the assumption that the array is a non-forwarded, short-prefix array. 


Each of these instructions checks the offset obtained from the mapping table to 
insure that it is a fixmum. They do not check whether the offset is within bounds 
of the instance; the flavor system software uae that all offsets are within 
bounds. - 


These instructions use the following forwarding procedures: 


If the edr code of self (FP{3) is 1, accesses the location in the instance that is | 


selected by the mapping table. 


If the cdr code of self (FP{3) is 0, does a structure-offset memory reference to the 
header of the instance to check forwarding. If there is no forwarding pointer, sets 


the cdr code of FP|3 to 1 and proceeds. Otherwise, uses the forwarded address in 


place of FP|3 (does not change FP{3). 
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3.2.12 Instance Variable Accessors 


push-instance-variable, pop-instance-variable, movem-instance-variable, 
push-address-instance-variable, push-instance-variable-ordered, 
pop-instance-variable-ordered, movem-instance-variable-ordered, 
push-address-instance-variable-ordered, Joinstance- ref, %instance-set, 


- %instance-loe 


3.2.12.1 Mapped Accesses to Self 
The next four instructions are called within methods or defun- in-flavors. Each of 
these instructions is an access to self, mapped. 


With the instance. in FP|3 and the mapping table in FP/2, the instruction uses the 
immediate argument, I,.as the index into the mapping table to get the offset to an 





_ instance variabley” Referéiite to a deleted variable results in nil being found-in =the-——; 
mapping table; Ww which causes an error ae the type of. the value in-the mapping ' 


table must, be dtp-fixnum. a i 


Each of these instructions checks the. offset to insyre that itis a fixnum, but does 
not check whether it: is within bounds. Note that “this check is of the element of 
the mapping table, not of ‘the index into. thé mapping table. This type of 
instruction does not check to make sure that the mapping table is a short-prefix 
array, though this is required f for correct. operation. That is, the instruction checks 
that ithe data type of the mapping table” (FP|2) is dtp-array, and then proceeds 
with) the assumption that” the array is a non-forwarded, short-prefix array. 


These instructions. heck that the argument J is within the bounds of the mapping 


table. If; ‘it is, not, a trap occurs. The bounds check is performed by fetching the 
array header ‘of the mapping table, assuming it is a short-prefix. array, and 
comparing I against the array-short-length field. Implementation note: it is useful 
to cache the array header to avoid making a memory reference to get it-évery 
time. or an example of how to do this using two merelchpad locations and one 
eycle of overhead, see.the 3600 microcode, oc .cee nh Oe me 


- These instructions use the following forwarding procedures: 


If the edr code of self (FP|3) is 1, accesses the location in the instance that is 
selected by the mapping table. 

If the cdr code of self (FP|8) is 0, does a wipuchine-cttect memory reference to the 
header of the instance to check forwarding. If there is no forwarding pointer, sets 
the cdr code of FP/3 to 1 and proceeds. Otherwise, uses the forwarded address in 
place of FP|8 (does not change FP\g). 
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push-instance-variable I Instruction 


Format Operand from stack, immediate . Value(s) Returned 1 
Argument(s) 1: Opeode 110 

I dtp-fixnum (Note that the 

implicit. argument self must be an 

instance data type and the mapping 

table must be a one-dimensional array.) 

Immediate Argument Type Unsigned 

Description 

Pushes the instance variable indexed by I on the stack. See the section 
"Mapped Accesses to Self," page 201. 


Exception None 


Memory Reference Header-read (to header of mapping table), data-read 
(to. mapping table), data-read 


Register Effects TOS: Valid after 
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pop-instance-variable J. . ; Instruction. 


- Format Operand from stack, immediate © Value(s) Returned 0 


Argumeni(s) 2: Opcode 320 
- argl any Lisp data: type 

I dtp-fixnum 

(Note that the implicit argument 

self must be an instance data type 

and the mapping table must be a 

one-dimensional array.) 


Immediate Argument Type Unsigned 

Description 

Pops argl off of the top of stack and stores it into the instance variable. 
See the section “Mapped Accesses to Self," page 201. Note that only 38 
bits are stored: the cdr-code bits of memory are unchanged. 


Exception .None 


_ Memory Reference Hoadenread (to header of mapping table), data-read 
(to mapping table), data-write 


Register Effects TOS: Invalid after 
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movem-instance-variable [ Instruction 


Format Operand from stack, immediate Valwe(s) Returned 1 


Argument(s) 2:  Opeode 321 
. argl any Lisp data type 

I dtp-fixnum 

(Note that the implicit argument 

self must be an instance data type 

and the mapping table must.be a 

one-dimensional array.) 


Immediate Argument Type Unsigned 


Description 

Stores argi, the contents of the top of stack, into the instance variable 
indexed by the immediate argument J. Does not pop the stack. See the 
section "Mapped Accesses to Self," page 201. Note that only 38 bits are 
stored: the ecdr-code bits of memory are unchanged. 


Exception None 


Memory Reference Header-read (to header of mapping table), data-read 
(to mapping table), data-write 


Register Effects TOS: Valid after 
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push-address-instance-variable I * Instruction 


‘Format Operand from stack, immediate  Value(s) Returned 1 


Argument(s) 1: '- Opeode 111 
I dtp-fixnum 

(Note that the implicit argument 

self must be an instance data type 

and the mapping table must be a 
- one-dimensional array.) 


Immediate Argument Type Unsigned 


Description 
Pushes the address of the instance variable indexed by J on the stack. See 
the section "Mapped Accesses to Self," page 201. 


Exception None 


Memory Reference Header-read (to header 
of mapping table), data-read (to mapping table) 


Register Effects TOS: Valid after 


3.2.12.2 Unmapped Accesses to Self 


The next four instructions are called within methods or defun-in-flavor. Each of 
these instructions is an access to self, unmapped. 


With the instance in FPS, such an instruction uses the operand-from-stack 
immediate-mode argument J as the offset to an instance variable. These 
instructions do not check whether the offset is within bounds. 
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push-instance-variable-ordered  I_ Instruction 


1 


Format Operand from stack, immediate Value(s) Returned 1 
Argument(s) 1: Opcode 322 

I dtp-fixnum Must not be 0. 

(Note that the implicit argument 

self must be an instance data type.) 


Immediate Argument Type Unsigned 

Description 

Pushes the variable. indexed by J on the stack. See. the.section "Unmapped 
Accesses to Self," page 205. 

Exception None . 


Memory Reference Data-read 


Register Effects TOS: Valid after 
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-pop-instance-variable-ordered I. Instruction. 


. Format Operand from stack, immediate  Value(s) Returned 0 


Argument(s) 2: Opcode 322 
argl any Lisp data type 

I arg2 dtp-fixnum, must not be 0 

(Note that the implicit argument 

self must be an instance data type.) 


Immediate Argument Type Unsigned 
Description 
Pops argl off the top of stack and stores it into the instance. variable 

' indexed by J. Note that only 38 bits are stored: the edr-code bits of memory 
are unchanged. See the section "Unmapped Accesses to: Self," page 205. 
Exception None 
Memory Reference Data-write 


Register Effects TOS: Invalid after 
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movem-instance-variable-ordered J Instruction 


Format Operand from stack, immediate Value(s) Returned 1 
Argumeni(s) 2: Opcode 323 — 
argl any Lisp data type 


arg2 dtp-fixnum Must not be 0. 
(Note that the implicit argument self must be an instance data type.) 


Immediate Argument Type Unsigned 

Description : 

Stores argi, the contents of the top of stack, into the instance variable 
indexed by I. Does not pop the stack. Note that only 38 bits are stored: the 
cdr-code bits of memory are-unchanged. See the section "Unmapped 
Accesses to Self," page 205, 

Exception None 


Memory Reference Data-write 


Register Effects TOS: Valid after 
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push-address-instance-variable-ordered I _ Instruction — 


Format Operand from stack, immediate Value(s) Returned 1 


Argument(s) 1: Opcode 118 
I dtp-fixnum, ‘must not be 0 ; 
(Note that the implicit argument . 

self must be an instance data type.) 


Immediate Argument Type Unsigned 

Description - 

Pushes the address of the instance variable indexed by J on the stack. See 
the section "Unmapped Accesses to Self," page 205. 


Exception None 
Memory Reference None 


Register Effects TOS: Valid after 


3.2.12.3 Accesses to Arbitrary Instances 


As a side effect of the bounds checking, each of these instructions makes a 
structure-offset reference to the header of the instance and, if the instance has 
been forwarded, uses the forwarded address as the base to which arg2 is added. 
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%instance-ref Instruction 


Format Operand from stack - Value(s) Returned 1 
Argument(s) 2: — - Opcode 324 


argl dtp-instance, dtp-list-instance, 
dtp-array-instance, or dtp-string-instance 
arg2 dtp-fixnum 


Immediate Argument Type Unsigned 
Description 
Pushes on the stack the instance variable of instance arg at the offset 
_ specified by arg2. Takes an error pre-trap if arg2 is greater than or equal 
to the size field of the flavor, using unsigned comparison. See the section | 
-"Accesses to Arbitrary Instances," page 209. 


Exception None 


Memory Reference Header-read, data-read (to flavor descriptor), 
data-read (to instance-variable slot) 


Register Effects TOS: Valid before, valid after 
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%instance-set Instruction 
Format. Operand from stack Value(s) Returned 0- 
Argument(s) 3: Opcode 325 


argl any Lisp data type; 

-arg2 dtp-instance, dtp-list-instance, 
dtp-array-instance, or dtp-string-instance; 
arg3 dtp-fixnum 


Immediate Argument Type Unsigned 
oes ne 


manips Pe oi 
Description : ae 


“a 
Pops argi off of the stack and stores it into the instance variable-of——~ is eS Caan 


: ey / Wo en ‘ 
arg? is greater than or equal to the size field of the flavor, using unsigned SAN See: | 


comparison. See the section "Accesses to Arbitrary Instances,” page 209. 
Exception None 
Memory Reference Header-read, data-read, data-write 


Register Effects TOS: Valid before, invalid after 
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%instance-loc ; Instruction 
Format Operand from stack _ Value(s) Returned 1 
_ Argument(s) 2: - Opcode 826 


arg! dtp-instanee, dtp-list-instance, 
dtp-array-instance, or dtp-string-instance; 

- arg2 dtp-fixmum 
Immediate Argument Type Unsigned 
Description 
Pushes on the stack the address of the instance variable of instance argl at 
the offset specified by arg2. Takes an error pre-trap if arg2 is greater than 
or equal to the size field of the flavor, using unsigned comparison. See the 
section "Accesses to Arbitrary Instances," page 209. 


Exception None 
Memory Reference Header-read, data-read 


Register Effects TOS: Valid before, valid after 
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3.2.13 Subprimitive Instructions 


- %ephemeralp, %unsigned-lessp, %unsigned-lessp-no-pop, *allocate-list-block, 
%allocate-structure-block, %pointer-plus, %pointer-difference, : 
Zpointer-increment, %read-internal-register, %write-internal-register, no-op, 

- Ycoprocessor-read, %coprocessor-write, %memory-read, 
JYmemory-read-address, %memory-write, %tag, Yset-tag, store-conditional, 
%p-store-contents, %set-cdr-code-n (two instructions), %merge-cdr-no-pop, 
%generic-dispatch, %message-dispatch, %jump, %check-preempt-request; Zhali 


%ephemeralp Instruction 
Format Operand from stack Value(s) Returned 1 
Argument(s) 1: Opcode 7 


arg any data type 

Immediate Argument Type Signed 

Description 

Pushes t on the stack if the data type of the argument is a pointer data 
_type and the address lies in ephemeral space (bits <31:27> are 0); otherwise 
pushes nil on the stack. - 

‘Exception None 


Memory Reference None 


Register Effects TOS: Valid after 
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%unsigned-lessp Instruction 


%unsigned-lessp-no-pop 


Format Operand from stack Value(s) Returned 1 (2 for no-pop) 


Argument(s) .2: Opcode 331 (835 for no-pop) 
arg] dtp-fixnum 

arg2 dtp-fixnum 

immediate Argument Type Unsigned 

Description 

Tests if, as 32-bit unsigned numbers, argl < arg2, and pushes t or nil on 
the stack according to the result. The no-pop version of this instruction 
leaves the first argument on the stack. 


Exception None 
Memory Reference None 


Register Effects TOS: Valid before, valid after 
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%allocate-list-block . | Instruction 
Format Operand from stack '  YValue(s) Returned .1 
Argument(s) 2: Opcode 311 
argl any type 


arg2 dtp-fixnum 
Immediate Argument Type Unsigned 


Description 
Using three internal registers, named list-cache-area, eee cache tener a and 
list-cache-address, this instruction: 


1. Takes an instruction exception (post trap) unless (eq argi list-cache- 
area), 


2. Computes list-cache-length minus arg2. Takes an instruction 
exception if the result is negative. Stores. the result into list-cache- 
length uniess an exception is taken. : 


3. Pops the arguments and pushes the lst-cache-address. Writes the 
list-cache-address into BAR-1 (Block-Address-Register-1). Sets the 
control-register trap-mode field to (max 1 current-trap-mode) so that 
there can be no interrupts until storage is initialized. 


4, Stores (list-cache-address + arg2) into list-cache-address (arg2 must be 
latched since the third step may overwrite its original location in the 
stack). 
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Example: 
(defun cons (car cdr) 
(Zset-cdr-code-normal car) 
(Zset-cdr-code-nil cdr) 
(Zmake~pointer dtp-list 
(progi (Zallocate-list-block default-cons-area 2) 
(Z4b1ock-1-write car) 
(4block-1-write cdr)})) 
Exceptions 


Conditions: argi1 is not eq to list-cache-area. 
arg2 is greater than list-cache-length. 
See the section "Revision 0 %Allocate-list-block," page 298. 


Arguments: argl, arg2 
Values: 1 
Note: Trap handler must insure that control-register.trap-mode 
will be at least 1 after it returns. 
Memory Reference None 


Register Effects TOS: Valid before, valid after 
BAR-1 is modified 
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%allocate-structure-block : . Instruction 


Format Operand from stack coe Value(s) Returned 1 
Immediate Argument Type Unsigned 


Argument(s) 2: Opcode 315 
argl any type - 
arg2 dtp-fixnum 


Description 
Using three internal registers, named structure-cache-area, 
structure-cache-length, and structure-cache-address, this instruction: 


1. Takes an instruction exception unless (eq argi structure-cache-area). 


2. Computes structure-cache-length minus arg2. Takes an instruction 
exception if the result is negative. Stores the result into structure- 
cache-length unless an exception is taken. 


3. Pops the arguments and pushes. the structure-cache-address. Writes 
_the structure-cache-address into BAR-1 (Block-Address-Register-1). Sets 
the control-register trap-mode field to (max 1 current-trap-mode) so 
that there can be no interrupts until storage is initialized. 


4, Stores (structure-cache-address + arg2) into structure-cache-address 
(arg2 must be latched since the third step may overwrite its original 
location in the stack). 


Exception 
Conditions: arg1 is not eq to structure-cache-area. 
arg2 is greater than structure-cache-length. 
See section “Revision 0 %Allocate-structure-block," page 298. 


Arguments: argl, arg2 

Values: 1 

Note: Trap handler must insure that control-register.trap-mode 
will be at least 1 after it returns. 
Memory Reference None 


Register Effects TOS: Valid before, valid after 
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- %pointer-plus | Instruction 
Format Operand from stack . Value(s) Returned 1 
Argument(s) 2: Opcode 230 


argl can be any data type, 

but dtp-locative is expected; 

arg2 any data type, but 

dtp-fixnum expected 

Immediate Argument Type Signed 

Description | 

Pushes the result of adding arg2 to the pointer field of argi. The data type 
of the result is the type of argi. 


Exception None 
Memory Reference None 


Register Effects TOS: Valid before, valid after 
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- Ypointer-difference | - Instruction « — 
Format Operand from stack . Value(s) Returned 1 
Argument(s) 2: _ Opcode 231 


argl any data type, but a 

pointer type is expected; 

-arg2 any data type, but a 

pointer type is expected 

Immediate Argument Type Signed 

Description . 
Pushes the result of subtracting the pointer field of arg2 from the pointer 
field of argi. The data type of the result is dtp-fixnum. 

Exception None 


Memory Reference None 


Register Effects TOS: Valid before, valid after 
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%pointer-increment Instruction 


Format Operand from stack, Value(s) Returned 0 
_ address-operand mode (immediate and 
sp-pop addressing modes illegal) 


Argument(s) 1: Opcode 145 
arg any data type 


immediate Argument Type Not applicable 

‘Description 

Adds 1 to the pointer field of arg and stores the result back into the 
operand. The data-type and cdr-code fields of the operand are not changed. 
Exception None 


Memory Reference None 


Register Effects TOS: Unchanged 


%read-internal-register I . Instruction 
Format 10-bit immediate Value(s) Returned 1 
Argument(s) 1: Opcode 154 


I 10-bit immediate 

Immediate Argument Type Unsigned 

Description 

Pushes the contents of the internal register specified by arg on top of the 
stack, with the cdr code set to edr-next. See the section “Internal 
Registers," page 75. 

Exception None 


Memory Reference None 


Register Effects TOS: Valid after 
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Y%write-internal-register I . ; . - Instruction 
Format 10-bit immediate - Value(s) Returned 0 
Argument(s) 2: Opcode 155 


argl any data type 
I 10-bit immediate 


Immediate Argument Type Unsigned 


Description 


. Pops argl off the top of the stack and writes it into the internal register 


. no-op 


specified by J. See the section "Internal Registers,” page 75. 


Exception None 


Memory Reference None 


Register Effects TOS: Invalid after 


Instruction 


Format Operand from stack Value(s) Returned 0 
Argument(s) 0 Opcode 56 
Immediate Argument Type Not applicable — 


Description 
Does nothing. Used when the implementation requires a delay. 


Exception None 
Memory Reference None 


Register Effects TOS: Unchanged 
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% coprocessor-read I Instruction 
Format 10-bit immediate Value(s) Returned 1 
Argumeni(s) 1: Opcode 156 
I dtp-fixmnum 
Description 


Reads the coprocessor register specified by the immediate field J and 
pushes the result on the stack, with the cdr code set to edr-next. 


Exception None 
Memory Reference None 


_ Register Effects TOS: Valid after 


Yocoprocessor-write I 7 . Instruction 
Format 10-bit immediate Value(s) Returned 0° © 
Argumeni(s) 2: Opcode 157 


argl any data type 
I 10-bit immediate 


Description 
. Writes argl into the coprocessor register specified by the immediate field f. 


Exception None 
Memory Reference None 


Register Effects TOS: Invalid after 
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Ymemory-read I ae - Instruction 
- Format 10-bit immediate . Value(s) Returned 1 
Arguments) 2: ; ' Opcode 116 


argl any Lisp data type 
I 10-bit immediate (mask) 


Immediate Argument Type Not applicable 


Description 
Reads the memory location addressed by argI and pushes its contents on 
the stack in:accordance with the operation specifiers in the immediate, J: 


cycle-type <9:6> (4 bits) Select one of the 12 memory-cycle types 


fixnum-only <5> (1 bit) If set, the «instruction will trap if the memory data 
type is not dtp-fixnum. 


set-cdr-next <4> (1 bit) If set, the cdr code of the result is 0; otherwise,.the 
cdr code of the result is the cdr code of memory. 


See the section "Types of Memory References," page 85. 
Exception None 
‘Memory Reference Controlled by the immediate field. 


Register Effects TOS: Valid after 
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%memory-read-address I ; Instruction 
Format 10-bit immediate - Value(s) Returned 1 
Argument(s) 2: . Opcode 117 


argl any Lisp data type 
I. 10-bit immediate (mask) 


Immediate Argument Type Not. applicable 


Description 

Reads the memory location addressed by argi, according to the specified 
cycle type, and returns the updated argument (the address field is changed 
to be the final address the access arrives at, while the data-type field 
remains the same) in accordance with the operation specifiers in the 
immediate, J: 


cycle-type <9:6> (4 bits)Select one of the 12.memory-cycle types See the 
section "Memory References." 


fixnum-only <5> (1 bit) If set, the instruction will trap if the memory data 
type is not dtp-fixnum. 


set-cdr-next <4> (i bit) If set, the edr code of the result is 0; otherwise, the 
cdr code of the result is the cdr code of memory. 


Exception None 
Memory Reference Controlled by the immediate field. 


Register Effects TOS: Valid after 
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Stag pet Instruction 


Format Operand from stack + Walue(s) Returned 1 


Argument(s) 1: ' Opcode 12 
arg any data type ° 


Immediate Argument Type Signed 


Description 
Returns the tag of arg as a fixnum. 


Exception None 
Memory Reference None 


Register Effects TOS: Valid after 


%set-tag Instruction 
Format Operand from stack Value(s) Returned 1 
Argument(s) 2: Opcode 327 


argi any data type 
arg2 dtp-fixnum 


Immediate Argument Type Unsigned 

Description 

Sets the 8 tag bits of arg1 to be the bottom eight bits of arg2, This is 
%make-pointer, with the arguments reversed so that immediates can be 
used, 

Exception None 


Memory Reference None 


Register Effects TOS: Valid before, valid after 
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store-conditional . : Ss Instruetion 


Format Operand from stack Value(s) Returned 1 
Immediate Argument Type Signed 


Argument(s) 3: Opcode 233 
argi dtp-locative 

arg2 any type 

args any type 


Description : 

If the content of the location specified by argI is eq to arg2, then stores 
arg3 into that location and returns t; otherwise, leaves the location 
unchanged and returns nil. Note that store-conditional does not write to 
memory when it returns nil. The cdr code of the specified location is not 
changed. Other processes (and other hardware processors, to the extent 
made possible by the system architecture) are prevented from modifying the 
location between the read and the write. 


Exception None 


Memory Reference Data-read, followed by raw-write (using the 
possibly followed pointer) with interlock 


Register Effects TOS: Valid before, invalid after 
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%p-store-contents | _ Instruction — 
Format Operand from. stack Value(s) Returned 0 
Argument(s) 2:  Opcode 235 


argl any data type 
arg2 any data type 


Immediate Argument Type Signed 

Description : 

Stores arg2 into memory location addressed by argl, preserving the cdr 
code but not following invisible pointers. 


Exception None 
Memory Reference Raw-read followed by raw-write 


Register Effects TOS: Valid before, invalid after . 
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. SYmemory-write : : Instruction 
Format Operand-from-stack Value(s) Returned 0 
Argument(s) 2: Opcode 234 


argl any data type 
_ arg2 any data type 


Immediate Argument Type Signed 


Description 

Stores arg2 into the memory location addressed by argi, storing all 40 bits 
including the cdr code, and not following invisible pointers. This replaces 
the 3600’s %p-store-cdr-and-contents and %p-store-tag-and-pointer 
instructions. The second argument is typically constructed with the 
%set-tag instruction; in the I-Machine it is legal to have invisible pointers 
and special markers in the stack temporarily for this purpose. 


Exception None 
Memory Reference Raw-write 


Register Effects TOS: Valid before, invalid after 
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%set-cdr-code-n _ . Instruction 


Format Operand from stack, Value(s) Returned 0 
address-operand mode (immediate and 
sp-pop addressing modes illegal) 


Argument(s) 1: Opcodes 146 (n=1), 147 (n=2) 


arg any data type 

Description ; 

N, which is part of the opcode, is either 1 or 2. Sets the cdr code field of 
arg to N. 


Exception. None 
Memory Reference None 


Register Effects TOS: Unchanged 
Y%merge-cdr-no-pop Instruction 


Format Operand from stack, Value(s) Returned 1 
address-operand mode (immediate and 

sp-pop addressing modes illegal) 

Argument(s) 2: Opeode 342 

argl any data type : 

arg2 (address operand) any data type 

Description 

Sets the edr-code field of arg? to the cdr-code field of argi. arg is not 
popped off the stack. 

Exception None 

Memory Reference None 


Register Effects tO: Valid before, valid after 
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%generic-dispatch | Instruction. 
Format Operand from stack — Value(s) Returned 0 
Argument(s) 0 Opcode 52 


Immediate Argument Type Not applicable 


Description. 

This is used in calling a generic function. The details of its operation are 
completely described in the function-calling chapter. In brief, it performs 
the following operations: 


Makes sure that the number of spread arguments is at least 2, doing a 
pull-lexpr-args operation if necessary. 


Gets the address of the interesting part of the flavor, which specifies the 
size and address of the handler hash table. Checks whether the data type 
of FP{3 is one of the instance data types and performs the appropriate 
operations in any case. See the section "Calling a Generic Function,” page 
277. ¥Fetches.two words from the flavor and performs a handler hash table 
search using the (usually) generic function in FP|2 as the key. Takes an 
error trap if the method found is not abe-eest pe or dtp-odd-pe. 

Continues execution at the PC. 


Exception None 
Memory Reference Several data-reads 


Register Effects TOS: Invalid after 
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%message-dispatch _ . . Instruction 
Format. Operand from stack - Value(s) Returned 0 


Argument(s) 0 Opcode 58 
Immediate Argument Type Not applicable 


_ Description 
This is used in sending a message. The details of its operation are 
completely described in the function-calling chapter. See the section 
"Sending a Message," page 278. In brief, it performs the following 
operations: 


Makes. sure that the number of spread arguments is at. least 2..Performs a 
pull-lexpr-args operation if necessary. 


Gets the address of the interesting part of the flavor, which specifies the 
size and address of the handler hash table. Checks whether the data type 
of FP/2 is one of the instance data types and performs the appropriate 
operations in any case. 


Fetches two words from the flavor and performs a handler hash table 
search using the message in FP[8 as the key. Takes an error trap if the 
method found is not.dtp-even-pe or dtp-odd-pc. Puts the instance (from 
FP/2) in FP|8 and the parameter in FP|2, then continues execution at the 
fetched PC. , 

Exception None 

Memory Reference Several data-reads 


Register Effects TOS: Invalid after 
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%jump — Instruction 


Format Operand from stack Value(s) Returned 0 


Argument(s). 1: Opcode 11 
arg dtp-even-pe or dtp-odd-pe 


Immediate Argument Type Signed 

Description 

Causes the processor to start executing macroinstructions at the specified 
PC. This instruction checks that the data type of arg is dtp-even-pc or 
dtp-odd-pe and jumps to the address. In addition, if bit 39 of arg is 1, this 
instruction stores bit 38 of that word into control-register.cleanup-in- 
progress. If bit 39 is 0, it leaves the Control register alone. An unwind- 
protect cleanup handler terminates with a %jump instruction. 

Exception None 

Memory Reference None 


Register Effects TOS: Valid after 
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%check-preempt-request - . Instruction 
Format Operand from stack Value(s) Returned 0 


Argument(s) 0 Opcode 54 

Immediate Argument Type Not. applicable 

Description . 

Performs a check-preempt-request operation, that: is, sets the preempt- 
pending flag if the preempt-request flag is set. This causes a trap at the 
end of the current instruction if the processor is in emulator mode, or 
when control returns to emulator mode if the processor is in extra-stack 
mode. See the section "Preemption," page 291. 

Exception None 

Memory Reference None 

Register Effects TOS: Unchanged 


Shalt Instruction. 


Format Operand from stack Value(s) Returned 0 
Argument(s) 0 Opcode 377 
Immediate. Argument Type Not.applicable 


Description 
Always takes an exception. 


Exception Always 
Memory Reference None 


Register Effects TOS: Unchanged 


L Machine: 438 instructions I Machine: 218 instructions 
‘ 15 list-function 16 list-function 
8 symbol 
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25 predicate 24 predicate 
57 numeric 29 numeric 
24 data-movement . 1@ data-movement 

7 field-extraction 8 field~extraction 
33 array-operation 1@ array-operation 
15 branch-and-1oop 19 branch-and-1 oop 

6 miscellaneous special-purpose 
75 function-call ing 12 function-calling (+8 dtps) 
18 binding and function-entry 4 binding : 

7 catch . 2 catch 
27 lexical-variable-accessing 24 lexical-variable-accessing 
11 instance-variable-accessing 11 instance-variable-accessing 
34 subprimitive - 27 subprimitive 
36 hardware subprimitive 

8 graphics 
26 Prolog 


Note: instructions that are listed as being the same in both 
architectures are those that have identical names. This does not 
necessarily imply that those instructions perform exactly the same 
operations. 


List-Function Operations 

Instructions common to I and L/G: 

car, cdr, rplaca, rplacd, member, assoc 

Similar instructions: 

L/G: getf-internal I:-rgetf 
set-cdr-local set-to-cdr 

Only on LZ: cons, neons, get, memg, assq, 

- Jast, length-internal 

Only on I: set-to-car, set-to-cdr-push-car 


Symbol Operations 

Only on Z: all 8 symbol instructions -- 

set, symeval, fsymeval, get-pname, value-cell-location, 
function-cell-location, property-cell-location, 
package-cell-location 


Predicate Instructions 
Instructions common. to I and L/G: eq, eq], equal-number, greaterp, lessp, 


endp, plusp, minusp, zerop, Zephemeraip 


Similar instructions: 


L/G: not, atom, fixp, numberp, ae 
symbolp, single-flioat-p, array-p,> 
cl-listp, double-float-p, floatp | 
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type-member-n 


Only on. £: char-equal, char=, boundp, fboundp, Jocation-boundp , 


Only on I: logtest, Zunsigned-lessp 


Numeric Operations 
Instructions common to I and L/G: 


unary-minus, %32-bit-plus, %232-bit-difference, Zadd-bignum-step, 
Zsub-bignum-step,; Zmultiply-bignum-step, Zdivide-bignum-step, 


“Z1\shc-bignum-step, Zmultiply-double 
Similar instructions: 
L/G: add-stack, add-local, add-immed I: 
- sub-stack, sub-local, sub-immed 
increment-—local 

decrement-local 

multiply-stack, multiply-immed 
quotient-stack 

ceil ing-stack 

floor-stack 

truncate-stack 

round-stack 

remainder-stack 
rational-quotient-stack 

logand-stack 

logior~stack 

Jogxor-stack 

ash-stack 

rot-stack 

ish-stack 


add 

sub 
increment 
decrement 
multiply 
quotient 
ceiling 
floor 
truncate 
round 
remainder 
rational-quotient 
logand 
Togior 
logxor 
ash 

rot 

Ish 


- Only on L: mod-stack, Znumeric-dispatch-index, 
aconvert-single-to-double, Zconvert-double-to-single, 
Zconvert~double-to-fixnum, Zconvert-fixnum-to-double, 
aconvert-single-to-fixnum, float, Zdouble-floating-compare, 
“Zdouble-floating-add, Zdouble-floating-subtract, 
Zdouble-floating-multiply, Zdouble-floating-divide, 
Zdouble-floating-abs, Zdouble-floating-minus, Z%double-floating-scale, 
. set-float-operating-mode, float-operation-status, 


set-float-operation-status 


Only on J: max, min 
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Data-Movement. Instructions 
Instructions common to I and. L/G: 
push-n-nils 


Similar instructions: 


L7G: push-local, push-immed I: push 
pop-local ; pop 
movem-local movem 
push-address-local push-address 


Only on ZL: push-indirect, push-constant, push-nil, push-2-nils, 
push-t, push-character, push-from-beyond-multiple, push-car-local, 
push-cdr-local, pop-indirect, pop-n, pop-n-save-1, pop-n-save-m, 
pop-n-save-multiple, pop-multiple-save-n, pop-multiple-save-multiple, 
movem-indirect, fixup-—tos 


Only on I: set-sp-to-address, set-sp-to-address-save-tos, 
push-address-sp-relative, stack-blt, stack-bit-address 


Field-Extraction Instructions 
instructions common to I and L/G: 
Similar instructions: 


L/G: ldb-immed 1: ldb 

dpb- immed dpb 
char-1db-immed char-idb 
Zp~ 1 db- immed Zp-idb 
Zp—dpb- immed Zp-1db 
Zp-tag-1db- immed Zp-tag-1ldb 
#p-tag-dpb-immed Zp-tag-dpb 
Only on L: 


Only on I char-dpb 


Array Operations . 
Instructions common to I and L/G: setup-id-array, setup-force-id-array, 
array-leader,. store-array-leader 


Simular instructions: 
L/G: ar=1, ar-t-immed, ar-1-Tocal I: aref-1 


as~-1, as-i-immed, as~i-local aset-1 
ap-1 : aloc~i 
fast-aref ; fast-aref-1 


fast-aset . fast-aset-1 
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ap-leader _.. aloc-leader 


Only on L: ar-2, as-2, ap-2, setup-1d-array-sequential , 

. setup-force-1d-array-sequential , array-register-event, 
array-leader-immed, store-array-leader-immed, Zid-aref, Zid-aset, 
Z1d-aloc, array-length, array-active-length, ftn-ar-1, ftn-as-1, 
ftn-ap-1,. ftn~load-array-register ,. ftn-double-ar-1, ftn-double-ar-1 


Branch Instructions 
Instructions common to I and L/G: branch 


Similar instructions: 


L/G: branch-true I: branch-true-no-pop 
‘pranch~false branch-false-no-pop 

. branch-true-else-pop branch-true-and-no-pop 
branch-false-else-pop branch-false-and-no-pop 
branch-true-and-pop branch-true-else-no-pop 


branch-false-and-pop branch-false-else-no-pop 


Only on L: branch-eq, branch-not-eq, branch-atom, branch-not-atom, 
branch-endp, branch-not-endp, long-branch, long-branch-immed 


Only on I: branch-true, branch-false, 
branch-true-and-extra-pop, branch-false-and-extra-pop, 
branch-true-else-extra-pop, branch-false-else-extra-pop, 
branch-true-extra-pop, branch-false-extra-pop, 
(branch-true-no-pop-extra-pop, branch-false-no-pop-extra-pop) , 
loop-decrement-tos, loop-increment-tos-1]ess-than 


Miscellaneous: Special-Purpose Instructions 
Similar instructions: 
L/G: error-if-true I: branch-true (8 offset) 
error-if-false ‘branch-fatse (@ offset) 
Only on L: al) 6 special-purpose. instructions -- 
push-microcode-escape-constant, 
funcal}-microcode-escape-constant, instruction, 
Zfuncal ]~in-auxiliary-stack-buffer 


Funcetion-Calling Instructions 
Instructions common to I and L/G: return-multiple, take-values 


Similar instructions: 
L/G: return-stack/return-ni1 I: return-single 
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Only on L: cal}-{6/1/2/3}-{ignore/stack/return/multipie}, 
call-n-{ignore/stack/return/mul tiple}, 
funcall-n~{ignore/stack/return/multiple}, 
funcal1~ni-{ignore/stack/return/multiple}, 
lexpr-funcal1-{ignore/stack/return/multiple}, 
Texpr-funcal}-n-{ignore/stack/return/multiple}, return-n, popj, popj-n, 
popj-multiple, restart-trapped-call, un-lexpr-funcall, stack~dump, 
stack-load, Zassure-pdl-room 


Only on I: dtp-call-compiled-even, dtp-cal]-compiled-odd, 
dtp-call-indirect, dtp-call~-generic, dtp-cal1l-compiled-even-prefetch, 
dtp-call-compiled-odd-prefetch, dtp-call-indirect-prefetch, 
dtp-call-generic-prefetch, start-call, finish-call-n, 
finish-call-apply-n, finish-call-tos, locate-locais, 

return-kludge 


Binding and Function-Entry Instructions 
instructions common to I and L/G: unbind-n, Zrestore-binding-stack, 
take-values 


Similar instructions: 
L/G: Zrestore-binding~-stack-lTevel I: Zrestore-binding-stack 
bind-Tocative bind-jocative-to-vatue 


Only on E: bind-specvar, %save-binding-stack-level, 
optional~arg-supplied-p, append-multiple-groups, take-arg, require-args, 
take-keyword-argument, take-n-args, take-n-args-rest, take-rest-arg, 
take-n-optional-args, take-n-optional~args-rest, 
take-m-regquired-n-optional~args, take-m-required-n-optional—args-rest 


Only on I: bind-locative, entry-rest-accepted, 
entry-rest-not-accepted 


Catch Instructions 
Instructions common to I and L/G: none 


Similar instructions: 
L/G; catch-open-{ignore/stack/return/multiple}/ 

: unwind-protect-open I: catch-open 
catch-close, catch-close-multiple catch-close 


Lexical Variable Accessors 
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Instructions common to I and L/G: none 
Similar instructions: 


L/G: : ; I: 
fetch-freevar-n, fetch-freevar-{8/1/2/3/4/5/6/7} push-lexical-var-n 
Zpop-freevar-n, Zpop-freevar-{8/1/2/3/4/5/6/7} pop-lexical-var-n 


Zmovem-freevar-n, Zmovem~freevar-{8/1/2/3/4/5/6/7}. movem-lexical-var~-n 


Instance Variable Accessors 

Instructions common to I and L/G: al] 11 instructions -- 
push-instance-variable, pop-instance-variable, movem-instance-variable, 
push-address-instance-variable, push-instance-variable-ordered, 
pop-instance-variable-ordered, movem-instance-variable-ordered, 
push~address-instance-variable-ordered, Zinstance-ref, Zinstance-set, 
Zinstance-1oc 


Subprimitive Instructions ; 

Instructions common to I and L/G: Zallocate-list-block, 

Zal locate-structure-block, Zpointer-difference, store-conditional, 
Zp~-store~contents, Zhalt 


Similar instructions: 

L/G: Zset-cdr-code-1, Zset-cdr-code-2 I1:.%set-cdr-code-n 

popj jump 
Zcheck-preempt—pending Zcheck-preempt-request 


Only on L: Zframe-consing-done, Zallocate-1ist-transport-block, 
Zal }ocate-structure-transport~block, Zpointer, Zmake-pointer, 
zmake-pointer-immed, 2make-pointer-immed-offset, 
Zp-store-contents-increment-pointer, 
Zp-store-contents-pointer-decrement, Zp-store-tag-and-pointer, 
Zp-store-cdr-and-contents, Zp-contents-as-locative, 
Zp-contents-increment-pointer, Zp-contents-pointer-decrement, 
Zp-structure-offset, Zset-preempt-pending, Zdata-type, Zfixnum, Zflonum, 
Zstack-group-switch, follow-structure-forwarding, 
follow-cell-forwarding, 4block-store-cdr-and-contents, 
‘Zblock-store-tag-and-pointer, Zblock-search-eq-internal , 
Ztrap-on-instance | 


Only on £: Zunsigned-lessp, Zpointer-plus, Zpointer-increment, 
Zread~internal-register, Zwrite-internal-register, Zcoprocessor~read, 
%Zcoprocessor-write, Zmemory-read, Zmemory-read-address, Zmemory~write, 
Ztag, Zset-tag, Zmerge-cdr-no-pop, Zgeneric-dispatch, Zmessage-dispatch, 
no-op- 
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Hardware Subprimitives 
- Instructions common to I and L/G: Zephemeralp 


Only on L: 35 remaining hardware subprimitives -- %map-cache-write, 
Zphtc-read, Zphtc-write, Zphtc-setup, Zreference-tag-read, 
areference~tag-write, Zscan-reference-tags, Zgc-tag-read, Z%gc-tag-write, 
Zscan-gc-tags, Zgc-map-write, Zmeter-on, Zmeter-off, Zblock-gc-copy, 
Zblock-transport, Zscan-for-oldspace, Z~clear-caches, 
zphysical-address-cache, Z%scan-for~ephemeral-space, 
zciear-instruction-cache, %scan-for-ecc-error, Zi0-read-until-bit-test, - 
%io~-read-while-bit-test, Zio-read, Zio-write, — , ; 
aunsynchronized-device-read, Zmicrosecond-clock, Zblock-checksum-copy, 
%b1 ock=32-36-checksum-copy, %block-36-32~checksum—copy, Zaudio-start, 
Zfep-doorbell, Zdisk-start, Znet-wakeup, Ztape-wakeup 


Graphics Instructions 
Instructions common to I and L/G: none 


Only on L: all. the graphics instructions -- Zbitblt-short-row, 
Zbitb}t-long-row, Zbitb) t-long~row-backwards, Zbitb] t-decode-arrays, 
zdraw-line-loop, Zdraw-string-step, Zdraw-triangle-segment, 
Zbitbit-short, Zbitblt-tong, Zdraw-string-ioop, 
soft-matte-decode-arrays, soft-matte-internal 


Prolog Instructions 
Instructions common. to I and L/G: none 


Only on L: al} 26 Prolog instructions -- proceed, 
assure-prolog-frame-room, push-choice~pointer, cut, neck-cut, fail, 
fail-if-faise, fail-if-true, push-goal, execute-goal, execute-stack, 
dereference-tocal|, dereference-stack, globalize-var, 

global ize-var-for-neck-cut, push-var, push-void, push-list, push-listx, 
unify-nil, unify=-constant, unify-immediate, unify-local, unify-list, 
unify-list*, unify=-1 istx-1 
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4. Function Calling, Message Passing, Stack-Group 
Switching 


ffs 2s 248 2S 2 os os 2 2s 2 i fs oft af as as 8 2 ss fe ee 4 Hs fe 9 ae af fe 24 aE fs eke 3 2 of ota af OE 28 aE ft fs fe ae OB et a oe ae abe 3k obs he be 2 oe feo OF 21s She fe of a AE OK 2 9 ok 9 oe AE 


This file is. confidential, Don’t show it to anybody, don’t hand it out to people, 
don’t give it to customers, don’t hardcopy and leave it lying around, don’t talk 
about it on airplanes, don’t use it as sales material, don’t give it as background to 
TSSEs, don’t show it off as an example of our (erodable) technical lead, and don’t 
let our competition, potential competition, or even friends learn all about it. Yes, 
this means you. This notice is to be replaced by the real notice when someone 


. defines. what the real notice is. 
» ERA RE REE EEE REE ERE EER RE REEE EEE ERLE RENEE TRAE EE EERE EERE EERE EEE EL EEREL EHH HEE ET 


4.1 Stacks 


The architecture defines three stacks: 
_ * control stack, 
e binding stack, and 
e data stack. 


Each type of stack is described in the sections that follow. All the stacks grow in 
the direction of increasing memory addresses. A stack pointer addresses the top 
word on a stack. A stack limit is the address of the highest location that can be 
used. A stack base register addresses the lowest entry in the stack. 


4.1:1 Control Stack 


The control stack holds control information necessary on a per function invocation 
basis. It also holds the arguments and local and temporary variables of a 
function. 


41 -1.1 Control Stack Frames 


The environment of an executing function is stored in a frame on the control 
stack. A control stack frame consists of a two-word header, the arguments, and 
then the local variables and temporaries. Note that there are no separate copies 
of the arguments for caller and callee; in this respect the I Machine architecture 
is like the LM-2 and unlike the 3600. 
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See Figure 22. 


The first word in a control stack frame header contains a saved copy of the 
caller’s Continuation register. This is either the caller’s caller’s PC or the 
address of a function the caller is going to call later. The second word in a frame 
header contains a saved copy of the caller’s Control register. 


When a function returns, the saved values are restored into the Continuation and 
Control registers, At the same time, the caller’s PC is restored from the previous 
contents of the Continuation register... When a function is first. entered, the 
contents of the Continuation register normally points at the next instruction after 
a finish-call instruction, except in a trap handler, where it points either at the 
instruction that trapped or at the following instruction, depending on the type of 
trap. z 


- Note that the Continuation and Control registers stored in a frame header belong 
to the caller’s frame, not. to the frame where they are stored. The values for the 
current frame are kept in live (hardware) registers instead of the stack because 
special hardware uses them. 


The maximum size of a control stack frame is 


{(- stack-cache-size 
2  ;For trap-out stack frame 
2  ;For pushing the vector and PC 
3 ;Increment in PHT-SEARCH code 
2. ;Used in PHT-SEARCH code 
)) 


4.1.1.2 Base Registers 


There are three base registers that point to the current control stack frame. — 
These can be used to calculate instruction operand addresses. See the section 
"Macroinstruction Set.” 


The frame pointer (FP) points to the first word of the frame header. This 
register is used to locate the function’s arguments, which start at a fixed offset 
past FP, The local pointer (LP) points after the spread arguments. (Spread 
arguments are arguments that are not part of a &rest parameter.) It is used to 
locate local variables to the function. The stack pointer (SP) points to the highest 
word in the frame. SP is incremented or decremented as execution proceeds and 
pushes or pops the stack. These registers are discussed further in another 
section. See the section “Registers Important to Function Calling and Returning.“ 


See the section “Revision 0 Implementation Function-Calling Features.” 
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Control Stack Frame for Function with No &rest Arguments 


4 


Increasing addresses 


Stack Pointer —> 
[ : Temporaries | 
Current 
working 
area 
Control 
stack 
frame 
Local Pointer > rst Cefaultad argument 
Last supplied argument 
Nate that the focal pointer ipolied argume 
does not point to anything meaningful 
if there-ate no &rest arguments. Passed from 
previous 
function 
Frame header 
> 
Callers 
frame 





Figure 22. An I-machine control stack frame. 
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4.1.2 Binding Stack 


Binding is the temporary replacement of a memory cell’s contents. The Binding 
Stack saves the address and contents of memory cells that have been bound so the 
original contents can later be restored. Note that binding affects only the 
contents of a cell, not its edr code. 


Entries on the binding stack are two words long. The fields of an entry are as 
follows: 


Word Position Field Comments 
@ <39> -- Must be zero. 
@ <38> Binding-stack-chain-bit =i if the previous entry is 
for the same frame. 
@ <37:8> Binding-stack-cell . Locative to the memory cetl 
) ; that is bound. 
4 <39:38> -- <« Don’t care, (Stack-group 
i) switch may alter them.) 
1 <37:@>- Binding-stack~contents Saved contents af bound ceil. 


The binding-stack-cell field contains a dtp-locative pointer to the memory cell that 
is bound. This indicates which jocation has had its contents temporarily replaced. 
In the case of a dynamic closure, however, a new memory cell is created, and the 
old value cell is loaded with a dtp-external-vaiue-cell-pointer to this new cell. 
The new cell is referenced by. the closure. 


The binding-stack-contents field contains the contents of the bound cell. Bindings 
do not persist across stack groups, and must be undone when control is 
transferred to another group. Binding-stack-contents contains the “former” 
contents of the cell when the binding stack belongs te the currently executing 
stack group; otherwise it contains the "current" contents of the cell. See the 
section "Stack-Group Switching.” 


The binding-stack-chain-bit is 1 if the previous entry on the binding stack is 
associated with the same function invocation as this entry. This bit is set by the 
bind instruction, and groups entries on the binding stack into frames associated 
with a function. Binding stack frames are removed at function return time. 


The Binding Stack Pointer points to the top of the binding stack (word 1 of the 
topmost entry]) There is also a Binding Stack Limit register. 


Bindings are performed by the bind-locative or bind-locative-to-value instruction. 
A bind instruction checks the Control register binding cleanup bit. If this bit is 0, 
then this binding is the first associated with the current frame. The instruction 
will set the binding cleanup bit in the Control register, and set the chain bit for 
the entry on the binding stack to 0. If the cleanup bit is 1, then there are already 
bindings associated with the current frame. The instruction will set the chain bit 
for the entry to 1. 
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Note that an unbind instruction (unbind-n or %restore-binding-stack) will clear 
the Control register cleanup bit if it removes an entry from the binding stack with 
the chain bit 0. 


4.1.3- Data Stack 


The purpose of the data stack is to provide an allocation area for temporary data 
_whose lifetime is associated with a function’s lifetime. This allows less expensive 
allocation/deallocation than the general mechanism. 


This is implemented in software in the same manner as on the 3600. 


4.2 Registers Important to Function Calling and Returning 


The following processor registers are relevant to function calling and returning: © 


Program Counter (PC) 
Address of the current instruction. 
dtp-even-pe or dtp-odd-pc 

Frame Pointer (FP) 


Address of the current stack frame. 
dtp-locative 


Local Pointer (LP) —i. 
Address of the local-variable part of the current stack frame. 
dtp-locative 


Stack Pointer (SP) 
Address of the highest in-use word in the. stack. 
dtp-locative 


Continuation register (CONT) 
Address of the first instruction to be since after the next 
function call or return. 
dtp-even-pe or dtp-odd-pe 


Contro] register (CR) 
‘A bunch of bits and fields to be described below. 
dtp-fixnum 


The program counter contains the address of the current instruction. 


The frame pointer points to the first word of the control stack frame header. This 
register is used to locate the function’s arguments, which start at a fixed offset 
(2) past FP. It can also be used to locate the function’s locals if the function does 
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not accept a &rest argument. When a function-returns, the SP is set to FP-1 to 
remove the function’s frame. 


_ After a finish-call instruction, the local pointer points to the word after the ice 

arguments. Thus it points to the rest argument if there is one; otherwise it 
' points to the first local variable. When there are optional arguments and no rest 
_ argument, LP points at the first. optional argument not supplied by the caller, if 
there is one. 


LP is used to locate local variables of the functions. FP cannot always be used 
for this since in general the number of arguments the function accepts is variable. 
LP may be adjusted by the entry and locate-locals instructions. 


The stack pointer points to the highest word in the control stack. SP is 
incremented or decremented as execution proceeds and pushes or pops the stack. 


The Continuation register contains.the address of the instruction to be executed 
after the next finish-call or return instruction. Whether this is the return address 
in the caller, or the first instruction in a function about to be called, depends on - 
context. It is the address of the function to call between the start-call and finish- 
call instructions, and the return address in the caller between the finish-call and 
return. instructions. 


The Control register contains a fixnum with several packed fields: 


Position Size Name 

<31:38> 2 bits Trap-—mode 
<29> 4 bit Instruction-trace 
<28> - 1 bit Call-trace 
<27> 41 bit Trace-pending 
<26:24> 3 bits - Cleanup-bits 
<26> cleanup-catch 
<25> cleanup-bindings 
<24> trap-on-exit 
<23> 1 bit Cleanup-in-progress 
<22> 4 bit Call-started 

<21: 28> 2 bits Reserved 

<19:18> 2 bits - Value-disposition 
<17> ¢ bit Apply 

<16:9> 8 bits Frame-size-of-caller 
<8> 1 bit Extra-argument 
<7:8> 8 bits Arg-size 


Trap-mode controls the handling of exception traps. The four modes, explained 
elsewhere (See the section "Trap Modes."), are: 
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0  . Emulator 
1. Extra Stack 
2 High-Speed I/O 


3 FEP 


_ The trap-mode field is adjusted when a trap is taken. It is set to (max 1 current- 
trap-mode) by the %allocate-list-block or %allocate-structure-block instruction. 


Instruction-trace when 1 at the beginning of-an instruction, causes completion of 
the instruction to.set trace-pending and causes.a trap before the next instruction 
executes. If a post-trap occurs when instruction-trace is 1, trace-pending is set in 
the control register saved as part of taking the trap. This is not true of a pre- 
trap. Ifa return instruction restores a control register value with the instruction- 
trace bit set, the instruction returned to is executed before the- trap occurs. 


Cali-trace when 1, causes the finish-call instructions to set trace-pending, which 
causes a trap before the first instruction of the called function executes. If stack 
overflow occurs simultaneously, trace-pending is set in the saved control register 
in the frame header of the stack overflow trap handler’s frame. When the stack 
overflow handler returns, the trace trap occurs. -Call-trace does not affect the 
implicit finish-call performed when a trap occurs, because call-trace gets cleared 
first. See the section "Revision 0 Implementation Function-Calling Features." 


Trace-pending when 1, causes a trap to occur before the next instruction executes. 
Note that a sequence break can intervene before the trap actually goes off. There 
is only one trap vector location for trace-pending, regardless of the semantic 
‘significance of the trap to the software. See the section “Revision 0 
Implementation Function-Calling Features.” The interaction of trace-pending with 
the repeated returns caused. by Value-disposition Return is not architecturally 
defined. See the section "Trace Traps." 


Cleanup-bits specifies what actions need to be performed prior to removing the 
function’s frame from the control stack. The actions are normally performed by a 
return instruction. In the case of abnormal termination, these actions are 
performed by the throw function (which uses a. return instruction internally). All 
three bits are cleared by a finish-call instruction. The bits are: 


Cleanup-catch This bit indicates there are catch/unwind-protect blocks in the 
frame. The catch cleanup bit is set whenever a catch or 
- unwind-protect block is created. The bit is cleared when the 
outermost catch/unwind-protect block in a frame is destroyed. 
See the section "Catch Instructions." 


Cleanup-bindings This bit indicates there is a non-empty binding-stack frame 


247 


Symbolics, Inc. 


associated with this control-stack frame, in other words that this 
function has bound some special variables. This bit is set by 
the binding instructions (bind-locative and 
bind-locative-to-value) and can be cleared by. the unbinding 
instructions (unbind-n and %restore-binding-stack). See the 
section "Binding Instructions.” 


Trap-on-exit This bit causes a trap to software when the frame is exited. . 
Used for bottom frame in stack, debugger c-X E command, 
phantom stacks, metering, and so forth. The software can use 
the edr-code bits of the two header words in the frame, which 
are initially set to 11 by the hardware, to distinguish these 
cases. The trap-on-exit bit is set and cleared only by software, 
and only in eopies of the Control register saved in memory, not 
in the live register. 


For details: See the section "Frame Cleanup." 


Cleanup-in-progress is set by an unwind-protect cleanup handler in accordance with 
the contents of the catch-block-previous word in the catch block to indicate that 
execution is occurring inside of an unwind-protect handler. . 


Call-started is set by start-call instructions and cleared by the finish-call 
instructions. 


Reserved bits not allocated yet. 


Value-disposition specifies what the caller wants done with the result(s) produced 
by the function. It is set by the finish-call instructions. The interpretation of 
' value-disposition is: 


0 Effect The function has been called for effect. Discard any values the 
function may produce. 


1 Value Only a single value is desired by the caller. Push this on the 
control stack, discarding any extra values. 


2 Return The value(s) returned by the function are also the value(s) 
returned by the caller. Pass the value(s) along to this seas s 
caller. 


3 . Multiple The caller wants multiple values returned. . Push any number 
of values on the stack, followed by a fixnum specifying the 
number of values. 


The requested disposition is performed by a return instruction. Returned results 
are pushed onto the stack after the function’s frame has been removed from the 

stack. If a function terminates abnormally, it does not return a value so Value- 

. disposition is ignored. 
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Apply, if 1, indicates that ae eee reer has been supplied following the . 
spread arguments and is stored in LP|0. This bit is set by the finish-call . 
instructions, and is used to implement the Common Lisp apply function. ‘This can 


be reset by the entry. instruction doing a pull-apply-args operation. 


Frame-size-of-caller contains the size of the caller’s stack frame (callee’s FP minus 
caller’s FP). It is used by return instructions to locate the start of the caller’s 
frame when the function returns.. This field is set by the finish-call instructions. 


Extra-argument is set to 1 to indicate an extra argument has been supplied to the 
function by a start-call instruction. This happens when calling a lexical closure, a 
generic function, an instance, or any interpreted function or illegal data type. See 
the section "Starting a Function Call." This :bit is just used to transmit 
information from a start-call instruction to the corresponding finish-call instruction 
and then is no longer needed. It is cleared by a finish-call instruction. 


_Arg-size is the offset of LP from FP in the frame. It is used to restore the LP 
when the function resumes execution after calling another function. It is also 
used by the entry instruction to determine how many explicit arguments were 
supplied with the call. This field is set by the finish-call instructions (for the new 
frame). It is also adjusted by the locate-locals instruction. 


4.3 Function Calling 


A function call requires three different actions: specifying the function to call, 
pushing the arguments to the function, and finishing the call by building the new 
stack frame and entering the target function. The instructions. that accomplish 
these actions are described below. 


4.3.1 Starting a Function Call 


A function call is begun by executing one of the start-call types of instructions, 
whose single argument is the function to be called. These instructions create the 
header of the callee’s stack frame, possibly push an extra argument onto the stack, 
and set the continuation according to the type of function being called. 


The most general start-call instruction, start-call itself, takes its argument from 
the top of stack or from a local variable. Several full-word instructions are. also 
supplied; these contain an address that specifies the function and possibly its data 
type. In summary: 


start-call Takes a general stack operand. 


dtp-call-compiled-even and dtp-call-compiled-odd 
Address a compiled-function directly, specifying whether to start 
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with the even or odd halfword instruction in the addressed 
location. : 


dtp-call-indirect Addresses a function cell and fetches its contents. 


dtp-call-generic Addresses a generic function directly. 


Each full-word start-call type of instruction comes in prefetching and 
nonprefetching versions. Semantically these are identical, but the prefetching 
version is a hint to the hardware that a finish-call instruction appears soon 
enough after the start-call instruction that it would be worthwhile to prefetch the 
first few instructions of the called function rather than continuing to fetch ahead 
instructions from the calling function. The decision of when to use the 
prefetching version.is up to the compiler; it is probably appropriate when there 
are no nested function calls in the arguments and the number of instructions in 
the arguments is less than a certain constant (around half a dozen). Prefetching 
makes the ensuing finish-call operation run faster. The hardware does not 
necessarily actually prefetch when the prefetching version is executed; it depends 
on the particular instruction, on the data type of the function, and on how complex 
the hardware turns out to be. The prefetching versions of the indirect and 
generic calls are almost certainly not treated any differently from the normal 
versions by the hardware: they exist entirely for software reasons. 


The start-call instructions push the Continuation and Control registers (in that 
order) onto the control stack with their cdr codes both set to 3; they will become 
the header of the callee’s control stack frame. After the Control register is 
pushed, the control-register.call-started bit is set to 1. 


Depending on the data type of the function being called, a start-call instruction 
may push a third word which is called the "extra argument." Its cdr code is set 
to 0. All data types other than dtp-cumpiled-function receive an extra argument. 
In the case of instance or generic function, the word pushed on the stack is just a 
‘placeholder for the real extra argument the function will be called with, since this 
cannot be computed until the first argument is known.' If the-start-call 
instructions push an extra argument, they set the extra-argument bit in the 
Control register to 1; otherwise they clear the bit to 0. This information is saved 
for the finish-call instruction. The setting or clearing of this bit takes place after 
the Control register is saved on the stack. 


After Continuation and Control registers are saved, the Continuation register is 





‘This extra argument mechanism is necessary.because in general the data type of the function being called 
is not known until run time. Note that if a method is called directly, as from a.combined method, or if a lexically 
internal function is called directly, as from its parent, the extra argument is passed instead as a normal 
argument. Any given function always receives its arguments in the same format, and does not need to know 
whether the first argument was supplied normally by the caller or was an “extra” argument. 
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set to-a PC value pointing at the beginning of the function to be called (the 
argument of the start-call). Depending on the data type of the function, this 
continuation can be computed. from the function itself or can be fetched from one . 
of 64 trap-vector locations, indexed by the data-type of the function. ‘The ‘effect of 
the function’s data. type on a start-call is as follows: 


compiled-function There is no extra argument. The continuation is set to 


symbol 
instance 
generic 


lexical closure 


- anything else 


dtp-even-pe with the address of the function. . 
Fetch the contents of the symbol’s function cell and try again. 


Take an error trap if the function cell contains dtp-null. 


Push the instance as the extra argument. The continuation 
comes from the trap vector. 


Push the generic function as the extra argument. The 
continuation comes from the trap vector. 


Fetch the enclosed function and the environment from. memory. 
If the enclosed function is compiled, push the environment as 
the extra argument and set the continuation to dtp-even-pe and 
the function’s address, producing a call to the enclosed function 
with the environment as its extra argument.. If the- enclosed 
function is not compiled, then push the lexical closure as the 
extra. argument and take the continuation from the trap vector 
location for dtp-lexical-closure. 


Push the original function as the extra argument. Use the data 
type of the function as an index into the trap vector to fetch the 
appropriate interpreter function and set the continuation to that. 


After a start-call instruction the continuation is guaranteed to be a PC pointing. 
into a compiled function, assuming the trap-vector has been initialized correctly. 


For the instance and generic function cases, the real function (the method) and 
the real extra argument (the mapping table) cannot be computed until the value of 
the first argument is known, so these have to be deferred until a finish-call 
instruction is.executed and execution proceeds at the PC now in the Continuation 


Register. 


Note that after doing a start-call, a program does not know the exact depth of the 
stack, because it does not know whether an extra argument was pushed. The 
compiler avoids using SP-relative addressing to access variables deeper in the 
stack than the incipient frame header. 


' Figure 23 shows how the stack looks at this point. 
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Control Stack and Registers at the End of Start-Call 


Case.f data type of function being 
called is-dip-compiled-function 


= Siack Pointer _ > 


Control Re: gister. 
Cs EA 
=] =a 
Ntinvation Register 


S|} Callers Control register ; 


©-Cl  Caller's Continuation register 


_ PC of function to be called 7 i 
——— 


Increasing addresses ~ 





oO 


——~_ 


New Frame header 





Caller's frame 





Case il: data type of function being 
called is not dtp-compiled-function 










“Stack Pointy) 3 [nee] Extra Argument 
g —_ Seca SG | Caller's Control register 
Fal Callers Continuation register _ 





New Frame header 


Continuation Register" 






PC of tunstion to be called _ Caller’s frame 





Figure 23. The stack at the end of a start-call instruction 
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4.3.2 Pushing the Arguments 


After starting a function call, the caller computes the arguments and pushes them | 
onto the stack, in order. Results of instructions normally are. cdr-next,. to 

facilitate the linking of the arguments into a list to bé passed-to"an &rest 
argument. The resetting of the final edr code is performed by the entry 
instruction. . 


4.3.3 Finishing the Call 


After starting a function call and pushing the arguments, the caller executes a 
finish-call instruction. This instruction builds the new stack frame, checks for 
control stack overflow, and enters the callee at the appropriate starting 
instruction. 


_ Instructions at the beginning of the callee are in charge of checking the number 
of arguments and rearranging them to suit. its needs, or signalling an error if the 
wreng number of arguments were supplied.. Every compiled function should 
contain code to do this, but the linker (which places dtp-call-compiled-even or 
dtp-call-compiled-odd instructions into compiled callers) can optimize calls by 
bypassing those instructions and arene for the called function to be entered 
directly at the right place. 


' There are two finish-call instructions, finish-call-n, and finish-call-tos which differ 
only in how they obtain their argument. finish-call-n takes its argument as an 8- 
bit field. of a 10- ‘bit immediate, and finish-call-tos pops.its argument from the top 
of stack. 


The operand, called N-Args, indicates the number of arguments explicitly supplied 
with the call, including the apply argument, if present. It does not include the 
extra-argument, if any. The finish-call-n instructions include an extra bias of H 
in the immediate argument count, to simplify the hardware. This bias is not in the 
operand to the finish-call-tos instructions. 


There are a number of applications for calling a function with the number of 
arguments not known at compile time, where the arguments do not come from a 
list, including the %finish-function-call and multiple-value-call special forms and 
things built on them. These are handled by using the finish-call-tos instruction. 


Three additional bits supplied with the instruction, I<9:8> of the 10-bit immediate 
field and one bit of the opcode, are used as follows. 


‘Value-disposition A 2-bit field taken from the operand field that specifies. what to 
do with the result(s) produced by the function being called: 


0 Effect The function is being called for effect. 
Discard any values it may produce. 
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Apply 


Value | Only a single return value is desired. 
Discard any additional values the function 
may produce. 


Return The value(s) returned by the function being 
called are also the value(s) returned by this 
function. Pass the value(s) along to this 
frame’s caller. This is illegal in nested calls. 


Multiple | Multiple values are desired. These should be 
returned along with a fixnum specifying the 
number of values returned. 


A 1-bit field taken from the opcode, which is a 1 if the top word 
in the stack is a list of arguments. The list may be spread or 

- packed by the entry instruction. This implements the Common 
Lisp apply function. 


The operations of finish-call are described sequentially below, although in the - 
actual hardware many of them happen in parallel. 


The finish-call instruction next builds the new stack frame with the following 


procedure: 
FP 


FP 


LP 


Continuation 


C= 


For finish-call-n, finish-call-n-apply: 
SP - N-Args - control-register.extra-argument 


For finish-call-tos , finish-call-tos-apply: 
SP - N-Args - control-register.extra-argument = 1 


SP + 1 = Apply ;this could be past SP 


the address of the next instruction after the 
finish-call. ; 


SP, Binding-stack-pointer, and Data-stack-pointer are unchanged. 


Save the old contents of Continuation temporarily (see below). 


The control register is adjusted as follows: 


254 


_ Symbolics, Inc. 


Arg-Size-. “., <= (new LP minus new FP) 


For finish-call-n,. finish-call-n-apply: 
<= N-Args +-control-register.extra-argument 
= apply + 1 , 


For finish-call-tos, finish-call-tos-apply: 
<= N-Args + control-register.extra-argument 





- apply-+ 2 
Apply <= Apply bit in the instruction 
.Value-Disposition ©. <= Value Disposition bits in the instruction 
Cleanup~Bits <= 8 
3 wG — > 
roe ret KA Ee, ch in 
ey EERE pie shat Es 
e 
Trap-Mode _ <= unchanged 
Extra-Argument oe r jsactually this doesn’t matter 


Frame-size-of-caller <= new FP minus old FP 
Call-started <= Q 


After building the new frame, finish-call checks for control stack overflaw by 
calculating whether SP is greater than the stack limit. If the stack overflows in 
normal mode, a stack-overflow trap will be taken after the end of the finish-call _ 
instruction before executing the first instruction of the target function. If the 
stack overflows in extra stack mode, the machine halts with a fatal error. See the 
section "Processor Faults.” 


The finish-call instruction ORs control-register.call-trace into control-register.trace- 
pending, forcing a trace pre-trap upon execution of the next instruction if call- 
trace wasl. 


Finally execution proceeds with the instruction at the halfword address specified in 
the Continuation register before it was set to the return address. 


Figure 24 shows how the stack looks after completion of the finish-call instruction. 
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. Control Stack and Registers after Finishing Call 


Case A: instruction was finish-call 


Local Pointer oc | See eee, 
> [fia] Last supplied argument = Top of stack 


Program Counter 
Oid contents of Continuation Reg. | | porte iv 
Continuation Register _ = “ supplied =n 
PC of instruction to return to* [eer Supplied argument = N-Args for "tos 
ontrol Register First supplied argument 


«= N-Args -1 for “=n” 
“Arg-Si 
ree a Calier's Controi register 
oe Calier's Continuation register —— 















C-§ Apply EA 
(} = }) = Q J 


= N+ 6-3 + = 


[_____ Frame pointer |. > 







i Calter’s frame 


increasing ‘addresses 





Case B: instruction was finish-call-apply 











El saan 
ft | Fit uppied muons 
E-G[ caters Contolregieter | 
[EET caters ontinaton rier 
fan ee oeeed 
Se eee ee 


Frame header 


Calier's frame 





* This is the address of the next instruction after finish-call. 
Note: e-a is the original value of contro!-register.extra-argument. 


Figure 24. The stack after completion of the finish-call instruction 
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4.3.3.1 Trapping Out of Finish-call and Restarting - 


_ Traps in the finish-call: instructions always. occur after building the new frame. and 
setting the Control register, the Continuation register, and-the Program Counter 
to their new values: Thus any trap occurring in a finish-call instruction looks like 
a pre-trap in the first instruction of the called function. “No epee! action is 
required to restart after such a trap. 


4.3.3.2 Aborting Calls 


It is sometimes necessary to abort a call that has been started, instead of finishing 
_it with.a finish-call instruction. Aborting a call consists of popping the stack back 
to the level before the call was started and restoring some of the Continuation and 
Control register values saved by the start-call instruction. This is performed by 
Lisp code. 


4.4 Function Entry 


A compiled function starts with a sequence of instructions that are involved in ~ 
receiving the arguments. The first instruction is known as the entry instruction. 
It is followed by a possibly-empty sequence of instructions known as the entry 
vector. The function. can be entered at the entry instruction, which will check the 
number of arguments and select the first instruction to be executed, either an 
element of the entry vector or the first instruction after the entry vector. 
Alternatively, this selection can be made by the linker when the number of 
arguments is known statically, and the function can be entered directly at an. 
element of the entry vector or at.the first instruction after the entry vector. In 
either case,.execution proceeds from the selected instruction according to normal 
instruction. sequencing, possibly executing additional instructions from the entry 
vector, After completing the entry. vector, some additional argument-taking 
instructions may be executed, depending on the particular function. Thus a 
compiled function consists of: 


Object header (2 words) 

Entry instruction 

Entry-vector instructions 

Other argument-taking instructions 
Body instructions 


See the section " Representation. of Compiled Functions.” 


Each entry-vector element is two half-word instructions long. For each &optional, 
there is an element of the entry vector and there is one for the &rest argument, 
if supplied. (This includes. an automatically-generated &rest argument in a- _ 
function with &key arguments.) The element of the entry vector corresponding to 
an argument contains instructions that are executed if that argument is not 
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supplied by the caller. These instructions compute the default value (nil for a 
&rest argument). and push it on the stack. If this computation will not fit in an 
entry-vector element, the compiler inserts a branch to the rest of the code, which 
ends-in a branch back. If the computation is smaller than the size of an entry- 
vector element, it ends with cdr-code sequencing that skips an instruction. 


The entry instruction contains the following information: 


Number of required arguments 
Number of optional arguments 
Number of rest arguments (zero or one) 


_An entry instruction performs.an argument match-up process that either traps (for 
wrong number of arguments) or adjusts the stack and then branches to the 
appropriate instruction of the entry vector, or to the instruction after the entry 
vector. See the section “Entry-rest-accepted." The first entry-vector element 
follows immediately after the entry instruction. . Adjusting the stack is done by 
performing one. of two operations described later: puill-apply-args or 
push-apply-args. ~ 


The following conditions are computed by an entry instruction: 
éPo0 few spread arguments (N-Args+2 < min-args+2) 
* Too many spread arguments (N-Args+2 > max-args+2) 
¢ Maximum spread arguments (N-Argst2 = max-args+2) 


e Rest argument wanted (rest-arg = 1) 


eae tt, a oes erento, 
on Be —_——— TA nar 


_° Rest argument supplied (contrsl-register. rapply = 1) 9) 


— 





ae 
hm, 


oe 


Note that. the argument comparisons are all biased by plus 2. The value of control- 
register. arg-size is two greater than the actual number of arguments i in the frame 
because it includes the two frame header words (this. makes return faster). To 
simplify these entry” comparisons, the arguments min-args and max-args in the 
entry instructions are correspondingly biased. by two. 


If "rest argument wanted" ‘and ' "rest argtiment supplied" are both false, this is the 
simple case. If there are too few ortoo’many arguments, take a Wrong-Number- 

of-Arguments (WNA) trap. Otherwise, enter the function at entry-vector element 

(N-Args - min-args); this skips over the default-initialization instructions for those 
- optional arguments that had values supplied. 


If “rest argument wanted" is false and " ‘rest ‘argument supplied” is true, then if 
there are less than the maximum number of arguments, do a pull-apply-args 
operation. Otherwise, take a wrong number of arguments trap because there are 
too Many arguments. % 


rH ree 
v . 


Pd 
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The entry instruction contains. the following information: 


Number of required arguments 
Number of optional arguments 
Number of rest arguments (zero or one) 


An entry instruction performs an argument match-up process that either traps (for 
wrong number of arguments) or adjusts the stack and then branches to the 
appropriate instruction of the entry vector, or to the instruction after the entry 
vector. See the section "Entry-rest-accepted." The first entry-vector element 
follows immediately after the entry instruction. Adjusting the stack is done by . 
performing one of two operations described later: pull-apply-args or 
push-apply-args. 


The following conditions are computed by an entry instruction: 
¢ Too few spread arguments (N-Args+2 < min-args+2) 
¢ Too cay spread aguante (N-Args+2 > max-args+2) 
e Maximum spread arguments (N-Args+2 = max-args+2) 
e Rest argument wanted (rest-arg = 1) | 
¢ Apply argument supplied (scutvoltagiaenangly =1) 


Note that the argument comparisons are all biased by plus 2. The value of control- 
register.arg-size is two greater than the actual number of arguments in the frame 
‘because it includes the two frame header words (this makes return faster). To 
simplify these entry comparisons, the arguments min-args and max-args in the 
entry instructions are correspondingly biased by two. 


e If “rest argument wanted" and ' "apply argument supplied" are both false, 
this is the common and simple case. 


° If the number of arguments is in range (min-args <= N-Args <= 
max-args) then enter the function at entry-vector element (N-Args 
- | min-args); this skips over the default initialization instructions for 
those. optional arguments that had values supplied. 


° Otherwise there are too few or too many Srgoments) take a Wrong 
Number of Argument trap. 


e If "rest argument wanted" is false and “apply argument Sepsieae is true, 
then the apply argument ‘must be converted into spread arguments. 


° If there are less than the maximum number of arguments supplied — 
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(N-Args < max-args) then do a pull-apply-args operation to pull 


(max-args - N-Args) arguments, which will normally turn off "apply 


argument supplied,” and retry the argument matchup process. 


° If the maximum number of arguments is supplied (N-Args = max-args) 


° 


and the apply argument is nil, pop the apply argument, clear control- 
register.apply, and enter at vector (N-Args - min-args). Note: this is an 
optimization of the pull-apply-args operation pulling 0 arguments out of 
nil and retrying the argument matchup process, — 


Otherwise there are too many arguments; take a Wrong Number of 
Arguments trap. 


e If "rest argument wanted" is true and "apply argument supplied" is false, 
.then a rest argument may need to be made from some of the spread 
arguments. ; 


2° 


If there are too few arguments (N-Args < min-args) then take a Wrong 
Number of Arguments trap. 


° if the number of spread args is in range (min-args <= N-Args <= 


o 


mox-args) then enter at entry-vector element (N-Args - min-args); this 
skips over the default initialization for those optional arguments that 

had values supplied and the last element of the entry vector will push | 
nil to default rest argument. 


Otherwise (N-Args > max-args) some spread args must be made into 
the rest argument; do a push-apply-args operation of (N-Args 
- max-args) arguments and enter at entry vector (max-args : min-args + 


D). 


e If “rest argument wanted” and " apply argument supplied” are both true, 
then the apply argument may be pushed, pulled or used as is. 


° If less than the maximum spread arguments were supplied (N-Args < 


° 


max-args), then convert some of the apply argument to spread 
arguments by doing a pull-apply-args operation to pull (max-args 
- N-Args) arguments, which may turn off “apply argument supplied," 


and retry the argument matchup process. 


If exactly the maximum nu.nber of spread arguments was supplied - 
(N-Args = max-args) then use the apply argument as the rest argument. 
Set the cdr-code of the top word of stack to edr-nil and enter the 
function at entry-vector element (max-args - min-args + )). This skips 
over the default initialization for the optional arguments and for the 
rest argument. 259 
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function at entry-vector element (max-args - min-args + J). This skips 
over the default initialization for the optional arguments and for the 
rest argument. 


e : : : : 

‘ ° Otherwise more than the maximum number of spread arguments were 

z supplied (N-Args > max-args). Push some of the spread arguments into 
the apply argument by doing push-apply-args operation of (N-Args 

i - max-args) arguments and enter at entry vector (max-args - min-args + 
D. 


Figure 25 summarizes how the argument matchup operation is performed. 


4.4.1 Push-apply-args 


’ The push-apply-args operation is invoked when there are too many spread 
arguments and a rest argument is wanted. It pushes some.spread arguments back 
into the apply argument, after ‘which the function is started at its all-arguments- 
supplied entry point. This operation does not involve any memory references nor 
‘any possibility of trapping. 


In detail, push- apply-args does ‘the following: 
* Set the cdr code of the last word in the stack to cdr-nil. 


e If an apply argument was supplied, set the cdr code of the second to last 
word in the stack (the last spread argument) to edr-normal. 


Since arguments are pushed with cdr-next, the sete now contains a list of 
all of the arguments. 

e Make a rest argument out of the arguments after, the max number of spied 
arguments wanted by the function by creating a dtp-list pointer to (frame- 
pointer + max-args + 2: » Push this rest argument onto the stack. 


¢ If apply=0, leave soutcoleepinies arg-size and controkregister. apply alone. 
They describe the arguments preceding the rest argument that was just 
pushed, which is regardet as a local variable of the callee rather than an - 
argument supplied by the caller. : 


e If apply=1, increment LP. ‘and controlregister. arg; ize, and leave control- 
register.apply alone. LP now points at thé, revised rest argument that was 
just pushed, instead of the original rest argument, which has been turned 


into the edr word of a two- word cons. 
4 


The function is entered at entry vector element (mdx-args - min-args + 1) [past 
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Argument Match-Up Done by Entry Instruction 


&rest argument 
wanted 
apply argument . . 
supplied If: MIN <= NARGS <=MAX if NARGS-< MIN take WNA trap 
enter at vector (NARGS - MIN) if: MIN <= NARGS <= MAX 
False Else: take WNA trap enter at vector (NARGS - MIN) 
: : If: NARGS > MAX 
do a push-apply-args 
enter at vector (MAX - MIN + 1) 
if: NARGS < MAX if! NARGS < MAX 
True 


do a pull-apply-args do a pull-apply-args 


if NARGS = MAX and apply-arg = NIL - if: NARGS = MAX 


pop stack set TOS cdr code to cdr-nil 
clear control-register.apply , enter at vector (MAX - MIN + 1) 
enter at vector (MAX - MIN} ; 

If! NARGS > MAX 


if NARGS = MAX and apply-arg not nil. 
or NARGS > MAX do a push-apply-args 
; enter at vector (MAX - MIN + 1) 





In this figure, the variables used are 


NARGS = cr.argument-size = N-Args + 2 + (cr.extra-argument - cr.apply) 
-- that is the actual number of arguments supplied biased by 2, 
but not including the apply argument. 
MIN =min-args + 2 -- that is, the number in the required-arguments field 
of the entry instruction, which is the actual number of required 
arguments biased by 2. 
MAX = max -args + 2 -- that is, the number in the required-plus- -optional-arguments 
field of the entry instruction, which is the actual maximum number of 
arguments biased by 2. 


: 


Figure 25. The argument matchup algorithm 
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the &rest argument default Figure 26 illustrates the effect of the push-apply- 
args operation. 


4.4.2 Pull-apply-args 


The pull-apply-args operation is invoked when there are fewer than the maximum 
number of spread arguments and an apply argument was supplied. Tt pulls some 
additional spread arguments out of the apply argument. 


In detail, pull-apply-args 
oe pops the list of arguments off the stack, 
| e extracts an argument from the list, 
¢ pushes it onto the stack, - 
¢ pushes the tail of the list onto the stack, 
e adjusts control-register.arg-size and the LP, and 
° retries the argument match-up process. 


Figure 27 illustrates the pull-apply-args operation. 


If the apply argument is too short, the control-register. apply bit is turned off: the 
retry may then signal too few arguments or may simply default some optional 
arguments. The pull-apply-args operation occurs even if the callee did not want a 
&rest argument; if the desired number of arguments are pulled out of the apply - 
argument and more arguments remain, a wrong number of arguments trap will 
occur when the argument match-up process is retried. 


Following the entry vector, other instructions may appear that perform the 
operations described next. ; 


In a function with both &optional and &rest arguments, it is necessary to adjust © 
the LP register to make sure that the &rest argument is in LP|O. (If there is a 
&rest argument but not &optional arguments, LP will already contain the correct 
value.) Any function that takes a &rest argument may be called with an arbitrary 
‘number of spread arguments; push-apply-args will generate the correct &rest 
argument, but there remains an arbitrary distance between FP and SP at the time 
the function is entered and starts creating its local variables. This is the reason 
why the local pointer exists; it permits suchfunctions to address their local 
variables. Functions without &rest arguments do not normally use the. local 
pointer. The first instruction after the entry vector, when there are both 
&optional and &rest arguments, is a locate-locals instruction, which does the 
lone: 
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” ~—~register. apply’ alone. LP n now. points at. the-revised- rest-argumént-that-was 
<< just ‘pushed;~instead of the original rest argument, “which has been. turned 
into the cdr: word of a a_two-word-cons.__— oe Se ote 


pace en a ass ee . 





args operation. - 


4.4.2 Pull-apply-args 


The pull-apply-args operation is invoked when there are fewer than the maximum 
number of spread arguments and a &rest argument was supplied. It we some 
additional spread arguments out of the &rest argument. 


In detail, pull-apply-args 
ra, oe pops the list of arguments off the stack, 
extracts an argument from the list, 

pushes it onto the stack, 

* pushes the tail of the list onto the stack, 

¢ adjusts control-register.arg-size and the LP, and 
¢ retries the argument match-up process. 


Figure 27 illustrates the pull-apply-args operation. 


If the &rest argument is too short, the control-register.apply bit is turned off; the 
retry may then signal too few arguments or may simply default some optional 
arguments. The pull-apply-args operation occurs even if the callee did not want a 
&rest argument; if the desired number of arguments are pulled out of the &rest 
argument and more arguments remain, a wrong number of arguments trap will 
occur when the argument match-up process is retried. 


Following the entry vector, other instructions may appear that perform the 
operations described next. 


In.a function with both &optional and &rest arguments, it is necessary to adjust 
the LP register to make sure that the &rest argument is in LPO. (If there is a 
&rest argument but not &optional arguments, LP will already contain the correct 
value.) Any function that takes a &rest argument may be called with an arbitrary 
number of spread arguments; push-apply-args will generate the correct &rest 
argument, but there remains an arbitrary distance between FP and SP at the time 
the function is entered and starts creating its local variables. This is the reason 
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why the local pointer exists; it permits such functions to address their local 
variables. Functions without &rest arguments do not normally use the local 
pointer. The first instruction after the entry vector, when there are both 
&optional and &rest arguments, is a locate-locals instruction, which does the 
following: 


. ¢ Push (control-register.arg-size - 2) onto the stack, as a fixnum. This is the 
number of spread arguments that were supplied, which is less than the 
number of spread arguments now in the stack if some &optional arguments 
were defaulted. If the rest arg is not nil, this fixnum can be larger than the 
maximum number of spread arguments accepted. 


e Set LP to (mew-SP.- 1). Thus LP|O is the &rest argument and LPjl is the 
- argument. count. new-SP here refers to' the SP after the incrementation 
caused by the locate-locals instruction. 


° Set control-register.arg-size to {LP - FP) as always. 


Figure 28 shows how locate-locals works. 


. The next step is to create the auxiliary saqipliadip variables for optional 
arguments. Each of these variables is stored as a local variable (after all the 
arguments) whose initial value is created by arithmetic comparison between the 
number of arguments supplied and an appropriate constant. The number of 
arguments supplied is control-register.arg-size - 2 except in functions with both 
&optional and &rest arguments, where it is LP{i. The computation can be 
performed with a sequence of existing instructions. The initialization of 
supplied-p variables recomputes information that was available while exectuting 
the entry vector, but there was no space in the stack to store that informaticn 
then. 


The next step takes care of any arguments that were declared special by binding 
the special variables to the values using the normal instructions for that purpose. 
If there are any non-special arguments after the special arguments, orphan words 
will be left in the stack since the values of the special arguments cannot be 
popped off. 


If there are problematic dependencies among optional-argument default-value 
computations, special care is required. A problematic dependency occurs if the 
default value for an optional argument depends on a supplied-p variable of a 
previous optional argument or can be affected by a previous argument that is 
declared SPECIAL. The 3600 handles this with an alternate function entry 
sequence that the compiler generates if necessary. The I Machine will handle it 
by using nil as the default value in the entry vector and then generating code 
after the entry vector that tests whether the argument was supplied Gust as if 
initializing a supplied-p variable) and if not computes the default value and pops 
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it into the argument’s slot in the stack. This code is interleaved with the binding 
of special variables so that everything happens in the right order. 


Note that if a supplied-p variable is used in a read-only way, the value can simply 
be computed where it is needed, rather than waiting until a stack slot is allocated 
for the variable, and the problematic case need not occur. 


The next step is to compute the values of &key arguments and push them on the 
stack as local variables. This is done with code that looks at the rest argument, 
just as on the 3600. 


_. This completes the function entry sequence. If the body of the function creates 

_ local variables (or &aux variables) pushing the initial value of the variable on the 
- stack allocates a stack slot, just.as on the 3600. These stack slots can be 
addressed from the top of the stack frame (relative to SP) or can be addressed 
from the bottom of the stack frame (relative to FP if the function does not take a 
&rest argument or relative to LP if it does). 


4.4.3 Trapping Out of Entry and Restarting 


Traps can occur in an entry instruction. Error traps such as wrong number of 
arguments are handled in the ordinary way. 

The pull-apply-args operation references memory, so it is possible for it. to trap. 
Usually, however, the @test argument will be a cdr-coded list in the stack and no 
trap will occur; these cases are handled quickly by microcode. It is 
implementation-dependent. whether the pull-apply-args microcode handles the full 
generality of car and edr, including non-edr-coded lists and invisible pointers. 
Cases it does not handle make the stack frame self-consistent and then call a 
special trap handler that performs the rest of the pull-apply-args operation and 
then returns to. the entry instruction, which will not need a pull-apply-args this 
time. See the section "Pull-apply-args Exception." If the pull-apply-args microcode 
handles apply arguments in memory, the usual memory traps such as page faults 
can occur, and are handled by making the state of the stack frame consistent and 
then calling the usual trap handler. After the reason for the trap has been 
rectified, the trap handler returns to the entry instruction, which will go back 
into pull-apply-args and should make further progress this time. 


4.5 Function Returning 


4.5.1 Function Return Instructions 


A function returns to its caller by executing one of the return instructions. These 
instructions specify the value(s) to be returned, remove the returning function’s 
frames from the various stacks, restore the state of the caller, and resume 
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-execution of the caller with the returned values on the stack in the form desired 
-by the caller. ee — 


The value(s) to be returned can be constant or can be some number of words at 
the top of the stack; the number of words can be either fixed or variable. 


‘The form of values desired by the caller can be to throw all the values away, to 
push the first value on the stack, or to push on the stack all the values and a 
fixnum which is the.number of values excluding itself. The caller uses the value- 
disposition field of the Control register to specify the desired form of values. Note 
that any form of values supplied to the return instruction can be converted to any 
form of values desired by the caller. In addition to this format conversion, the 
return instruction must: move the values from one place in the stack to another, 
from the callee’s: frame to the caller’s frame. 


The return instructions are: 


return-single Return a single value. 
return-multiple Return multiple values (zero or more). 


return-kludge Return multiple values in a non-standard form. 


return-single has an immediate operand that addresses an internal register that 
supplies the value to be returned. The values that can be returned include nil, t, 
and the top-of-stack. return-single does not do anything that cannot be done with 
return-multiple (accompanied by a push in some cases), but it is likely that 
return-single can be implemented to be much faster than the corresponding 
return-multiple, which will speed up important common cases. 


return-multiple has a standard operand that specifies the number of values to be 
returned. The values themselves are on the top of the stack. The operand must 
be a non-negative fixnum. If there is an implementation dependent upper limit on 
the number of values, it must be at least 16. Although return-multiple takes a 
standard operand, only immediate and. sp-pop operands are legal. (The reason for 
this is. discussed below.) 


return-kludge takes the same argument as return-multiple, but it returns the 
values in a different way. return-kludge ignores the value disposition and simply - 
places the values at the top of the caller’s stack, without pushing the number of 
values. return-kludge is used for certain internal stack-manipulating subroutines 
and all trap handlers. Note that because return-kludge does not. return values 
according to the standard calling sequence, it can only be used in subroutines that 
are specially known by the compiler, and in certain trap handlers. 


' Note that the description of return values in the instructions above is from the 
callee’s perspective. In other words, this represents what the function would 
normally return upon completion. The value-disposition field in the Control 
register, set by the caller, specifies what should actually be done with the return 
value(s) (that is, they could be pipcented) 
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Before return can remove the frame from the stack, it may have to perform other 
cleanup actions. These are specified by the Cleanup Bits in the Control register 
being nonzero. The actions include popping the binding stack, popping the. catch 
stack (a list threaded through the control stack), executing unwind-protect 
instructions (which may pop the data stack), and escaping to arbitrary software. 
See the section "Frame Cleanup." 


- Once these cleanups have been taken care of, the return instruction restores the 
state of the caller using the information saved in the ame header of the frame 
being abandoned, according to this procedure: 


PC <= Continuation register (unless vd is return) 
Continuation register <= FP{@ 

temp <= FPj1 

SP <= FP - 1 

FP <= FP ~ control-register.frame~size~of<caller 
Control Register <= temp 

LP <= FP + control-register.arg-size 


At this point the function’s frame has been removed from the control stack. The 
stack cache now is either empty or contains part or all of the caller’s frame. 
Since the frame that was just removed from the stack was entirely in the stack 
cache, the lowest word in the stack cache is less than or equal to SP+1; if equal, 
the stack cache is empty. The return instruction does not worry about refilling 
the stack cache at this stage. 


The return instruction now places the values being returned at the top of the 
control stack, according to the value disposition field in the old Control Register 
and the particular type of return instruction being executed. The return-single 
instruction can simply push its argument, but the return-multiple and 
return-kludge instructions may have to transfer a block of values. The source 
and destination locations of this block can overlap, both in virtual memory and in 
stack-cache memory, so care must be taken when. copying the block of values to its 
new location. 


The specific handling of the value disposition is as follows: 


Effect Leave the stack alone. This leaves the TOS register invalid. 


‘Value Push the first value being returned onto the stack. If no values 
were being returned, use nil as the first value. 


Multiple ‘Copy the values down from the old top of the stack to the new 
top of the stack, and form them into a multiple group by 
appending a count. 


Return Copy the arguments to the Return instruction down to the new 
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-top of the stack-and then re-execute: the instruction: If the 
instruction was return-multiple and its operand was sp-pop, the 
count of values must be pushed back on: the stack. 


The final thing the return instruction does is to make sure that the frame being 
returned to is contained in the stack cache. If necessary, words in the frame are 
fetched from main memory. If a trap or interrupt occurs during this process, PC 
points at the instruction in the caller being returned to, not at the return 
instruction, so that the return instruction is not retried (which would return from 
an extra level of call). When the trap/interrupt handler returns, its return 
instruction will continue loading the frame into the stack cache. Note that the 
stack cache must be refilled in decreasing order of addresses,.so that if a trap 
occurs the range of addresses validly contained in the stack cache will be 
‘contiguous. See the section “Revision 0 Implementation Function-Calling 

_ Features." 


When the value disposition is Return, the stack cache is refilled if necessary and 
then the return instruction is re-executed, causing the value(s) to be returned 
from the caller. This process can be repeated any number of times. 


If the callee returns more values than will fit in the caller’s frame, the hardware 
takes an error trap out of the callee’s return instruction, before the stack becomes 
illegal. 


In order to allow smooth trapping out of the middle of a return, it is required 
that all return instructions keep their state, if any, at.the top of the stack. This 
means that we cannot have a return-local instruction that returns the value of a 
local variable; you have to first push the value on the stack and then return it 
from there with return-single. Similarly, the number-of-values operand of a 
return-multiple instruction cannot. be addressed with FP-relative addressing; only 
immediate and sp-pop operands are allowed. This restriction eliminates any need 
to play around with special macro-PCs; any trap out of a return leaves the PC 
pointing at the original return instruction and the stack set up so that the 
instruction can be retried. 


Returning from a call that had Value-disposition equal to Effect does not restore 
the TOS register from the top of the stack. This is because there is no time to do 
it: three reads from the stack cache would be required in this case, whereas when . 
_ the Value-disposition equals Value, two reads from the stack cache plus one write 
are required and the return-single instruction executes in only two cycles. This 
is normally not a problem, since the compiler can compensate, just as it does on 
the 3600 for other instructions that leave TOS invalid. The compiler simply 
knows that a finish-call instruction with a value disposition of Effect has the 
smashes-stack attribute. 
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4.5.2 Frame Cleanup 


The Cleanup Bits in the Control register specify actions necessary before the 
frame can be exited. Traps, such as page faults, can occur while cleaning up. 
After handling the trap, the return instruction is retried. The state of the stack 
while cleaning up is always self-consistent. 


The bits and the-cleanup actions they. cause are as follows, listed in the order that 
they are processed: 


Catch This bit indicates there are catch/unwind-protect blocks to be 
, unthreaded. Unthreading a block examines the words in the 
stack addressed by the catch-block-pointer register. If the catch 
block is for an unwind-protect (that is, if bit 38 = 1 in the 
binding-stack-pointer word of the catch block), the following 
actions are performed: 


¢ Restore stack-pointer to its original value, if it was popped - 
by an sp-pop operand. 


° If the catch-block-binding-stack-pointer is less than the 
binding-stack-pointer, unbind special variables until the 
two pointers are equal. Note that this can clear the 
Bindings cleanup bit. 


Push the current PC. with the current value of control- 
register.cleanup-in-progress in bit 38 and 1 in bit 39 onto 
the stack. 


* Set the PC to the catch-block-PC, which is the address of 
the cleanup handler. 


« Set the cleanup-in-progress bit in the Control register. 


e Set control-register.cleanup-catch in accordance with the 
cdr code of catch-block-previous and at the same time 
restore the control-register.extra-argument bit. 


e Set the catch-block-pointer register to the catch-block- 
previous, which is the address of the previous catch biock 
or nil if there is none. 


. ® Transfer control to the first instruction of the cleanup 


handler. When the cleanup baer exits the return - 
instruction will be retried. 
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If the catch block is for a catch (that is, bit 38 = 0 in the 
binding-stack-pointer word of the catch block), only the catch 
block need be removed (bindings will be undone -by cleanup 
because the bindings cleanup bit. will be set for the frame). The 
following actions are taken: 


* Set. control-register.cleanup-catch in accordance with the — 
cdr code of catch-block-previous. The hardware is 
permitted, but not required, to. restore control- 

~ .register.extra-argument. 


e Set the catch-block-pointer register to the catch-block- 
previous, which is the address of the previous catch block 
or nil if there is none. 


* Check the cleanup bits again. 


Bindings ' . This bit indicates there is a non-empty binding-stack frame 
. associated with this control-stack frame, in other words. that this 
function has bound some special variables. Pop the binding 
stack and undo bindings until a binding stack entry whose 
binding-stack-chain-bit is zero is encountered. Then clear 
control-register.cleanup-bindings and check the cleanup bits 
again. 


Trap-on-Exit Take a trap. If the trap handler clears the Trap-on-Exit bit and 
returns, the return instruction can proceed. 


45.3 Value Matchup 


When Value-disposition is Multiple, the instruction after a finish-call instruction — 
will ‘usually be a take-values instruction. As on the 3600, this converts the 
multiple group left on the stack by return into the desired number of values, 
popping extra values or pushing nil as a default for missing values. 


4.6 Catch, Throw and Unwind-Protect . 


A catch block is a sequence of words in the control stack that describes an active 
catch or.unwind-protect operation. All catch blocks in any given stack are linked 
together, each block containing the address of the next outer block. They are 
linked in decreasing order of addresses. An internal register named catch-block- 
pointer contains the address of the innermost catch block, as a dtp-locative, or 
contains nil if there are no active catch blocks. The address of a catch block is 
the address of its catch-block-pe word. 
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The format of a catch block for a catch operation: is-as- follows: 


Word Name Bit 39 Bit 38 - Contents 


catch-b] ock-tag 2) invalid flag any object. reference 
catch-block-pc @ ‘ g catch exit address 
catch-bl ock-binding-stack-~pointer. : 

. @ a ‘binding. stack Jevel 
catch-b]ock-previous extra-arg cleanup-catch previous catch block 
catch-block~continuation value-disposition continuation 


The format of.a catch block for the unwind-protect operation is: 


Word Name Bit 39 Bit 38 Contents 
catch-block-pe g : a cleanup handler 
catch-bl ack-binding-stack-pointer : 

B 4 - binding stack level 
catch~-block-previous extra-arg cleanup-catch previous catch block 


The catch-block-tag word refers to an object that identifies the particular catch 
operation, that is, the first argument of catch-open or catch-close. The catch- 
block-invalid-flag bit in this word is. initialized to 0, and is set to 1 by the throw 
fimction when it is no longer valid to throw to this catch block; this addresses a 
problem with aborting out of the middle of a throw and throwing again. This 
word is not used by an unwind-protect operation and is only known about by. the 
throw function, not by hardware. 


The catch-block-pe word has data type dtp-even-pe ur dtp-odd-pc. For a catch 
operation, it contains the address te which throw should transfer control. For an 
unwind-protect operation, it contains the address of the first instruction of the 
cleanup handler. The cdr code of this word is set to zero (edr-next) and not used. 
For a catch operation with a value disposition of Return, the catch-block-pe word 
contains nil. 


The catch-block-binding-stack-pointer word contains the value of the binding-stack- 
pointer hardware register at the time the catch or unwind-protect was established. 
When undoing the catch or unwind-protect, special-variable bindings are undone 
until the binding-stack-pointer again has this value. The cdr-code field of this 
word uses bit 38 to distinguish between catch and unwind-protect; bit 39 is set to 
. zero and not used. 


The catch-block-previous word contains a dtp-locative pointer to the catch-block-pc 
word of the previous catch block, or else contains nil. The cdr-code field of this 
word saves two bits of the control register that need to be restored. 
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The catch-block-continuation word saves the Continuation hardware register so that 
throw can restore it. The cdr-code field of this word saves the value disposition 
of a catch; this tells'the throw function where to put the values thrown. This 
word is not used by unwind-protect. 


An unwind-protect cleanup handler terminates with a %jump instruction. This 
instruction checks that the data type of the top word on the stack is-dtp-even-pe 
or dtp-odd-pe, jumps to that address, and pops the stack. In addition, if the bit 
39 of the top word on the stack is 1, it stores bit 38 of that word into control- 
register.cleanup-in-progress. If bit 39 is 0, it leaves the control register alone. 


The compilation of the catch special form is approximately as follows: 


Code to sale the catch tag on the ieee 
‘Push a constant PC, the address of the first instruction after the catch. 
A catch-open instruction. 
The body of the catch. 
A eatch-close instruction. 
Code to.move the values of the body to where they are: wanted, 
this usually includes removing the 5 words of the catch block 
from the stack. 


The compilation of the unwind-protect special form is approximately as follows: 


Push a constant PC, the address of the cleanup handler. 

A catch-open instruction. 

The body of the. unwind-protect. 

A catch-close instruction. 

Code to move the values of the body to where they are wanted; this 
usually includes removing the 3 words of the catch block from 
the stack. 


Somewhere later in the compiled function: 


The body of the cleanup handler. 
A %jump instruction. 


Each active catch or unwind-protect operation has an associated catch-block stored 
in the control stack and linked onto a list whose root is a processor register, 
named %catch-block-list, that is saved in the stack group by context switch. 


All the frames between the current frame and the destination of the throw are 

‘ "unwound" individually, and the data stack is taken care of by this. Hach frame 
that uses the data-stack has an unwind-protect to clean it up. The binding stack 
is also taken care of by this; the only reason for the binding SP in the catch block 
is because bindings can happen at any point in the function, and only those that 
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happened after the catch should be undone (the binding. stack itself only says: with 
which frame the bindings are associated, not where in the frame). 


The implementation of throw is somewhat similar to the way it-is done on the 
3600, but simpler and with less special kludgery.. A throw special. form 


(throw <tag> <values>) 
is compiled as 
(multiple-value~call #’ZTHROW (VALUES <tag>) <values>) 


which calls %throw with the value of <tag> as its first argument and the values 
of <values> as its remaining arguments. %throw starts by searching the list of 
catch blocks for one with the correct tag. If it doesn’t find one, or if the catch- 
block-invalid bit is set in the block it finds, it signals an error. Having located 
the destination catch block, %throw prepares to discard all intervening stack 
frames and catch blocks; this requires invoking any unwind-protect cleanup 
handlers that are present, each in its proper stack frame and special-variable 
binding environment. %throw changes the value disposition of each intervening 
stack frame to Return, and sets the catch-biock-invalid bit in each intervening 
catch block. Next, %throw examines the restart PC and value disposition of the 
destination catch block, and modifies the return PC and value disposition of the 
next frame lin the stack, the one that was called by the frame containing the catch 
block. There are two cases: 


If the catch value disposition is Return, %throw sets the frame value disposition 
to Return and returns the values to be thrown. These values are passed back 
through all the intervening frames, since their value dispositions are Return, and 
eventually arrive at the desired. destination. 


Otherwise, %throw “2ts the frame value disposition to Multiple, sets the frame 
return PC to the address of a hand-crafted helping routine, pushes the following | 
values on the stack, and executes a return-multiple instruction that returns these 
values through all of the intervening frames. The values pushed are: 


e the words to be left in the stack when control reaches the catch’s restart 
PC. This depends on the catch’s value disposition and could be nothing, one 
word, or a multiple group. These are derived from the values to be thrown 
passed to “THROW as its arguments. 


« The catch’s restart PC. 


_© The number of catch blocks to be closed in the destination frame. This is at 
least 1, and will be more if there are other catches inside the destination 
catch in the same frame. 


e The number of special variable bindings to be undone. This is always zero 
in this context, but the same helping routine is used for other purposes, 
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oA prune 6 the total number of values, to make this a valid multiple ae 
The hand-crafted: helping routine proceeds as: follows: 
© Loop executing catch-close instructions the specified number of times. 
¢ Loop executing unbind instructions the specified number of times. 
° Pop the top three words off the stack. 


; | 
¢ Do a %jump instruction, which jumps to the catch’s restart. PC and leaves 
the values thrown in the stack. 


Note that the return PC and value disposition that need. to be modified are 
actually stored in the frame header of the frame two frames up in the stack from 
the frame containing the destination catch block.. The frame containing the 
destination catch block could be the same one that called %throw. In order to 
avoid having to modify the internal processor registers (Return PC and Control 
register), %throw calls itself recursively in this case. 


The purpose of the catch-block-invalid bit is to detect the case where.a throw 

. begins, is interrupted part way through, and the interrupt handler does another 
throw to a catch that is inside the original catch. This can also happen if an 
unwind-protect cleanup handler gets an error and a throw occurs from the 
Debugger. Since the stack has already been clobbered by changing the value 
disposition of the frame containing this new catch, the program. would operate 
incorrectly if the second throw was permitted to occur. The 3600 deals with this 
differently; it. doesn’t. modify the value disposition of each frame until it is just 
about to return from it. This still has a possibility of the same bug, since there 
could be a catch in the frame being returned from, but the timing window is open 
for a much smaller time. The 3600’s method is more > difficult to do on the [Mach 
because of the Control register. 


catch-block-invalid catches nonlocal, but lexical, gos and returns too, since they 
are compiled as throw to a special tag. It does not catch local gos and returns 
out of unwind-protect cleanup handlers, but those are thoroughly illegal! 


4.7. Generic Functions and Message Passing 


The flavor system deals with flavors, instances, instance variables, generic 
functions, and message passing. A flavor describes the behavior of a family: of 
similar instances. An instance is an object whose behavior is described by a 

flavor. An instance variable is a variable that has a separate value associated 

with each instance. A generic function is a function whose implementation 
dispatches on the flavor of its first argument and selects a method that gets called - 
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as the body of the generic function. In message passing, an instance is called as 
a function; its first argument, known as the message name, is a symbol that is 
dispatched upon to select a method that gets called.. Message passing is the pre- 
Release-7 reason for generic functions; we plan to phase it out eventually (over 
several years). 


4.7.1 Flavor. 


A flavor is a structure that contains information shared by all its instances. The 
header of each instance points into the middle of the structure, at three words 
known by hardware. Other portions of the flavor are architecturally defined, but 
not known. by hardware. Still other portions of the flavor are known only by. the 
internals of the flavor system. 


The data-representation chapter lists the architecturally defined fields of a flavor. 
See the section "Flavor Instances." 


4.7.2 Handler Table 


A handler table is a hash table that maps from a generic function or a message to 
the method to be invoked and a parameter used by. that method to access instance 
variables, The details concerning the contents of a handler table are. presented 
elsewhere. See the section "Flavor Instances." 


The hashing function used to search the handler table is designed to maximize . 
speed and simplify hardware implementation, not to maximize density. It is 
optimized assuming that the search succeeds on the first or second probe of the 
hash table. It operates as follows: 


e logand the generic function or message name with the hash mask from the 
flavor. 


¢ Multiply the result by 3 (this is just a shift and an add). 


* Add the product to the handler hash table address from the flavor and 
initiate a block read of sequential locations starting at that address. 


¢ For each block of three words, if the first word does not match the generic 
function or message name, and is not nil, skip the next two words and go on 
to the next biock. 


¢ When a block is found whose key matches or is nil, accept the method and 
the parameter and terminate the search. 


Note that when a mismatch occurs, the’ hash search proceeds through. consecutive 
addresses; it does not rehash. It also does not wrap around when it gets to the 
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end: of the table... Consequently the software must allocate sufficient room at the - 
end of the table, after the highest address defined by the hash mask, to 
accomodate overflow from the end of the table and a final entry with a key of nil 
that is. guaranteed to terminate the search. 


- The hash mask is normally a power of 2 minus 1. 


Methods are dtp-even-pe or dtp-odd-pe. An interpreted method invokes a special 
entry point to the Lisp interpreter; this is implemented by storing the interpreter 
(the PC that points to its first instruction) as the method and ‘storing the actual 
method as the parameter. 


4.7.3 Calling a Generic Function 


A call to a generic function can be started by ‘dtp-call-generic, 
dtp-call-generic-prefetch, dtp-call-indirect, dtp-call-indirect-prefetch that finds a 

' dtp-generic-function, or a start-call instruction whose operand is a 
dtp-generic-function. In any case, the generic function is pushed as the extra- 
argument to the call and the continuation is set to the trap-vector element for 
calling a dtp-generic-function. When the call is finished, control transfers to the 
continuation, which is always a function that consists of nothing but a 
%generic-dispatch instruction (there is no entry vector). 


The %generic-dispatch instruction sees the following on the stack: 


FPI@,1 the usual function-call save area 


FPle2 the generic function 
FPI3 the instance 
FP14,5,... additional arguments, if any 


%generic-dispatch operates as follows: 


e Make sure that the number of "spread arguments" is at least 2. This 
ensures that FP|2 and FP|8 are valid. If necessary, perform a pull-lexpr-args 
operation. If that fails to produce two arguments, signal a "too few 
arguments" error. 


e Get the address of the interesting part of the flavor, which specifies the size 
and address of the handler hash table. This is done by checking whether 
the data type of FP/3 is one of the instance data types. If it is, fetch its 
header following forwarding pointers (header-read). If it is not, use the data 
type to index a 64-element table in the trap vector that pointe to the hash- 
mask fields of the flavor descriptions. 


e Fetch two words from the flavor, the hash mask and hash-table address, and 
perform the handler hash table search described above. If the parameter is 
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not nil, store it into FP|2, otherwise leave the generic function in FP{2 (the 
default handler needs it). If the method is dtp-even pe or dtp-odd-pc, jump 
to its entry instruction. If the method is anything else, trap (this is an 
error).. 


4.7.4 Sending a Message 


Sending a’ message occurs when dtp-call-indirect, dtp-call-indirect-prefetch or a 
start-call instruction finds an instance data type as the function. It pushes the” 
instance as the extra-argument to the call and sets the continuation to the trap- 
vector element for calling that data type. When the call is finished, control 
transfers to the continuation, which is a function that. dispatches to the 
appropriate method. 


At this point, the stack contains the following: 


FPIG,7 ~ the usual function-call save area 
FP 2 the instance 

FPI3 the message 

FP{4,5,... additional arguments, if any 


This is almost like the generic function case except that FP/2 and FP|3 have been 
exchanged. The distinction between a message and a generic function is 
unimportant at this level; they are both used only as keys for searching the 
handler hash table. 


The %message-dispatch instruction, whose description is similar to that of 
Yogeneric-dispatch except that the arguments are interchanged, accomplishes the 
dispatch by effecting results equivalent to the following sequence of instructions: 


ENTRY MIN ARGS = 2, MAX ARGS = oo 
PUSH FP(2 

PUSH FPI3 

POP FPI2 

POP. FP{3 

ZGENERIC-DISPATCH 


Note that an entry instruction cannot actually be used in this manner, so the 
%message-dispatch instruction must exist. 


4.7.5 Accessing Instance Varlables 
Instructions exist to read, write, and locate instance variables. 


e Read: fetch the value of the variable, trapping if it is dtp-null, and push the 
value on the stack. 
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‘e Write: pop a value off the. stack. and store it into the instance variable, 


preserving the cdr code of the location and checking for invisible pointers 
and dtp-monitor-forward (the same as when writing a special variable). 


¢ Locate: compute the address of the instance variable’s value cell and ‘push it 


on the stack with dtp-locative. If the value cell contains an invisible pointer, 
dtp-null, or dtp-monitor-forward, that has no effect on the result of this 
instruction. 


These instructions are parameterized by the instance in question and the offset 
within that instance of the instance-variable slot. There are three groups of 
instructions: 


e Access an arbitrary instance, typified by %instance-ref: The instruction 


° 


receives the instance and the offset as ordinary arguments. 


Access self unmapped, typified by push-instance-variable-ordered: The 
instruction finds the instance in FP|8 (the first argument in the current 
stack frame, after the extra-argument) and receives the offset as an 
immediate operand. 


Access self mapped, typified by push-instance-variable: The instruction 


finds the instance in FP|8 (the first argument in the current stack frame, 
after the extra-argument), receives an instance variable number as an 
immediate operand, and finds a mapping table in FP/2 (the extra-argument 
or “environment”). The mapping table is always a simple, short-prefix ART- 
Q array. The instance variable number is used as a subscript into the 
mapping table to get the offset. [Note to those who understand the format 
of mapping tables used in Release 6 on the 3600: some slots in mapping 
tables are used for instance variable offsets as described here; other slots are 
used for other purposes such as subsidiary mapping tables for combined 
methods. The slots are allocated dynamically by the flavor system as they 
are required and in general the two types of slots will be interspersed. This 
eliminates the complexity and slowness of using array-leaders and art-16b 
arrays. ] 


If an instance has been structure-forwarded to another instance, the value of self 
(FP|3) in a method is the original instance. This means that the instructions to 
access instance variables must check the header of the instance for a 
dtp-header-forward, just as the array referencing instructions do, before adding 
the offset to the address of the header to get the address of the instance variable. 
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4.8 Stack-Group Switching 


The major steps of a stack-group switch are: 


f 


1. Inhibit preemption 
' 2, Check the state of the new stack group for resumability — 
3. Set argument, resumer of new stack group | 
4, Save internal processor and coprocessor registers 
5, Swap out special-variable bindings of the current stack penne 
6. Make sure the new stack group is prepared for execution 
7, Dump the stack cache 
8. Switch to the new stack and Joad the stack cache 
9. Restore ee processor and coprocessor registers 
10. Swap in special-variable bindings of the new stack group 


11. Enable preemption and return 


Saving internal processor and coprocessor registers is done by using 
%read-internal-register instructions to read the registers into local variables in 
the stack. When the switch to the new stack group is done, the new current stack 
frame will be one whose local variables contain the register values for the new 
stack group. 


To restore internal processor and coprocessor registers, use 
%write-internal-register instructions to pop the local variables off the stack and 
put them back in the registers. 


Swapping special-variable bindings in and out is the same except that swapping in 
traverses the binding stack in ascending address order and swapping out traverses 
it in descending address order. All memory reads are done with block-read or 
%memory-read instructions, since those contain magic bits to select special 
memory operand reference types. 


The basic procedure to swap one binding, assuming that P points to a pair of 
words in the binding stack, is: 
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joc < data_read(P) “;Get address of bound cell 
old < bind. read_no_monitor (P+1) ;Get old contents of 
;that cell 
new — bind_read_no_monitor (loc) ;Get new contents of 
2 ;that cell 


;If an invisible pointer is 
;followed, update loc 


mem(loc) <— merge_cdr(old,new) ;Store back old contents 
: ;preserve cdr 
mem(P+1} <- new ;Store new contents into 


sbinding stack 


P and loc are block-address registers (BARs), old.and new are locations in the 
. Stack, data_read and bind_read_no_monitor are memory read operations described 
in section "Operand References." - 


In assembly language, the procedure is as follows. Assume P is BAR-1, loc is 
BAR-2, and these BARs can be used for both reading and writing. (The order of 
these instructions might be rearranged to cut down on memory interference and to 
put the two block-l-reads ‘adjacent, but that is a secondary consideration.) 


block-1~read data_read(P) 

write-internal-register bar-2 loc + 

block-1-read last_word, : old & bind_read_no_monitor (P+1) 
bind_read_no_monitor ,no_increment 

block-2-read last_word, new < bind_read_no_monitor (loc) 
bind_read_no_monitor ,preserve_cdr,no_increment 

merge-cdr-nopop sp|-1 cdr(old) < cdr(new) 

block-1-write sp-pop mem(P+1) <— new 

block-2-write sp-pop mem(loc) < old 


To make. sure the new stack group is prepared for execution, it is necessary to call 
a subroutine in the paging system to wire down appropriate pages of the stack, 
and to run the GC scavenger. over those pages if necessary. This also determines 
the appropriate values for the stack limit registers. The paging system maintains 
enough state so that this operation is very fast if the stack group has been run 
recently. Doing this before actually switching to that stack ensures that no traps 
(page faults or transport traps) can occur during the actual act of switching, when 
things are inconsistent, and ensures. that the new stack group has enough space 
for the extra-stack — 


To dump the stack cache, use a loop that does block-read and block-write at 
identical addresses. The architecture requires that writes to memory locations in 
the stack cache write through to main memory. 
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To switch to the new stack and load the stack cache, initialize the registers that 
control the stack cache to eps values and then do block-reads to fill it. In 
detail: 


1. Save the SP into the Ee ae group. 


. 2, Get the SP value of the new stack group. The FP value is at a known offset 
from this. These bracket a stack frame which is in the same format as the 
current stack frame, but contains the register values of the other stack 
group. 


8. Go into extra-stack mode so no traps/interrupts can occur. 
4, Store the FP value into the hardware FP and into a BAR. 


5. Set the stack cache lower bound register to the SP value +, so that the 
following block-reads will neither read from the stack cache nor cause it to 
overflow. 


6. Store the FP value minus 1 into the hardware SP. Do this last, since it 
renders the old stack frame inaccessible. 


7, Execute a sequence of block reads that fetch the new stack frame into the 
stack cache and increment the SP to its appropriate value. 


8. Set the stack cache lower bound register to FP. The stack cache is now 
consistent. 


9, Set the stack limit registers to the values for the new stack group. 


Restoring the internal processor registers will turn off extra-stack mode by 
restoring the control register. return will restore extra-stack-mode. 


4.9 Appendix: Comparison of 3600-Family and i-Machine Function- 
Calling 


To be supplied in the next revision of this specification. 
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5. Exception Handling 


JO ORO OOOO HOS OCG OOOO CIRO IOI IORI OI I AO IOI ICTR IIR 
This file is confidential. Don’t show it to anybody, don’t hand it out 
to*people, don’t give it-to customers, don’t hardcopy and leave it lying 
around, don’t talk about jit on airplanes, don’t use it as sales 
material, don’t give it as background to TSSEs, don’t show it off as an 
example of our (erodable) technical lead, and don’t let our. competition, 
potential competition, or even friends Tearn all about it. Yes, this 
means you. This notice is to be replaced by the ‘real notice when 

‘ someone defines what the real notice is. 

ORO OOOO OSGI OOO GOGO SAA IGKITOI ISO IOI AIG ORK 


5.1 Traps in General 


It-is occasionally necessary to escape from a situation that the hardware/microcode 
cannot handie and give control to some Lisp code. This escape action is known as 
a trap, and the Lisp code invoked is known as the trap handler. The trap handler 
rectifies the situation and returns to the interrupted program, which never knows 
that the trap occurred, Applications for traps include page faults, stack overflows, 
arithmetic overflows, arithmetic instructions applied to types of numbers that are 
not built into the hardware, I/O interrupts, execution of instructions that are not 
implemented by the hardware, and several others. 


All trap handlers are functions called in the ordinary way; when an exception 
occurs the hardware forces a function call to a function found in a “trap vector," 
with arguments describing the exception and a return PC pointing to the 
appropriate instruction. Trap handlers written directly as instructions that 
execute in the stack frame of the function that trapped, as on the 3600, are never 
used. All trap handlers are Lisp functions. 


There are two major categories of traps: pre-traps and post-traps. A pre-trap is 
used when the trap handler will rectify some condition, such as a non-resident 
page, and then the trapped instruction is to be retried. A post-trap is used when 
the trap handler will emulate the desired effect of the trapped instruction and 
then return to the next instruction in sequence. Most out-and-out errors are pre- 
traps, simply for the convenience of the hardware and the debugger; in this case 
the trap handler will never return. 


The value disposition for the values produced by a trap handler is undefined. All 
traps must. return their values via return-kludge. 


Trap handlers are stored in the trap vector. See the section "Trap Vector", page 
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286. 


The trap vector is wired to avoid recursive page faults. All trap. handlers 


receive the trap vector index and the PC of the trapped instruction as the first 
two arguments. 


The sequence of events for a pre-trap is as follows: . 


lL 


2. 


Restore the stack to its condition at the start of the instruction. 


Push the continuation and control registers onto the stack with cdr code set 
to 8, set continuation to the contents of the trap vector entry, clear the 
control-register.extra-argument bit, set the control-register.trace-bits to 0, 
and set the control-register.trap-mode field to the maximum of the cdr code 
of the trap vector entry and the current trap mode. 


: Push the trap vector index. 
. Push the PC of the trapped instruction. 
. Push the trap arguments. 


. Do a finish-call operation to invoke the trap handler, using the current PC 


as the return address. The value disposition is undefined. 


The sequence of events for a post-trap is as follows: 


1. 


2. 


Save the arguments to the trapped instruction and pop them off the stack. 


Push the continuation and control registers onto the stack setting the cdr 
code to 3, set continuation to the contents of the trap vector entry, clear the 


_ control-register.extra-argument bit and control-register.trace-bits, and set the 


control-register.trap-mode field to the maximum of the cdr code of the trap 
vector entry and the current trap-mode. 


. Push the trap vector index. 
. Push the PC of the trapped instruction. 
. Push the arguments to the trapped instruction. 


. Do a finish-call operation to invoke the trap handler, using the incremented 


PC as the return address. The value disposition is undefined. 
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‘5.2 The Extra Stack 


Certain traps, such as page faults and disk-wakeup sequence breaks, have. to be 
handled on a stack that is guaranteed to be in main memory and guaranteed to be 
large enough. These traps cannot tolerate another trap, such as a page fault on 
the stack, occurring during their handling. Such traps are handled on the user 


’. stack and the architecture and storage system are designed to treat stack pages 


specially so that no fault can occur while a trap is being handled. This has the 
advantage that there is no need for special hardware to deal.with multiple stacks 
and context switching. 


Two stack-limit registers are provided, one for normal execution and the other for 
trap handlers. When the second stack-limit register is being used, the machine is 
said to be "executing on the extra stack." This is not a different stack from the 
normal control stack, but just extra space. reserved at the end of the normal stack 
for use only by trap handlers. Only the control stack needs extra space; the 
binding and data stacks are not used by page-fault. processing. 


The extra space is not actually used by a trap handler unless the stack happened 
to be close to overflowing at the time of the trap. The trap: handler just uses the 
space starting at the current top of the.stack in the user program. If a normal 
program attempts to use the extra space, it takes a stack overflow trap and 
software grows: the stack before allowing the program to proceed. (The initial 
handling of the stack overfiow trap occurs on the extra stack.) If a trap handler 
overflows the extra stack, the machine halts. This fatal error indicates either a 
bug in the trap handler or failure to allocate enough extra space when building 
the stack-group. 


The stack-limit register in use is specified by the processor trap mode. 


5.3 Trap Modes 


There are four interrupt levels or modes the processor can be in. The mode the 
processor is in specifies what can interrupt it, what control stack limit to-use, and 
in one case, how traps work. The current mode is specified by the trap-mode field 
in the control register. 


Level 0, Emulator This is where most code gets run. Low-pricrity sequence break 
requests, high-priority sequence break requests, and preempt 
pending will interrupt the processor. 


Level 1, Extra-Stack 
’ This is where the paging system runs, clock sequence breaks, 
other low-speed I/O, and certain critical routines (such as just 
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after a %allocate-xyz-block). Only high-priority sequence break 
requests can interrupt this. 


Level 2, High-Speed I/O 
This is where time-critical device service is done. Nothing can 
interrupt it.- 

Level 3, FEP mode 
FEP code runs in here. Nothing can interrupt it. Additionally, 
when. a trap occurs, it goes through a single trap vector. See the 
‘section "FEP-mode Traps", page 293. 


Unless the processor is in the emulator mode (the trap mode is nonzero), the 
machine is allowed to use the extra stack. (Level 1 is called "extra-stack," but 
levels 2 and 3 also imply the use of the extra stack.) 


The trap mode is set to the maximum of the current trap mode and the edr-code 
field of the trap-vector entry when a trap is taken. This allows the processor to 
change mode atomically when entering trap handlers. Restoration of the control 
register on completion of the trap handler will restore the trap mode to its pre- 
exception state. 


The trap mode is set to 3 by INIT. The trap vector entry for RESET should 
specify level 3. Note that RESET is not inhibited by the oy mode, in that ~ 
respect it could be called Non-Maskable-Interrupt. 


5.4 Trap Vector 


The trap vector is a table whose elements specify the functions to be called when 
various exceptional conditions occur. Each entry is a PC (dtp-even-pe/dtp-odd-pc) 
that points to the first instruction of the trap handling function. Byte <39:38> 
(the edr-code) of the entry is the minimum initial trap mode for the handler. This 
table is stored at physical addresses 1000000 through 1007777; the trap vector 
index always supplied as the first argument to a trap handler is relative to the 
base of this table. 


See the section "Trap Vector Layout", page 294. 


5.5 Exceptions 


5.5.1 Error Traps 


When an instruction receives illegal operands, references memory and receives a _ 
bad data type, or encounters an instruction-specific error condition, it takes an 
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error pre-trap. The error trap handler takes two arguments (in addition to the 
trap index and. PC): a micro-state, and a VMA. The micro-state is a unique 
identifier that is looked-up in a table to determine the cause of the error. If 
appropriate, the second argument is the contents of the BAR that caused the 
error, otherwise it is ignored. 


5.5.2 Instruction Exceptions 


An instruction exception occurs when an instruction needs to perform some 
operation that is not. an error, but is not directly supported by the hardware 
(taking the car of a list instance, for.example). Instruction exceptions are post- 
traps, called with whatever arguments the instruction takes. The contract of the 
trap handler is to emulate the behavior of the particular instruction. Occasionally 
exceptional conditions will arise during emulation, such as the need: to redecode an 
array register or refill a cons cache. 


The instruction exception trap handlers are contained in the instruction exception 
vector, which is indexed by the opcode of the faulting instruction. Note, though, 
that some instructions are emulated by dispatching through the arithmetic 
dispatch vector.. See the section "Arithmetic Traps", page 287. 


A special case of instruction exception occurs when the processor attempts to 
execute an undefined instruction. In this case, a post-trap is taken, using the trap 
handler obtained by indexing into the instruction exception vector with the opcode. 
However, since the number of arguments is not known, the trap microcode 
presumes that the instruction takes zero arguments, and the trap handler must 
compensate. 


%halt (opcode 377) is guaranteed to.be an undefined instruction and: will always - 
take an exception. 


5.5.3 Arithmetic Traps 


To improve the efficiency of simple arithmetic on non-fixnum numbers, instruction 
exceptions for a number of instructions fetch the trap handler from the arithmetic 
dispatch vector instead of from the instruction-exception vector. The particular 
handler fetched depends on the types of the arguments. This reduces the 
overhead of dispatching on the types of the arguments by moving it into 
microcode. 


All of the instructions that use the arithmetic dispatch vector accept numeric 
arguments only; if any argument is non-numeric, .an error trap will occur. (eql is 
a slight exception to this rule -- it accepts nonnumeric arguments, but will only 
trap out for numeric arguments). The normal instruction exception vector for 
these instructions is not used in any circumstances. 


There are two different categories of arithmetic traps. Traps in the first category 
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occur when an arithmetic instruction is applied to operands that are numeric types 
which the hardware does not support for the particular instruction. (Hardware 
support for certain types may depend on the presence of a coprocessor.) . Traps in 
the second category occur when an exceptional condition (such as arithmetic 
overflow) results from attempting to perform the arithmetic operation. 


In general, information about why a particular arithmetic trap was taken is not 
available -- the trap handler is expected to check the operands, emulate the 
operation, check the results for exceptional conditions, and return. In certain 
circumstances more specific processing is allowed. For example, the only possible 
exception that can occur while adding two fixnums is an integer overflow, and the 
trap handler for add of fixnum arguments may take advantage of this. 


The arithmetic dispatch vector contains sixty-four trap handlers (eight numeric 
types for up to two arguments) for each instruction that uses it. These trap 
handlers are invoked via post-traps, in the same manner as normal instruction 
exceptions. The dispatching trap computes a trap-vector index from bits out of 
the opcode field of the instruction and bits out of the data types of the arguments. | 
Specifically, for a binary arithmetic trap, the index into the arithmetic dispatch 
vector is 


OPCODE<4:8> | ARG1<34:32> | ARG2<34:32> 


For a unary instruction, the dispatch acts as though arg2 were a fixnum; that is, 
the low three bits of the index will always be zero. 


When the two operands are not of the same type, the trap handler may be a 
shared "coercion function” that simply coerces one of the operands to be 
compatible with the other, then jumps into the correct trap handler to perform the 
desired operation for the given type of (coerced) operands. The coercion function 
does not have to know what the operation is; the appropriate trap handler is 
fetched from the trap vector indexed by the original trap vector index plus a 
constant that accounts for the coercion that was performed. It is also possible to 
have a special-case function for a mixed-type operation (fixnum times bignum is 
always popular) just by filling in the trap vector asymmetrically. 


The following instructions post trap through the arithmetic dispatch vector: 


eql (263), eql-no-pop (267) 

equal-number (260), equal-number-no-pop (264) 

greaterp (262), greaterp-no-pop (266) 

lessp (261), lessp-no-pop (265) 

plusp (86), minusp (35), zerop (34) 

add (300), sub (301), unary-minus (114) 

multiply (202), quotient (203), remainder (210), rational-quotient (211) 
ceiling (204), floor (205), truncate (206), round (207) 

max (213), min (212) 
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logand (215), logior (217), logxor (216), 
logtest (273), logtest-no-pop (277) 
ash (232) 


5.5.4 Memory Exceptions 


Memory exceptions occur when referencing the contents of a given location in 
memory. There are three classes of memory exceptions: 


« The memory operation could not be performed due to some property of the 
location. For example, the page might not be resident in main: memory.. 


‘© The memory operation was performed, but further processing is required due 
to some property of the contents of the location. For example, the contents 
might. be a pointer to a condemned object. 


eA hardware error occurred during the memory operation. 


Correctable: memory errors are not fatal. They are corrected by the memory 
interface. The occurrence of a correctable error will be recorded by a flag, and 
the address and syndrome of the cell in error will be stored in a register. 
Software should periodically poll this register and log any errors. 


An -uncorrectable memory error is more serious. It causes an uncorrectable 
memory error page fault. The trap handler can do whatever is appropriate after 
the error. It is possible to recover from some uncorrectable errors, and others are 
fatal. 


Memory exceptions are pre-traps that take one argument, the address of the 
referenced location, in addition to the usual trap-vector-index and fault-pe 
arguments. The argument type can be either locative (a virtual address), or 
dtp-physical-address (a physical address, not always meaningful). The memory 
exceptions are: 


e Page not resident -- PHT search failed. 


¢ Page fault request -- PHT search succeeded but pht.fault-request is set. See 
the section "Revision 0 Implementation Memory Features", page 297. 


e Write protect violation -- attempted to write into a page with pht.write- 
protect set. 


e Transport trap’-- read pointer to oldspace from a page with pht.transport- 
trap set. 


e Uncorrectable ECC error -- location contains an uncorrectable error. See the 
section "Revision 0 Memory Exceptions", page 300. 
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e Bus error -- processor received a negative acknowledgement of a read. See 
the section "Revision 0 Memory Exceptions", page 300. 


¢ Monitor trap -- read a reference of type dtp-monitor-forward. 


5.5.5 Stack Overflow 


Control stack overflow occurs when the finish-call instruction (or the equivalent 
operation when a trap is taken) detects the frame pointer is greater than stack | 
limit. The limit register used depends on the trap mode of the processor. The 

. stack limit is set lower than the real limit by the maximum size of a stack frame 
plus the amount of extra space needed to process the stack-overflow trap. 


Control stack overflow invokes a special trap handler found in a dedicated trap 
vector. The trap handler takes no arguments other than the trap-vector index and 
the fault PC. 


Binding stack overflow occurs when a bind-locative instruction tries to advance 
the binding-stack-pointer beyond the binding-stack-limit. Binding stack overflow 
signals an error trap. The error trap handler must be careful not to bind - 
anything until it has considered the possibility that the error is a binding stack 
overflow. 


The return instructions that return multiple values check for stack frame 
overflow. If (+ cr.frame-size-of-caller values-being-returned) is greater than stack- 
frame-maximum-size (an internal register), an error trap is taken. 


5.5.6 Sequence Breaks 


A sequence break is an asynchronous interruption of the currently executing 
program. A sequence break causes control to be transferred to one of two PCs 
found in the trap vector. (Most other computers call this an interrupt, but we 
cannot use that word without confusion because of the without-interrupts special - 
form in Zetalisp, which only prevents preemption, not sequence breaks.) Sequence 
breaks are requested by the high-priority and low-priority sequence break eaeanee 
pins on the processor. 


A high-priority sequence break trap will be taken at the completion of any 
macroinstruction where the high-priority sequence break request pin is asserted 
and the trap mode is either 0 or 1. A low-priority sequence break trap will be 
taken at the completion of any macroinstruction where the low-priority sequence 
break request pin is asserted and the trap mode is 0. See the section "Revision 0 
Sequence Breaks", page 301. 


Like. other traps, the sequence-break handling functions execute in the context of 
the interrupted process. They are essentially pre-traps, called with no arguments 
(other than the standard ones). These interruptions are intended to be 
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transparent to normal Lisp programs, and ‘therefore the handling functions must 
be careful what they do. 


There are two.sources of external sequence breaks:-low-speed I/O (for example, ... 
disk completion) and high-speed I/O (for example, 56Kb serial line). Low-speed I/O 
routines may spend a moderately long time executing, if needed. High-speed I/O 
must by programmer design spend a very small amount of time executing, 
especially if there is more than one device. that needs service. 


Programs may synchronize with sequencé-break handling functions either by 
raising the trap mode, or using the store-conditional instruction. 


All indefinite-duration microcode loops are interruptible by sequence breaks, 
--eausing the instruction to be aborted. This includes invisible pointer following, 
method table searching, indirection through symbols in start-call, and 
rgetf/member/assoc. An indefinite-duration microcode loop will of course only be 
interrupted by a sequence break if the current trap mode permits sequence breaks. 


5.5.7 Preemption 


Preemption is switching from the current process to the scheduler. This is a 
software operation, which has hardware support for its initiation. 


Preempt-request and preempt-pending are bits in a global register, not in the 
Control register. These bits are set at the same time by software, such as a clock 
sequence break handler, that wants to preempt the current process. If preempt- 
pending is set, and the processor is in emulator mode, then.a preempt-request trap 
occurs after the current instruction completes. The trap handler clears the 
preempt-pending bit and then checks whether the process can be preempted. If so, 
it clears preempt-request and passes control to the scheduler. If not, it leaves 
preempt-request set and returns. 


The priority of preempt-pending relative to. other traps is: 


High reset 
stack-overflow (in finish-call) 
high-priority-sequence-break 
low-priority-sequence-break and emulator-mode 
preempt-pending and emulator-mode 

Low trace-pending — 


The check-preempt-request operation sets the preempt-pending flag if the preempt- 
request flag is set. This causes a trap at the end of the current instruction if the 
processor is in emulator mode, otherwise the trap is taken as soon as the 
processor returns to emulator mode. 


Anything that unbinds a special variable (whether the unbind instruction or an 
implicit unbind caused by the return instruction. encountering a cleanup bit) does 
a check-preempt-request operation. This is the reason why preempt-request is a 
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hardware flag instead of just being a software variable. See the section "Revision 
0 Unbinding", page 301. 


The %check-preempt-request instruction (called %check-preempt-pending on the 
3600) does a check-preempt-request operation. Those extra-stack trap handlers 
that wish to check for a pending preempt when they return to the user must do a 
%check-preempt-request instruction, if this sets preempt-pending the trap will go 
off when the trap handler returns.. The %check-preempt-request instruction is 
also used in a couple of places in the garbage collector. This could be open-coded 
using %read-internal-register and %write-internal-register, rather than being a 
real instruction, but is probably easy to implement as an instruction since the 
‘logic has to be present already for unbind. 


Note that function return does not do a check-preempt-request operation unless it 
unbinds special variables, and instructions that change the processor trap mode do 
not do a check-preempt-request operation, but may provoke a trap if preemp 
pending is already set. 


Details on stack-group switching can be found in the function calling chapter. See 
the section "Stack-Group Switching”, page 280. 


5.5.8 Trace Traps 


Instruction-trace, call-trace, and trace-pending are three bits in the Control 
register, set and cleared by software in saved copies of the Control register in 
memory. Trace-pending can also be set by hardware.’ Reset and Init clear all 
three of these bits. The hardware clears all three of these bits whenever a trap 
occurs, after saving the Control register on the stack. 


If trace-pending is 1, a trap occurs before executing the next instruction. Note 
that a sequence break can intervene before the trap actually goes off. There is 
only one trap vector location for trace-pending, regardless of the semantic 
significance of the trap to the software. If a return instruction restores a Control- 
register value with the trace-pending bit set, the trap occurs after completion of 
the return instruction and before execution of the instruction returned to. 


When a return instruction is executed repeatedly. because of Value-disposition 
Return, and trace-pending is set by restoring a Control-register value, the trap 
either occurs immediately or after the repeated Return operations finish; the 
architecture doesn’t specify which. The trace-pending values in the several 
Control register values that are restored are effectively ORed together, so the trap 
is not lost. 


If instruction-trace is 1 at the beginning of an instruction, completion of the 
instruction sets trace-pending and causes a trap before the next instruction 
executes. Hf a post-trap occurs when instruction-trace is 1, trace-pending is set in 
the Control register saved as part of taking the trap. This is not true of a pre- 
trap. If a return instruction restores a Control register value with the instruction- 
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If call-trace is 1, the finish-call instruction sets trace-pending and causes a trap 
before the first instruction of the called function executes. If stack overflow 

~ occurs simultaneously, trace-pending is set but the stack overflow trap occurs first. 
When: the stack overflow handler returns, the trace trap occurs. Call-trace does 
not effect the implicit finish-call performed when a trap occurs, because call-trace 
gets cleared first. 


5.5.9 PULL-APPLY-ARGS Exception 


See the section "Pull-apply-args", page 261. 


A pull-apply-args pre-trap is taken from a function entry instruction to extract 
additional arguments from an apply argument that the microcode is not capable of 
doing. The trap handler takes two arguments, the number of arguments to pull, 
‘and the apply argument, which is popped off the stack before the trap is taken. 
The. trap handler extracts. the arguments, updates the saved Control register to 
reflect the new state of the previous frame, and return-kludges the extracted 
arguments and the remaining apply argument, if any, directly into the correct 
place in the previous frame. 


5.5.10 FEP-mode Traps ~ 


With few exceptions, traps are. not supposed to happen while the FEP code is 
running. To give the FEP a chance to examine each trap and decide whether or 
not it is meaningful, all traps while in FEP mode go through a single trap vector. 
Any given trap will be taken in.exactly the same manner, with the same 
arguments and the same continuation, whether or not the processor is in FEP 
mode; the only difference is where the trap handler PC comes from. 


5.5.11 Processor Faults 
A processor fault occurs when the processor encounters a situation from which it 
cannot proceed. The occurrence of a processor fault halts the processor and 
indicates the error on an external pin. The causes of a processor fault are: 

e Stack overflow while using extra stack. 

« Other than dtp-even-pe/dtp-odd-pe in the trap vector. 

¢ Uncorrectable ECC error when reading trap vector. 

* Recursive uncorrectable ECC error. 


e Page fault while dumping stack cache. 


The processor will not respond to anything other than reset and init when halted. 
See the section "Revision 0 Traps for Prppessor Faults", page 301. 
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5.6 Trap Vector Layout 


The trap vector is stored at physical addresses 1000000 ixonet 1007777, and is 
basically partitioned as follows: 


0000..3777 Arithmetic dispatch vector 
4000..4377 Instruction exception vector 
4400..4477 Interpreter function table 
4500..4777 Reserved 

5000..5077 Generic dispatch table 
5100..5177 Miscellaneous exceptions 
5200..7777 (Reserved for future expansion) 


The arithmetic dispatch vector contains the exception handlers for those 
- instructions defined to use the arithmetic dispatch. See the section “Arithmetic 
Traps", page 287. 


The instruction exception vector contains the exception handlers for instructions 
that do not use the arithmetic dispatch vector. See the section "Instruction 
Exceptions", page 287. 


The interpreter function table contains one entry per data type. When a start-call 
is given a data type not. directly understood by the hardware, the contents of this 
table, indexed by the data type, are placed in the continuation register. See the 
section "Starting a Function Call", page 249. 


The: generic dispatch table contains one entry per data type. When the "instance" 
argument to %message-dispatch or %generic-dispatch is not an instance, the 
address of the flavor hash mask needed to do. the method search is found by 
indexing into this table. See the section "Calling a Generic Function", page 277. 


The miscellaneous exceptions are assigned as follows: 


5100 Error trap 

5101. Reset 

5102 pull-apply-args 
5108 Stack overflow 
5104 Trace trap 

5105 #Preempt request 
5106 Transport trap 
5107 FEP-mode trap 


5110 Low priority sequence break 
5111 High priority sequence break 
5112 Monitor trap 

5118 Reserved for future use 
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5114 Generic-dispatch instruction 
5115 =: Reserved for a fence word 

5116. Message-dispatch instruction 

5117... Reserved for a fence word 


5120 | Page not resident 
5121 Page fault request 
5122 ~=Page write fault 
5123. Uncorrectable memory error 
5124 Bus error 
5125-5177 + Reserved for future use 


5.7. Reset and Init 


Reset and Init are exceptions invoked by pins of the same names on the processor 
chip: Reset is similar to a sequence break, and is used to return the processor to 
the FEP. Init is a no-holds-barred initialization of the machine, usually performed 
after power on. 


Reset forces the processor to take an exception to fetch.a new PC from the trap 
vector. It is up to software to save the machine state if it is desired to resume 
execution at the point the reset occurred. 


Init initializes the processor hardware, and may abort outstanding memory 
accesses without completion, and so on. The PC is set to a fixed vma=pma 
address, 77400100, from which execution proceeds. See the section "Revision 0 
Init PC", page 301. 


5.8 Appendix: Comparison of 3600-Family and I-Machine Exception 
Handling 


To be supplied with the next revision of this document. 
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Appendix A 
Revision 0 Implementation Features 


A.0.1 Revision 0 Implementation Memory Features 


Revision 0 of the Ivory chip implements the following fields for ephemeral address: 


Position Meaning : 

<31:27> 88080 => ephemeral, otherwise non-ephemeral 
<26:22> ephemeral level number 

<26: 25> ephemeral level group number 

<21> which half of the ephemeral level 

<28:8> word address within an ephemeral level 


The comparison used Revision 0 in the inner loop of the PHT search is 


(and (= (idb ZZpht@-vpn entry) vpn) 
_ (= (db 2Z%pht8-fault-request entry) 8)) 


A page-fault-request trap will not be taken if the %%pht0-fault-request bit is 1; 
this simply causes the entry not to match, eventually resulting in a page-not- 
resident trap instead. 


The Revision 0 implementation always traps when executing an instruction from a 
page with transport-trap=l. Later implementations may. be able to do an actual 
oldspace check in this case. 


The Revision 0 implementation of Ivory does update a PHT entry by ORing the 
new bits in, but it does not use an interlocked bus read/write cycle. : 


Revision 0 of the Ivory chip sets the PC to VMA=PMA address 0 on receiving 
INIT. 


The actual pht lookup algorithm for Revision 0 of the Ivory chip is: 


(defun pht-lookup (vpn) 
(flet ((search-bucket (pht-offset) 
(loop repeat 4 
initially (setf (%block-address) (+ pht-base pht-offset) ) 
for entry = (Zblock-read) 
do (if (and (= (ldb Z%pht@-vpn entry) vpn) 
(= (ldb 2%pht@-fault-request entry) @)) 
(return-from pht-Tookup 
(values entry (Zblock-read))) 
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(2b1 ock-read) ) 
finally : 
:; If at-end of collision chain, fail. 
(when (= (ldb ZZpht@-collision-chain entry) 1) 
(return-from pht-lookup ()})))}) 
(search-bucket (logand (pht-hash vpn) pht-mask)) 
(loop for state = (pht-next vpn) then (pht-next state) - 
do (search-bucket (logand (Ish state 3) pht~mask))))) 


A.0.2 Revision 0 implementation Instruction Features 


The following text describes characteristics of the Revision 0 implementation of 
the I-machine architecture. 


Revision 0 %Allocate-list-biock 

Takes an instruction exception if argi is nil. 
Revision 0 %Allocate-structure-biock 

Takes an instruction exception if arg is nil. 
Revision 0 Aset-1 


-- does not check for the high-order 24 (16) bits of dtp-character arguments being 
0 when storing such arguments into 8(16)-bit arrays. 


Revision 0 Binding Instructions 

%restore-binding-stack, unbind-n, and the return instructions performing 
unbindings when the cleanup bit is set do not check for binding-stack underflow in 
Revision 0. 

Revision 0 %Block-n-read-alu 

-- performs overflow detection for exceptions but does not allow the memory 
operand to be in the stack cache. User programs must be sure that that the 
operands are not in the stack cache to insure proper operation. Does not take the 
shift mask specification from the DP OP register. 

Revision 0 %Block-n-read-shift 


- will not work with ECC errors. 
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Revision 0 %Block-n-read-test 

-- only implements the eq condition.and the true sense. The. alu-op field of the 
DP Op register must be loaded with "subtract" in order to use the instruction. 
Needs to have the oldspace condition added. 

Revision. 0 Branch and Loop Instructions 

Revision 0 conditional branch instructions take an exception if the bottom eight 
bits of the offset are all 0 (as opposed to all 10 bits being 0). This effectively 
limits the branch distance to plus or minus 128, but the compiler could be smart 
about this. branch to the next instruction is the fastest no-op, except for skipping 
an instruction entirely via cdr-code sequencing. 

Revision 0 Entry-rest-accepted 

-- and entry-rest-not-accepted do not perform correctly when doing a 
pull-apply-args operation when the rest argument (or tail) is an item of type 
dtp-list-instance in the stack cache. 

Revision 0 Fast-aset-1 


-- does not check for the high-order 24 (16) bits of dtp-character arguments being 
0 when storing such arguments into 8(16)-bit arrays. 


Revision 0 Loop-decrement-tes 

-- does not check overflow conditions. Uses zerop for the check rather than plusp. 
Revision 0 Loop-increment-tos-less-than 

-- does not check overflow conditions. — 

Revision 0 Opcode 57 

-- jumps to a totally random address after pushing D.PC on the stack. 

Revision 0 Numeric Operations 

There will be no floating-point support in the Revision 0 chip. 

_ Revision 0 Return-single 

When the value disposition is “for value," the cdr code is the cdr code of the top 


of stack or it is cdr-next for t or nil. 
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Revision 0 Return-kiudge 

Sets the cdr codes of all values to edr-next. 
Revision 0 Stack-bit 

 ~ sets the cdr code of the operand to edr-next. 
Revision 0 Stack-blt-address 

-- sets the edr. code of the operand to edr-next. 
Revision 0 Unbind-n 


Revision 0 of the Ivory chip, when unbinding, only checks the preempt-request bit 
when the trap mode is zero. 


A.0.3 Revision 0 implementation Function-Calling Features 


The Ivory chip uses a scratchpad register to hold the value of %stack-frame- 
maximum size, which, with stack-cache-size being 128, is currently 119. . 


In Revision 0, if control-register.trace-pending would be set upon normal 
completion of an instruction, but the instruction pre-traps instead, control- 
register.trace-pending will incorrectly be set in the saved control-register image of 
the pre-trap handler. 


In Revision 0, if control-register.instruction-trace is 1 at the beginning of a return 
instruction, and the return instruction restores a control-register with the trace- 
pending bit 0, control-register.trace-pending (and the correspond“ng trace-trap) may 
or may not be set at the completion of the return instruction. 


In Revision 6, when a return instruction with value disposition return restores, a 
control-register with trace-pending set, the trace-trap will be lost. Only the trace- 
pending bit of the last control-register restored is significant. 


Revision 0 of the Ivory chip cannot handle faults during stack cache refill. 


A.0.4 Revision 0 implementation Exception Handling Features 


The following text describes characteristics of the Revision 0 implementation of 
the I-machine architecture. 


Revision 0 Memory Exceptions 


The revision 0 implementation of the Ivory chip takes an uncorrectable-memory- 
error trap when it should take a bus-errer trap. F 
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Revision 0 Sequence Breaks 


Sequence breaks vector through only one place in microcode.. That microcode then 
examines a register to decide whether the sequence break is high-priority or low- 
priority. This is only visible to the user if a high-priority sequence break is 
requested and,. before the microcode can execute the start of the sequence break 
microcode, the high-priority sequence break goes away. In this case, because of the 
order of polling in the microcode, the chip will take a low-priority sequence break 
(although the low-priority bit might not be set in the preempt register). 


Revision. 0 Traps for Processor Faults 


The Revision 0 chip only halts for a stack overflow while using extra-stack mode. 
It does not halt for any of the other reasons listed in the Processor Faults section 
in the Exceptions chapter. The architectural issues of processor-fault handling 
‘have not yet been resolved. 


The Revision 0 chip does not respond to reset when halted. 


Page faults currently do not work, since it is not possible for an instruction. to 
look like it-has finished. without actually transferring control to the next 
instruction’s microcode. This means that either the entire control stack must be 
wired down and scavenged, or that the trap-on-exit bit must be used to cause a 
trap when more stack must be wired down. At the same time that the stack is 
wired down, it must be transported for proper operation. 


Revision 0 Unbinding 
See the section “Revision 0 Unbind-n". 
Revision 0 Init PC 


Revision 0 Init sets the PC to vma=pma 0. 
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Appendix B 
Summary of Omitted 3600 Instructions 


a These are supported only if the floating point chip supports them 
ZCONVERT-SINGLE-TO-F I XNUM 

ZDOUBLE~FLOATING-ABS , ZDOUBLE-FLOATING-ADD, ZDOUBLE-FLOATING-COMPARE , 
ZDOUBLE~FLOATING-DIVIDE, ZDOUBLE-FLOATING-MINUS, 

_ ZADOUBLE-FLOATING-MULTIPLY, ZDOUBLE-FLOATING-SCALE, ZDOUBLE-FLOAT ING-SUB 
FLOAT-OPERATING-MODE , FLOAT-OPERATION-STATUS , 
SET-FLOAT=OPERATING-MODE, SET-FLOAT-OPERATION-STATUS - 


‘Will not be implemented: 


FOLLOW-CELL-FORWARDING %memory-read-address data-read or bind-read 
FOLLOW-STRUCTURE-FORWARDING 9%memory-read-address struct-offset 
LOCATION-BOUNDP (/= (%data-type (%memory-read bind-read) dtp-null) 
ZP-STRUCTURE-OFFSET. %memory-read-address followed by %pointer-plus 
ZP-CONTENTS~AS-LOCATIVE ‘Y%omemory-read-address followed by %set-tag 
ZP~CONTENTS-OFFSET (edr (%p-structure-offset ...) 


Unclassified: 

NOT - Implemented by type-member 

LONG-BRANCH-IMMED 

PUSH-MICROCODE-~ESCAPE-CONSTANT 

ZDRAW~STRING-STEP, ZBITBLT-DECODE-ARRAYS, ZBITBLT-LONG, 
ZBITBLT-LONG-ROW, ZBITBLT-LONG-ROW-BACKWARDS, ZBITBLT-SHORT , 
ZBITBLT-SHORT~ROW, ZORAW-LINE-LOOP, ZORAW-STRING-LOOP, 
ZDRAW-TRIANGLE~SEGMENT, SOFT-MATTE-DECODE-ARRAYS, SOFT-MATTE-INTERNAL | 


Lisp Instructions: 
ZSAVE-BINOING-STACK-~LEVEL 

- Implemented as an internal register 
CONS 
NCONS 


Function-Calling instructions: 

TAKE-ARG, TAKE-M-REQUIRED-N-OPTIONAL-ARGS , 
TAKE-M—REQUIRED-N-OPTIONAL-ARGS-REST.,, TAKE~N-ARGS, TAKE-N-ARGS-REST, 
TAKE-N-OPTIONAL~ARGS, TAKE-N-OPTIONAL-ARGS-REST, TAKE-REST-ARG, 
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Fortran Array Instructions: (This might make it in, but I think we wil] 
be too tight on "B" memory locations and microcode) 
FTN~ALOC-1,. FTN-AREF-1, FTN-ASET~1 

FTN-DOUBLE~ALOC-1, FTN-DOUBLE-AREF-~1, FTN-DOUBLE-ASET-1 
FTN-LOAD-ARRAY-REGISTER 


Low-Level Hardware: 

ZAUDIO-START, ZCHECK-PREEMPT-PENDING, ZCLEAR-CACHES, 
ZCLEAR-INSTRUCTION-CACHE , ZDISK-START , 
ZRESUME~MAIN-STACK-BUFFER, Z%FUNCALL~IN-AUXILIARY-STACK-BUFFER, 
ZFEP-DOORBELL , 

ZFIXNUM, ZFLONUM 

%GC-MAP-WREITE, ZGC-TAG-READ, ZGC-~TAG-WRITE, 

ZMAP~CACHE-WRITE 

ZMETER-OFF, ZMETER-ON 

ZMICROSECOND-CLOCK 

ZNET -WAKEUP 

ZNUMERI C~DISPATCH-INDEX 

ZPHTC-READ, ZPHTC-SETUP, ZPHTC-WRITE 

ZPHYSICAI-ADDRESS-CACHE , 

- ZREFERENCE-TFAG=-READ, ZREFERENCE-TAG-WRITE 
ZSCAN~FOR~ECC-ERROR, ZSCAN-FOR-EPHEMERAL-SPACE , 2SCAN-FOR-OLDSPACE 
ZSCAN~GC-TAGS, ZSCAN-REFERENCE-TAGS, ZSET-PREEMPT-PENDING, 
ZTAPE~=WAKEUP, ZUNSYNCHRONIZED-DEVICE-READ 


33 Replaced by Bars 
ZBLOCK-GCO-COPY, ZBLOCK-~TRANSPORT 
ZBLOCK-STORE-CDR-AND-CONTENTS, ZBLOCK-STORE-TAG-AND-POINTER 


333; Open coded 

POP-MULTIPLE, POP-MULTIPLE-SAVE-1, POP-MULTIPLE-SAVE-N,: 
POP-MULTIPLE-SAVE~MULTIPLE 

POP-N-SAVE~-MULTIPLE, APPEND-MULTIPLE-GROUPS, PUSH-FROM-BEYOND-MULTIPLE 
FIXUP-TOS (MOVEM SP1@) 

ZMAKE-POINTER-IMMED-OFFSET 
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ss hepenabe Cc 
"Notes on I- Machine Architecture History 


Data-Types Chapter -- Representations of Arrays 


. A prototype of the precise algorithm to be used when accessing an indirect array, 
using the 3600 array format instead of this array format, can be found in the file 
V:>Moon>IMach>3600>array.lisp. This was translated from the existing, working 
3600 microcode. 


Some static analysis of arrays, in a system 311 world that been used for a week: 


99.65% of all arrays are one-dimensional. 

2-dimensional and 3-dimensional arrays exist; no hignerainenaies! or 
0-dim arrays. 

The average size of an array is 38 words. 

There is no category of arrays whose average size is larger than will 

fit in 15 bits; unfortunately I didn’t measure the size distribution 

of arrays directly, so. I don’t know the percentage of arrays whose 

size will not fit in 15 bits, but. it must be very small. 

All array types are used at least once. 

The maximum leader length seen is 38 elements. 

Unfortunately I didn’t measure what fraction of arrays are displaced. 
--Moon 


The longest array-leader observed was 38 elements, so a maximum limit of 255 
elements should not be restrictive. The maximum on the 8600 is 1023. 


The leader header uses dtp-header-p rather than dtp-header-i because there were 
more spare header-type codes available for that type of header. 


More information from Rel 6.1 


99.54% of the arrays are one-dimensional, of which 99.54 are direct (not . 
displaced). - Totals: 453049 arrays, 450961 one-dim, 448900 direct one-dim, 2061 
indirect one-dim. The distribution of the LOG2(LENGTH) is as follows: 


8 12493; 
1 16181; 
2 35781; 
3: 138126; 
4 93601; 
5 85786; 
6 44853; 
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7: 26594; 

8: 2447; 

9: 873; 

18: 615; 
41: 324; 
42: ' 48; 
13: 25; 
44: 28; 
45: 12; 
16: G; 
17: 3; 
19: 1; 
3 


20: 


26.33% of those arrays have a leader 
The distribution of the LOG2(LEADER-LENGTH) is'as follows: 
Q: 2; 
4 7962; 
2 5878; 
3 3428; 
4: 73835, 
5: 181; 
6 1. 


Data-Types Chapter -- Representations of Compiled Functions 


Not only does this (using the cdr code 1 asa fence) avoid loading the instruction 
cache with extraneous words from functions other than the one being executed, 
but more importantly it avoids a subtle bug involving fetchahead past the free- 
pointer for allocation of compiled code, after a sequence of timing coincidences has 
left words there containing valid data types for instructions, The bug is that 
obsolete data could get inte the instruction eache and not get cleared out when a 
new function was created at the same address. 


Note that the design is intended to put the function cell and the entry instruction 
both on the same page and in the same cache line, minimizing the cost of 
indirecting through a function cell. The loader may want to insert extra words to 
keep compiled functions aligned on appropriate boundaries so that the function cell 
and entry instruction always fall into the same cache line, if we have a cache. 


Data-Types Chapter -- Instruction Representation 


This scheme, different from the 3600, is. designed to eliminate the 
constants/external-reference table in a compiled function and thereby to enable 
prefetching of such data through the normal instruction pipeline. This saves time 
and simplifies the hardware by eliminating an addressing mode. H says the 
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average number of references per constant is small enough that this actually saves 
space, compared to the 3600. In cases where there are many calls to the same , 
function or references to the same constant, the compiler can attempt to encache 
it in a local variable. 


Data-Types Chapter -- Representation of Physical Addresses: 


BARs need to store 33 bits, the 33rd bit being the dtp-physical-address’ness of the 
pointer field. 


The BAR incrementer only increments the ie field; it leaves the dtp- se cs 
address’ness alone. 


The FAST-AREF/ASET-1 ucode/hardware adds the offset to the pointer field of the 
array register base address slot and preserves the dtp-physical-address’ness on the 
way to the BAR. 


_The input to the map cache now has three possibilities instead of two: 


mapped virtual address 
vma=pma virtual address 
.dtp-physical-address physical address 


The possibilities for cache-control output lines/signals/meanings for each of the 
above should be discussed separately. The thing I think we all agree on is that 
data referenced with dtp-physical-addresses are never cached. 


Memory Chapter -- Wired Addresses: 


The 3600-family feature where some portion of virtual address space defined by a 
control register (%wired-virtual-address-high) is mapped to a contiguous portion of 
unmapped address space defined by another control register(%wired-physical- 
address-low) is eliminated, to simplify the hardware. This reduces configuration 
flexibility by requiring that some portion of unmapped address space starting at a 
fixed physical address, presumably 0, must always contain working memory; this is 
not a problem if that memory is packaged right on the CPU board. The 
permanently-wired programs and data that on the 3600 are stored in virtual 
address space below %wired-virtual-address-high will instead be stored at physical 
addresses. 


Memory Chapter -- Pages: 
There has been a lot of discussion about increasing the page size. There are a lot 
of variables involved, including: 


e Page tables (PHT and MMPT, not SMPT or ESRT) can be smaller for larger 
page sizes. This isn’t that large an effect -- 256 word pages yield about 
1.9% overhead, 512 yields 1.0%, and 1024 yields 0.4%. All of these figures 
are tolerable, and well below a number of comparable (sic) systems. 
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¢ Overhead of managing page tables is lower with larger page sizes. The only 
place where this is significant is in creating new pages. However, 
reorganization of the code and algorithms can compensate. In fact, there is 
very significant progress to be made here before the effect of page size gets 
out of the noise. , 


° Larger. page sizes mean there are more untranslated bits available 
(presumably the processor can spit these out 1/2 cycle earlier) for data 
caches and clever dynamic ram organizations to take advantage of. 


e A given size map cache describes more storage if the page size is larger. 
However, according to the literature, the primary contributors to map cache 
performance are number of entries, associativity, and replacement algorithm 

. Gn roughly that order), with page size a distant fourth. : 


e The instruction prefetcher faults crossing page boundaries. 
That’s about it for the pros. On the con side are: 
« Larger page sizes reduce primary memory utilization. 


e Larger page sizes reduce the ability of the EGC to isolate ephemeral 
references. The EGC keeps track of ephemeral references on a per-page _ 
basis -- any page thought to contain such references needs to be scanned. If 
there is poor locality of such references, the amount of scanning required 
per garbage collection will increase proportional to the page size. This is an 
important effect, since as main memory sizes increase the amount of EGC 
scanning increases, but the memory bandwidth and processor speed will stay 
relatively const int. ° 


Some perfunctory analysis indicated that the reduced primary memory utilization 
of larger page sizes was a very significant effect, and on that evidence (and 
conservatism in general) the page size was left at 256 words. 


In Release 6.0, the function with the largest number of required+optional 
arguments is TV:DRAW-TRIANGLE-SETUP, which takes 15 arguments. 
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Appendix D 
Hints for Software Developers 


Data-Types Chapter 


Double-precision Floating-point Representation: Similar to the 3600, except that a 
cons is used instead of a structure to eliminate the overhead of a header word. 


Note that the two halves of the number are being stored in arguably the wrong - 
order, since. the least-significant bits of the fraction should be first. This is 
consistent with the 3600. The real basis for deciding should be the order that 
data are fed into the double-precision floating-point processor chip, if there is one. 


Memory Chapter 


The system. must ensure, or arrange, that there are never any safeguarded objects 
in about-to-be oldspace. The 3600 solves this by simply not flipping that region, 
but that might not be easy on this machine, especially ephemeral space. 


Memory Chapter 
The fields in an MMPT entry are: (these fields aren’t known to hardware) 


- bits 31:8 -- VPN -- the virtual page number now in this physical 
page, -1 if invalid. . 
bit 7 -- FLUSHING --.1 => VPN will change when disk write completes. 
- bit 6 -- WRITE LOCK -- 1 => don’t reassign the page (being written 
to disk?). 
bit 5 -- STACK -- 1 => this page is held in main memory because 
| it’s a stack. 
- bit 4 -- spare 
- bits 3:8 =-- status code, defined by software (3688 uses 18 codes) 


Explanation of PHT.PENDING: Hardware does not look at the PHT.PENDING 
bit. If it is set, PHT. FAULT-REQUEST is also set, by software convention. 
PENDING is set when a page is being read in from disk, but first another page 
has to be written out from the memory page frame the new page is going to 
occupy. In this situation, there are two PHT entries pointing to the same physical 
page. Each of them has FAULT REQUEST set, and one of them also has 
PENDING set. The MMPT entry for that physical page contains the information 
needed by the page-fault trap-handling software to figure out what is going on. 


Compromises: AGE bits would really rather be in the MMPT. Setting of 
EPHEMERAL REFERENCE bits would really rather be in parallel with memory 
access. I don’t think either of these will have a significant effect on performance, 
in practice. © 
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Instruction Chapter -- rgetf 


Additional instructions can be used together with rgetf to implement the zl:get, 
zi:putprop, cl:get, and cl:getf functions and to implement &key arguments. rgetf 
is often followed by either an instruction to pop the second vaiue or a branch 
instruction that tests the second value and if it is nil pops both values and goes to 
code to substitute a default value. 


(get loc arg2) 
should be 
(getf (location-contents 
..) arg2) 
ckget is 
push. arg2 
push symbot 
type-member—n—no-pop ;symbolp z 
branch-false . 
Zpointer-ptus 4 
Zmemory-read data-read 
rgetf sp-pop 
set-sp-to-address SP{-1 


rgetf stands for "reverse getf’ because the argument order is reversed from 
ckgetf. 


Instruction Chapter -- logtest 


logtest is commutative, so that if there is a small integer, logtest should commute 
it to the second argument. -- DCP The hardware has no idea about commutativity. 
Software probably has to do this. -- BEE 


Instruction Chapter -- pop 


The file V:>moon>imach>pop.text has more information about slack POPpine 
instructions, including stack-blt. 


D.0.1 Stack Groups on the | Machine 


A stack group is the object of computation. It contains the memory image of a 
process. This includes many things, all of which eventually need to be 
enumerated. For now, the list includes the following: 


@ Control Stack 
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Instruction Chapter -- Mapped Access to Self 


The instructions for mapped accesses to self check that the argument J is within 
the bounds of the mapping table. If it is not, a trap occurs. The bounds check is 
performed by fetching the array header of the mapping table, assuming it is a 
short-prefix array, and comparing J against the array-short-length field. 


Implementation note: it is useful to cache the array header to avoid making a 
memory reference to get it every time. For an example of how to do this using 
. two scratchpad locations and one cycle of overhead, see the 3600 microcode. 


Instruction Chapter -- rgetf 


Additional instructions can be used together with rgetf to eauienene: the zl:get, 
zi:putprop, cl:get, and cl:getf functions and to implement &key arguments. rgetf 
is often followed by either an instruction to pop the second value or a branch , 
instruction that tests the second value and if it is nil pops both values and goes to 
code to substitute a default value. 


(get loc arg2) 
should be 


(gett. (location-contents 
..) arg2) 
el: get is 


push arg2 — ty ¢ 
push symbol : 
type-member-n-no-pop | ;symbolp 

branch-false .— 

Zpointer-plus 4 

amemory-read data-read 

rgetf sp-pop 

set-sp-to-address SP|-1 


rgetf stands for "reverse getf" because the argument order is reversed from 
el:getf. 


Instruction Chapter -- logtest 


logtest is commutative, so that if there is a small integer, logtest should commute 
it to the second argument. -- DCP The hardware has no idea about commutativity. 
Software probably has to do this. -- BEE 


Instruction Chapter -- pop | 


The file V:>moon>imach>pop.text has more information about stack-popping | 
instructions, including stack-bit. 
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° Control Stack Base 
° Control Stack Pointer 
° Control Stack Limit 
° Control Stack Extra Limit 
° Control Stack Wired Low 
¢ Frame Pointer 
¢ Local: Pointer 
* Binding Stack 
° Binding Stack Base 
° Binding Stack Pointer 
° Binding Stack Limit 
« Data Stack 
° Data Stack Base 
° Data Stack Pointer 
_° Data Stack Limit 
Catch Block Pointer 
PC 
« Control Register 
¢ Continuation Register 
* Floating Point State 
° Mode - rounding, underflow-to-0, ... 
° Status - sticky-over/underfiow, ... 


Several of the stack group registers are not hardware registers, just software slots 
in the stack group. 

‘Function-Calling Chapter 
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Because the handling of Multiple and Return value dispositions is similar, the 
return-single and return-multiple instructions can be implemented by starting 
with a four-way dispatch to these cases: 


1. Cleanup Bits non-zero — Perform the cleanup and then retry the instruction. 
. 2. Value Disposition = Effect — Just return without worrying about the values. 

3. Value Disposition = Value — Just return the first value. 

4, Value Disposition = Multiple or Return - Take complex actions. 


(But KHS doesn’t believe it is actually implemented that way.) 
Function-Calling Chapter -- Stack-Group Switching _ 


Existing instructions have the following capabilities: 


ability to do appropriate special memory references, using block-read/write 


* 


ability to do necessary cdr-code hacking 


° 


ability to dump the entire stack cache into memory 


ability to load a new stack into an empty stack cache 


ability to read and write all internal processor and coprocessor registers 


that are part of the stack group context 


¢ 


ability to inhibit all traps and interrupts while the stack cache control 
registers are in an inconsistent state 


ability to inhibit process preemption during the whole operation this is done 
by ‘setting a software flag respected by the preempt 


Other instruction assumptions: 
® bind_read_no_monitor bit in block-read instruction 
* no_increment bit in block-read instruction prevents incrementing BAR 


® preserve_cdr bit in block-read instruction inhibits setting cdr of result to 0 
(this is already in the rev -2 spec) 


* when block-read follows an invisible pointer, it updates the BAR 


¢ merge-cdr-nopop instruction: cdr(operand) <- cdr(top-of-stack), no change to 
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SP this could be done with aa ie and %p-tag-dpb but it would be 
much slower, 


Note that it is possible for the cdr code of the bound location to change while it is 
bound, which is why the merge-cdr-nopop instruction is required instead of simply 
rewriting all 40 bits with the value saved in the binding stack. 


Alternatively, to the assumption that memory locations in the stack write through 
to main memory, a specific instruction could be provided to dump the entire stack 
cache, since the processor already knows how to dump parts of the stack cache 

' when it fills up. 


Exceptions Chapter 


Floating exceptions need to be covered as well. Floating overflow and underflow 
always trap. Floating inexact needs a software writable enable to stop it from 
_trapping, since it occurs so frequently. Floating divide by 0 always traps. 
Floating invalid operation always traps. The trap handlers can maintain sticky 
bits for all these exceptions. 


Be especially careful about non-commutative instructions with pop-stack address 
mode [for traps]. 


Exceptions Chapter 
There are four kinds of recursive traps to fear: 


Page fault on a stack page. This is avoided by requiring that all pages -of the 
control stack of a stack group, up to the extra-stack limit, be resident in main 
memory before control can enter the stack group. The Revision 0 chip does not do 
this, so stack get completely wired. Other implementations do this, so page faults 
on running stacks cause the pages to get wired, but are otherwise pretty normal. 
(Just the structure defining the stack group would be stored, not the actual 
stacks). The paging system has to be careful about evicting stack pages or 
clearing their write-permission bits. It may not do this to the current stack 
group, and if it does it to another stack group it must set a bit in the SG that 
will cause a trap if control attempts to enter it. Note that the stack-limit register 
values in a stack group can be set to less than their maximum values, to save on 
main memory, Then if the limited stack available overflows the stack overflow 
handler can wire down additional pages and increase the stack. limits. 


Virtual address translation failure on a resident stack page. On the 3600 if a 
virtual reference is satisfied by neither the map cache nor the PHTC, it traps to 
macrocode. Occasionally a trap to macrocode will occur for a resident page, 
merely to translate its virtual address. This cannot be tolerated on the IMach, so 
. the page translation tables must be designed-so that the hardware and microcode 
can always find the physical address of a resident page. This has the additional 
advantage that spilling of a cache into main memory can never cause a page fault 
(assuming of course that when a page is evicted its contents are first removed 
from any caches that may still contain rhe 
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Page fault while dumping the contents of a cache to make room for new 
data. This cannot happen as explained just above. 


If uncorrectable ECC error is a trap, then this can also be recursive. 


It is not actually necessary to wire down an entire stack, just the top part of the 
stack that is being used. When control unwinds to earlier frames in the stack, a 
page fault will occur while trying to reload the stack cache from virtual memory. 
It should be easy to arrange for this page fault to be handled in the part of the 
stack that is still resident. The control-register.trap-on-exit bit could also be set 
in the bottommost frame in the resident portion of the stack, so that the trap 
would occur before the page fault. In this way main memory would be used in the 
same way that A-memory is used for a stack buffer in the 3600. 
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Appendix E 
Notes on Future Implementations of the Ivory Chip 


Data-Types Chapter -- Array Representations 


Non-word-aligned array registers can be optimized by an. additional 5-bit adder sand 
-a special carry input to the main adder. 


Instruction Chapter -- minusp 


Small ratios might also be handled by microcode since they can be compared on~ 
the same basis as fixnums -- if ratios are canonicalized to have the sign bit in the 
numerator. Same test for all of them, bitwise? except for floating point, not-a- - 
numbers. -0.0 is not minusp, so bit test fails. 


Instruction Chapter -- Instance Variable Accessors 


All of the instance-variable accessing instructions could take an sp-pop argument 
as an alternative to an immediate. This issue needs to be reviewed. when the 
microcode is written. %instance-loc, %instance-ref, %instance-set could be 
flushed. Removing them would slow the specific kinds of instance-variable 
accesses that use these instructions by a factor of 2 or 3. Most instance-variable 
accesses use the mapped or ordered instruction described earlier. 


Function-Calling Chapter 
- This is not done in Revision 0 of the chip, but might ought to be: 


"The first thing finish-call does is to check for Apply = 1 but the top word on the 
stack is nil (an empty list). In this case it pops the stack and clears its copy of 
the Apply bit, turning into a normal call. This canonicalization simplifies the 
argument match-up procedure described later." 


Function-Calling Chapter -- Calling a. Generic Function 


A reasonable optimization would be to avoid the memory references to fetch the 
trap-vector element and to fetch the %generic-dispatch instruction, since calling 
of generic functions is so common. (It would save 2 memory references out of 5, 
and avoid perturbing the I cache.) The %generic-dispatch instruction could be 
fed magically into the instruction pipeline, and the PC could be set to a constant 
value that is architecturally required to be the address of a memory location 
containing a %generic-dispatch instruction; this location will be referenced if the 
%generic-dispatch traps (for example, for a page fault) and has to be retried. 


Future hardware might contain a special-purpose cache used by the generic- 
dispatch instruction to speed repeated lookups with the. same generic function and 
instance. , 
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. | Appendix F : 
Instruction Classifications for Packed Instructions 


F.1 Formats 


The two major classifications of packed instructions are operand-from-stack format 
and 10-bit-immediate format. These. are further broken down into various 
subclasses. Additional information in the opcode field is indicated with a “*". 
Instructions in the operand-from-stack format always have an operand-specifier in 
their lower 10 bits.. Instructions in ‘the 10-bit-immediate format have different 
uses for their lower 10 bits. Fields in the 10-bit Immediate are indicated by a-"-". 


F.2 Operand-from-stack Instructions 


* Unary Instruction (otherwise 22 args) 
* Signed Immediate (otherwise unsigned) 


unary/signed (14 opcodes) 
ear, cdr, endp, plusp*, minusp', zerop', setup-id-array, setup- 
force-id-array, start-call, bind-locative, %restore-binding-stack, 
%ephemeralp, Stag, Zjump 


unary/unsigned (12 opcodes) 
unary-minus', push, push-n-nils, push-address-sp-relative, return- 
multiple, return-kludge, take-values®, unbind-n?, 
push-instance-variable®, push-address-instance-variable, 
push-instance-variable-ordered?, 
push-address-instance-variable-ordered* 


unary/address (11 opcodes) 
set-to-car, set-to-cdr, set-to-cdr-push-car, increment, decrement, 
push-address*, set-sp-to-address®, set-sp-to-address-save-tos®, 
%pointer-increment, %set-cdr-code-1, Yoset-cdr-code-2 





2 arithmetic dispatching, 


3 instructions which are only defined for an immediate argument could be in either operand-frorm-stack or 
10-bit-immediate format. . ‘ 


4Not all address-operand instructions modify their argument. 
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not-unary/signed (31 opcodes) 
rplaca, rplacd, rgetf, member, aSB0C, multiply’, ; ‘quotient’, 
ceiling’, floor’, truncate’, round’, remainder", rational-quotient’, 
max , min’, logend: logic’ looxer’ ash’, rot, Ish, %muitiply- 
double, %lishc-bignum-step, stack-blt, hind: Ieeative-ta-valns, 
%pointer-plus, %pointer-difference, store-conditional, %memory- 


write, %p-store-contents 


not-unary/unsigned (24 opcodes) 
add', sub’, %32-bit-plus, %32-bit-difference, %add-bignum-step, 
%sub-bignum-step, %multiply-bignum-step, .%divide-bignum-step, 
aref-1, aset-1, aloc-1, array-leader, store-array-leader, aloc-leader, 
popdastanes wxtinbiee. movem-instance-variable®, 
pop-instance-variable-ordered?, IOP EE ae 
%instance-ref, %instance-set, %instance-loc, %alocate-list-block, 
Yallocate-structure-block, %set-tag 


not-unary/address . (6 opcodes) 
pop, movem,. stack- bit-address® , fast-aref- ac. fast-aset-13, Yomerge- 
edr-no-pop 


Binary-Predicate Subformat 
* no-pop argl 


not-unary/signed (12 opcodes) 
eq, eq-no-pop, eq)’, eql-no-pop', equal-number'’, 
equal-number-no-pop', a greaterp-no-pop’, lessp’, 
lessp-no-pop', logtest’, Sbetecenowon! 
not-unary/unsigned (2 opcodes) 
Yunsigned-lessp, Yunsigned-lessp-no-pop 


BAR Subformat 
* BAR number 


unary/signed (4 opcodes) 
%block-n-write 


unary/address (4, opcodes) 
%block-n-read-alu 


Lexical Subformat 
* variable number 


unary/signed _ (8 opcodes) 
push-lexical-var-n 


318 


Symbolics, inc. 


not-unary/signed § (16 opcodes) 
' - pop-lexical-var-n, movem-lexical-var-n 


F.3 10-bit-immediate Instructions 


Type-member Subformat 
* pop arg 
* field number (2 bits) 
- field number (2 bits) <9:8> 
- type set. <7:0> 


unary (8 opeades) 
type-member-n, type-member-n-no-pop 


Branch Subformat 
* condition false 
.* no-pop condition 
* and extra pop 
* else extra pop . 
- branch offset <9:0> 


(16 opcodes) branch-true, branch-false, branch-true-no-pop, branch-false-no- 
pop, branch-true-else-no-pop, branch-false-else-no-pop, branch- 
true-and-no-pop, branch-false-and-no-pop, branch-true-and-extra- 
pop, branch-false-and-extra-pop, branch-true-else-extra-pop, 
branch-false-else-extra-pop, branch-true-and-no-pop-else-nopop, 
branch-false-and-no-pop-else-nopop, branch-true-extra-pop, branch- 
false-extra-pop 


Loop Subformat 
- branch offset <9:0> 


(3 opcodes) branch, loop-decrement-tos, loop-increment-tos-less-than 


- Byte-field Subformat 
- field width <9:5> 
- field starting position <4:0> 


. unary (4 opcodes) 
Idb, char-ldb, %p-Idb, %p-tag-Idb 
not-unary (4 opcodes) : 


dpb, char-dpb, %p-dpb, %p-tag-dpb 
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BAR Subformat 

- * BAR number 
- memory cycle type. <9:6> 
- fixnum only <5> 
- set cdr-next or invert test <4> 
- last word <8> 
- no increment <2> 
- test select <1:0> 


(12 opcodes) %block-n-read, %block-n-read-shift, %block-n-read-test 


Finish-call Subformat 
* apply - 
~ value disposition <9:8> 
- number of arguments <7:0> 


(4 opcodes) finish-call-n, finish-call-n-apply, finish-call-tos, finish-call-tos- 
apply 


Entry Subformat 
* rest accepted 
- min args <7:0> 
+ max args <25:18> 


(2 opcodes) entry-rest-not-accepted, entry-rest-accepted 


Return Subformat 
- return value select <1:0> 


(i opcode) return-single 


Catch-open Subformat 
+ value disposition <7:6> 
- catch/unwind-protect. <0> 


(1 opcode) catch-open 
Memory-read Subformat 
- memory cycle type <9:6> 
~ fixnum only <5> 
- set cdr-next <4> 


(2 opcodes) Y%memory-read, %memory-read-address 


Internal-Register Subformat 
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(2. opcodes) %read-internal-register, %write-internal-register 


Coprocessor Subformat 


(2 opcodes) 


- coprocessor address <9:0> 


(2 opcodes) %coprocessor-read, %coprocessor-write 


Unused-Immediate Subformat 


(6 opcodes) 


‘locate-locals, catch-close, %generic-dispatch, %message-dispatch, 
%check-preempt-request, no-op, %halt 


- F.4 Encodings 


unary = 

signed 81 
G2 
83 


04 


@5 
Q6 
a7 


28 
21 
22 
23 
24 
25 


26. 


27 


6@ 1 13) 
81 
82 
83 
4 
@5 
86 
a7 


26 


B28 90 


car 
cdr 

endp 

setup-1d-array 
setup~force-td-array 
bind-locative 
Zrestore-binding-stack 
Zephemeral-p 


push-1lexical-var-@ 
push-lexical-var-1 
push-lexical-var-2 
push-1exical-var-3 
push-Jexical-var-4 
push-lexical-var-5 
push-Texical-var-6— 
push-lexical-var-7 


type-member-8 


type-member~1 


type-member-2 
type-member-3 
type-member-B-no-pop 
type-member~1-no-pop 
type-member-2-no-pop 
type-member-3-no-pop 


branch-true 
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18 
11 
12 
13 
14 
15 


17 


38 
31 
32 
33 
34 
35 


36 


37 


18 
1 
12 
13 
14 
15 
16 
47 


38 


start-call - 
zjump 
Ztag 


401 ock-8-write 
Zbl ock-1-write 
Zblock-2-write 
Zblock-3-write 
zeropx 
minuspx 
pTuspx 


JTocate-locals 
catch-close 

zgener ic-dispatch 
amessage-dispatch 
4check-preempt-request 


no-op 
Zhalt 


branch-false 
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unary 
unsigned 


unary 
address 


G4 


81 


G 


1 


21 


22 


23 


- 24 


25 
26 
27 


88 
81 
82 
83 
04 
@5 
a6 
87 


28 
21 
22 
23 
24 
25 
26 
27 


branch-true-else-extra-pop 
branch-true-and-extra~pop 
branch-true-extra-pop 
branch-true-no-pop 
branch-true-and-no-pap 
branch-true-~el se-no-pop 
branch-true-no-pop-extra-pop 


push 
push-n-nils 
push-address-sp-relative 


return-multiple 
return-kludge 
take-~values 
unbind-n 


Zb1 ock-0-read 
Zblock+1-read 
4b] ock-2-read 
%b1ock-3-read 
Zbl ock~8-read-shift 
2b lock-i-—read-shift 
Zbl ock=-2~read-shi ft 
261 ock-3-read-shift 


set-to-car 
set-to-~-cdr 
set-to-cdr-push-car 
increment 

decrement 
Zpointer~-increment 
4set-cdr-code-1 
2set-—cdr-code-2 


Zb1 ock-8-read-alu 
Zbl ock-1-read-alu 
Zblock-2-read-alu 
Zblock-3-read-alu 
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31 
32 


34 
35 
36 


19 
4 
12 
13 
14 
15 


. 16 


17 


36 
31 
32 
33 
34 
35 
36 
3 


~ 


18 
1 
12 
13 
14 
15 
16 
17 


38 
31 
32 
33 
34 
35 
36 
37 


branch-false-else-extra-pop 
branch-faise-and-extra-pop 
branch-false-extra-pop 
branch-false~no-pop 
branch-false-~and-no-pop 
branch-false~else-no-pop 
branch-false-no-pop-extra-pop 


push-instance-variable - — 
push-address-instance-—var 
push-instance-var-ordered 
push-address-instance~var-or 
unary-minus* 

return-single 

zmemory-read 
anemory-read-—address 


2b] ock~§-read-test 
Zblock-1-read-test 
Zblock-2-read-test 
Zb1-ock-3-read-test 
finish-call-n 
finish-cal]-n-appi y 
finish-call-tos 
finish-call-tos-apply 


push-address 
set-sp-to-address 
set-sp-to-address-save-tos 


Zread-internal-register 
4write-internal-register 
Zcoprocessor-read 
acoprocessor-write 


ldb 

char-1db 

%p-1db 

ap-tag-Idb 

branch 
Joop-decrement-tos 
entry-rest-accepted 
entry-rest-not-accepted 








not- 18 BL 
unary signed 


not- 11 6 
unary unsigned 


88 
81 
B2 


. 83 


a4 
85 
86 
87 


28 
21 
22 
23 
24 
25 
26 
27 


8a 
61 
82 
83 
64 
a5 
06 
87 


a) 


20 


22 
23 
24 
25 


- 26 


27 


88 
81 
G2 
83 
84 
a5 


rplaca 
rplacd . 
multiplyx* 
quotientx 
ceilingx 
floorx 
truncatex 
roundx 


rot 

ish 
amuttipty—-double 
21 shc-bi gnum-step 
stack-bit 

roetf 

member 

assoc 


pop-lexical-var-@ 
pop-lexical-var~1 
pop-lexical—var-2 
pop-lexical-var-3 
pop-lexical—var-4 
pop-1lexical-var-5 
pop-1exical-var-6 
pop-lexical-var-7 


equal -numberx 
Tesspx 

greaterpx 

eqix 

equal -number-no-popx 
Jessp-no-popx 
greaterp-no-popx 

eq] -no-pop* 


addx 

subx 

232-bit-plus 
232-bit-difference 
Zadd-bignum-step 
Zsub-bignum-step 
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18 
11 
12 
13 
14 
15 
16 
17 


38 
31 
32 
33 
34 
35 
36 
37 


18 
1 
12 
13 
14 
15 
16 
17 


36 
31 


“32 


33 
34 
35 
36 
37 


18 
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12 
13 
14 
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remainderx 
rational-quotientx 
minx 

maxx 


Jogand* 
Togxor* 
logiorx 


apointer-plus 
Zpointer-difference 
ashx 

store-conditional 
Zmemory-write 
Z2p-store-contents 
bind-locative-to-value 


moven-lexical-var-@ 


movem-lexical-var-1 


movem—lexical-var-2 
movem-lexical-var-3 
movem-1exical-var-4 
movemn-1exical—var-5 
movem-1exical-var-6 
movem-}exical-var-7 


eq 


logtestx 
e€q-no-pop 


logtest~no-popx 


aset~1 - 

Zal locate-1list-block 
aref-1 

aloc-1 

store-array-leader 

Zal locate-structure-b] ock 
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not- 17 1. 
unary address 


86 
67 


28 
21 
22 
23 
24 
25 
26 
27 


17) 


a2 


a3 
4 
@5 
86 
07 


28 
21 
22 
23 


24 


25 
26 
27 


amultiply-bignum-step 
2d ivide-bignum-step 


pop- instance-variable 
movem~instance-variable 


pop-instance-var-ordered 
movem-instance-var-ordered 


Zinstance-ref 
Zinstance-set 
Zinstance-1oc 
aset-tag 


pop 


movem 
amerge-cdr-no-pap 
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16 
17 


38 
31 
32 
33 
34 
35 
36 
37 


12 
1 
12 
13 
14 
15 
16 
17 


38 


34 
32 
33 
34 
35 
36 
37 


array-)eader 
aloc-leader 


Zunsi gned-lessp 


Zunsi gned-1essp-no-pap 


fast-aref-t 
fast-aset-1 
stack-b] t-address 


dpb 
char-dpb 
%p-dpb 
Zp-tag-dpb 


loop-increment-tos-< 
catch-open 
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index 
%p-store-contents instruction 226 
%%bignum-length 19 %p-tag-dpb instruction 153 
*Ybignum-sign 19 %p-tag-Idb instruction «152 
%%BYTE-OFFSET field 36 Y%pointer-difference instruction 218 
%%BYTE-PACKING field .36 ; “%pointer-increment instruction © 219 
%ACHAR-BITS 17 %pointer-plus instruction 217 . 
%%CHAR-CHAR-SET . 17 - %read-internal-register. instruction . 220 
RYCHAR-STYLE 17 %restore-binding-stack instruction 190 
%%CHAR-SUBINDEX. 17 %set-cdr-code-n instruction - 228 
%YDOUBLE-EXPONENT 22 %set-tag instruction 225 
%YDOUBLE-FRACTION-HIGH 22 %sub-bignunrstep: instruction. 136 
* .%%DOUBLE-SIGN: 22 ' -%tag instruction 224 
%%ELEMENT-TYPE field 36 %unsigned-lessp instruction 213 
%YEVENT-COUNT field 36 *write-internal-register - instruction . 220 
WRSINGLE-EXPONENT 22 add instruction § 113 
%YSINGLE-FRACTION 22 ~ aloc-1 instruction 155 
RRSINGLE-SIGN . 22 aloc-Jeader instruction 162 
atray-prefix-long 30 aref-1 instruction 154 
‘%array-prefix-short 30 _ -@rray-leader instruction. 161 
Yheader-type-array 30 aset-1 instruction 154 
%header-type-bignum 19 ; : ash instruction 131 
‘header-type-leader 30 assoc instruction 100 
%wired-physical-address-low 59 bind-locative instruction 188 
wired-virtual-address-high 59 bind-locative-to-value instruction 188 
branch instruction 164 
10-bit-immediate Instructions 319 -branch-false { -else}{ -and}{ -no-pop}{ -extra-pop} 164 
branch-true { -else} { -and} { -no-pop} { -extra-pop} 
%32-bit-difference instruction 134 instruction 164 
%32-bit-pius instruction 133 ‘car instruction 92 
%add-bignum-step instruction 135 catch-close instruction 196 
%allocate-list-block instruction 214 caich-open instruction 195 
%allocate-structure-block instruction 216 cdr instruction 92 
%block-n-read instruction 169 ceiling instruction 120 
%block-n-read-alu instruction 171 ‘ char-dpb instruction 151 
%block-n-read-shift. instruction 170 char-Idb instruction 150 
%biock-n-read-test instruction 172 decrement instruction 117 
Ybiock-n-write instruction 174 dpb instruction 7149 
Y%check-preempt-request instruction 232 . dtp-array 30 
%coprocessor-read instruction 221 atp-array-Instance 17 
%coprocessor-write instruction 222 dtp-big-ratio 22 
%idivide-bignum-step instruction 138 ; -dtp-bignum = 19 
%ephemeraip instruction 2713 ‘dtp-call-compiled-even instruction 175 
%generic-dispatch instruction 229 : atp-call-compiled-even-prefetch 175 
Shalit instruction 233 dtp-cafl-complied-odd instruction 175 
%header-type-instance 14 : dtp-call-complied-odd-prefetch 175 
S%einstance-loc instruction 211 atp-call-generic instruction 177 
%instance-ref instruction 209 dtp-call-Indirect instruction 176 
%instance-set instruction 210 dtp-call-indirect-prefetch 176 
%jump instruction 231 dtp-character 17 
%\ishe-bignum-step instruction 139 dtp-compHed-function 40 
%memory-read instruction 222 dtp-complex 24 
%memory-read-address instruction 223 dtp-double-float 22 
%memory-write instruction 227 dtp-dynamic-closure 43 
Y%merge-cdr-no-pop instruction 229 dtp-element-forward 6, 8 
%message-dispatch instruction 230 dtp-even-pe 46 
%multiply-bignum-step instruction 137 dtp-external-value-cell-pointer 8 
%multiply-doubie instruction 134 dtp-fixnum 19 
%p-dpb instruction 152 dtp-generic-function 43 
%p-idb instruction 151 dtp-header-forward 6, & 
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dtp-header- 6 
dtp-header-p 6 
dtp-instance 14 
dtp-lexical-closure 
dtp-list 24 
dtp-list-instance 
dtp-locative. 46 
dtp-monitor-forward 
dtp-null- 10 
dip-odd-pe 46 
dtp-one-q-forward 8 
dtp-physical-address 47 
dtp-single-float 22 
dtp-small-ratio 20 
- dtp-spare-number 
dtp-string 30 
dip-string-instance 
-endp instruction 108 
entry-rest-accepted instruction 
entry-rest-not-accepted 181 
eq instruction 102 
eq-no-pop 102 

eql instruction 102 
eql-no-pop 102 
equal-number instruction 
equal-number-no-pop 
fast-araf-1 instruction 
fast-aset-1 instruction 
finish-call-n_ instruction 
finish-call-tos instruction 
fioor instruction 121 
greaterp instruction . 104 
greaterp-no-pop 104 
increment instruction 
idb instruction 149 
lessp instruction 105 
fessp-ne-pop 105 
locate-locals. instruction 
logand instniction. 128 
logior instruction 129 
jogtest instruction 106 
logtest-no-pop 106 
jogxor instruction 130 
joop-decrement-tos instruction 166 
loop-increment-tos-less-than. instruction 
Ish instruction 133 

max instruction 126 

member instruction 99 


43 
17 


10 


24 
17 


181 


103 
103 
158 
189 
179 

180 


116 


182 


167 


min instruction 127 
minusp instruction 110 
movem instruction 142 


mover-instance-variable instruction 203 
movenr-instance-varlable-ordered instruction 
movenrilexical-var-n instruction 199 
multiply instruction 118 ; 
ho-op instruction 227 
plusp instruction 109 
pop instruction 147 
pop-instance-variable insiruciion 202 
pop-instance-variable-ordered instruction 
pop-lexical-var-n instruction 198 

push instruction 141 


207 


206 
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-Stack-bit instruction 


push-address instruction 144 
push-address-instance-variable instruction 204 
push-address-instance-variable-ordered instruction 
push-address-Sp-relative instruction 145 
push-Instance-variable instruction 201 
push-instance-variable-ordered instruction 
push-lexical-var-n instruction 198 
push-n-nils instruction 143 
quotient instruction . 119 
rational-quotient instruction 
remainder instruction 124 
return-kludge instruction 
return-multipie instruction 
yaturn-single instruction 
rgatf instruction 98 

rot instruction 132. 
round instruction 123 
rplaca instruction 96 
rpiacd instruction 97 
set-sp-to-address instruction 144 
set-sp-to-address-save-tos instruction 
set-to-car instruction 93 
set-to-cdr instruction 94 
set-to-cdr-push-car instruction 
setup-td-array instruction 156 
setup-force-1d-array instruction 
146 
stack-blit-address instruction 
start-call instruction 178 
store-array-leader instruction 
store-conditional instruction 
sub instruction 114 
take-values instruction 186 
truncate instruction 122 
type-member-n._ instruction 


208 


205 


125 
185 


184 
183 


145 


95 
157 
147 


161 
225 
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type-member-n-no-pop 107 
unary-minus instruction 115 
unbind-n instruction 189 

unsigned-lessp-no-pop 213 


zerop instruction 111 

Aborting Calls 257 
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Address Space 57 

Address Translation 60 

Address width 57 

Appendix: Comparison of 3600-Family and I-Machine Data 

‘ Representations 52 

Appendix: Comparison of 3600-Family and |-Machine 
Exception Handling. 295 

Appendix: Comparison of 3600-Family and |-Machine 
Function-Calling 282 

Appendix: Comparison of 3600-Farnily and |-Machine 
Instruction Sets 233 

Appendix: Comparison of 3600-family and |-machine | 
Memory Layout and Addressing 69 

Architecturafly defined fields of a flavor 14 

Areas 57 7 

Arguments: the Data Types Accepted 84 

Arithmetic Traps 287 , 


Array Differences 54 

Array Instances 17 

Array Operations 154 

Array register 30 

Array register: array length 36 
Array register: base address. 36 - 
Array register: control word — 36 


Base Registers 242 
Big-Ratio Representation 22 
Bignum Representation 19 
Bind-Read Operations 87 | 
Bind-Write Operations. 88 
Binding Instructions. 188 

- Binding Stack 244 
Block Instructions 169 
Branch.and Loop instructions 164 


Calling a Generic Function 277 

Catch Blocks 192 

Catch Instructions 192. 
Catch, Throw and Unwind-Protect 271 
Catch-block-binding-stack-pointer 192 
Catch-block-continuation 192 
Catch-block-pe 192 

Catch-block-pointer 192 
Catch-block-previous 192 
Catch-block-tag 192 

Cdr code 24 

Cdr code tag. 2 

Cdr Codes of Values:Retumed 90 
CDR-Read Operations 87 

Classes of Stored Object Representations 3 
Collision-count mechanism .63 

Compiled Function Differences 56 
Complex-Number Representation 24 
Components of Stored Representations 6 
_Constant Formats 80 

Constants 43 

Continuation register 245 
Control-register 245 

Control register Apply field 245 

Control register Arg-size field 245 
Control register Call-started field 245 
Control register Cleanup-bits field 245 
Contro! register Extra-argument field 245 
Contro! register Frame-size-of-caller field 245 
Control register Instruction-state field 245 
Control register Trap-mode field . 245 
Control register Value-disposition field 245 
Control Stack 241 

Control Stack Addressing Modes 83 
Control Stack Frames 241 
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